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Documents

Document Sharing Hub

Full document details: BS EN 15776:2011+A1:2015


http://dx.doi.org/10.3403/30176074
http://www.avadocuments.com/doc/bs-en-15776-2011-a1-2015
http://www.avadocuments.com/doc/bs-en-15776-2011-a1-2015

EUROPEAN STANDARD EN 15776:2011+A1
NORME EUROPEENNE
EUROPAISCHE NORM October 2015

ICS 23.020.30 Supersedes EN 15776:2011

English Version

Unfired pressure vessels - Requirements for the design and
fabrication of pressure vessels and pressure parts constructed
from cast iron with an elongation after fracture equal or less than
15 %

Récipients sous pression non soumis a la flamme - Unbefeuerte Druckbehélter - Anforderungen an die
Exigences supplémentaires pour la conception et la Konstruktion und Herstellung von Druckbehaltern und
fabrication des récipients sous pression et des parties sous Druckbehalterteilen aus Gusseisen mit einer Bruchdehnung

pression moulés en fonte a allongement, apres rupture, von 15 % oder weniger

inférieur ou égal a 15 %

This European Standard was approved by CEN on 1 January 2011 and includes Amendment 1 approved by CEN on 24 August 2015.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United
Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2015 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 15776:2011+A1:2015 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 15776:2011+A1:2015


http://dx.doi.org/10.3403/30176074
http://www.avadocuments.com/doc/bs-en-15776-2011-a1-2015
http://www.avadocuments.com/doc/bs-en-15776-2011-a1-2015

BSEN 15776:2011+A1:2015
EN 15776:2011+A1:2015 (E)

Contents Page
EUTOPEAN fOT@WOI.....euieieicissiisisisssmsasasssssss s s st s s sssssas s e e e R s A A AR R R AR AR AR AR RR R AR AR A AR R R R R AR AR AR R RS 4
001 0 1 L 0 5
1 Y 0 6
2 I\ L0 0T U Q) L) o) 4 L 6
3 Terms, definitions, units and SYMDBOIS......co s —————————— 7
31 Terms and defiNitions ... ————————————_——————————————_—_———— 7
3.2 31721 010 ) 1 9
3.3  Inter relation of thicknesses definitions ([A) EN 13445-6:2014 ®1])....cocvceeeresesssessesssessesnenns 11
4 Materials, limitations and service CONAitioNs......cccvriserismirsnmmissmsssssss s —————————— 11
4.1 Materials and limitations on temperature, maximum allowable pressure and energy

L0 1L 1 L, 11
4.2 L0020 ) Tt (0= U 0 13
5 LD LRy {1 L0 L= 10 =) L, 14
51 DeSIGN PriNCIPLe.. iR AR 14
5.2 Conceptual design and construction drawings ... ——————————— 14
53 Y = U Lol (0= 1 D 14
LSS T I ) 1 1) i 1 14
5.3.2 Design by formula (DBF) ... ssssssssssss s ssssssssssssssssssssssssss s 14
5.3.3 Design by analysis (DBA).....ccimssmmmimsssssssisssssssssssssssssssssssssssssssssssssssssssssssssssssssasssssssssssssssssssssses 15
5.3.4 Design by experiment (DBE).......cccouummmmmississssssssssssssssss s sssssssssssssssssssssssssssssssssns 15
54 Temperature reduction faACtor ... ——————————_—————— 16
5.5 Wall thickness reduction factor ... —————————————————— 16
5.6 Design for eXternal PreSSULE ... e 16
5.7 TesSting CONAITIONS ..ot 17
5.8 DeSign MEthOdS ... —————————————— 17
Lo 200 B 7 1 1) i ) 17
LIRS T 7= 10 (ol 0T o ) 17
LTS0S TN 0% 1 = 11 0 (ol U072 U )0 o 19
5.9 Construction details ... ——————————————————————_——" 24
5.9.1 Reinforcement of openings in cylinders, flat ends, dished ends, etc.........ccounnnrnrnrnesesnsnsasanes 24
5.9.2  FIllet FAAIUS ..cvcvcrerrmsesnsssssssssssssssssssssssssssssssssssssssssssssssssssssssssnsssasasssssssssssssssssssssnsssasasas s s s s snsssssssssssasasasasassnses 24
L0 0% T 0 E ¢ Lo o0 24
5.10 Technical doCUMENTATION.....cciiismsmssisssrssss s AR R e sn s R e RS 24
LS 10 T T 1 1) i 24
5.10.2 Information to be contained in the technical documentation..........cummmssm——— 24
LS 10105 T T o 0 010 o 26
5.10.4 Technical/manufacturing SChedule ... ——————————— 26
5.10.5 D@SIZIN FEVIEW ..eiuiesrrercsssisissssmssssssssssssssssssssssassssssssss s sssssss s s e s s AR RE R R A AR AR AR RS R AR AR R R R AR RS 26
6 Founding, material and casting teSting ... ————— 27
6.1 00110 0T 27
00 00 T - 1 =3 1 27
L I T U4 27
6.2 117 =0 o b LI ] ) 27

Documents

2 Document Sharing Hub

Full document details: BS EN 15776:2011+A1:2015


http://www.avadocuments.com/doc/bs-en-15776-2011-a1-2015
http://www.avadocuments.com/doc/bs-en-15776-2011-a1-2015

BSEN 15776:2011+A1:2015
EN 15776:2011+A1:2015 (E)

L0 0= 1 U i 27
6.2.2 Frequency and NUMDET Of tESTS ... sssssssssssssssssssssssasasasssssssss 27
6.2.3  INSPECtioN dOCUIMENLS.....ccorrsmsmsmsmsmsmsssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssasasssassssnsssnsnsssssnsnsnsmsasasasas 28
6.3 L7 T 0T T o 28
L0 1 R €< 1 1 i 28
6.3.2  Surface IMPerfeCtions ... ———————————————————————_ 28
6.3.3 Cracks, laps, cold shot and non-fused chaplets.......c.cum————— 28
6.3.4 Ultrasonic testing and/or SECtIONING.......cccummmimimiimmmsssssss s ————— 29
6.3.5 Liquid penetrant teSting ... ——————————— 29
6.3.6  SUIfACe FOUGNINESS ..o 29
6.3.7 Minimum Wall thiCKNESS ... 29
6.3.8 Wall thicKNess tOlEranCes.. ..o ssss s s e s s s as s s 29
6.3.9  Other diMENSIONS ..o AR AR e R R e R 29
6.3.10 Qualification of testing Personnel ... ————————— 29
7 FINAl @SS@SSIMENT ...cciuieiiecinsiiissssmssssssssss s e e R R E R R R R R s R R AR AR AR R bR 30
7.1 0= 1 1) o | . 30
7.2 Hy draulic tESt PreSSUTE. ....omimissmsssssssssssssssssssssssssssssasassssssssssssssssssssssssssasasassssssssssssssssssssssasasasasassnsnssss 30
8 Pressure vessels assembled of a combination of parts in different materials.........cceesruuee 30
9 Marking and dOCUMENTATION .....cccirrccscsesssmsnssssss s s et 30
9.1 MarKing Of CASTINGS ..ot s e e e 30
9.2 Name plate for the complete pressure VesSel ... 30
9.3 LD 0008 04 T=) 4= L0 0] 31
Annex A (normative) Technical data for design calculations ... ——— 32
Annex B (informative) Recommendations for in-service validation and inspection...........cussusass 35
B.1 o1 00 35
B.2 TeSts dUTING OPETALION ... R s e E R R as 35
Annex C (informative) Examples of fatigue design CUrVes......c.usssss 36
Annex ZA (informative) Relationship between this European Standard and the Essential
Requirements of EU Directive 97 /23 /EC ... msssssssssssssssssssssssssssssssssssssssssssssssssssssssssss 39
L33 10) U0 ) 1] 12 40
Documents
Document Sharingsl-iub

Full document details: BS EN 15776:2011+A1:2015


http://www.avadocuments.com/doc/bs-en-15776-2011-a1-2015
http://www.avadocuments.com/doc/bs-en-15776-2011-a1-2015

BSEN 15776:2011+A1:2015
EN 15776:2011+A1:2015 (E)

European foreword

This document (EN 15776:2011+A1:2015) has been prepared by Technical Committee CEN/TC 54
“Unfired pressure vessels”, the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by April 2016, and conflicting national standards shall be
withdrawn at the latest by April 2016.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent
rights.

This document supersede EN 15776:2011.
This document includes Amendment 1 approved by CEN on 2015-08-24.
The start and finish of text introduced or altered by amendment is indicated in the text by tags @

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this
document.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.
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Introduction

This standard is a stand-alone document and may be used for pressure equipment with certain
restrictions and limitations.

NOTE For the design and fabrication of cast iron pressure equipment standards with higher
elongations and ductility, see EN 13445-6:2014.

Attention is drawn to the references to [A) EN 13445-6:2014 (lfor design and fabrication according to
specific grades of material standards [A) EN 1563:2011 ®iland [A) EN 13835:2012 Gslwhich are found
in some clauses of this standard, EN 15776. Requirements for the design, material, manufacturing and
testing of pressure vessels and pressure vessel parts made from ferritic or austenitic spheroidal
graphite cast iron grades with an elongation after fracture higher than 15 % are given in A1) EN 13445-
6:2014 (4.

Cast iron with elongation after fracture equal or less than 15 % may only be used for pressure
equipment when operational and technical advantages are dictating its use instead of the cast iron
grades given in A EN 13445-6:2014 #lwith elongation after fracture higher than 15 %.
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1 Scope
This European Standard specifies requirements for the design, material, manufacturing and testing of
pressure vessels and pressure vessel parts made from materials for which details are specified from the

following material standards for specific grades which meet the criterion of an elongation after fracture
less than or equal to 15 %:

— EN 1561:2011 (i, Founding — Grey cast irons;
— EN 1563:2011 41, Founding — Spheroidal graphite cast irons;
— EN 13835:2012 (l, Founding — Austenitic cast irons.

The allowed content of the vessel or pressure part is a fluid of group 2 only, according to the
Directive 97 /23 /EC.

2 Normative references
The following referenced documents are indispensable for the application of this document. For dated

references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

EN 764-5:2014, Pressure equipment — Part 5: Inspection documentation of metallic materials and
compliance with the material specification

EN 1370:2011, Founding — Examination of surface condition

EN 1371-1:2011, Founding — Liquid penetrant testing — Part 1: Sand, gravity die and low pressure
die castings

EN 1559-1:2011 &, Founding — Technical conditions of delivery — Part 1: General

EN 1559-3:2011 ®il, Founding — Technical conditions of delivery — Part 3: Additional requirements
for iron castings

EN 1561:2011 ®il, Founding — Grey cast irons

EN 1563:2011 &1, Founding — Spheroidal graphite cast irons

EN 12680-3:2011, Founding — Ultrasonic testing — Part 3: Spheroidal graphite cast iron castings
EN 13445-3:2014 (1, Unfired pressure vessels — Part 3: Design

EN 13445-5:2014 (1, Unfired pressure vessels — Part 5: Inspection and testing

EN 13445-6:2014 (1, Unfired pressure vessels — Part 6: Requirements for the design and fabrication
of pressure vessels and pressure parts constructed from spheroidal graphite cast iron

EN 13835:2012 (4l, Founding — Austenitic cast irons
EN IS0 8062-3:2007 ®l, Geometrical Product Specifications (GPS) — Dimensional and geometrical

tolerances for moulded parts — Part 3: General dimensional and geometrical tolerances and machining
allowances for castings (1SO 8062-3:2007)
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3 Terms, definitions, units and symbols

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1.1
grey cast iron
cast material, mainly iron and carbon based, carbon being present mainly in the form of flake (lamellar)

graphite particles (A EN 1561:2011 (&il)

Note 1 to entry: Grey cast iron is also known as flake graphite cast iron, and less commonly as lamellar
graphite cast iron.

Note 2 to entry: Grey cast irons contain 2,0 % - 4,5 % carbon and 1 % - 3 % silicon. The structure consists of
branched and interconnected graphite flakes in a matrix which is pearlite, ferrite or a mixture.

3.1.2

spheroidal graphite cast iron

cast material, mainly iron and carbon-based, the carbon being present mainly in the form of spheroidal
graphite particles ([A) EN 1563:2011 (i)

Note 1 to entry: Spheroidal graphite cast iron is also known as ductile iron, and less commonly as nodular
iron.

Note 2 to entry: The mechanical properties of grey irons can be greatly improved if the graphite shape is
modified if molten iron, having a composition in the range 3,2 % - 4,5 % carbon and 1,8 % - 2,8 % silicon, is
treated with magnesium. This produces castings with graphite in spheroidal form instead of flakes, known as
nodular, spheroidal graphite or ductile iron. Nodular irons are available with pearlite, ferrite or pearlite-ferrite
matrices which offer a combination of greater ductility and higher tensile strength than grey cast irons.

3.1.3

austenitic cast iron

cast material with an austenitic matrix which is iron and carbon and silicon based and alloyed with
nickel and manganese, copper and/or chromium in order to stabilize the austenitic structure at room
temperature

Note 1 to entry:  The graphite can be present in flake or spheroidal form (EN 13835:2012).

3.14

relevant wall thickness

wall thickness representative of the casting, defined for the determination of the size of the cast
samples to which the guaranteed mechanical properties apply

3.1.5
critical zone
highly stressed area where a fracture is expected to occur in a burst test

NOTE1 Itcan be caused, for example, by any of the following:
— sudden change in cross section;
— sharp edges;

— sharp radii;
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— peak stresses;

— bending stresses;

— stresses due to other than membrane stress;
— changes in curvature.

NOTE 2 A critical zone is analysed by any appropriate method, e.g. holographic, interferometric method, strain
gauge methods, burst test, fatigue testing, FEM analysis, etc.

NOTE 3  Additionally, thermal gradients and thermal stresses due to different operating wall temperatures are
to be considered in defining critical zones.

3.1.6

purchaser

individual or organisation that buys pressure equipment, including assemblies or parts, for its own use
or on behalf of the user and/or operator

3.1.7

manufacturer

individual or organisation responsible for the design, fabrication, testing, inspection, installation of
pressure equipment and assemblies where relevant

NOTE1 The manufacturer may subcontract one or more of the above mentioned tasks under its responsibility.

3.1.8
casting manufacturer
subcontractor that produces the castings used in the manufacture of pressure equipment

3.1.9
temperature factor
reduction factor applied to the 0,2 % proof strength to take account of temperature influence

3.1.10
wall thickness factor
reduction factor applied to the nominal design stress to take account of reduced mechanical properties

3.1.11
stress factor
ratio of peak stress to total stress

3.1.12
total stress
total stress in a design model which includes all stress concentration effects, non-local and local
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For the purposes of this document, symbols used in EN 13445-6:2014 are listed in Table 1.

Table 1 — Symbols

Full document details: BS EN 15776:2011+A1:2015

Symbol Quantity Unit
c corrosion allowance mm
e required thickness mm
ea analysis thickness mm

€act actual thickness mm
e maximum local thickness at t.h(-é !oc.ation of a possible fatigue crack mm
initiation
€min minimum thickness as specified on drawing mm
f nominal design stress MPa
fe thickness correction factor
fm mean stress correction factor
Srest nominal design stress for testing condition MPa
fr temperature correction factor
fs surface finish correction factor
mc exponent in equation of fatigue design curve
n shell shape factor
Negq number of equivalent full pressure cycles
T, Tc calculation temperature °C
A As minimum elongation after fracture %
Cc coefficient in equation of fatigue design curve
Ce wall thickness reduction factor
Cr temperature reduction factor
E modulus of elasticity MPa
F test factor used in experimental fatigue assessment
Kert effective stress concentration factor
Kt theoretical elastic stress concentration factor
M mean stress sensitivity factor MPa
e value from appropriate Tables 10, 11, 1.3, 14.in the apprqpriate
number of cycle number range used in fatigue calculations
N total number of envisaged types of pressure cycles with different
amplitude
Nan allowable number of cycles obtained from the fatigue design curve
Documents
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10

Symbol Quantity Unit
Noin minimum number of cycles obtained in experimental fatigue
assessment
ni number of cycles with amplitude AP;
PCpc calculation pressure MPa a
Py burst test pressure MPa 2
Poact actual burst test pressure MPa 2
PD,pd design pressure MPa 2
Prmax maximum permissible pressure b MPa a
PS,ps maximum allowable pressure b bara
PT, pt test pressure b MPa
Rm minimum tensile strength MPa
deleted text
Rypo,2 minimum 0,2 % - proof strength MPa
Rpo,2/T minimum 0,2 % - proof strength at temperature T in degrees Celsius MPa
R; surface roughness parameter - peak - to - valley height pum
RM material strength parameter MPa
RM3 average strength from 3 tensile test samples MPa
S safety factor
TSmax, TSmin maximum / minimum allowable temperature °C
%4 volume L
AP pressure range MPa 2
AP; pressure cycle amplitude
Ao allowable stress range MPa
Ac* pseudo elastic stress range MPa
Aocue cut-off limit MPa
Aop endurance limit MPa
Aoeqstruc structural stress range MPa
Aor stress range in fatigue design curve MPa
6 casting tolerance mm
£ extra thickness due to casting process mm
YR partial safety factor
n Stress factor
v Poisson’s ratio

Full document details: BS EN 15776:2011+A1:2015
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Symbol

Quantity

Unit

Oe nominal design stress for external pressure

MPa

b See also [A) EN 13445-3:2014 (4, Table 4-1.

a MPa for calculation purposes only, otherwise the unit shall be bar (1 MPa = 10 bar).

3.3 Inter relation of thicknesses definitions ([A) EN 13445-6:2014 1)

i}

min

€agt

Key
e required thickness
€a analysis thickness

emin Mminimum thickness including corrosion allowance as indicated on drawings

eat  actual thickness

c corrosion allowance
€ extra thickness due to casting process
1) casting tolerance

4 Materials, limitations and service conditions

Figure 1

4.1 Materials and limitations on temperature, maximum allowable pressure and energy

content

All material grades subject to internal or external pressure shall comply with EN 1561:2011 for grey
cast iron, EN 1563:2011 for spheroidal graphite cast iron and EN 13835:2012 for austenitic cast iron.
The material grades and corresponding limitations are given in Table 2 and Table 3.
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Table 2 — Allowable material grades and limitations for grey cast iron and austenitic lamellar
graphite cast iron

Material Material designation Design Maximum Maximum
standard temperature allowable energy content
range pressure PS PS x Vfor a
inel .
TSmin /TSmax single casting
Symbol Number °C bar bar - L
EN-GJL-200 5.100
-10<T<200
EN-GJL-250 5.1301
EN 1561:2011
EN-GJL-300 5.1302
-10<T<200 25 65000
EN-GJL-350 5.1303
EN-GJLA-XNiCuCr15-6-2 5.1500
EN 13835:2012 -10<T<200
EN-GJLA-XNiMn13-7 5.1501

The product PS x V, and the design temperature range of Table 2 for a single casting may be exceeded
only for material grades EN-GJL-3001) and EN-GJL-350D up to 300 °C and a product PSxV, as
appropriate, when all the following conditions are met:

— maximum allowable temperature TSmax < 300 °C;
— maximum allowable pressure lowered from 25 bar to PS < 15 bar;
— documented stress factor < 2 throughout the casting;

— stress relief heat treatment is carried out when the maximum cooling rate in the mould exceeds 30
°C/h for the temperature range from 600 °C decreasing to 150 °C.

NOTE An in-service inspection to Annex B of this standard may be considered to be mentioned in the
operating instructions of the part or vessel.

1) The requirements of particular material grades in this clause may allow the fabrication of paper cylinder and dryer rollers.

Documents
12 Document Sharing Hub

Full document details: BS EN 15776:2011+A1:2015


http://www.avadocuments.com/doc/bs-en-15776-2011-a1-2015
http://www.avadocuments.com/doc/bs-en-15776-2011-a1-2015

