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Foreword 

This document (EN 15824:2009) has been prepared by Technical Committee CEN/TC 125 “Masonry”, the 
secretariat of which is held by BSI. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by January 2010, and conflicting national standards shall be withdrawn at 
the latest by January 2010. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EC Directive(s). 

For relationship with EC Directive(s), see informative Annex ZA, which is an integral part of this document. 

The CEN Enquiry on this Work Item was submitted as prEN 998-3:2006 but as a result of the discussion of 
the comments, the title of the draft was changed. As a result of this change the identifier of the Final Draft is 
changed too. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 
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Introduction 

The properties of external renders and internal plasters based on organic binders are primarily determined by 
the type or types of binders used and their respective proportions. 

Organic renders and plasters can be defined according to the:  

 chemical and physical nature of the main active binder(s) and its state of dissolution, dispersion, 
or powder, which is decisive for the final characteristics of the surface covering with one or 
several coats; 

 finishes determined by the aggregate distribution and application technique; 

 properties and/or type of use. 

They are factory-made products produced in paste form, ready to use or in powder form. 

Renders and plasters do not attain their final characteristics until properly dried and hardened after 
application. The functions performed by renders and plasters depend on the properties of the type of raw 
materials used, on the thickness of the coats and the type of application. In addition, renders and plasters 
determine the final surface of the construction before eventually receiving a finish if required. 

The manufacturer designates the appropriate properties and characteristics for end use and appearance and 
should give information about the use of the renders or plasters and the relevant conditions of use. 
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1 Scope 

This European Standard is applicable to factory-made renders and plasters based on organic binders used for 
external or internal covering on walls, columns, partitions and ceilings. This European Standard is also 
applicable to renders and plasters with inorganic  binders such as silicates, silanes, siloxanes and silicones. 

This European Standard contains definitions and final performance requirements. It includes relevant 
characteristic categories to designate renders and plasters. 

This European Standard is not applicable to coating materials and coating systems according to EN 1062-1 
and EN 13300. 

This European Standard does not contain recommendations for the design and application of renders and 
plasters. However, this European Standard may be used for definition of renders and plasters in conjunction 
with codes of application and national specifications for execution of works. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 1015-2, Methods of test for mortar for masonry — Part 2: Bulk sampling of mortars and preparation of test 
mortars 

EN 1062-3, Paints and varnishes — Coating materials and coating systems for exterior masonry and 
concrete — Part 3: Determination of liquid water permeability 

EN 1542, Products and systems for the protection and repair of concrete structures — Test methods — 
Measurement of bond strength by pull-off 

EN 1745:2002, Masonry and masonry products — Methods for determining design thermal values 

EN 13501-1, Fire classification of construction products and building elements — Part 1: Classification using 
data from reaction to fire tests 

EN 13687-3, Products and systems for the protection and repair of concrete structures — Test methods — 
Determination of thermal compatibility — Part 3: Thermal cycling without de-icing salt impact 

EN 13820, Thermal insulating materials for building applications - Determination of organic content 

EN ISO 7783-2, Paints and varnishes — Coating materials and coating systems for exterior masonry and 
concrete — Part 2: Determination and classification of water-vapour transmission rate (permeability) (ISO 
7783-2:1999) 

EN ISO 9001, Quality management systems — Requirements (ISO 9001:2000) 

EN ISO 15528, Paints, varnishes and raw materials for paints and varnishes — Sampling (ISO 15528:2000) 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 
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3.1 
render and plaster 
product in paste or powder form, consisting of a mix of one or more organic binders, aggregates, 
additives/additions, with water or solvent used for external rendering or internal plastering 

NOTE Render or plaster may be the product delivered by the manufacturer or the applied material on site. 

3.2 
declared value 
value that a manufacturer is confident in achieving, bearing in mind the precision of test and variability of a 
process 

3.3 
substrate 
surface to which the plaster or render is applied or is to be applied 

NOTE Examples are coated or uncoated masonry, concrete, gypsum elements, gypsum or cementitious boards for 
walls, columns, partitions and ceilings. 

4 Requirements 

4.1 General 

The requirements on characteristics for dried and hardened renders and plasters shall be defined using the 
test methods and procedures referred to in this European Standard. For these tests, renders and plasters in 
paste form shall be sampled in accordance with EN ISO 15528 and renders and plasters in powder form in 
accordance with EN 1015-2. 

NOTE The characteristic values are specified under laboratory conditions and cannot always be directly compared 
with the characteristics obtained under site conditions. 

In all tests the layer thickness recommended in the manufacturers instructions shall be used.  

4.2  Water vapour permeability 

Water vapour permeability shall be determined for external renders by measuring the water vapour 
transmission rate in accordance with EN ISO 7783-2 and shall be categorized in accordance with the values 
given in Table 1. 

Table 1 — Categories for water vapour transmission rate (V) 

Category Requirement 

Water vapour 
transmission rate V 

g/(m² · d) 

Diffusion equivalent 
to the air layer 

thickness sd 

m a 

V1 High > 150 < 0,14 

V2 Medium 
≤ 150 

> 15 

≥ 0,14 

< 1,4 

V3 Low ≤ 15 ≥ 1,4 
a Values of diffusion equivalent to the air layer thickness (sd) in accordance with EN ISO 7783-2. 
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