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National foreword
This British Standard is the UK implementation of EN 15948:2012.

The UK participation in its preparation was entrusted to
Technical Committee AW/4, Cereals and pulses.
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application.
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2012.
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Foreword

This document (EN 15948:2012) has been prepared by Technical Committee CEN/TC 338 “Cereal and cereal
products”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2012, and conflicting national standards shall be
withdrawn at the latest by September 2012.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland, Turkey and the United Kingdom.
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1 Scope

This European Standard defines a routine method for the determination of moisture and protein in whole
kernels of barley and wheat using a near-infrared spectrophotometer in the constituent ranges:

for wheat:

— moisture content minimum range from 8 % to 22 %;
— protein content minimum range from 7 % to 20 %.
for barley:

— moisture content minimum range from 8 % to 22 %;
— protein content minimum range from 7 % to 16 %.

This European Standard describes the modalities to be implemented by the supplier (5.3 and 5.4) and the
user of the method.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

EN ISO 12099:2010, Animal feeding stuffs, cereals and milled cereal products — Guidelines for the
application of near infrared spectrometry (ISO 12099:2010)

ISO 5725-2, Accuracy (trueness and precision) of measurement methods and results — Part 2: Basic method
for the determination of repeatability and reproducibility of a standard measurement method
3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN ISO 12099:2010 apply.

4 Principle
The method is based on Near-Infrared (NIR) spectroscopy, an indirect, correlative technique to predict the
concentration of various constituents in organic samples. Linear or nonlinear regression modelling is used to

relate NIR spectra to moisture or protein concentrations determined by officially approved standard methods
(e.g. artificial neural network-ANN, Partial Least Square Regression —PLS).

5 Method of analysis

5.1 General

According to this document, the method of analysis is defined as the association between a NIR instrument
and a model of prediction.
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5.2 Near Infrared Instrument

Based on diffuse reflectance or transmittance measurement covering the wavelength region of 700 nm-—
2500 nm or segments of this or at selected wavelengths.

5.3 Prediction models

Each model for the prediction of protein and moisture contents in whole grain of wheat and barley is amongst
others defined by:

— the number of samples used for the calibration development;

— the constituent ranges covered in the model for moisture and protein;

— the temperature range of the samples;

— the number and performance of involved reference labs;

— the stability of the model i.e. by number of harvests covered,;

— the calibration file defined by its name and its IT name (for example CHECKSUM) insuring its integrity;

— the seasonal, geographic and genetic variations covered.
5.4 Initial validation of the model

5.41 General

Since NIR analysis is an indirect, correlative technique, the results shall be validated against chemical
analysis reference methods. It is important that the reference methods used are officially approved such as
the methods described in the EN ISO standards previously cited (Clause 2). The purpose of validation is to
determine the root mean square error of prediction which depends at the same time on the correlation, the
bias and the slope.

The root mean square error between chemical analysis methods and predictions shall be compared to
calibration performance specifications and/or historical performance.

5.4.2 Initial validation sample set

The initial validation of a calibration model shall be done in accordance with EN ISO 12099 using independent
test sets of wheat and barley samples, originating from different countries and analyzed by the reference
methods given in Clause 2.

Requirements for the validation sample set are:

— at least 200 samples coming from 10 countries (20 representative samples min/country) distributed
homogeneously over the entire constituent range;

— the part of the range without any reference sample shall not exceed 0,3 %;
— different scans from one sample shall not be considered as different samples;

— seasonal effects over at least a three year period, temperature effects, instrument variation and the
variability of reference data shall be included in the set.
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5.4.3 Initial validation performances

The results of the initial validation shall at least fulfil the specifications given in Table 1.

Table 1 — NIR performances for the determination of moisture and protein (see also Annex B)

Moisture Protein Protein
Wheat and Wheat Barley
barley
Overall accuracy expressed as SEP as 0,24 % 0,27 % 0,27 %
constituent % w/w
Constituent concentration in | Min 8,0 % 7 % d.m. 7 % d.m.
the independent validation
data st Max 22 % 20 % d.m. 16 % d.m.
NOTE The minimum performance given in Table 1 includes the variation of reference data as documented by the

number of reference labs involved, regional and genetic variations, the number of countries and crop species involved and
the robustness over the last five years (see also Annex B).

5.5 Update of calibration model and validation of new model

The prediction model in accordance with this standard shall be updated by the one issuing the calibration
model to ensure inclusion of new climatic crop conditions and new varieties introduced on the market. These
updates shall be made by keeping the original database with addition of the new samples as needed.

The new prediction model shall be updated according to EN ISO 12099.

Validation shall be made according to the initial validation (5.3) and include at least 20 new samples.

6 Sampling

Sampling is not part of the method specified in this European Standard. A recommended sampling procedure
is given in EN I1SO 24333 [2].

It is important that the sample analyzed in routine is truly representative for the batch and has not been

damaged or modified.

7 Procedure

7.1 Preparation of the test sample

No specific sample preparation is required.

7.2 Measurement

Follow the instructions of the instrument manufacturer.

7.3 Local validation of the method
Before use, the method shall be validated on an independent test set that is representative of the sample

population to be analyzed. For the determination of bias, at least 10 samples are needed; for the
determination of Standard Error of Prediction (SEP, see EN ISO 12099:2010, Clause 6.5) at least 20 samples
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