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Foreword

This document (EN 15969-2:2011) has been prepared by Technical Committee CEN/TC 296 “Tanks for
transport of dangerous goods”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by March 2012, and conflicting national standards shall be withdrawn at
the latest by March 2012.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This European Standard EN 15969, Tanks for transport of dangerous goods — Digital interface for the data
transfer between tank vehicle and with stationary vehicles, is divided into the following parts:

Part 1 — Protocol Specification — Control, measurement and event data

Part 2 — Commercial and logistic data

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,

Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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Introduction

FTL is an acronym for Fuel Truck Link, the interface between electronic system(s) on board of a tank truck
(Tank-Vehicle-Equipment) and any external computer, Part 2 mainly for a host installed in the office and
connected via Internet (TCP/IP); for illustration, see Figure 1.

This European Standard specifies data format for all interconnecting communication paths for commercial
issues.

This European Standard offers the user following features:
— Multiple orders (batch processing);

— Pricing;

— Master data (e.g. products, customers, drivers, taxes);
— Additional texts for the printout;

— Information for the drivers;

— Trip management;

— Data for invoicing with surcharge;

— Data for delivery packaged goods;

— Handle planned and unplanned deliveries.
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TVE 2

Key

— direction of communication (client — server)

a may be either two independent units or one single unit which incorporates both functions OBC and TVE

Full document details: BS EN 15969-2:2011

Figure 1 — Communication structure
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1 Scope

This European Standard specifies the data structure needed for tour management, scheduling orders of
measured and unmeasured products online to the truck. Processed orders are transferred back to the host in
the office at once or later every time the truck is online.

It specifies the transfer of commercial and logistic data between transport vehicle equipment, on board
computer of the tank vehicle and stationary facilities for all communication channels between these parties.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

N 14118, Tanks for transport of dangerous goods — Digital interface for the product recognition device

EN _15969-1:2011, Tanks for transport of dangerous goods — Digital interface for the data transfer between
tank vehicle and with stationary facilities — Part 1: Protocol specification — Control, measurement and event
data

N ISO 3166-1; Codes for the representation of names of countries and their subdivisions — Part 1: Country
codes (JSO 3166-1:2006)

SO 639-1|, Codes for the representation of names of languages — Part 1: Alpha-2 code

SO 4217, Codes for the representation of currencies and funds

ISO/IEC 10646-1|, Information technology — Universal Multiple-Octet Coded Character Set (UCS) — Part 1:
Architecture and Basic Multilingual Plane

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN _15969-1:2011 and the following
apply.

31
dispatcher
person who planes tour at the host system

3.2
operator (driver)
person who operates the truck and the truck management computer

3.3

tour

set of at least one 'Order Record' and related records, which describes a collection of stops at different
customers and the ordered products, so that the driver knows where to go and what to deliver

3.4

article
goods and/or services provided
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4 General

This document shall only be used in conjunction with EN 15969-1] and shall not modify or override any of the
requirements of EN 15969-1..

5 Files

5.1 Format identifiers

According to EN 15969-1..
Table 1 — Record identifier and file type
Record Short Description of file contents and Primary Key [Deletion
identifier description possible destinations of the file Identifier
A Article List ' of all goods and/or services|a_art id a_deleted
provided
C Customer Customer database c_cus_id c_deleted
Record type used to mark batch|- -
FB FTL batch commands inside RC file; see
Table 11.
Documents
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Table 1 (continued)

Record
identifier

Short
description

Description of file contents and
possible destinations of the file

Primary Key

Deletion
Identifier

Trip

A trip consists of a list of trip stops,
which could be stops at customers (typ.
unloading) or depots (typ. loading).

h_tour_no

h_deleted

Location

All locations (depots, customers, etc)

|_loc_id

|_deleted

LR

Location
restriction

Restrictions for a location (time
windows, vehicle accessibility, permitted
actions)

Ir_loc_id

Ir_deleted

Notes

Notes that can be specified for any
object.

n_ref_obj
n_obj_id
n_seq_no

n_deleted

Order

Represents a stop in a trip. This could
be both a loadstop and an orderstop.
per stop, several actions can be
performed. These are specified in the p-
records of this o-record.
If field o_ord_ id is O,
unplanned

the order is

o_tour_no
o_ord_no

0_deleted

OR

Order restrictions

Order restrictions, used for scheduling
and routing.

or_ord_id

or_deleted

Order lines

Specifies the goods and services to be
delivered at this stop (o-record).

p_tour_no
p_ord_no
p_pos_no

p_deleted

Driver

List of all drivers

r_drv_id

r_deleted

Text-module
reference

Static texts for any object. provides text
module references, to add a variable
number of static texts to an object for
printout.

s_ref_obj
s_obj_id
S_seq_nho

s_deleted

Tax

Different applicable VAT rates, used for
invoice calculation.

t tax_id

t deleted

Text modules

Texts which are repetitively used, may
be stored in this database and referred
to by a three-digit numeric code in the
S-record.

x_blk_id
x_lang_id

x_deleted

Annotations

Optional annotations to any other type,
this annotations are used to add
manufacturer specific fields to any
record, which trigger an action on the
truck and are not only used for printout.
It is not allowed to define fields of type y
within this standard.

y_ann_obj
y_obj_id
y_ann_key

y_deleted

5.2 Relations

Figure 2 shows the relations between the different record types and contains only the fields relevant for these

relations.
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Work Data )
(Bl H-Trip v
h_deleted BOOLEAN
; :—:2::—:?0\9553258? Driver that drives that trip
© h_tourtext VARCHAR(30) = h_drv_id -->r_drv_id
@ h_drv_id VARCHAR(16)
$ h_veh_id VARCHAR(16)
© h_trail_id VARCHAR(18) Ve ~
 h_start ts TMESTAVP | o O - Order v
s T 4o, | Plannedin Trip | & o_deleted BOOLEAN
_veh_reg VARCHAR(30) ¢ o_ord_id VARCHAR(16)
& h_trai_reg VARCHAR(30) [t——— —
o_tour_no-> ¢ o_tour_no DECIMAL(6)
% h_no_del DECIMAL(4) b our o | o_ord_no DECIMAL()
h_no_err DECIMAL(4) - = - =
| & o_pos_no DECIMAL(2)
 Indexes >) | |® o_cus_id VARCHAR(16) Customer / Depot data
# o_ca_id VARCHAR(16) pot— —— — —— — — — — — — — — | |
| 4 o_da_id VARCHAR(16) o_cus_id -> c_cus_id
| o_comp_id DECIMAL(3)
| & o_bra_id DECIMAL(3)
I_|< & o_cord_no VARCHAR(30)
& o_rcpt_id DECIMAL(1)
o_cpy_amnt DECIMAL(1)
& o_inv_no DECIMAL(7) -, -
4 o_del_no DECIMAL(7)
o_pay_mode DECIMAL(1)
& o_sum_net1 DECIMAL(6,2)
( OR - Order Rest... v) g g_;ixﬁanm;:z%i%mﬁ_l_(?ézz)) ( P - Order Lines v)
< or_deleted BOOLEAN & o_tax_amt2 DECIMAL(6,2) & p_deleted BOOLEAN
¢ or_ord_id DECIMAL(6) & o_sum_net3 DECIMAL(8,2)P>t—————{ ¢ p_pos_id VARCHAR(16) |-———
<© or_prep_tm DECIMAL(4) & o_del_strt TIMESTAMP ¢ p_tour_no DECIMAL(6)
<& or_trailer BOOLEN — © o_del_end TIMESTAMP ¢ pb_ord_no DECIMAL(6)
© or_veh_size DECIMAL(2) & o_bnk_tm DECIMAL(1) © p_pos_no DECIMAL(2)
© or_trk_col DECIMAL(2) & o_lyt_id DECIMAL(2) ¢ p_art_id VARCHAR(16)
@ or_sel_drv VARCHAR(16) & o_Ing_id VARCHAR(2) & p_ord_amt DECIMAL(5,2)
© or_sel_trk VARCHAR(16) & o_cmy_sym VARCHAR(3) & p_unit_prc DECIMAL(5,4)
@ or_sel_dep VARCHAR(16) & o_pmt_date DATE -H-——| & p_low_vol1 DECIMAL(5)
<& or_sel_tou VARCHAR(16) & o_pmt_term DECIMAL(2) | & p_sur_vol1 DECIMAL(5,2)
& or_fr_rate_DECIMAL(6,2) & o_del_stat DECIMAL(2) | & p_low_vol2 DECIMAL(5)
© or_byg_id VARCHAR(16) © o_drv_id VARCHAR(16) & p_sur_vol2 DECIMAL(5,2)
© or_byg_nm VARCHAR(30) & o_sum_paid DECIMAL(6,2) | & p_low_vol3 DECIMAL(5)
<© or_byg_seq VARCHAR(5) & o_pay_stat DECIMAL(1) | & p_sur_stat DECIMAL(1)
& or_blocked BOOLEAN & o_proc_id DECIMAL(2) | & p_ delt _qty Dsgél\lllh;\kﬁ 12))
<& or_domain VARCHAR(16) & p_unit_msr
© or_twi_beg TIMESTAMP |0 .. | \Indexes >) | & p_tempcomp BOOLEAN
© or_tw1_end TIMESTAMP this O-Record I & E g:lses t;rrg IIEDCEIEI'FL\\/ISI{;Z)
© or_tw1_dow VARCHAR(2) &
& or_tw2_beg TIMESTAMP Dor ord id L___ A © p_vol_grs DECIMAL(6,2) S
<© or_tw2_end TIMESTAMP - = Ordered Product © p_avg_tmp DECIMAL(4,1)
->o_ord_id
& or_tw2_dow VARCHAR(2) - = p_tour_no + p_ord_no & p_vol_comp DECIMAL(6,2)
& or_tw3_beg TIMESTAMP > 0_tour_no + 0_ord_no & p_del_wght DECIMAL(8,2)
<& or_tw3_end TIMESTAMP & P der;s 158E3:EII\CIIMAL(6)
© or_tw3_dow VARCHAR(2) & p_rept_no
& or_tw4_beg TIMESTAMP & p_cntrct_no VARCHAR(15)
& or_tw4_end TIMESTAMP & p_cntr_no VARCHAR(16)
© or_tw4_dow VARCHAR(2) & p_cpt_no DECIMAL(2)
& p_tnk_loc DECIMAL(2)
Indexes > © p_tnk_shp Varchar(5)
~ / & p_tnkctntb DECIMAL(6,2)
& p_tnk_unit DECIMAL(1)
& p_tnkctnta DECIMAL(86,2)
& p_hose_lg DECIMAL(2)
& p_pmp-rate DECIMAL(2)
(E] s-TextModule.. v) G a 3 g_‘a):ltmtszi BD(ég:;\AEAA\EZ)
X - Text Modules v & p_sup. id VARCHAR(16)
s_deleteq SOOLEAN Text Module & x deleted BOOLEAN & p_sup_cat BOOLEAN
? S_I'ef'_(')bj VARCHAR(2) o Reference M x:txt_i d DECIMAL(4) & p_art_cat DECIMAL(1)
? s_obj_id VARCHAR(16) >t tH ¢  Jang id VARCHAR
- . _lang_id_ 2)
 s_txt_id DECIMAL(4,1) s_txt_id & x_text VARCHAR(70) | Indexes >)
? s_seq_no DECIMAL(2) ->x_txt_id —
dndexes D \Indexes D
Documents
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Master Data ]
P < ( N - Note v) r Y - Annotations v)
R - Driver M & n_deleted BOOLEAN & y_deleted BOOLEAN
I deleted BOOLEAN 9 n_ref_obj VARCHAR(2) ¢ y_ann_obj VARCHAR(2)
[} r_drv id VARCHAR(16) $ n_obj_id VARCHAR(16) ¢ y_obj_id VARCHAR(16)
& r_drv_name VARCHAR(30) $ n_seq_no DEC|MAL(2) ? y_ann_key VARCHAR(1 0)
——H & rIng_id VARCHAR(2) & n_note VARCHAR(30) & y_ann_val VARCHAR(30)
< r_auth_Ivi DECIMAL(1)
& r_drv_pin DECIMAL(6) dndexes > \Indexes >
| Indexes >) ( L - Location v)
- ~ & |_deleted BOOLEAN
C - Customer M % Iloc_id VARCHAR(16)
& c_deleted BOOLEAN & |_name01 VARCHAR(30)
§ oo 0 VARCHAR(10) 3 [hameds VARCHAR D
c_loc_lI —
g ¢ match VARCH. AR((SO)) Invoice Address & |_housenm VARCHAR(30)
——H & c_vat BOOLEAN P T T T T T T T Slocid s Lioeid | © Lstreet VARCHAR(30)
& c_tax_no VARCHAR(15) g :-:‘rf:m';’éﬁggggﬁo)
& ¢_comp_id DECIMAL(3) _al
& c_bra_id DECIMAL(3) 2 :%:g":’/i%‘éﬁi%‘;‘%’?(m)
Indexes N & |_county VARCHAR(30)
- J Delivery Address +|— & |_state VARCHAR(30)
-—————————————"——————1H & |_cntry VARCHAR(30)
0_da_id->1 loc_id & Lentry_cd VARCHAR(2)
& |_supplmt VARCHAR(30)
& |_phone1 VARCHAR(30)
< I_phone2 VARCHAR(30)
& |_fax_no VARCHAR(30)
Contact Person o 1I_email VARCHAR(30)
________________________ cE:a__id_->Uoc__id__ © 1_geo_long DECIMAL(4,6)
© I_geo_lat DECIMAL(4,6)
$ |_geo_hght DECIMAL(4)
e - ™ < |_geo_glty DECIMAL(2)
A - Article M © I_max_dst DECIMAL(8)
& a_deleted BOOLEAN
$ a_art_id VARCHAR(16) \ Indexes >)
4 a_art_no DECIMAL(3) *
© a_art_txt VARCHAR(30) |y,
$ 2-pok_cnt DECIMAL(S.) _i Restrictions for
a_ovr_pcl L . this location
$ a_tare_wgh DECIMAL(5,2)| | Addiivated Aride I_loc. id -> |_loc_id
© a_unt_txt VARCHAR(6) |2 _ar | -
& a_unit_msr DECIMAL(1)
& a_pok_ixt VARCHAR(30) HO—
& a_prc_fac DECIMAL(4)
& a_prc_code DECIMAL(1)
| orered Aricle | § 2 VU aRcHAR(E) || - \
. art id->a_art_id — | LR - Location Restrictions ¥
D¢ a_met_Prod DECIMAL(3) | Supplemental Article
4 a_add_id VARCHAR(16) a_sup_id > a_art_id © Ir_deleted BOOLEAN
< a_add_ppm DECIMAL(5) | = - ¢ Ir_loc_id VARCHAR(16)
¢ a_sup_id VARCHAR(16) | $ Ir_stat_ok DECIMAL(1)
© a_sup_cat BOOLEAN © Ir_stat_ty DECIMAL(1)
< a_art_cat DECIMAL(1) p ~ © Ir_op_figs VARCHAR(1)
g a_fp_cl VARS:QE(&Z\R@) T - Tax Rates v & Ir_bypass VARCHAR(2)
a_crmy_sym & Ir_defbyp VARCHAR(2)
G a_dens_15¢ DECIVAL(4,1) O Lioleted BOOLEAN & IFnevbyp VARCHAR()
< a_prt_grs BOOLEAN — 2% % Ir_tw1_beg TIMESTAMP
& a_pid_grd DECIMAL(3) Tax reference & t_tax_vall DECIMAL(2,2)
_pid_g >y taxreference iH & Ir_twi_end TIMESTAMP
& a_p_compc DECIMAL(5) a_tax_id > t_tax_id ' | € t_exp_date TIMESTAMP
g T 777 | & ttax_val2 DECIMAL(2,2) © Ir_twi_dow VARCHAR(2)
< a_p_prodc DECIMAL(10) & tcalc, id DECIMAL(1) & Ir_tw2_beg TIMESTAMP
e < Ir_tw2_end TIMESTAMP
\ Indexes >) Indexes N & Ir_tw1_dow VARCHAR(2)
N J <& Ir_veh_size DECIMAL(2)
$ Ir_hose_lg DECIMAL(2)
& Ir_prep_tm DECIMAL(4)
< Ir_trailer BOOLEAN
© Ir_trk_col_DECIMAL(2)
\Indexes >)
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Key
Symbol Meaning
@ Primary key, shall be unique
. Foreign key, this attribute is referencing/reference
Attribute
+———— ++ One-to-one relationship, both objects shall exist
H————— —O— One-to-one relationship, the object on the right
side is optional (zero or one)
= < One-to-many relationship, both objects shall exist
= o< One-to-many relationship, the object on the right
side is optional (zero, one or many)

Figure 2 — Work data and master data

5.3 File naming conventions

When files are being transferred using FTP connection, the file(s) shall be named
RC _CCYYMMDDhhmmss.FTL. CCYYMMDDhhmmss is the timestamp according to Table3 of
EN 15969-1:2011.

If more than one file is transferred, they shall be processed in ascending order of file names.

6 Fields of special types

6.1 Text module reference

Table 2 — Text module reference

Type |Size Explanation

R N4.1 Text module reference

Text module fields according to Table 2 have the special functionality described below.

The text module selection will be done by a key number. Each record of type X can be used as a single line or
as a set of lines. To differentiate between single line and set, the pointer has a special structure.

The text module reference s_txt_id is defined as a numeric value with the size: 4.1.
The text module reference s_txt_id, is defined as a numeric value with the size: 4.1. The leading 4 digit

number is the key-field of the record of type X (field x_txt_id). The 1 digit number behind the decimal point
counts the number of records following the first record, i.e. this number is used to increment the pointer.
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EXAMPLE

Value Explanation

99.0 Only record no. 99 is printed.

99.2 Record no. 99, 100, 101 are printed.

6.2 Geo-Coordinates

Geo-coordinate fields shall be according to Table 3.

Table 3 — Geo-coordinate field

Type

Size

Explanation

N4.6

Longitude and latitude values shall be in degrees and decimal fractions of degree:

— negative value of longitude is west of Greenwich; positive value is east of Greenwich;

— positive value of latitude is north of equator; negative value is south of equator.

Examples for longitude GPS:

+007.512500 = 7,512500° E =7° 30’ 45*E =7°0,750' E
7.5125=7,512500° E =7° 30 45" E

-007. 512500 = 7,512500° W = 7° 30" 45" W

Examples for latitude GPS:
+07.512500 = 7,512500° N = 7° 30’ 45“ N

6.3 UTF-8 strings

UTF-8 strings according to Table 4.

Table 4 — UTF-8 string field

Type

Explanation

Ux

Text with maximum length of x printable characters coded in UTF-8 according to

ISO/IEC 10646-1]. At most, x-times four bytes are required for storage.

7 Price calculation rules

71

General

All prices shall be net prices.

7.2 Low volume (surcharge)

In the event of the actual delivered volume being less than the planned delivered volume, negative price
discounts (surcharges) may be applied.

12
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These fields are used to calculate the applicable surcharges. Two surcharge levels are allowed, depending on
the difference between the actual delivered volume and the planned delivered volume. For example, if this
difference is between "p_low_vol1" and "p_low_vol2" then surcharge "p_sur_vol1" shall be used, and if
between "p_low_vol2" and "p_low_vol3" then surcharge "p_sur_vol2" shall be used.

In any of these cases the driver has the possibility to change from invoice to delivery note.

Where the actual delivered volume is so small that it is less than "p_low_vol3", (the limit of prior agreed
surcharges) then no price calculation shall be made and only a delivery ticket issued.

Formula:
price = p_del gty * p_unit_price / a_prc_fac
surcharge = p_del_qty *p_sur_voln/a_prc_fac

7.3 Pricing of packed products, container, pieces

7.3.1 Article records

Packed goods can also be delivered, packed goods have no a_met_prod, a_met_prod is the reference to the
metered product on the truck.

7.3.2 Low volume (surcharge)

For this type of product there are also quantity limits available. The conditions are the same as for liquid
products.

7.3.3 Price calculation methods

— by piece (‘a_prc_code' = 0)
If a_pck_cnt=0 the driver inputs the number of pieces, which is stored in p_del_qty. If a_pck_cnt>0, the
driver inputs the number of packings, the quantity is calculated by a multiplication of the number of
packings and a_pck_cnt is stored in the data field p_del_qty. The price will be the unit price p_unit_prc.
The a_prc_fac shall be taken into consideration. The text for unit of measure is given in a_unit_txt, e.g.
can.

Price-Formula:
price = p_del_qty * p_unit_prc/a_prc_fac

— by quantity ('a_prc_code' = 1)

If a_case_cnt>0, a special calculation shall be made to get the delivered quantity 'p_del_qty'. The text for
unit of measure is given in 'p_unit_msr'. If a_case_cnt=0, the driver inputs the quantity directly.

Formula:

p_del_qty = number of packings * a_pck_cnt
price = p_del_qty * p_unit_prc/a_prc_fac

— by fixed price (‘a_prc_code' = 2)

A price calculation is not needed because this price is negotiated. No quantity input is necessary, the
delivered quantity is the preset quantity, text for unit of measure is given in 'p_unit_msr'.
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