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National foreword

This British Standard is the UK implementation of EN 15984:2017. It
supersedes BS EN 15984:2011], which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PTI/13, Petroleum Testing and Terminology.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2017
Published by BSI Standards Limited 2017

ISBN 978 0 580 93208 3
ICS 75.160; 75.160.30

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 September 2017.

Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 15984:2017


http://dx.doi.org/10.3403/30185812
http://www.avadocuments.com/doc/bs-en-15984-2017
http://www.avadocuments.com/doc/bs-en-15984-2017

EUROPEAN STANDARD IEN 15984
NORME EUROPEENNE
EUROPAISCHE NORM August 2017

ICS 75.160.30 Supersedes EN 15984:201

English Version

Petroleum industry and products - Determination of
composition of refinery heating gas and calculation of
carbon content and calorific value - Gas chromatography

method
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pouvoir calorifique et de leur teneur en carbone - Berechnung des Kohlenstoffgehaltes und des
Méthode par chromatographie en phase gazeuse Heizwertes - Gaschromatographisches Verfahren

This European Standard was approved by CEN on 19 June 2017.
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European foreword

This document (EN 15984:2017) has been prepared by Technical Committee CEN/TC 19 “Gaseous and
liquid fuels, lubricants and related products of petroleum, synthetic and biological origin”, the
secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by February 2018, and conflicting national standards
shall be withdrawn at the latest by February 2018.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 15984:2011.

In this revision only the precision values have been updated to reflect the realistic values found in five
consecutive interlaboratory studies performed by the DIN/FAM over the years 2009 to 2014. These
pooled precision statements were calculated and approved by CEN/TC 19/WG 36.

This document is based on a DIN Standard [3] with the same scope.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.
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1 Scope

This European Standard specifies a gas chromatographic analysis for the determination of the
composition of fuel gases, as used in refinery heating gas. These results are used to calculate the carbon
content and the lower calorific value.

With this gas chromatographic analysis, an overall of 23 refinery heating gas components are
determined in concentrations as typically found in refineries (see Table 1 for further details).

Water is not analysed. The results represent dry gases.

NOTE1 Depending on the equipment used, there is a possibility to determine higher hydrocarbons as well.

NOTE 2  For the purposes of this European Standard, the terms “% (V/V)” is used to represent the volume
fraction (¢).

WARNING — The use of this standard can involve hazardous materials, operations and equipment. This
document does not purport to address all of the safety problems associated with its use. It is the
responsibility of users of this standard to take appropriate measures to ensure the safety and health of
personnel prior to application of the document, and fulfil statutory and regulatory requirements for this
purpose.

2 Principle
This European Standard defines a procedure that is used to determine all components that are present

in a typical refinery heating gas, as indicated in Table 1.

The composition range in which each component can be analysed does depend on the actual sample
composition as higher amounts of a certain component may affect the detection range of other
components eluting close by. The general ranges which apply to all the individual components are:

— hydrocarbons from 0,01 (mol/100 mol) up to 100 (mol/100 mol);
— non-condensable gases from 0,02 (mol/100 mol) up to 100 (mol/100 mol);

— for hydrogen sulfide a range between 0,1 (mol/100 mol) up to 10 (mol/100 mol) has been found
applicable.

Three different analysis systems are necessary; they may be built in three separate gas
chromatographs, or be integrated into one.

Depending on the configuration, hydrocarbons with more than five carbon atoms are reported as a sum
parameter. The composition of the refinery heating gas is used to calculate the carbon content and the
calorific value. A typical procedure is described hereafter. A configuration is acceptable when the
determination gives the precision as described in Clause 9.

3 Reagents and materials

3.1 Gases.

3.1.1 Hydrogen, with a minimum purity of 99,995 % (V/V).
3.1.2 Helium, with a minimum purity of 99,995 % (V/V).
3.1.3 Nitrogen, with a minimum purity of 99,995 % (V/V).

3.1.4 Air, free of oil and water.
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3.1.5 Argon, as alternative for analysis system 2, with a minimum purity of 99,995 % (V/V).

3.2 Calibration sample.

A certified reference gas mixture in concentrations that allow the determination of the necessary
response factors (see 6.1) and retention times is required.

Table 1 — Refinery heating gas components

Number Description Chemical formula

1 Hydrogen H,

2 Oxygen/Argon 02/Ar

3 Nitrogen Nz

4 Carbon monoxide co

5 Carbon dioxide CO2

6 Hydrogen sulfide H.S

7 Methane CH4

8 Ethane C2Hs

9 Ethene CzHa

10 Ethyne /Acetylene C:H>

11 Propane CsHs

12 Propene CsHs

13 Prop-1-yne C3Ha
(Propyne, Methylacetylene)

14 Allene (Propadiene) C3Ha

15 Methylpropane (iso-Butane) C4H1o

16 n-Butane C4H1o

17 But-2-ene Trans C4Hsg
(trans-2-Butene)

18 But-1-ene (1-Butene) C4Hs

19 2-methylprop-1-ene C4Hg
(2-Methyl-Propene)

20 Cis But-2-ene (cis-2-Butene) C4Hs

21 Buta-1,3-diene C4Hsg
(1,3-Butadiene)

22 2-Methylbutane (iso-Pentane) | CsHi

23 n-Pentane CsHiz

24 Other components with 5 or more Carbon atoms, excluding 2-
Methylbutaneand
Pentane (Cs.)
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4 Apparatus
4.1 Usual laboratory apparatus and glassware.

4.2 Gas chromatographic apparatus, consisting of at least three separation systems able to work
simultaneously in one gas chromatograph, with a Thermal Conductivity Detector (TCD) and Flame
Ionization Detector (FID) that should be available, and confirming to the requirements as given in
Clause 5.

5 Gas chromatographic analysis
5.1 Analysis systems

The gas chromatographic system consists of the following three parts:

1) Analysis system 1

All components except hydrogen (see Table 1) are retained on a porous polymer and a molecular sieve
column and back flushed.

Hydrogen is determined on a TCD with nitrogen (3.1.3) as the carrier gas (see Figure A.4).

2) Analysis system 2

The second analysis system separates non-condensable gases, carbon dioxide, and hydrocarbons with
two carbon atoms and hydrogen sulfide with helium (3.1.2) as the carrier gas and a TCD as a detector.

After a pre-separation on a porous polymer column (column 3) propane and higher hydrocarbons are
back flushed and vented. See Figure A.5 for details.

When the inert gases (02/Ar, N, CHs and CO) are on the molecular sieve 13X column, this column is
isolated. Carbon dioxide, the C,-hydrocarbons and hydrogen sulfide are eluted from the porous polymer
column (column 4) and are detected. The C;-hydrocarbons from this fraction are not used for
quantification. After this the molecular sieve 13X column (column 6) is eluted and the components are
determined on the TCD. Methane is quantified on Analysis System 3.

3) Analysis system 3

The third analysis system separates and quantifies all hydrocarbons by an FID and hydrogen (3.1.1) or
helium (3.1.2) as the carrier gas. Two columns are used in series. From the methyl silicone column
(column 1), the components above a certain cut point e.g. n-pentane are back flushed and determined as

a summed peak. The hydrocarbons from the alumina oxide column, column 2, are then separated and
quantified. See Figure A.6 for details.

5.2 System configuration
The gas chromatographic system may consist of one or more gas chromatographs, with the possibility

for isothermal or temperature programmed runs or both depending on the selected system
configuration. A TCD and an FID shall be available.

A gas flow control system and gas sampling valves and switching valves are used.
Means for quantification shall be provided.

Optionally a vaporizer may be used.
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