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Foreword 

This document (EN 16020:2011) has been prepared by Technical Committee CEN/TC 305 “Potentially 
explosive atmospheres - Explosion prevention and protection”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by January 2012, and conflicting national standards shall be withdrawn at 
the latest by January 2012. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive(s). 

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 
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1 Scope 

An explosion diverter is used to divert explosions propagating through ducts, thus preventing flame jet ignition 
and pressure piling in connected protected enclosures. It will reduce the risk of flame transmission. 

This European Standard describes the basic design of a pipe-in-pipe diverter and specifies the testing 
requirements and the application of explosion diverters.  

This European Standard covers: 

 a test method for assessing the efficacy of explosion diverters; 

 design rules for a type of pipe-in-pipe diverter; 

 demands to venting device on diverter; 

 installation requirements; 

 maintenance requirements; 

 marking. 

This European Standard considers dust/air explosive atmospheres only. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 13237, Potentially explosive atmospheres — Terms and definitions for equipment and protective systems 
intended for use in potentially explosive atmospheres 

EN 14034-1, Determination of explosion characteristics of dust clouds — Part 1: Determination of the 
maximum explosion pressure pmax of dust clouds 

EN 14034-2, Determination of explosion characteristics of dust clouds — Part 2: Determination of the 
maximum rate of explosion pressure rise (dp/dt)max of dust clouds 

EN 14460:2006, Explosion resistant equipment 

EN 14491: Dust explosion venting protective systems 

EN 14797, Explosion venting devices 

EN 15089:2009, Explosion isolation systems 

EN ISO/IEC 17025, General requirements for the competence of testing and calibration laboratories  
(ISO/IEC 17025:2005) 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 13237, EN 14797, EN 14491 , 
EN 15089:2009 and the following apply. 
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3.1 
explosion venting device 
part of the explosion diverter which opens under explosion conditions in a controlled manner 

3.2 
explosion diverter 
passive mechanical device typically installed in a duct preventing flame jet ignition, pressure piling and 
reducing the probability of flame transmission into connected equipment 

3.3 
flame velocity 
Sf 
velocity of a flame front relative to a fixed reference point 

[EN 15089:2009, 3.14] 

3.4 
pressure piling 
condition during deflagration in which pressure increases in the unreacted medium ahead of the flame front as 
a result of the deflagration 

3.5 
flame jet ignition 
ignition of unreacted pre-compressed and turbulent medium in an enclosure by a flame with a large surface 
area and high energy 

3.6 
installation distance 
distance between the vessel and the connecting flange of the diverter 

3.7 
optimum explosion pressure 
popt 
explosion pressure in the vented or unvented vessel of the primary explosion which causes maximum flame 
velocity in the pipe at the inlet of the connected vessel, without diverter 

4 Explosion Diverters 

4.1 General 

Explosion diverters are inline passive protective systems, installed in processes involving dust. They respond 
to and by means of internal explosion pressure in the duct in which they are installed. 

The most common design of explosion diverters can be described as pipe in pipe arrangements (see 
Figure 1) causing a change of flow direction and fitted with an explosion venting device (see Figure 1 a) and 
Annex A). This type of diverter will typically have an inner inlet pipe and an outer outlet pipe. Other types of 
explosion diverters are described in Annex B. 

In most cases, the installation of explosion diverters is closely related to pre-arranged planning and 
engineering. Subsequently, the installation will be executed as per agreed-upon general arrangement and 
detail drawings of the system of which the explosion diverter becomes a part. 

In the case of an explosion propagating through a duct, the venting device opens and diverts flame and 
pressure. This shall be done into a safe area (see Figure 1 b)). 

Explosion diverters shall ensure as a minimum that pressure piling and flame jet ignition are prevented 
beyond the diverter. They cannot completely stop the flame and pressure propagation under all conditions. 
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a) closed b) open

Figure 1 — Example of a pipe-in-pipe explosion diverter 

4.2 Special requirements to explosion diverters 

4.2.1 Explosion venting device 

Venting devices shall comply with EN 14797 with the exception of the determination of the efficiency of the 
device. In addition, tests according to Clause 5 shall be undertaken to demonstrate their suitability for 
intended use on explosion diverters. 

4.2.2 Mechanical integrity 

Depending on the intended use, the loads caused by internal explosions will to a great extent depend on 
equipment connected to the device (vessel size, length of interconnecting pipes) and explosion properties of 
the dust (intended range of KSt, pmax). 

Any part of an explosion diverter not designed to rupture shall be constructed such that it can withstand the 
loads imposed by any internal explosion that can be expected in accordance with its intended use, without 
rupturing. The construction can be either explosion-pressure resistant or explosion-pressure shock-resistant 
(see EN 14460). 

If parts of or the entire explosion venting device detach during the explosion, the explosion diverter shall 
include a restraining arrangement e.g. a cage. The restraining arrangement is an integral part of the explosion 
diverter. The requirements pertaining to mechanical integrity include the elements of the restraining 
arrangement. 

5 Verification of efficacy and mechanical integrity of the diverter by experimental 
testing 

5.1 General 

The testing shall reflect the intended use. 

As a minimum the following information is necessary prior to testing: 
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