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National foreword
This British Standard is the UK implementation of EN 16272-1:2012.
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Technical Committee RAE/2, Railway Applications - Track.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2012.
Published by BSI Standards Limited 2012.
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Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2012.
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Foreword

This document (EN 16272-1:2012) has been prepared by Technical Committee CEN/TC 256 “Railway
applications”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by April 2013, and conflicting national standards shall be withdrawn at the
latest by April 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association.

This European Standard is one of the series EN 16272 "Railway applications — Track — Noise barriers and
related devices acting on airborne sound propagation — Test method for determining the acoustic
performance" as listed below:

— Part 1: Intrinsic characteristics — Sound absorption in the laboratory under diffuse sound field conditions

— Part 2: Intrinsic characteristics — Airborne sound insulation in the laboratory under diffuse sound field
conditions

— Part 3-1: Normalised railway noise spectrum and single number ratings for diffuse field applications

— Part 3-2: Normalized railway noise spectrum and single number ratings for direct field applications 1)

— Part 4: Intrinsic characteristics — In situ values of sound diffraction under direct sound field conditions 1)
— Part 5: Intrinsic characteristics — In situ values of sound reflection under direct sound field conditions 2)

— Part 6: Intrinsic characteristics — In situ values of airborne sound insulation under direct sound field
conditions 1)

—  Part 7: Extrinsic characteristics — In situ values of insertion loss 2)

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

1) In preparation.

2) This document has been prepared as a CEN Technical Specification and is in preparation.
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Introduction

Where a sound reflecting surface is installed along a railway, it may be effective to use sound absorbing
devices on its rail side to reduce additional noise nuisance caused by reflected sound. This treatment may be
needed in the presence of the following:

— noise barriers, rocks or retaining walls that can reflect sound waves toward unprotected areas;
— vertical cuttings or reflective surfaces that face each other;
— tunnels and their approaches;

— trains passing close to a barrier where reflections between the train and the barrier may give rise to a
reverberant field and thus reduce barrier effectiveness.

This European Standard specifies a test method for assessing the sound absorption performance of noise
barriers and related devices acting on airborne sound propagation designed for railways (a measure of
intrinsic performance). It is not concerned with determining sound absorption performance in situ, nor with
determining the acoustic efficiency at receiver positions (insertion loss), which additionally depend on factors
which are not related to the product itself, e.g. the dimensions of the barrier and quality of installation work and
site factors such as site geometry, ground impedance, meteorological effects, etc. The test is designed to
allow the intrinsic sound absorption performance of the device under test to be measured and the resulting
rating should aid the selection of the devices for particular railway applications.

The measurements results of this method for sound absorption are comparable but not identical with the
results of the FprCEN/TS 16272-5 method, mainly because the present method assumes a diffuse sound field
(where all angles of incidence are equally probable), while the FprCEN/TS 16272-5 method uses a directional
sound field. Values of the sound absorption coefficient measured with the method described in this European
Standard can be converted to conventional values of a reflection coefficient taking the complement to one. In
this case, research studies suggest that a quite good correlation exists between data measured according to
the method described in the present European Standard and data measured according to the method
described in FprCEN/TS 16272-5.

The test method described in this European Standard should not be used to determine completely the intrinsic
characteristics of sound absorption for noise reducing devices to be installed in non-reverberant conditions,
e.g. alongside railways in open space.

This method may be used to qualify noise reducing devices for other applications, e.g. to be installed along
roads or nearby industrial sites. In such cases, the single-number ratings should be calculated using an
appropriate spectrum.

This European Standard should be read in conjunction with:

— EN_16272-3-1, Railway applications — Track — Noise barriers and related devices acting on airborne
sound propagation — Test method for determining the acoustic performance — Part 3-1: Normalised
railway noise spectrum and single number ratings for diffuse field applications

— FprCEN/TS 16272-5, Railway applications — Track — Noise barriers and related devices acting on

airborne sound propagation — Test method for determining the acoustic performance — Part 5: Intrinsic
characteristics — In situ values of sound reflection under direct sound field conditions
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