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European foreword 

This document (EN 16272-2:2023) has been prepared by Technical Committee CEN/TC 256 “Railway 
application”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by May 2024 and conflicting national standards shall be 
withdrawn at the latest by May 2024. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 16272-2:2012. 

With respect to the superseded document, the following changes have been made: 

— The title has been slightly changed. 

— The declaration of measurement uncertainty and the related confidence level is now mandatory. 

— An annex with the values of the standard deviation of reproducibility and repeatability has been 
added; this makes possible the declaration of the measurement uncertainty and the related 
confidence level, which is now mandatory (Annex A). 

— A detailed example has been added, including the declaration of the uncertainty (Annex B). 

EN 16272-2 is part of a series of standards and should be read in conjunction with the other parts. All 
parts are listed below: 

EN 16272-1, Railway applications — Infrastructure — Noise barriers and related devices acting on 
airborne sound propagation — Test method for determining the acoustic performance — Part 1: Intrinsic 
characteristics - Sound absorption under diffuse sound field conditions 

EN 16272-2, Railway applications — Infrastructure — Noise barriers and related devices acting on 
airborne sound propagation — Test method for determining the acoustic performance — Part 2: Intrinsic 
characteristics - Airborne sound insulation under diffuse sound field conditions (the present document) 

EN 16272-3-1, Railway applications — Infrastructure — Noise barriers and related devices acting on 
airborne sound propagation — Test method for determining the acoustic performance — Part 3-1: 
Normalized railway noise spectrum and single number ratings for diffuse sound field applications 

EN 16272-3-2, Railway applications — Infrastructure — Noise barriers and related devices acting on 
airborne sound propagation — Test method for determining the acoustic performance — Part 3-2: 
Normalized railway noise spectrum and single number ratings for direct sound field applications 

EN 16272-4, Railway applications — Track — Noise barriers and related devices acting on airborne sound 
propagation — Test method for determining the acoustic performance — Part 4: Intrinsic characteristics - 
In situ values of sound diffraction under direct sound field conditions 

EN 16272-5, Railway applications — Infrastructure — Noise barriers and related devices acting on 
airborne sound propagation — Test method for determining the acoustic performance — Part 5: Intrinsic 
characteristics - Sound absorption under direct sound field conditions 

Full document details: BS EN 16272-2:2023

https://doi.org/10.3403/BSEN16272?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30243095?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30243095U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30243089U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30243095U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30243092U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30250629U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30297522U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-16272-2-2023
http://www.avadocuments.com/doc/bs-en-16272-2-2023


EN 16272-2:2023 (E) 

4 

EN 16272-6, Railway applications — Infrastructure — Noise barriers and related devices acting on 
airborne sound propagation — Test method for determining the acoustic performance — Part 6: Intrinsic 
characteristics - Airborne sound insulation under direct sound field conditions 

CEN/TS 16272-7, Railway applications — Track — Noise barriers and related devices acting on airborne 
sound propagation — Test method for determining the acoustic performance — Part 7: Extrinsic 
characteristics - In situ values of insertion loss 

Any feedback and questions on this document should be directed to the users’ national standards body. 
A complete listing of these bodies can be found on the CEN website. 

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, 
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, 
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North 
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Türkiye and the United 
Kingdom. 
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Introduction 

Noise barriers installed along railways should provide adequate sound insulation so that sound 
transmitted through the device is not significant compared with the sound diffracted over the top. This 
document specifies a test method for qualifying the intrinsic airborne sound insulation performance for 
noise barriers designed for railways in reverberant conditions, e.g. inside tunnels or deep trenches or 
under covers. 

The measurement results of this method for airborne sound insulation are comparable but not identical 
with the results of the test method EN 16272-6, mainly because the present method uses a diffuse sound 
field, while the other method assumes a directional sound field. Research studies suggest that good 
correlation exists between field data, measured according to EN 16272-6 and laboratory data, measured 
according to the method described in the present document [1], [2], [3], [4]. 

This document is not concerned with determining insertion loss (extrinsic performance) which 
additionally depends on factors that are not related to the product itself; e.g. the dimensions of the barrier 
and quality of installation work and site factors such as ground impedance, site geometry, etc. The test is 
designed to allow the intrinsic airborne sound insulation performance of the device to be measured; the 
resulting rating should aid the selection of devices for reverberant rail side applications. 

For the purpose of this document reverberant conditions are defined based on the geometric envelope, 
e, across the railway formed by the barriers, trench sides or buildings (the geometric envelope does not 
include the rail surface) as shown by the dashed lines in Figure 1. Conditions are defined as being 
reverberant when the percentage of open space in the geometric envelope is less than or equal to 25 %, 
i.e. reverberant conditions occur when w/e ≤ 0,25, where e = (w+h1+h2). 
NOTE This method can be used to qualify noise barriers for other applications, e.g. to be installed nearby 
industrial sites. In this case, the single-number ratings can preferably be calculated using an appropriate spectrum. 
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a) Partial cover on both sides of the railway; b) Partial cover on one side of the railway; 

envelope, e = w+h1+h2 envelope, e = w+h1, h2 = 0 

  
c) Deep trench; d) Tall barriers or buildings; 

envelope, e = w+h1+h2 envelope, e = w+h1+h2 

 

 

e) Train passing close to a noise barrier f) Train passing close to a platform at the 
station 

envelope, e = w+h1+h2 envelope, e = w+h1+h2 
Key 

r railway surface h1 Developed length of element, e.g. cover, trench 
side, barrier or building 

w width of open space h2 Developed length of element, e.g. cover, trench 
side, barrier or building 

NOTE Figure 1 is not to scale. 

Figure 1 — Sketch of the reverberant condition check in six cases 
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