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National foreword
This British Standard is the UK implementation of EN 16286-1:2013.

The UK participation in its preparation was entrusted by Technical Committee
RAE/3, Railway Applications - Rolling Stock Products, to Panel RAE/3/-/8,
Railway applications - Passenger gangways.

The UK committee draws users’ attention to the distinction between
normative and informative elements, as defined in Clause 3 of the
CEN/CENELEC Internal Regulations, Part 3.

Normative: Requirements conveying criteria to be fulfilled if compliance with
the document is to be claimed and from which no deviation is permitted.

Informative: Information intended to assist the understanding or use of the
document. Informative annexes do not contain requirements, except as
optional requirements, and are not mandatory. For example, a test method
may contain requirements, but there is no need to comply with these
requirements to claim compliance with the standard.

When rounded values require unit conversion for use in the UK, users are
advised to use equivalent values rounded to the nearest whole number. The
use of absolute values for converted units should be avoided in these cases.
For the values used in this standard:

200 km/h has an equivalent value of 125 mile/h.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© The British Standards Institution 2013
Published by BSI Standards Limited 2013
ISBN 978 0 580 69080 8

ICS 45.060.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 30 April 2013.

Amendments issued since publication

Amd. No. Date Text affected
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Foreword

This document (EN 16286-1:2013) has been prepared by Technical Committee CEN/TC 256 “Railway
applications”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2013, and conflicting national standards shall be
withdrawn at the latest by September 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document.

This series of European Standards EN 16286, Railway applications — Gangway systems between vehicles,
consists of the following parts:

— Part 1: Main applications

— Part 2: Acoustic measurements

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,

Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

The railway system requires technical rules for train concepts with flexible connections which allow passage
from one vehicle to the next vehicle (or between vehicle modules). This standard describes main requirements
for the design and validation of gangway systems.

The requirements set out in this standard are based on long-term existing practices and procedures
developed and currently in use by railway undertakings and industry. The application of these systems has
changed over the years.

For many years the majority of gangway systems consisted of rubber tubes pressed together when coaches
were coupled. This solution is standardized in UIC leaflet 561 with the aim to reconfigure train sets. Main
requirements of this leaflet have been incorporated in this standard as Annex A.

UIC Leaflet 561 is to date the only reference document available, but does not cover project specific solutions,

which have been developed for each train set; for example, for multiple units, metros or tramways. The aim of
N 16286-1] is to close this gap and to cover the complete range of gangway systems.
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1 Scope

This European Standard defines the technical and safety requirements applicable to gangway systems used
in all railway vehicles such as tram, tram trains, coaches, metro, suburban, main line and high speed trains
that carry passengers. A gangway system gives comfortable passage from one vehicle to the other and
consists of a flexible component which allows relative movement between vehicles.

It also defines:

— the requirements for the safety for passengers and/or staff in the gangway while the train is running;

— the assessment methods as well as pass/fail criteria for gangways installed on vehicles.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

N 12663-1], Railway applications — Structural requirements of railway vehicle bodies — Part 1: Locomotives
and passenger rolling stock (and alternative method for freight wagons)

, Railway applications — Railway rolling stock — Buffers

, Railway applications — Definition of vehicle reference masses

, Railway applications — Railway rolling stock — Draw gear and screw coupling

, Railway applications — Gangway systems between vehicles — Part 2: Acoustic measurements
EN 45545 (all parts), Railway applications — Fire protection on railway vehicles

N 50125-1], Railway applications — Environmental conditions for equipment — Part 1: Equipment on board
rolling stock

N ISO 69486, Building components and building elements — Thermal resistance and thermal transmittance
— Calculation method (ISO 6946)
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3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1
nominal geometric dimensions

Note 1 to entry: Nominal dimensions are defined on straight level track, vehicle suspension in nominal condition,
and the mass in working order.

3.11
length
distance between mounting interfaces of gangways at vehicle ends

3.1.2

width

distance between lateral inner face of the passage

Note 1 to entry: The width is often measured at shoulder height.

Note 2 to entry: See Figure 1.

3.1.3
horizontal clearway
unobstructed distance between lateral inner face of the bottom area of the gangway system

Note 1 to entry: See Figure 1.
3.14
vertical clearway

unobstructed distance between gangway floor level to the top of the passage (panel, ceiling, etc.)

Note 1 to entry: See Figure 1.
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Key

1 horizontal clearway

2 width

3 vertical clearway

4  skirts, inner panel, etc.

Figure 1 — Clearway — design example

3.15
outer gangway width
overall outer width of the gangway

3.1.6
outer gangway height
overall outer height of the gangway

3.1.7
vehicle floor height
distance between floor level of the vehicle and top of the rail

3.1.8
gangway floor height
distance between floor level of the gangway and top of the rail

3.1.9

reference point
intersection of floor level with vehicle centre plane at the vehicle end
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3.2
relative movements of the vehicles

Note 1 to entry: Real relative movements of the vehicles might consist of any combination of the movements defined
in 3.2.1 up to and including 3.2.7.

3.2.1

longitudinal displacement
deflection of the length of the gangway in longitudinal direction on track

Note 1 to entry: See Figure 2.

\
2
\
3
Note 1 to entry: Longitudinal displacement is generated, for example, by buff and draw of the connected coupling
system.
Key
1 length

2 compressed length x,
3 extended length x4
Figure 2 — Longitudinal displacement
3.2.2
vertical displacement z

vertical distance between reference point of vehicle 1 and reference point of vehicle 2

Note 1 to entry: See Figure 3.
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Key

1 vehiclel

2 vehicle 2

z  vertical displacement

Figure 3 — Vertical displacement

3.2.3
lateral displacement y
lateral distance between reference point of vehicle 1 and reference point of vehicle 2

Note to entry: See Figure 4.

Key

1 vehiclel

2 vehicle 2

y lateral displacement

Figure 4 — Lateral displacement
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