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National foreword
This British Standard is the UK implementation of EN 16293:2013.

The UK participation in its preparation was entrusted to Technical
Committee PKW/0/-/7, Packaging - Glass.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2013.
Published by BSI Standards Limited 2013
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2013.
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Foreword

This document (EN 16293:2013) has been prepared by Technical Committee CEN/TC 261 “Packaging”, the
secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2013, and conflicting national standards shall be
withdrawn at the latest by September 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

This document is based on CE.T.IL.E. (International Technical Centre for Bottling and related Packaging) data
sheet GME 30.13 [3].

Efficient packaging is of great importance for the distribution and the protection of goods as insufficient or
inappropriate packaging can lead to damage or wastage of the contents of the pack.
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1 Scope

This European Standard specifies dimensions of a series of deep screw finishes for the closure of wines with
a CO, content below 1,2 grams per litre.

NOTE  Carbonation 2 1,2 g/l CO, requires a suitable container and closure agreed between the glass maker, closure
maker and packer/filler.

2 Terms and definitions

For the purposes of this document, the following term and definition applies.

21

deep BVS finishes

finishes designed to take an aluminium tamper-evident closure with extended skirt which is re-formed during
application

3 Requirements

Deep BVS finishes require a good control of container verticality as specified in Clause 10 "Control of bottle
and neck verticality".

4 Constructions and dimensions of deep BVS finishes

The constructions of deep BVS finishes shall be as given in the following figures:
— Figure 1: Constructions and dimensions

— Figure 2: Optional finish with support bead

— Figure 3: Optional take-out groove

The dimensions of deep BVS finishes shall be as given in the following tables:

— Table 1 — Dimensions for finishes type BVS

— Table 4 — Dimensions Y and X for finishes type BVS
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