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Foreword

This document (EN 16309:2014+A1:2014) has been prepared by Technical Committee CEN/TC 350
“Sustainability of construction works”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text
or by endorsement, at the latest by February 2015, and conflicting national standards shall be withdrawn at the
latest by February 2015.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document includes Amendment 1 approved by CEN on 22 July 2014.

This document supersedes EN 16309:2014.

The start and finish of text introduced or altered by amendment is indicated in the text by tags .

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,

Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

Documents
4 Document Sharing Hub

Full document details: BS EN 16309:2014+A1:2014


http://www.avadocuments.com/doc/bs-en-16309-2014-a1-2014
http://www.avadocuments.com/doc/bs-en-16309-2014-a1-2014

BS EN 16309:2014+A1:2014
EN 16309:2014+A1:2014 (E)

Introduction

The purpose of this European Standard is to provide rules for the assessment of the social performance of new
and existing buildings.

The social performance of a building is one aspect of the building's sustainability. The environmental
performance and economic performance of a building are the other aspects of sustainability that should be
assessed as part of a sustainability assessment of the building. Figure 1 illustrates how the assessment of the
social performance fits within the concept of the sustainability assessment of a building.

— — — — —
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i [ i e — —
I Environmental, Social and/or Economic Requirements for the Building ;J
_ﬁ__________________________________Z}__ T -

Requirements from Client's Brief Regulatory Requirements

[R— [ —

Figure 1 — Concept of sustainability assessment of buildings

This European Standard is intended to support the decision making process and documentation of the
assessment of the social performance of a building.

In this European Standard, the method of assessment of the social performance of a building is based on a life
cycle approach. The general requirements for sustainability assessment of buildings are described in
the General Framework standard). The framework for the assessment of social performance is given in
. Figure 2 shows other standards developed by CEN/TC 350 in this area, and also how they are
related to this standard.

The assessment of social performance differs from the assessment of economic and ecological aspects in that it
requires both quantitative and descriptive approaches. Where methods leading to a quantitative result are not
available for assessment criteria and indicators, a checklist-approach is adopted to make the descriptive
approach quantifiable.
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| User and Regulatory Requirements I
e e e — — — — — — — — — — — — [ ——————————— — — -
| Integrated Building Performance |
Concept T T T T T
level Environmental Social Economic Technictal Functional
Performance Performance Performance Performance Performance
Framework
level
Technical ] )
Characteristics FonctionaRy
Building
level
Product
level
NOTE At present, technical information
related to some aspects of social and economic
performance are included under the provisions
of EN 15804+A1 to form part of EPD
NOTE The grey boxes represent the work programme as presented in EN 15643-1].
Figure 2 — Work programme of CEN/TC 350
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1 Scope

This European Standard is one part of a suite of European Standards. The standard provides the specific
methods and requirements for the assessment of social performance of a building while taking into account the
building’s functionality and technical characteristics.

This European Standard applies to all types of buildings, both new and existing. In this first version of the
standard, the social dimension of sustainability concentrates on the assessment of aspects and impacts for the
use stage of a building expressed using the following social performance categories (from EN 15643-3):

— accessibility;

— adaptability;

— health and comfort;

— impacts on the neighbourhood;

— maintenance;

— safety and security.

NOTE 1 Only impacts and aspects of the above social performance categories are deemed to have an agreed basis for
European standardization at this time. Two of the social performance categories included in EN 15643-3 (sourcing of
materials and services and stakeholder involvement) are not deemed to be ready for standardization at this time and will be
considered for inclusion in future versions of this standard (see informative Annex C).

This standard does not set the rules for how building assessment schemes may provide valuation methods. Nor
does it prescribe levels, classes or benchmarks of performance.

Valuation methods, levels, classes or benchmarks may be prescribed in the requirements for environmental,
social and economic performance in the client’s brief, building regulations, national standards, national codes of
practice, building assessment and certification schemes, etc.

NOTE 2 Where National building regulations give minimum requirements and reference to assessment methods on these
aspects, the social performance determined by assessment according to this standard can be used to determine the degree
to which the building goes beyond the regulatory/legal requirements.

The corporate social responsibility (CSR) of organizations is not covered by this standard.
The standard gives requirements for:

— the description of the object of assessment;

— the system boundary that applies at the building level,

— the list of indicators and procedures for the application of these indicators;

— the presentation of the results in reporting and communication;

— the data necessary for the application of the standard, and

— verification.
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2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are indispensable
for its application. For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

N 1027, Windows and doors — Watertightness — Test method
N 12208, Windows and doors — Watertightness — Classification

N 12354-1|, Building Acoustics — Estimation of acoustic performance of buildings from the performance of
elements — Part 1: Airborne sound insulation between rooms

N 12354-2, Building acoustics — Estimation of acoustic performance of buildings from the performance of
elements — Part 2: Impact sound insulation between rooms

N 12354-3, Building acoustics — Estimation of acoustic performance of buildings from the performance of
elements — Part 3: Airborne sound insulation against outdoor sound

N 12354-§, Building acoustics — Estimation of acoustic performance of building from the performance of
elements — Part 5: Sounds levels due to the service equipment

N 12354-6, Building acoustics — Estimation of acoustic performance of buildings from the performance of
elements — Part 6: Sound absorption in enclosed spaces

EN 12464-1:2011|, Light and lighting — Lighting of work places — Part 1: Indoor work places

N 12868, Hygrothermal performance of building components and building elements — Determination of the
resistance of external wall systems to driving rain under pulsating air pressure

N 15251, Indoor environmental input parameters for design and assessment of energy performance of buildings
addressing indoor air quality, thermal environment, lighting and acoustics

N 15643-3, Sustainability of construction works — Assessment of buildings — Part 3: Framework for the
assessment of social performance

EN/TS 16516, Construction products — Assessment of release of dangerous substances — Determination of
emissions into indoor air

N ISO 717-1, Acoustics — Rating of sound insulation in buildings and of building elements — Part 1:
Airborne sound insulation (ISO 717-

N ISO 717-2, Acoustics — Rating of sound insulation in buildings and of building elements — Part 2: Impact
sound insulation SO 717-2

N ISO 3382-2, Acoustics — Measurement of room acoustic parameters — Part 2: Reverberation time in
ordinary rooms (JSO 3382-2

N ISO 3382-3, Acoustics — Measurement of room acoustic parameters — Part 3: Open plan offices (SO 3382
3)

EN ISO 10140-2, Acoustics — Laboratory measurement of sound insulation of building elements — Part 2:
Measurement of airborne sound insulation (SO 10140-2

EN ISO 10140-3, Acoustics — Laboratory measurement of sound insulation of building elements — Part 3:
Measurement of impact sound insulation SO 10140-
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N ISO 13788, Hygrothermal performance of building components and building elements — Internal surface
temperature to avoid critical surface humidity and interstitial condensation — Calculation methods (SO 13788

EN ISO 16283-1|, Acoustics — Field measurement of sound insulation in buildings and of building elements —

Part 1: Airborne sound insulation (SO 16283-

ISO 2631, Mechanical vibration and shock — Evaluation of human exposure to whole-body vibration

ISO 15686-1:2011, Buildings and constructed assets — Service life planning — Part 1: General principles and
framework

SO 15686-4, Buildings and constructed assets — Service life planning — Part 2: Service life prediction
procedures

SO 15686-1, Buildings and constructed assets — Service life planning — Part 7: Performance evaluation for
feedback of service life data from practice

SO 15686-8, Buildings and constructed assets — Service-life planning — Part 8: Reference service life and
service-life estimation

SO 16817, Building environment design — Indoor environment — Design process for visual environment

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

assembled system

part of works

component or a set of components incorporated in the construction works

Note 1 to entry: Adapted from the definitions in the Construction Products Directive, Guidance Paper C and from the

definition of construction in ]SO 6707-1:2004.

[SOURCE: EN 15643-1:201d, 3.1, modified — Note 1 to entry has been slightly changed.]

3.2

building fabric

all construction products that are fixed to the building in a permanent manner, so that the dismantling of the
product changes the performance of the building and the dismantling or replacement of the product constitutes
construction operations

[SOURCE: EN 15643-1:2010, 3.4, modified — "All" has been added at the beginning of the definition.]

3.3
building-integrated technical system
installed technical equipment to support operation of a building

Note 1 to entry: This includes technical building systems and other systems for sanitation, security, fire safety, internal
transport and building automation and control and IT communications.

[SOURCE: EN 15643-1:201d, 3.5]

3.4
component
construction product manufactured as a distinct unit to serve a specific function or functions

[SOURCE: |SO 6707-1:2004, 6.1.3]
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3.5
construction product
item manufactured or processed for incorporation in construction works

[SOURCE: EN 15643-1:2010, 3.11, modified — Two original Notes have been deleted.]

3.6
construction works
everything that is constructed or results from construction operations

Note 1 to entry: This covers both building and civil engineering works, and both structural and non-structural elements.

Note 2 to entry: Adapted from the definition in ]SO 6707-1:2004.

[SOURCE: EN 15643-1:2010, 3.13, modified — Note 2 to entry has been changed.]

3.7
design life
service life intended by the designer

[SOURCE: ]SO 15686-1:2011], 3.3, modified — the original abbreviation "DL", deprecated meanings and Note 1
to entry have been deleted.]

3.8

estimated service life

service life that a building or an assembled system (part of works) would be expected to have in a set of specific
in-use conditions, determined from reference service life data after taking into account any differences from the
reference in use conditions

[SOURCE: |SO 15686-1:2011,, 3.7]

3.9

functional equivalent

quantified functional requirements and/or technical requirements for a building or an assembled system (part of
works) for use as a basis for comparison

Note 1 to entry: Adapted from the definition in ]SO 21931-1:201(.

[SOURCE: EN 15643-1:201d, 3.29]

3.10

functional performance

performance related to the functionality of a construction works or an assembled system (part of works), which is
required by the users and or by regulations, or both

Note 1to entry:  Adapted from the definition in ]SO 15686-10:2010.

[SOURCE: EN 15643-1:201d, 3.30]

3.1

functional requirement

type and level of functionality of a building or assembled system which is required by the users or by regulations,
or both

Note 1 to entry: Adapted from the definition in ]SO 15686-10:2010.

[SOURCE: EN 15643-1:2010, 3.31]
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3.12
functionality
suitability or usefulness for a specific purpose or activity

[SOURCE: |SO 15686-10:2010, 3.13]

3.13
indicator
parameter used to measure or describe social impacts/aspects

3.14

information module

compilation of data from part of the life cycle stage(s) to be used as a basis for the assessment of social
performance

[SOURCE: EN 15804:2012, 3.13, modified — The definition itself has been changed.]
3.15

life cycle
consecutive and interlinked stages in the life of the object under consideration

[SOURCE: EN 15643-1:201(, 3.35]

3.16

maintenance

combination of all technical and associated administrative actions during the service life to retain a building or an
assembled system (part of works) in a state in which it can perform its required functions

Note 1to entry:  Adapted from the definition in ]SO 15686-1:2011| and ]SO 6707-1:2004.

[SOURCE: EN 15643-1:2010, 3.41, modified — The current Note 1 to entry has been changed and an original
Note 1 to entry has been deleted.]

3.17
reference study period
period over which the time dependent characteristics of the object of assessment are analysed

Note 1 to entry: In some cases, the reference study period may significantly differ from the design life of the building.
[SOURCE: EN 15978:2011], 3.25]
3.18

refurbishment
modification and improvements to an existing building in order to bring it up to an acceptable condition

[SOURCE: |SO 6707-1:2004, 3.8 — modified]

3.19

repair

returning an item to an acceptable condition by the renewal, replacement or mending of worn, damaged or
degraded parts

[SOURCE: |SO 6707-1:2004, 7.1.51]

3.20

replacement

substitution of a whole construction product, building element or installation with the same or an equivalent
similar product, building element or installation in order to re-establish the required functional and technical
performance

Documents
Document Sharinp1Hub

Full document details: BS EN 16309:2014+A1:2014


http://dx.doi.org/10.3403/30112650
http://dx.doi.org/10.3403/30259256
http://dx.doi.org/10.3403/30192734
http://dx.doi.org/10.3403/30172556
http://dx.doi.org/10.3403/03146062
http://dx.doi.org/10.3403/30192734
http://dx.doi.org/10.3403/30204399
http://dx.doi.org/10.3403/03146062
http://dx.doi.org/10.3403/03146062
http://www.avadocuments.com/doc/bs-en-16309-2014-a1-2014
http://www.avadocuments.com/doc/bs-en-16309-2014-a1-2014

BS EN 16309:2014+A1:2014
EN 16309:2014+A1:2014 (E)

3.21
required service life
service life required by the client or through regulations

[SOURCE: EN 15643-1:201d, 3.58]

3.22
scenario
collection of assumptions and information concerning an expected sequence of possible future events

[SOURCE: EN 15643-1:2010, 3.60]

3.23

service life

working life

period of time after installation during which a building or an assembled system (part of works) meets or exceeds
the technical requirements and functional requirements

Note 1 to entry: Adapted from the definition in ]SO 15686-1:2011.

[SOURCE: EN 15643-1:2010, 3.62, modified — In Note 1 to entry, the reference has been dated.]

3.24

social aspect

aspect of construction works, assembled system (part of works), processes or services related to their life cycle
that can cause change to society or quality of life

[SOURCE: |SO 15392:2004, 3.19]

3.25
social impact
change to society or quality of life, whether adverse or beneficial, wholly or partially resulting from social aspects

Note 1 to entry: Derived from the definitions of impact and social impact in ]SO 15392:2008.

[SOURCE: EN 15643-1:201d, 3.65]

3.26
social performance
performance related to social impacts and social aspects

3.27
system boundary
interface in the assessment between a building and the environment or other product systems

Note 1 to entry: System boundary defines what is included and what is not included in the assessment.

[SOURCE: |SO 21931-1:201d, 3.13]

3.28
technical building system
technical equipment for heating, cooling, ventilation, hot water, lighting or for a combination thereof

Note 1 to entry: Adapted from the definition in the Energy Performance of Buildings Directive (2010/31/EU).

[SOURCE: EN 15643-1:2010, 3.70, modified — Note 1 to entry has been changed.]
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3.29

technical performance

performance related to the capability of construction works or an assembled system (part of works) to fulfil its
required functions under the intended use conditions

Note 1 to entry: Derived from the definition of “building performance” in |[SO 6707-1:2004.

[SOURCE: EN 15643-1:201(0, 3.71]

3.30

technical requirement

type and level of technical characteristics of construction works or an assembled system (part of works), which
are required or are a consequence of the requirements made either by the clients, users or by regulations

[SOURCE: EN 15643-1:2010, 3.72, modified — The definition has been changed.]

3.31
transparency
open, comprehensive and understandable presentation of information

[SOURCE: EN ISO 14044:2004, 3.7]

4 Purpose of the assessment of social performance of buildings
The purpose of the assessment is defined by the goal, the scope and the intended use of the assessment.

The goal of the assessment is to quantify the social performance of the object of assessment by means of the
compilation and application of information relevant to a description of the social quality of the object.

In order to determine the social performance of a building in terms of its social aspects, the scope and intended
use of the assessment shall be defined, agreed by the client and documented in accordance with the
requirements of this standard before an assessment is carried out.

The extent of an assessment is defined by aspects, selected from those given in Clause 7 (see Figure 4), that are
included in the assessment following the steps shown in Figure 3.
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Identify Purpose I Goal
Step 1 of the Assessment / Intended Use / Clause 4 W
\ 4
Functional Equivalent
Step 2 Specification of the Reference Study Period Clause 5
P Object of Assessment System Boundary
Object of Assessment
Scenario for the Object of Assessment — Time related characteristics Clause 6
Step 3 Building of Stage Scenarios for the information modules B1 and B2 — B7
Y
Evaluating aspects . Clause 7, 8
Step 4 and indicators ¢ 7 Checklist / Annex B W
Y
Reporting and General information
Step 5 Corrrl)muni% ation The Assessment Result Clause 9
Data sources
Step 6 Verification Aﬁ/ Verification / Clause 10 W

Figure 3 — Steps in the process of assessment

Aspects included in a social performance assessment may be covered by regulation and or legal requirements.
Where this is the case, the general principle of this standard is to declare the performance determined, and the
extent to which performance improves upon any national or local legal and/or regulatory requirements, in such a
way that compliance or improvement over compliance can be assessed. Depending on the context, the intended
use of the assessment may include the following:

1) comparison of the social performance of different design options;

2) comparison of the social performance of refurbishment, reconstruction and/or new construction;

identification of the potential for social performance improvements;

documenting the social performance of a building for use in, for example:

a) assistance in a decision making process, for example:
3)
b)
1) certification;
2) declaring social performance;
3) labelling;
4) marketing;
c) support for sustainability policy development.
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5 Specification of the object of assessment
5.1 General

The object of assessment shall be the building, its foundations and external works within the area of the
building’s site (curtilage) and any temporary works associated with the building’s use or refurbishment.

If the assessment is restricted to a part of a building or if any relevant aspects are not addressed, this shall be
documented, reported and reasons explained.

NOTE The building's site is identified as the physical space of land occupied by and attached to the building. The
perimeter used to characterise the site needs to be consistent with the definition and intended use of the building.

The object of assessment shall be described in terms of its location, physical and time dependent characteristics.
5.2 Functional equivalent

The functional equivalent [3.9] is a representation of the required technical characteristics and functionalities of
the building. It is the means by which the characteristics of the building are rationalized into a minimum
description of the object of assessment.

NOTE 1 The object of assessment (the designed solution or the existing building) needs to deal with many requirements
(legal, client’s, etc.) that may be diverging from the functional equivalent and may offer functionalities that are not included in
the functional equivalent or have technical performances that exceed the minimum levels as specified in the functional
equivalent; see Figure 1.

NOTE 2  The technical characteristics and functionalities of the building are not only covered by the functional equivalent of
the designed solution but can also be part of the aspects and performance indicators of this standard, e.g. thermal comfort,
use of natural daylight, fire performance. In this standard, these characteristics are only addressed with respect to their social
aspects.

Comparisons between the results of assessments of buildings or part of works - at design stage or whenever the
results are used — shall only be made on the basis of their functional equivalency. This requires that the major
functional requirements shall be described together with the intended use and the relevant specific technical
requirements. This description allows the functional equivalency of different options and building types to be
determined and forms the basis for transparent and reasonable comparison. If the assessment results based on
different functional equivalents are used for comparisons, then the basis for comparison shall be made clear.

NOTE 3 If appropriate, the assessment results of the buildings that have different functional equivalents (e.g. design
options for different types of buildings on the same site or the same types of buildings exposed to different conditions) can
also be compared based on a common unit of reference. The choice of the common reference unit for all buildings being
compared depends on a specific requirement of a technical, functional, environmental, social or economic aspect, or
combination thereof, which is common to all these buildings and is linked to their corresponding functional equivalents.

When combining separate assessments of environmental, social and economic performance in a sustainability
assessment of the same object of assessment, the functional equivalent used in the assessments of the
individual dimensions of sustainability shall be the same.

The functional equivalent of a building or part of works shall include, but is not limited to, information on the
following aspects:

— building type (e.g. office, factory, etc.);
— relevant technical and functional requirements (e.g. the regulatory and client’s specific requirements, etc.);
— pattern of use (e.g. occupancy);

— required service life.
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The client’s brief and regulations may provide information on these items. Where this is not the case, the
assessment shall include the assumptions that are made, the scenarios and the sources of information used.

NOTE 4  Other specific requirements and exposure to climate and to other conditions from the immediate surroundings
may be relevant for inclusion in the information on the functional equivalent.

Where no required service life is specified by the client or by regulation, the design life may be used. If the design
life is used (which can be longer than the required service life), it shall be stated how it is derived, e.g. determined
on the basis of empirical, probabilistic or statistical data.

NOTE 5  Eurocodes and |]SO 15686-1 provide guidance on determining the design life of the building.
5.3 Reference study period
Assessments are carried out on the basis of a chosen reference study period.

The default value for the reference study period shall be the required service life of the building. Any deviations
from this shall be clearly stated and reasons explained.

The reference study period may differ from the required service life given for the object of assessment depending
on the intended use of the assessment, or on regulatory requirements or national guidance. The aspects of social
performance are assessed for each occurrence during the reference study period.

5.4 System boundaries

The system boundaries are determined by the building to be assessed and its site. For a new building, in this first
generation of the standard, the system boundary shall include only the use stage of the life cycle (see Figure 4).
For an existing building (or part thereof), the system boundary shall include only the remaining service life.

The assessment shall include aspects of the building-integrated technical system and building-related furniture,
fixtures and fittings. The system boundary for the assessment shall exclude impacts and aspects of the
appliances and furniture, fixtures and fittings that are not building-related.

The aspects relating to appliances and furniture, fixtures and fittings that are not building-related may be
assessed separately. Where this is the case, these shall be recorded and reported separately.

NOTE 1 Appliances that are not building-related are domestic, commercial and industrial appliances and other non-
building related goods, e.g. entertainment electronics, washing machines, refrigerators, cooking appliances, office electronics
and appliances of industrial processes.

NOTE 2 Building-related furniture, fixtures and fittings, are products that are fixed to the building so that the dismantling of

the product decreases the performance of the building and the dismantling or replacement of the product constitute
construction operations.

5.5 Building model

5.5.1 Purpose and information needed

The purpose of the building model is to describe the physical characteristics of the object of assessment together
with aspects of its use that influence its social performance (e.g. interaction between building and people, i.e. the
owner, the client, the users and the neighbourhood - see Annex B).

The level of detail chosen for the building model will depend on the goal and scope of the assessment and of the

availability of data at the time the assessment is carried out (e.g. sketch plan, design, handover or during the use
stage itself).
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5.5.2 Description of the characteristics of the object of assessment

Details of the characteristics of the building (the object of assessment) are needed for the assessment. These will
include the relevant building-related components and systems, technical equipment and services. Aspects such
as occupancy and patterns of use being described in the functional equivalent are also covered in scenarios -
see Clause 6.

Examples of building characteristics that should be considered are given in Annex B.

NOTE Full details of all the information used do not need to be included specifically in the assessment report. The
assessment report states where the information used can be found.

6 Scenarios
6.1 General

To provide the complete description of the object of assessment, time related characteristics of the building need
to be added to the physical and social description of the building (e.g. reference study period, service life,
replacement period, working hours, pattern of use, anticipated use, predicted comfort levels, trends, etc.). This
requires the development and use of appropriate scenarios representing assumptions (or where known real
information) that can be applied to the building model that is the object of assessment.

NOTE 1 For the physical and social description, see 5.2.

A detailed functional equivalent, as defined by an organization or client decision or action, may influence the
social performance of the object of assessment and are taken into account in defining the scenarios (see also
remarks in 6.3 on the functional equivalent).

In order to achieve compatible assessments for environmental, social and economic performance of a building,
equivalent scenarios shall be used for the environmental, social and economic assessment.

Scenarios specified in the assessment shall be based on the functional equivalent (functional use of the building,
regulatory and user defined functional and technical demands) and scenarios shall reflect the functional and
technical capacity of the object of assessment (see also Figure 1).

If there are no particular specifications for scenarios stated in the client’s brief, regulations or design solutions,
the scenarios should be typical for the type of building being assessed.

NOTE 2  The standards of CEN/TC 350 do not define or predefine scenarios but provide rules for describing and specifying
scenarios. A predefined scenario would limit creativity in design and could discriminate specific solutions, products,
installations or systems.

NOTE 3 The scenarios generally apply to the environmental, social and economic assessment. Within the context of the
assessment of the social performance in this standard, information that has significant impact on social aspects needs to be
profiled here.

6.2 Requirements for scenarios
6.2.1 General

The purpose of a scenario is to assist in the quantification of social aspects arising from the activities in using the
building and activities for ensuring the technical and functional use over the required service life of the building.
The boundaries to be taken into account shall be in accordance with the system boundary described in 5.4.

The scenarios employed in an assessment shall be described and documented, making clear the assumptions
used. This implies the reporting on appropriate information, data and the limits of their application in the context
of the building and its life cycle. It should be clear from the assessment report whether information/data has been
assumed, estimated, calculated or is based on actual measurement. Sources of information shall be
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Scenarios shall also distinguish and make clear when they relate to specific functions undertaken within the
building (e.g. scenarios for lighting used in a theatre, lighting related to the pattern of use). The functional
equivalence, as described in 5.2, specifies the minimum functional and technical requirements necessary for
specifying the scenarios. Specific requirements, such as requirements for energy efficiency, fire safety,
adaptability or seismic performance, which could include building performance indicators defined by local
regulations or in the client's brief, shall be included where relevant in the scenarios used. These requirements
may have an influence on the choice of the type of construction, its design and the selection of products, which
can affect social performance.

The designer's specification, as described in the building model (see 5.5.2) and the specification of the service
life planning (according to , -2, -7 and -8) for the object of assessment, should provide essential
information for the specification of the scenarios adjusted to the object of assessment (at the design stage of a
new building or for an existing building). If not specified by the designer, the building assessor should use
statistical and/or general information on the type and frequency of technical activities in relation to a similar and
comparable building type for his assumptions (see Figure A.1).

The scenarios for the information modules (see Figure 4) shall specify all activities related to the respective
information modules. Operating the building, the frequency of activities, their impact on the use of the building
(including comfort, health, safety and security aspects, etc.), need objective oriented descriptions for each
information module (see 6.3).

6.2.2 Climate conditions

For the social categories that include indicators related to climate change, the specific climate conditions shall be
defined. They should account for projected changes in conditions based on accepted climate change models
applicable to the geographic region in question.

Climate conditions that are compatible and consistent with those required under European legislation for other
construction related purposes and representative of the location of the building shall be used in the relevant
scenarios.

EXAMPLE See the conditions given in EN 15603 related to energy performance calculation of the building.

6.3 Rules for specification of scenario per information module

6.3.1 General

The assessment shall specify the scenarios as they apply or will apply to the (designed - or as built) object of
assessment.

Scenarios shall be appropriate to the designed solution in response to the defined functional and technical
specifications and to the internal and external conditions (e.g. humidity, air velocity, temperature, etc.) for the
object of assessment. These internal and external conditions influence the impacts related to the characteristics
of the products in their application. The conditions also influence the need for maintenance, need for repair and
replacement, etc.: the conditional and time related parameters shall be specified in the scenarios.

Scenarios shall take into account the current applicable regulations, client’s requirements, and accepted codes of
practice.

The following rules for the scenario descriptions refer to the life cycle stages and information modules as
specified in 7.1.2.

6.3.2 Rules for specifying the scenario for use stage (information module B1)

The assessment of the technical and/or functional design or provisions for use is based on the scenario of use
and on the options allowing a change of use. See Table A.1 for more details.
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