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National foreword

This British Standard is the official English language version of              
EN 1636-3:1997.

The UK participation in its preparation was entrusted by Technical Committee 
PRI/88, Plastic piping systems, to Subcommittee PRI/88/2, Pressure, which has 
the responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Additional information

The UK committee involved in the preparation of BS EN 1636-3 has raised 
concerns about the publication of this standard. The UK opposition is largely 
due to the lack of consideration given to the fundamental production 
specifications, which in the opinion of the committee renders the standard 
unusable.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Standards 
Catalogue under the section entitled “International Standards Correspondence 
Index”, or by using the “Find” facility of the BSI Standards Electronic 
Catalogue.
A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible European committee any enquiries on the 
interpretation, or proposals for change, and keep the UK interests 
informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 24, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.

Amendments issued since publication
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Foreword

This European Standard has been prepared by Technical Committee CEN/TC 155, Plastics piping
systems and ducting systems, the Secretariat of which is held by NNI.

This standard is a part of a System Standard for plastics piping systems, which is a standard for
glass-reinforced polyester plastic piping systems for non-pressure drainage and sewerage.

System Standards are based on the results of the work being undertaken in ISO/TC 138, Plastics
pipes, fittings and valves for the transport of fluids, which is a Technical Committee of the
International Organization for Standardization (ISO). They are supported by separate standards on
test methods, to which references are made throughout the System Standard.

Annex A, which is informative, gives an outline of the various components that could be required to
construct a manhole.

System Standards are consistent with standards on general functional requirements and on
practices for installation.

EN 1636 consists of the following parts, under the general title Plastics piping systems for
non-pressure drainage and sewerage — Glass-reinforced thermosetting plastics (GRP) based on
unsaturated polyester resin (UP):

— Part 1: General.

— Part 2: Pipes with flexible, reduced articulation or rigid joints.

— Part 3: Fittings (this standard).

— Part 5: Fitness for purpose of the joints.

— Part 6: Practices for installation.

— Part 7: Assessment of conformity.

Full document details: BS EN 1636-3:2001

http://www.avadocuments.com/doc/bs-en-1636-3-2001
http://www.avadocuments.com/doc/bs-en-1636-3-2001


Page 3
EN 1636-3:1997

© BSI 06-2001

The following diagram indicates the place of this standard within the CEN framework of plastics
piping systems.

At the date of publication of this standard, System Standards for piping systems of other plastics
materials used for the same application are the following.

NOTE:  All listed System Standards are under preparation.

EN 1401 Plastics piping systems for non-pressure underground drainage 
and sewerage — Unplasticized poly(vinyl chloride) (PVC-U).

EN 1852 Plastics piping systems for non-pressure underground drainage 
and sewerage — Polypropylene (PP).

EN [155wi009] Plastics piping systems for non-pressure underground drainage 
and sewerage — Structured-wall piping systems of unplasticized 
poly(vinyl chloride) (PVC-U).

EN [155wi010] Plastics piping systems for non-pressure underground drainage 
and sewerage — Structured-wall piping systems of polypropylene (PP).

EN [155wi011] Plastics piping systems for non-pressure underground drainage and 
sewerage — Structured-wall piping systems of polyethylene (PE).

EN [155wi012] Plastics piping systems for non-pressure underground drainage and 
sewerage — Polyethylene (PE).

EN [155wi015] Plastics piping systems for agricultural land drainage — Unplasticized 
poly(vinyl chloride) (PVC).
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EN [155wi136] Plastics piping systems for drainage and sewerage with or without 
pressure — Glass-reinforced thermosetting plastics (GRP) based on 
epoxy resin (EP).

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by February 1998, and conflicting national
standards shall be withdrawn at the latest by February 1998.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium,
Czech Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and the United
Kingdom.
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Introduction

The System Standard, of which this is part 3, specifies the requirements for a piping system and
its components made from glass-reinforced thermosetting plastics (GRP) based on unsaturated
polyester resin (UP) intended to be used for non-pressure drainage and sewerage. The System
Standard includes practices for installation and procedures for assessment of conformity.

The committee is preparing further design regulations and related test procedures which will be
included in the document when available (see clause 5).

This part of EN 1636 which covers the characteristics of fittings, is intended to be used by
amongst others, end-users, authorities, design engineers, testing and certification institutes and
manufacturers.
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1  Scope

This part of EN 1636 specifies the characteristics of fittings made from glass-reinforced
thermosetting plastics pipes or moulded based on unsaturated polyester resin (GRP-UP) intended
to be used for non-pressure drainage and sewerage. It also specifies the test parameters for the
test methods referred to in this standard.

It is applicable to fittings intended to be used for the conveyance of surface water or sewage,
below ground, outside buildings, at temperatures up to 50 °C.

NOTE 1:  Piping systems conforming to EN 1636 can also be used for above ground 
applications provided the influence of the environment and the supports is considered 
in the design of the pipes and joints.

This standard specifies the dimensional and performance requirements for bends, branches,
reducers, saddles and flanged adaptors made from GRP-UP, with or without thermoplastic liners.

NOTE 2:  When specifying the use of ductile iron fittings with GRP pipes care should 
be taken to ensure their compatibility with the GRP pipe.

This standard is applicable to fittings fabricated from straight pipe or moulded by filament or tape
winding, or by using hand lay-up or contact moulding or hot or cold press moulding.

NOTE 3:  The performance requirements for various types of GRP joints are given in
EN 1636-5.

2  Normative references

This standard incorporates by dated or undated reference, provisions from other publications.
These normative references are cited at the appropriate places in the text and the publications are
listed hereafter.

For dated references, subsequent amendments to, or revisions of, any of these publications apply
to this standard only when incorporated in it by amendment or revision.

For undated references the latest edition of the publication referred to applies.

EN 63 Glass-reinforced plastics — Determination of flexural properties — Three 
point method.

prEN 496 Plastics piping systems — Plastics pipes and fittings — Measurements of 
dimensions and visual inspection of surfaces.

prEN 1515-1 Flanges and their joints — Selection of bolting.

EN 1636-1 Plastics piping systems for non-pressure drainage and sewerage — 
Glass-reinforced thermosetting plastics (GRP) based on unsaturated 
polyester resin (UP) — Part 1: General.

EN 1636-2 Plastics piping systems for non-pressure drainage and sewerage — 
Glass-reinforced thermosetting plastics (GRP) based on unsaturated 
polyester resin (UP) — Part 2: Pipes with flexible, reduced articulation or 
rigid joints.
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EN 1636-5 Plastics piping systems for non-pressure drainage and sewerage — 
Glass-reinforced thermosetting plastics (GRP) based on unsaturated 
polyester resin (UP) — Part 5: Fitness for purpose of the joints.

3  Material

The material from which the fitting is made shall conform to EN 1636-1.

4  Appearance

Both internal and external surfaces shall be free from irregularities which would impair the ability of
the fitting or joint to conform to the other requirements of EN 1636.

5  Mechanical characteristics of fittings

Fittings shall be designed and manufactured in accordance with relevant design regulations to
have a mechanical performance equal to or greater than that of a GRP pipe of the same stiffness
rating when installed in a piping system, and, if appropriate, supported by anchor blocks or
encasements.

Sections of fabricated bends, branches and reducers shall be mitred, cemented, reinforced
externally and, if necessary, internally.

NOTE:  Additional requirements for the tapered part of reducers are given in 11.3.

6  Leaktightness of fittings when installed

The fitting and joint when installed in a piping system shall be capable of withstanding a pressure
of 1,5 bars without leakage or visible damage.

7  Long-term chemical resistance of fittings

GRP fittings shall be designed and fabricated to have resistance to chemical attack from the inside
which shall not be inferior to the requirements for GRP pipes for the corresponding application.

8  Measurement of dimensions

The dimensions of GRP-UP fittings shall be determined at the temperature specified in
prEN 1636-1. Measurements shall be made in accordance with prEN 496 or otherwise using any
method of sufficient accuracy to determine conformity to the applicable limits.
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