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BS EN 16382:2016 BRITISH STANDARD

National foreword
This British Standard is the UK implementation of EN 16382:2016.

The UK participation in its preparation was entrusted to Technical
Committee B/540, Energy performance of materials components and
buildings.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2016.
Published by BSI Standards Limited 2016

ISBN 978 0 580 89587 6
ICS 91.100.60

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2016.

Amendments/corrigenda issued since publication
Date Text affected
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English Version

Thermal insulation products for building applications -
Determination of the pull-through resistance of plate
anchors through thermal insulation products

Produits isolants thermiques destinés aux applications Warmedammstoffe fiir das Bauwesen - Bestimmung
du batiment - Détermination de la résistance au des Durchzugwiderstandes von Tellerdiibeln durch
déboutonnage des chevilles a rosace dans les produits Warmedammstoffe

isolants thermiques

This European Standard was approved by CEN on 6 August 2016.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2016 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 16382:2016 E
worldwide for CEN national Members.
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European foreword

This document (EN 16382:2016) has been prepared by Technical Committee CEN/TC 88 “Thermal
insulating materials and products”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by April 2017, and conflicting national standards shall be
withdrawn at the latest by April 2017.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent
rights.

NOTE It has not been possible to include a statement on the accuracy of measurement in this edition, but it is
intended to include such a statement when this European Standard is next revised.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.
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1 Scope

This European Standard specifies equipment and procedures for determining the pull-through
resistance of plate anchors through thermal insulation products.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

Concrete — Specification, performance, production and conformity
Thermal insulating products for building applications — Determination of thickness

EN 1607, Thermal insulating products for building applications — Determination of tensile strength
perpendicular to faces

EN 1990:2002, Eurocode — Basis of structural design
EN ISO 9229, Thermal insulation — Vocabulary ({SO 9229

[SO 12491:1997, Statistical methods for quality control of building materials and components
3 Terms and definitions
For the purposes of this document, the terms and definitions given in [EN ISO 9229 apply.

4 Principle

The pull-through resistance of a plate anchor through thermal insulation products is determined by a
direct tensile load perpendicular to the surface of the thermal insulation product. The tensile load is
applied by means of a tension plate glued to the test area of the thermal insulation product.

5 Apparatus
NOTE In Clause 5, the numbers between brackets refer to Figures 1 to 3.

The plate anchor (1) which is to be tested is pulled through the thermal insulation product (3). The
edges of the thermal insulation product are fixed by two square templates with a centric circular
opening (2) and clamps (7). The anchor is positioned in the centre of the sample. The circular tension
plate (5) is glued (6) onto the thermal insulation product. The anchor is covered previously with a non-
adhesive foil. The tension load is introduced to the thermal insulation product by the circular tension
plate which fits into the circular opening of the template. The anchorage area of the plate anchor is fixed
by a suitable device. The tension load is exerted until failure.
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