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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of
EN 16436-1:2014+A3:2020. It supersedes [BS EN 16436-1:2014+A2:2018,
which is withdrawn.

The start and finish of text introduced or altered by amendment is
indicated in the text by tags. Tags indicating changes to CEN text carry
the number of the CEN amendment. For example, text altered by CEN
amendment A1 is indicated by ¢

The UK participation in its preparation was entrusted to Technical
Committee GSE/24, Dedicated LPG appliances.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

BSI, as a member of CEN, is obliged to publish EN 16436 as a British
Standard. However, attention is drawn to the fact that the UK committee
voted against its approval as a European standard. Clause 8.9 states

that the permeability test uses 'propane (at least 98 % propane) as

the medium'. However, commercial propane in the UK may contain up

to 100 % propene. It should therefore be noted that propene is more
aggressive to non-metallic compounds than propane, and may permeate
through the layers of the hose more easily. The UK committee believes
that this could lead to potential leakage, smell, and customer complaints.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2020
Published by BSI Standards Limited 2020

ISBN 978 0 539 14612 7
ICS 23.040.70

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2014.

Amendments/corrigenda issued since publication

Date Text affected

31 December 2015 Implementation of CEN amendment A1:2015

31 October 2018 Implementation of CEN amendment A2:2018

31 October 2019 Supersession details corrected in national fore-
word

30 June 2020 Implementation of CEN amendment A3:2020

31 July 2020 Implementation of CEN correction notice 17 June

2020: correction to Table 1
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EUROPEAN STANDARD EN 16436-1:2014+A3

NORME EUROPEENNE
EUROPAISCHE NORM May 2020

ICS 23.040.70 Supersedes EN 16436-1:2014+A2:2018

English Version

Rubber and plastics hoses, tubing and assemblies for use
with propane and butane and their mixtures in the vapour
phase - Part 1: Hoses and tubings

Tuyaux, tubes et flexibles en caoutchouc et en plastique Gummi- und Kunststoff-Schlduche und -
pour utilisation avec le propane, le butane et leurs Schlauchleitungen mit und ohne Einlage zur
mélanges en phase vapeur - Partie 1: Tuyaux et tubes Verwendung mit Propan, Butan und deren Gemischen
in der Gasphase - Teil 1: Schlduche mit und ohne
Einlage

This European Standard was approved by CEN on 12 July 2019.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2020 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 16436-1:2014+A3:2020 E
worldwide for CEN national Members.
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European foreword

This document (EN 16436-1:2014+A3:2020) has been prepared by Technical Committee CEN/TC 181
“Dedicated liquefied petroleum gas appliances”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by November 2020, and conflicting national standards
shall be withdrawn at the latest by November 2020.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document includes Amendment 1, approved by CEN on 2015-10-01, Amendment 2, approved by
CEN on 2018-05-13, and Amendment 3, approved by CEN on 2019-07-12.

This document supersedes [~ EN 16436-1:2014+A2:2018 (4].

The start and finish of text introduced or altered by amendment is indicated in the text by tags G
and P9 ¢d.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.
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1 Scope

This European Standard specifies the characteristics and performance requirements for tubing and
hoses made of either rubber or plastics for use with commercial propane and commercial butane and
mixtures thereof, in the vapour phase, for connection of appliances, from:

— pressurized gas container to a regulating device,
— pressurized gas container to an appliance,

— regulating device to an appliance, and

— regulating device to installation pipework,

in environments of a temperature range from -30 °C to +70 °C. Working pressures are from 0 bar to 30
bar.

Three classes are defined in Table 1 according to the maximum working pressures and minimum
ambient temperatures.

This European Standard only covers the tubing or hose part of assemblies. The assemblies themselves
will be covered by EN 16436-2.

This European Standard does not apply to hoses for:

— welding purposes (see EN ISO 3821, EN 1327);
— propulsion purposes;

— LPG transfer purposes (see EN 1762).

2 Normative references
The following documents, in whole or in part, are normatively referenced in this document and are

indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

EN ISO 176, Plastics - Determination of loss of plasticizers - Activated carbon method (ISO 176:2005)
EN ISO 1402, Rubber and plastics hoses and hose assemblies - Hydrostatic testing (ISO 1402:2009)

EN ISO 4080, Rubber and plastics hoses and hose assemblies - Determination of permeability to gas (1SO
4080:2009)

EN ISO 4671, Rubber and plastics hoses and hose assemblies - Methods of measurement of the dimensions
of hoses and the lengths of hose assemblies (1SO 4671:2007)

EN ISO 7326, Rubber and plastics hoses - Assessment of ozone resistance under static conditions (@
326:2016

EN ISO 8033, Rubber and plastics hoses - Determination of adhesion between components (ISO
8033:2016)

EN IS0 8330:2008, Rubber and plastics hoses and hose assemblies — Vocabulary (1SO 8330:2007)

EN ISO 10619-2, Rubber and plastics hoses and tubing - Measurement of flexibility and stiffness - Part 2:
Bending tests at sub-ambient temperatures (ISO 10619-2:2017)
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EN ISO 30013, Rubber and plastics hoses - Methods of exposure to laboratory light sources -
Determination of changes in colour, appearance and other physical properties (1SO 30013:2011)

ISO 37, Rubber, vulcanized or thermoplastic — Determination of tensile stress-strain properties
ISO 105-A02, Textiles — Tests for colour fastness — Part A02: Grey scale for assessing change in colour

ISO 188, Rubber, vulcanized or thermoplastic — Accelerated ageing and heat resistance tests

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN ISO 8330:2008 and the
following apply.

3.1
commercial butane
hydrocarbon product composed predominantly of butanes and/or butenes

Note 1 to entry:  The remaining part can consist mainly of propane/propene and pentane/pentene isomers.
[SOURCE: ISO 9162]

3.2
commercial propane
hydrocarbon product composed predominantly of propane and/or propene

Note 1 to entry:  The remaining part can consist mainly of ethane/ethene and butane/butene isomers.
[SOURCE: ISO 9162]

3.3
tubing
single core of plastic or rubber with no reinforcement or cover

3.4

hose

rubber or flexible thermoplastic lining with a reinforcement made of natural or synthetic textile
material applied either spirally wound or braided, and a flexible rubber or thermoplastic outer cover

4 Classification of tubing and hose

One class of tubing and two classes of hose are specified in Table 1 depending on the maximum working
pressure and minimal ambient temperatures.
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Table 1 — Classification of tubings and hoses

Class Maximum working pressure Minimum ambient temperature
bar °C
1 (tubing) 0,2 -20
2 (hose) 10 -30
3 (hose) 30
NOTE Classes 1 and 2 are usually used downstream of a pressure regulating device.

5 Materials and construction of tubing and hoses

Class 1 tubing shall be made of rubber or thermoplastic material.
Class 2 and class 3 hoses shall comprise a

— rubber or thermoplastics lining;
— reinforcement of natural or synthetic fibres applied either spirally wound or braided;

— rubber or plastics cover. The outer cover may be pricked to allow any gas trapped between the
inner lining and outer cover to be released.

The surface colour of the tubing or hose shall be:

- orange (see Figure 1a); or

- black with the marking above, on, or below a continuous orange line of 5 mm minimum width (see
Figure 1b); or

- white for classes 1 and 2 with the marking above, on, or below a continuous orange line of 5 mm
minimum width (see Figure 2).
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