BS EN 16500:2014

Machines for compacting
waste materials or recyclable
fractions — Vertical baling
presses — Safety requirements

[
bSlo ..making excelleDoewriembst.

Document Sharing Hub

Full document details: BS EN 16500:2014


http://www.avadocuments.com/doc/bs-en-16500-2014
http://www.avadocuments.com/doc/bs-en-16500-2014

BS EN 16500:2014 BRITISH STANDARD

National foreword
This British Standard is the UK implementation of EN 16500:2014.

The UK participation in its preparation was entrusted to Technical
Committee MCE/3/16, Recycling machines.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2014. Published by BSI Standards
Limited 2014

ISBN 978 0 580 80430 4
ICS 13.030.40; 25.120.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 August 2014.

Amendments issued since publication
Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 16500:2014


http://www.avadocuments.com/doc/bs-en-16500-2014
http://www.avadocuments.com/doc/bs-en-16500-2014

BS EN 16500:2014

EUROPEAN STANDARD |EN 1650Q
NORME EUROPEENNE
EUROPA'SCHE NORM August 2014

ICS 13.030.40; 25.120.10

English Version

Machines for compacting waste materials or recyclable fractions
- Vertical baling presses - Safety requirements

Machines de compactage pour déchets ou matieres Maschinen zum Verdichten von Abféllen oder recyclebaren
recyclables - Presses a balles verticales - Prescriptions de Materialien - Vertikale Ballenpressen -
sécurité Sicherheitsanforderungen

This European Standard was approved by CEN on 14 June 2014.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United
Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2014 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 16500:2014 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 16500:2014


http://dx.doi.org/10.3403/30270039U
http://www.avadocuments.com/doc/bs-en-16500-2014
http://www.avadocuments.com/doc/bs-en-16500-2014

BS EN 16500:2014
EN 16500:2014 (E)

Contents Page
0T =TT o 4
L Yo 11T T o 5
1 8T o - 6
2 NOIrmMative refEreNCEeS ... ... s mn e e s mmn e e e e e s mnmmn e 7
3 Terms and definitioNs ... e 9
4 List of significant hazards ... s 13
5 Safety requirements and/or protective Mmeasures. ... 16
5.1 Mechanical Razards ... an 16
£ T T € 1 4 =Y o | 16
LT T =Y = o - - 19
5.1.3 Baling chamber area .........ccccciiiiiiir e 22
5.1.4 Bale €Jection @rea .......cccccciiiiiiiiiiii i ———————— 22
5.2 Control actuators, devices and SYSteM........ ... 23
5.21 Control actuators and deVICES ..........cciiciiimiiiiiiiicciir s s s 23
5.2.2 Required performance [eVels PL,............ i 24
5.2.3 Prevention of unauthorised or unintentional operation or start-up ...........ccccceoieominiiiiiiciiicnnnnn. 25
ST S ¢ 11T e =T g oyt o 25
5.3 Hazards from hydraulic equipment............... e 26
5.3.1  Hydraulic eqUIPMENt ... ms e ms s mmn e e s e 26
5.3.2 Hot surfaces of the hydraulic system..........ccccciiiiiiii e ———— 26
5.3.3 Hydraulic control SYyStem........cccciiiiimiiiiii e —————— 26
5.4 Hazards from pneumatic equipment......... ... 26
5.4.1 Pneumatic eqUIPMENt ......... it nnne s 26
5.4.2 Pneumatic control SyStem ... ———————— 27
5.5 Electrical RAzards ..........ooo e e e e e s 27
5.6 Hazards generated by NOISe .......ccccivveimiinieiiii s 27
5.6.1 Noise reduction at source by deSign.......ccccccvimiiiiiinii i —————— 27
5.6.2 Noise reduction by protective Measures ..........cccccccriiiiiri e ————— 28
5.6.3 Information connected with noise hazards.............cocmiiiiiicciin 28
5.7 Hazards due to neglecting ergonomic principles in the design of the machine ......................... 28
6 Verification of the safety requirements and/or protective measures...........cccoccceiiiiiiiiicccciceennnn. 28
7 INFOrMAtioN FOr USE@ ... s mn e e e e mmn e e e e e s nan 30
71 General iINfOrMatioN..... ... 30
7.2 Information for safe operation............... o ————— 30
7720 B € 7Y 4 - - | 30
7.2.2 Instructions for OpPeration ... e 31
7.2.3 Instructions for MaiNtENANCE ... 31
7.2.4 Instructions for periodic examinations ... ———————————— 32
7.2.5 Information on installation............. i ——— 32
7.2.6  INfOrmation ON NOISE ...t e s e amn e e e e s e 33
7.3 1 T (] ' 33
7.3.1 Manufacturer’'s marking plate..........cccciiiiiiiiinii s ———————————— 33
7.3.2  Safety SIgNS...ciiiiciii it 33
7.3.3  Other Markings .....ccciiciiriiiiiriiir s s e ra s nE e Ea R n R r e 34
Annex A (normative) NoOiSe test COde....... e s 35
AA 85T o - N 35
A.2 Determination of emission sound pressure level at the work station(s).......ccccccceiiciiiicnnniiinnnnes 35
N B = - 1= =3 - 1 4 o F- o 35
Documents
2 Document Sharing Hub

Full document details: BS EN 16500:2014


http://www.avadocuments.com/doc/bs-en-16500-2014
http://www.avadocuments.com/doc/bs-en-16500-2014

BS EN 16500:2014
EN 16500:2014 (E)

A.2.2 Measurement UNCErtainty ...........cccccciiiiissnssssnnnsnsnsnsssnsnsnsnsnsssnsnsnsssnsnsssssnsssnsnsnsnsnsnsnsnsnsnsnsnsnsnnnsnnnnnnnnnns 36
A3 Determination of SOUNd POWET [@VEIS ........cciccceeiiiiiiir e rssr e ssme s e s anme e e e ee s s nnnn 36
A.3.1  Basic Standards........ccoeiiiiiii 36
A.3.2 Measurement UNCErtainty ...........cccccciiiiisssssnnnnnnnsnsnsnsnsssnsnsssssnsnsnsssssnsssssnsssnsssnsnsnsnsnsnsnsnsnsmsnsnnnsnnnnnnnnnns 36
A4 Installation and mounting conditions for the noise measurement............ccccoccmiriiricccceeenee e, 36
A.5 (] oT=1 1] 0 Vo [ 20 3 Ve [T o -3 PR 36
A.6 Information to be recorded and reported...........cccccmiiiiicciiirririiic s ———————— 37
N 0t O = 5 - - 37
A.6.2 Vertical baling press — Data...........ccccciiiiinissnssnnnnnsnnnsnsnsssnsssssnsnsssssssssssssssssssssssnsssnsssssnsnsnsnsnsnnnsnsnsnnnnnns 37
A.6.3  Standards USEd.........ccciiiiiimiiiiini i ———— 37
A.6.4  NOISE datA......ccceeiiiieiiriir 37
A.6.5 Specified test Parameters........ccccoi i e eneaa s aan 37
A.6.6 Installation and operating coNditioNS .........cccccciiiinnn s 37
A7 Declaration and verification of noise emission values ............cccccciiinni 37

Annex ZA (informative) Relationship between this European Standard and the Essential
Requirements of EU Directive 2006/42/EC..........ccccoeiiecccermmmeereiisscsssseesesesssssssssssssssssssssssssssssssssssssnn 39
Bibliography ... .o s 40
Documents

Document Sharin%Hub

Full document details: BS EN 16500:2014


http://www.avadocuments.com/doc/bs-en-16500-2014
http://www.avadocuments.com/doc/bs-en-16500-2014

BS EN 16500:2014
EN 16500:2014 (E)

Foreword

This document (EN 16500:2014) has been prepared by Technical Committee CEN/TC 397 “Project
Committee - Baling presses - Safety requirements”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by February 2015 and conflicting national standards shall be withdrawn
at the latest by February 2015.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

This European Standard is a type C standard as stated in EN 1SO 12100.

The machinery concerned and the extent to which hazards, hazardous situations and hazardous events are
covered are indicated in the scope of this document.

When provisions of this type C standard are different from those which are stated in type A or B standards, the

provisions of this type C standard take precedence over the provisions of the other standards for machines
that have been designed and built in accordance with the provisions of this type C standard.
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1 Scope

This European Standard specifies the safety requirements for the design, manufacture and information for
safe use of vertical baling presses for compacting waste material or recyclable fractions (e. g. paper, plastics,
textiles, cans, cardboard, mixed waste), hereafter referred to as materials.

This standard covers vertical baling presses:

— that are manually or mechanically fed; and

— with fixed enclosed baling chambers (single or multiple chamber presses); and

— with a mechanically, hydraulically or pneumatically operated compacting equipment; and

— where the compacted bale is tied manually in the baling chamber; and

— with manual unloading or mechanical ejection of the compacted bale.

The scope of this standard includes any mechanical feed equipment, such as belt type conveyors or bin lifts,
forming an integral part of the baling press assembly. It also includes integral material flow control equipment.

This standard does not apply to:

— vertical baling presses without fixed enclosed baling chamber(s); or
— round balers or roll baling machines; or

— machines where the material is compacted into a bag; or

— pneumatic conveying systems; or

— equipment for transporting the bales; or

— local exhaust ventilation for the removal of dusts or vapours; or

— hazards arising from any integral pre-conditioning equipment; or

— hazards arising from the materials being processed (e.g. asbestos, clinical waste, flammable or explosive
materials, unhealthy or poisonous waste).

This standard does not apply to cranes, lift trucks or other mobile plant used to load materials into the feed
opening. Nor does it apply to hazards arising from loading materials into the feed opening using cranes, lift
trucks or other mobile plant.

This standard does not include specifications to meet the requirements of the ATEX Directive 94/9/EC.

All hazards mentioned in Clause 4 are dealt with in this European Standard.

This European Standard is not applicable for vertical baling presses which are manufactured before the date
of its publication as an EN.
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2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

EN 349:1993+A1:2008, Safety of machinery - Minimum gaps to avoid crushing of parts of the human body

EN 574:1996+A1:2008, Safety of machinery - Two-hand control devices - Functional aspects - Principles for
design

EN 620:2002+A1:2010, Continuous handling equipment and systems - Safety and EMC requirements for
fixed belt conveyors for bulk materials

EN 953:1997+A1:2009, Safety of machinery - Guards - General requirements for the design and construction
of fixed and movable guards

EN 1005-1:2001+A1:2008, Safety of machinery - Human physical performance - Part 1: Terms and definitions

EN 1005-2:2003+A1:2008, Safety of machinery - Human physical performance - Part 2: Manual handling of
machinery and component parts of machinery

EN 1005-3:2002+A1:2008, Safety of machinery - Human physical performance - Part 3: Recommended force
limits for machinery operation

EN 1005-4:2005+A1:2008, Safety of machinery - Human physical performance - Part 4: Evaluation of working
postures and movements in relation to machinery

EN 1037:1995+A1:2008, Safety of machinery - Prevention of unexpected start-up

EN 60204-1:2008, Safety of machinery - Electrical equipment of machines - Part 1: General requirements
(IEC 60204-1:2005, modified)

N 60529:1991|, Degrees of protection provided by enclosures (IP Code) (IEC 60529:1989)

EN 61496-1:2004, Safety of machinery - Electro-sensitive protective equipment - Part 1: General
requirements and tests (IEC 61496-1:2004, modified)

CLC/TS 61496-2:20068, Safety of machinery - Electro-sensitive protective equipment - Part 2: Particular
requirements for active opto-electronic protective devices (AOPDs) (JEC 61496-2:2006)

CLC/TS 61496-3:2008, Safety of machinery - Electro-sensitive protective equipment - Part 3: Particular
requirements for active opto-electronic protective devices responsive to diffuse reflection (AOPDDR)
(IEC 61496-3:2008)

N 62262:2003, Degrees of protection provided by enclosures for electrical equipment against external
mechanical impacts (IK code) (IEC 62262:2009)

EN 82079-1:2012, Preparation of instructions for use - Structuring, content and presentation - Part 1: General
principles and detailed requirements (JEC 82079-1:2012)

EN ISO 3744:2010, Acoustics - Determination of sound power levels and sound energy levels of noise
sources using sound pressure - Engineering methods for an essentially free field over a reflecting plane

EN ISO 3746:2010, Acoustics - Determination of sound power levels and sound energy levels of noise

sources using sound pressure - Survey method using an enveloping measurement surface over a reflecting
plane (ISO 3746:2010
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EN ISO 3747:2010, Acoustics - Determination of sound power levels and sound energy levels of noise
sources using sound pressure - Engineering/survey methods for use in situ in a reverberant environment

EN 1SO 4413:201?, Hydraulic fluid power - General rules and safety requirements for systems and their
components (ISO 4413:201

EN 1SO 4414:201?, Pneumatic fluid power - General rules and safety requirements for systems and their
components (ISO 4414:201

EN 1SO 4871:200i, Acoustics - Declaration and verification of noise emission values of machinery and
equipment (ISO 4871:1996

EN 1SO 9614-2:1998, Acoustics - Determination of sound power levels of noise sources using sound intensity
- Part 2: Measurement by scanning (SO 9614-2:1996)

EN I1SO 11201:2010, Acoustics - Noise emitted by machinery and equipment - Determination of emission
sound pressure levels at a work station and at other specified positions in an essentially free field over a
reflecting plane with negligible environmental corrections (SO 11201:2010)

EN I1SO 11202:2010, Acoustics - Noise emitted by machinery and equipment - Determination of emission
sound pressure levels at a work station and at other specified positions applying approximate environmental

corrections (ISO 11202:2010)
EN ISO 11204:2010, Acoustics - Noise emitted by machinery and equipment - Determination of emission

sound pressure levels at a work station and at other specified positions applying accurate environmental
corrections (1ISO_11204:2010)

N ISO 12100:2010, Safety of machinery - General principles for design - Risk assessment and risk reduction
SO 12100:2010

EN ISO 13732-1:2008, Ergonomics of the thermal environment - Methods for the assessment of human
responses to contact with surfaces - Part 1: Hot surfaces (J1SO 13732-1:2006)

EN ISO 13849-1:2008, Safety of machinery - Safety-related parts of control systems - Part 1: General
principles for design (ISO_13849-1:2006)

EN ISO 13850:2008, Safety of machinery - Emergency stop - Principles for design (ISO_13850:20086)

EN ISO 13855:2010, Safety of machinery - Positioning of safeguards with respect to the approach speeds of
parts of the human body (JSO 13855:2010)

EN ISO 13856-2:2013, Safety of machinery - Pressure-sensitive protective devices - Part 2: General
principles for design and testing of pressure-sensitive edges and pressure-sensitive bars (SO _13856-2:2013)

EN ISO 13856-3:2013, Safety of machinery - Pressure-sensitive protective devices - Part 3: General
principles for design and testing of pressure-sensitive bumpers, plates, wires and similar devices (SO 13856
3:2013)

EN ISO 13857:2(0%& Safety of machinery - Safety distances to prevent hazard zones being reached by upper
and lower limbs (SO 13857:2008)

EN ISO 1411 9:2013, Safety of machinery - Interlocking devices associated with guards - Principles for design
and selection (SO 14119:2013)

EN ISO 14122-1:2001|, Safety of machinery - Permanent means of access to machinery - Part 1: Choice of
fixed means of access between two levels (JISO 14122-1:2001)
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EN ISO 14122-2:2001|, Safety of machinery - Permanent means of access to machinery - Part 2: Working
platforms and walkways (|ISO 14122-2:2001)

EN ISO 14122-3:2001|, Safety of machinery - Permanent means of access to machinery - Part 3: Stairs,
stepladders and guard-rails (1ISO _14122-3:2001)

EN ISO ’4122-4:200£|, Safety of machinery - Permanent means of access to machinery - Part 4: Fixed
ladders (SO 14122-4:2004)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN I1SO 12100:201d and the following
apply.

= :

@

i

P

g E B
ER=N=
b) Top-loaded multi chamber baling press with c) Front-loaded multi chamber baling press with
moveable position compacting head fixed position compacting head

Figure 1 — Examples of vertical baling presses
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Figure 2 — Principle drawing of a vertical baling press

31

vertical baling press

machine intended for compacting loose materials into a bale where the compacting pressure is applied
vertically and downward from the feed opening and the bale is subsequently tied by strings, straps or wires

Note 1 to entry: A vertical baling press may consist of one or more baling chambers, a control system and control
station, a compacting equipment, equipment for manually binding the bale and equipment for ejection of the bale.
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3.1.1

vertical baling press with fixed position compacting head

vertical baling press that is fed at the front, side or rear of the machine, by hand or mechanical means and the
compacting head is in a fixed position

Note 1 to entry: On a multiple chamber vertical baling press there will be more than one compacting head and each
head is in a fixed position.

3.1.2

vertical baling press with movable position compacting head

a single or multiple chamber baling press that is fed usually from the top or sometimes from the front, side or
rear of the baling press by hand or mechanical means and the compacting head position can be moved

Note 1 to entry: Whether it is a single or multiple chamber machine there will usually be a single compacting head that
can be moved mechanically or by hand across the chamber(s) to allow loading. Once loaded, the head is then moved
back over the chamber and the compression plate moves vertically to compact materials.

3.2

integral mechanical feed equipment

equipment used for feeding materials into the baling chamber through the feed opening i.e. conveyors or bin
lifts where:

— the equipment is mounted/fixed to the vertical baling press;
— its power supply and control system are linked into the vertical baling press systems

33
conveyor
conveyor onto which materials are deposited and transported to the feed opening

3.4

bin (sometimes called skip)

container, usually fitted with wheels, in which materials may be collected ready for feeding into the baling
press

3.5

bin lift (sometimes called skip hoist)

mechanical device for lifting a bin containing materials and tipping the contents into the baling chamber
through the feed opening

3.6
manual feeding
loading materials into the baling chamber by hand

3.7
feed area
area where the operator loads the materials into the baling chamber for compaction

3.8
feed opening
opening through which the materials are loaded into the baling chamber

3.9

feed door

hinged or sliding door covering the feed opening that is opened for manually loading materials into the baling
chamber
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3.10
integral material flow control equipment
equipment that helps material in the feed opening flow into the compaction chamber where:

— the equipment is mounted/fixed to the vertical baling press;
— its power supply and control system are linked into the vertical baling press systems

3.1

compacting equipment

all components directly involved in compacting materials into bales (e. g. hydraulic, pneumatic or mechanical
systems, compression plate and baling chamber)

3.12
compression plate
plate for compacting material by a downward vertical movement

3.13
baling chamber
the inside chamber of the baling press, where the materials are placed and compressed to form a bale

Note 1 to entry: The baling chamber extends between the bottom of the machine and the compression plate in its
uppermost position.

3.14
bale ejection device
mechanical device that ejects the bale after the bale discharge door has been opened

3.15

unloading opening

opening through which the compacted bale is unloaded manually, mechanically ejected or taken by a fork-lift
truck

3.16

bale discharge door

door that covers the unloading opening and forms part of the baling chamber, through which the bale is
removed

3.17

bale ejection area

the area outside the unloading opening from where the bale is pushed, pulled or tipped for further
transportation

3.18
cycle of the compression plate
a complete downward and reverse movement of the compression plate

3.19
control station
location from which the baling press is started, stopped or manually controlled

3.20
workstation
area in the vicinity of the machine which is intended for the operator

Note 1 to entry: Examples of workstations are where the operator loads the materials and unloads bales.
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