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National foreword
This British Standard is the English language version of EN 1654:1998, 
including Corrigendum July 2002. Together with BS EN 1652:1998 and 
BS EN 1653:1998 it supersedes BS 2870:1980 which is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee 
NFE/34, Copper and copper alloys, to Subcommittee NFE/34/1, Wrought and 
unwrought copper and copper alloys, which has the responsibility to:

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references

The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Catalogue or of British Standards 
Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

—  aid enquirers to understand the text;  
—  present to the responsible European committee any enquiries on the 

interpretation, or proposals for change, and keep the UK interests 
informed;  

—  monitor related international and European developments and 
promulgate them in the UK.  
Summary of pages

This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 33 and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.

Sidelining in this document indicates the most recent changes by amendment.
Amendments issued since publication
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Foreword 
This European Standard has been prepared by 
Technical Committee CEN/TC 133, Copper and 
copper alloys, of which the Secretariat is held by 
DIN.

This European Standard shall be given the status of 
a national standard, either by publication of an 
identical text or by endorsement, at the latest by 
June 1998, and conflicting national standards shall 
be withdrawn at the latest by June 1998.

Within its programme of work, Technical 
Committee CEN/TC 133 requested 
CEN/TC 133/WG 2, Rolled flat products, to prepare 
the following standard:

EN 1654 Copper and copper alloys — Strip for 
springs and connectors.

This is one of a series of European Standards for 
copper and copper alloy rolled flat products. Other 
products are, or will be, specified as follows:

EN 1172, Copper and copper alloys — Sheet and 
strip for building purposes.

EN 1652, Copper and copper alloys — Plate, sheet, 
strip and circles for general purposes.

EN 1653, Copper and copper alloys — Plate, sheet 
and circles for boilers, pressure vessels and hot water 
storage units.

EN 1758, Copper and copper alloys — Strip for lead 
frames.

Copper and copper alloys — Copper plate, sheet and 
strip for electrical purposes. (WI: 00133022)

This standard gives information, which might be 
useful to the user, on physical properties of the 
product contained in Annex A.

According to the CEN/CENELEC Internal 
Regulations, the national standards organizations 
of the following countries are bound to implement 
this European Standard: Austria, Belgium, Czech 
Republic, Denmark, Finland, France, Germany, 
Greece, Iceland, Ireland, Italy, Luxembourg, 
Netherlands, Norway, Portugal, Spain, Sweden, 
Switzerland and the United Kingdom.
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1 Scope

This European Standard specifies the composition, property requirements and tolerances on dimensions 
and form for copper alloy strip intended for the fabrication of springs and connectors, with thicknesses 
from 0,1 mm up to and including 1,0 mm and with widths up to and including 350 mm.

The sampling procedures, the methods of test for verification of conformity to the requirements of this 
standard, and the delivery conditions are also specified.

2 Normative references
This European Standard incorporates, by dated or undated reference, provisions from other publications. 
These normative references are cited at the appropriate places in the text and the publications are listed 
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply 
to this European Standard only when incorporated in it by amendment or revision. For undated references, 
the latest edition of the publication referred to applies.

EN 1655, Copper and copper alloys — Declarations of conformity.

EN 10002-1, Metallic materials — Tensile testing — Part 1: Method of test (at ambient temperature).

EN 10204, Metallic products — Types of inspection documents.

prEN 12384, Copper and copper alloys — Determination of spring bending limit on strip.

ISO 1811-2, Copper and copper alloys — Selection and preparation of samples for chemical analysis — 
Part 2: Sampling of wrought products and castings.

ISO 6507-2, Metallic materials — Hardness test — Vickers test — Part 2: HV 0,2 to less than HV 5.

ISO 6507-3, Metallic materials — Hardness test — Vickers test — Part 3: Less than HV 0,2.

ISO 7438, Metallic materials — Bend test.
NOTE Informative references to documents used in the preparation of this standard, and cited at the appropriate places in the text, 
are listed in a bibliography (see Annex B).

3 Definition

For the purposes of this standard, the following definition, based on ISO 197-3, applies.

3.1  
strip
flat rolled product of rectangular cross-section with uniform thickness from at least 0,10 mm, supplied level 
wound as coils, or on cores or spools, or traverse wound on cores or spools, usually with slit edges; the 
thickness does not exceed one tenth of the width

4 Designations

4.1 Material

4.1.1 General

The material is designated either by symbol or number (see Table 1).

4.1.2 Symbol

The material symbol designation is based on the designation system given in ISO 1190-1.
NOTE Although material symbol designations used in this standard might be the same as those in other standards using the 
designation system given in ISO 1190-1, the detailed composition requirements are not necessarily the same.

4.1.3 Number

The material number designation is in accordance with the system given in EN 1412.
© BSI 27 March 2003 3
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4.2 Material condition

For the purposes of this standard, the following designations, which are in accordance with the system 
given in EN 1173, apply for the material condition:

— R... material condition designated by the minimum value of tensile strength requirement for the 
product with mandatory tensile strength and elongation requirements;
— H... material condition designated by the minimum value of hardness requirement for the product 
with mandatory hardness and bending radius requirements;
— Y... material condition designated by the minimum value of 0,2 % proof strength requirement for the 
product with mandatory 0,2 % proof strength and elongation requirements;
— B... material condition designated by the minimum value of spring bending limit for the product with 
mandatory spring bending limit requirements and in some cases also with bending radius requirements.

Exact conversion between material conditions designated R..., H..., Y..., B... is not possible.

Material condition is designated by only one of the above designations.

4.3 Product

The product designation provides a standardized pattern of designation from which a rapid and 
unequivocal description of a product is conveyed in communication. It provides mutual comprehension at 
the international level with regard to products which meet the requirements of the relevant European 
Standard.

The product designation is no substitute for the full content of the standard.

The product designation for products to this standard shall consist of:

— denomination (strip);
— number of this European Standard (EN 1654);
— material designation, either symbol or number (see Table 1);
— material condition designation (see Table 2);
— nominal dimensions (thickness × width) and tolerance classes for thickness and width (A or B);
— strip condition [“as rolled” (N) or “as flattened” (G)].

The derivation of a product designation is shown in the following example.

EXAMPLE

Strip conforming to this standard, in material designated either CuSn6 or CW452K, in material condition 
H180, nominal thickness 0,500 mm, tolerance class A for thickness, nominal width 199,6 mm, tolerance 
class A for width, in strip condition “as flattened”, shall be designated as follows:  
4 © BSI 27 March 2003
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5 Ordering information

In order to facilitate the enquiry, order and confirmation of order procedures between the purchaser and 
the supplier, the purchaser shall state on his enquiry and order the following information:

a) quantity of product required (mass);

b) denomination (strip);

c) number of this European Standard (EN 1654);

d) material designation (see Table 1);

e) material condition designation (see 4.2 and Table 2);

f) nominal thickness;

g) tolerance class for thickness (see Table 3);

h) nominal width;

i) tolerance class for width (see Table 4);

j) strip condition (N or G);

k) coil size requirements: nominal inside diameter in millimetres and maximum outside diameter in 
millimetres, and either maximum mass in kilograms or approximate specific coil weight (mass per width) 
in kilograms per millimetre;

l) spool size: type or dimensions.
NOTE It is recommended that the product designation, as described in 4.3, is used for items b) to j).

In addition, the purchaser shall state on the enquiry and order any of the following, if required:

m) whether edgewise curvature for strip condition “as rolled” shall be measured over a length 
of 2 000 mm (see 6.4.2.1);

n) whether strip is required to meet roughness requirements Ra, Rz or Rmax. (see 6.5.2). If so, the test 
method and the acceptance criteria required;

o) which measuring device is to be used for the determination of transverse cross bow (see 8.7);

p) whether a declaration of conformity is required (see 9.1);

q) whether an inspection document is required, and if so, which type (see 9.2);

r) whether there are any special requirements for marking, packaging or labelling (see clause 10).

EXAMPLE 

Ordering details for 1 500 kg strip conforming to EN 1654, in material designated either CuSn6 or 
CW452K, in material condition H180, nominal thickness 0,500 mm, tolerance class A for thickness, 
nominal width 199,6 mm, tolerance class A for width, in strip condition “as flattened”, nominal inside 
diameter of coil 400 mm, maximum outside diameter 900 mm, approximate specific coil weight (mass per 
width) 4 kg/mm:  

1 500 kg strip EN 1654 — CuSn6 p H180 p 0,500A × 199,6A p G  
— nominal inside diameter of coil 400 mm  
— maximum outside diameter of coil 900 mm  
— approximate specific coil weight 4 kg/mm  

or
1 500 kg strip EN 1654   — CW452K p H180 p 0,500A × 199,6A p G

— nominal inside diameter of coil 400 mm  
— maximum outside diameter of coil 900 mm  
— approximate specific coil weight 4 kg/mm   
© BSI 27 March 2003 5
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6 Requirements

6.1 Composition

The composition shall conform to the requirements for the appropriate material given in Table 1.

Percentage content of elements shown as “remainder” (Rem.) is usually calculated by difference 
from 100 %.

6.2 Mechanical properties

The mechanical properties shall conform to the appropriate requirements given in Table 2. The tests shall 
be carried out in accordance with 8.2, 8.3, 8.4 and 8.5.

6.3 Dimensions and tolerances

6.3.1 Tolerances on thickness

The thickness shall conform to the tolerances given in Table 3.

6.3.2 Tolerances on width

The width shall conform to the tolerances given in Table 4.

6.4 Form tolerances

6.4.1 General

Strip to this standard is available in two strip conditions:

— N: “as rolled”;
— G: “as flattened”.

Strip of the alloys CuBe1,7 (CW100C), CuBe2 (CW101C), CuCo2Be (CW104C) and CuNi2Be (CW110C) in 
the material condition precipitation hardened is available only in the “as rolled” strip condition.

6.4.2 Strip “as rolled” (N)

6.4.2.1 Edgewise curvature c

For the straightness of the longitudinal edge, which unless otherwise agreed between the purchaser and 
the supplier shall be based on a measuring length of 1 000 mm, the edgewise curvature c (see Figure 1) 
shall not exceed the values given in Table 6.

If the purchaser and the supplier agree on a measuring length of 2 000 mm, the edgewise curvature c shall 
not exceed the values given in Table 6 multiplied by 4.

6.4.2.2 Transverse cross bow q

The transverse cross bow q (see Figure 2) including edge burr for strips with widths up to and 
including 100 mm shall not exceed the values given in Table 7.

Transverse cross bow q = d p t

where
 d  is the distance of the upper point of the cross-section from the reference plane;  
 t  is the thickness;  

is the width.   w
6 © BSI 27 March 2003

ull document details: BS EN 1654:1998

http://www.avadocuments.com/doc/bs-en-1654-1998
http://www.avadocuments.com/doc/bs-en-1654-1998


EN 1654:1998

Full document 
6.4.3 Strip “as flattened” (G)

6.4.3.1 Edgewise curvature c

For the straightness of the longitudinal edge, which unless otherwise agreed between the purchaser and 
the supplier shall be based on a measuring length of 1 000 mm, the maximum edgewise curvature c           
(see Figure 1) shall not exceed the values given in Table 8.

If the purchaser and the supplier agree on a measuring length of 2 000 mm, the edgewise curvature c shall 
not exceed the values given in Table 8 multiplied by 4.

6.4.3.2 Coil set

The coil set is measured as the deflection a from the vertical of a 300 mm long portion of a strip                     
(see Figure 3), for widths equal to or greater than 10 mm. The test shall be carried out in accordance 
with 8.6. The deflection shall not exceed the values given in Table 9.

The limitation of coil set is not applicable to traverse wound strip on spools.

6.4.3.3 Waviness v

The waviness v (see Figure 4) for widths up to and including 200 mm shall conform to the values given in 
Table 10.

6.4.3.4 Transverse cross bow q

The transverse cross bow q (see Figure 2), including edge burr for strips with widths up to and 
including 100 mm shall not exceed the values given in Table 11.

6.5 Surface properties

6.5.1 Condition

Strip shall be clean and free from injurious defects, which shall be specified by agreement between the 
purchaser and the supplier at the time of enquiry and order. A superficial film of residual lubricant is 
normally present on cold rolled products and is permissible unless otherwise specified.

6.5.2 Roughness

If agreed between the purchaser and the supplier the surface roughness shall be defined by roughness 
criteria Ra, Rz or Rmax.. The test method and the acceptance criteria shall be the subject of agreement 
between the purchaser and the supplier at the time of enquiry and confirmation of order.

7 Sampling

7.1 General

When required (e.g. if necessary in accordance with specified procedures of a supplier’s quality system, or 
when the purchaser requests inspection documents with test results, or for use in cases of dispute), an 
inspection lot shall be sampled in accordance with 7.2 and 7.3.

7.2 Analysis

The sampling rate shall be in accordance with ISO 1811-2. A test sample, depending on the analytical 
technique to be employed, shall be prepared from each sampling unit and used for the determination of the 
composition.

where
h  is the height of wave;
l  is the length of wave.

Waviness v h
l
---=
© BSI 27 March 2003 7
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NOTE 1 When preparing the test sample, care should be taken to avoid contaminating or overheating the test sample. Carbide 
tipped tools are recommended; steel tools, if used, should be made of magnetic material to assist in the subsequent removal of 
extraneous iron. If the test samples are in finely divided form (e.g. drillings, millings), they should be treated carefully with a strong 
magnet to remove any particles of iron introduced during preparation.

NOTE 2 In cases of dispute concerning the results of analysis, the full procedure given in ISO 1811-2 should be followed.

Results may be used from analyses carried out at an earlier stage of manufacturing the product, e.g. at the 
casting or master coil stage, if the material identity is maintained and if the quality system of the 
manufacturer is certified as conforming to EN ISO 9001 or EN ISO 9002.

7.3 Mechanical and other tests

The sampling rate for tensile, hardness, bend and spring bending tests shall be one test sample per master 
coil. Sampling units shall be selected from the finished products. The test samples shall be cut from the 
sampling units. Test samples, and test pieces prepared from them, shall not be subjected to any further 
treatment, other than any machining operations necessary in the preparation of the test pieces.

8 Test methods

8.1 Analysis

Analysis shall be carried out on the test pieces, or test portions, prepared from the test samples obtained 
in accordance with 7.2. Except in cases of dispute, the analytical methods used shall be at the discretion of 
the supplier. For expression of results, the rounding rules given in 8.9 shall be used.
NOTE In cases of dispute concerning the results of analysis, the methods of analysis to be used should be in accordance with the 
appropriate ISO standards agreed between the disputing parties.

8.2 Hardness test

The Vickers hardness shall be determined in accordance with ISO 6507-2 or ISO 6507-3 as appropriate, on 
the test pieces prepared from the test samples obtained in accordance with 7.3.

For the Vickers test according to ISO 6507-2 a test force selected from one of those given in ISO 6507-2 shall 
be used.

For the Vickers test according to ISO 6507-3 a test force selected from one of those given in ISO 6507-3 shall 
be used.

8.3 Bend test

A 90° bend test in both directions (parallel and transverse) shall be carried out in accordance with 
ISO 7438.

To verify the bending properties, test strips shall be taken both parallel with and at right angles to the 
rolling direction. The test pieces shall be at least 10 mm wide and at least 20 mm long. The properly 
deburred test pieces shall be bent through 90° using the bending radii stated in Table 2 as multiples of strip 
thickness t; 0 × t means a bending radius less than or equal to 0,1 mm.

The bending radii for this purpose are the radii of the bending punch. There shall be no evidence of cracks 
on the tension side of the specimens, examined with a maximum magnification of × 10.

8.4 Tensile test

The tensile properties shall be determined in accordance with EN 10002-1 on the test pieces prepared from 
the test samples obtained in accordance with 7.3.

8.5 Spring bending test

The spring bending limit shall be determined in accordance with prEN 12384 on the test pieces prepared 
from the test samples obtained in accordance with 7.3.

8.6 Coil set

A test piece, with a length greater than 300 mm, shall be fixed in the apparatus shown diagrammatically 
in Figure 3. From the holder the strip shall hang vertically above the base plate of the test equipment. The 
scale shows the coil set as the shortest distance between the holder and the middle of the lower end of the 
test piece.
8 © BSI 27 March 2003
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8.7 Transverse cross bow q

The transverse cross bow q is the difference between d and t. The thickness t of the strip and the distance d 
shall be measured by appropriate measuring devices, as agreed between the purchaser and the supplier.

8.8 Retests

If there is a failure of one, or more than one, of the tests in 8.1, 8.2, 8.3, 8.4, 8.5, 8.6 and 8.7, two test 
samples from the same inspection lot shall be permitted to be selected for retesting the failed property 
(properties). One of these test samples shall be taken from the same sampling unit as that from which the 
original failed test piece was taken, unless that sampling unit is no longer available, or has been withdrawn 
by the supplier.

If the test pieces from both test samples pass the appropriate test(s), then the inspection lot represented 
shall be deemed to conform to the particular requirements of this standard. If a test piece fails a test, the 
inspection lot represented shall be deemed not to conform to this standard.

8.9 Rounding of results

For the purpose of determining conformity to the limits specified in this standard, an observed or a 
calculated value obtained from a test shall be rounded in accordance with the following procedure, which 
is based upon the guidance given in Annex B of ISO 31-0:1992. It shall be rounded in one step to the same 
number of figures used to express the specified limit in this standard, except that for tensile strength, proof 
strength and spring bending limit, the rounding interval shall be 10 N/mm2, and for elongation the value 
shall be rounded to the nearest 1 %.

The following rules shall be used for rounding:

a) if the figure immediately after the last figure to be retained is less than 5, the last figure to be retained 
shall be kept unchanged;

b) if the figure immediately after the last figure to be retained is equal to or greater than 5, the last figure 
to be retained shall be increased by one.

9 Declaration of conformity and inspection documentation

9.1 Declaration of conformity

When requested by the purchaser [see 5p)] and agreed with the supplier, the supplier shall issue for the 
products the appropriate declaration of conformity in accordance with EN 1655.

9.2 Inspection documentation

When requested by the purchaser [see 5q)] and agreed with the supplier, the supplier shall issue for the 
products the appropriate inspection document in accordance with EN 10204.

10 Marking, packaging, labelling

Unless otherwise specified by the purchaser and agreed by the supplier, the marking, packaging and 
labelling shall be left to the discretion of the supplier [see 5r)].      

 

 1) measuring length  
2) strip width

Figure 1 — Edgewise curvature c
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