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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 16589-1:2022. It
supersedes PD CEN/TR 16589:2013, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee LBI/1/1, Laboratory furniture and fittings.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

BSI, as a member of CEN, is obliged to publish EN 16589-1:2022
as a British Standard. However, attention is drawn to the fact that
the UK committee raised concerns during work developing this
European Standard.

BS EN 16589-1:2022 sets out the requirements for type testing of
articulated extract arms for laboratory use with some limited advice

on the practical use of such devices. It should be noted that the type

test data achieved by these methods is valid for the well-controlled
conditions in a test room, but the committee believes it cannot be
regarded as suitable data for actual use in practical laboratory
conditions where other influences are likely to affect the capture
capability of these devices. It also should be noted that performance data
evaluated by the tests described in this standard are suitable only for
gaseous and volatile contaminants which are released with low initial
energy due to temperature, pressure release, work process or similar, in
quiet ambient air movement.

The performance also only relates to bench mounted operations
and should not be used for purposes involving free-air extraction or
machinery processes.

It is therefore important to assess the proposed use and carry out a risk
assessment to determine the capture performance required.

Further guidance on capture velocities and performance requirements
beyond the limits of this standard can be found in industry guidance
literature such as HSG258, HSA LEV Guidance, ACGIH Industrial
Ventilation Manual etc.

Future parts of this standard will deal with commissioning and on-
site testing.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Ugers ar.
responsible for its correct application. ﬁd&ﬁ ments
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© The British Standards Institution 2023
Published by BSI Standards Limited 2023

ISBN 978 0 539 17501 1
ICS 71.040.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 January 2023.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN 16589-1
NORME EUROPEENNE
EUROPAISCHE NORM December 2022

ICS 71.040.10 Supersedes CEN/TR 16589:2013

English Version

Laboratory local exhaust devices - Part 1: General
requirements and type test methods for articulated
extraction arms

Dispositifs d'aspiration locale de laboratoire - Partie 1 : Lokale Absaugeinrichtungen im Labor - Teil 1:
Exigences générales et méthodes d'essais de type pour Absaugarme mit Gelenken
les bras d'extraction articulés

This European Standard was approved by CEN on 21 November 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Ttirkiye and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2022 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 16589-1:2022 E
worldwide for CEN national Members.
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European foreword

This document (EN 16589-1:2022) has been prepared by Technical Committee CEN/TC 332 “Laboratory
equipment”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by June 2023, and conflicting national standards shall be
withdrawn at the latest by June 2023.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes CEN/TR 16589:2013.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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Introduction

Articulated extraction arms are local exhaust devices consisting of capture devices that may be
constructed in a variety of geometric shapes (hoods, nozzles, flat screens etc.) which are connected to or
mounted on extraction arms or arms with flexible joints. They are used for a variety of different
applications in the laboratory where contaminants are encountered. The design of articulated extract
arms for laboratories may differ for different applications.

The ability of articulated extract arms to effectively capture contaminants is subject to a number of
factors. These factors include extract volume flow, capture velocity, capture hood design,
manoeuvrability, position in relation to emission source, user activity, and room conditions.

Due to the fact that the capture efficiency can be affected dramatically by a change in any of the above
conditions, articulated extract arms are only useful for very small pollution sources, or when the pollution
source cannot be reasonably enclosed and has distinct points where the pollution might occur.

The objective of this document is to give information relevant to articulated extraction arms and to
specify type test methods for articulated extraction arms. This document offers assistance in the testing
of articulated extraction arms and in the drafting of user information. It is intended to contribute towards
mutual understanding amongst manufacturers, laboratory designers, users and health and safety
authorities.

The performance data obtained onsite will not necessarily reflect the type test data due to environmental
influences. Prior to use, the performance of the device needs to be assessed to ensure it complies with the
performance benchmarks specified in the risk assessment. It is the responsibility of the user that
appropriate commissioning has been carried out. The extent of the commissioning testing should be
based on a risk assessment.

Itis intended to work on further parts of this standard series dealing with commissioning and installation
and on-site testing.
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1 Scope

This document is applicable to articulated extraction arms used as a local exhaust device in laboratories
and comprised of a specific capture device (receiving, enclosing or capture hood, nozzle or flat screen)
connected to ducting to move air from the capture device to discharge.

This document is a product standard. This document covers product performance type test methods.
Occupational health and safety assessments methods are not included in this document.

This document specifies:

a method to assess the three-dimensional capture zone of an articulated extract arms;

¢ amethod for assessing the isothermal and diffusive emission release capture efficiency of articulated
extract arms and robustness to a challenge of air disturbance directly in front of and in close
proximity to the capture hood and release source positioned on a table;

e amethod for establishing the reachable, three-dimensional workspace of articulated extract arms;
e amethod for measuring the pressure drop and noise level of articulated extract arms;

e instructions for marking the devices and recommended information in the product manual;

e guidance for use describing the limitations of articulated extract arms for different airflow rates;

e guidance on selection, installation, commissioning, and testing of articulated extract arms and the
associated local exhaust ventilation systems.

The test procedure for capture efficiency and the guidance included in Annex A and B does not apply to
particle sources or point sources which release contaminants with initial velocity of above 0,5 m/s due
to temperature, pressure release, work process or similar.

The scope does not include filtration requirements and impact of fully or partly recirculated airflow
extracted by an articulated extract arm.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 1093-4, Safety of machinery — Evaluation of the emission of airborne hazardous substances — Part 4:
Capture efficiency of an exhaust system — Tracer method

EN IS0 5167-1:2003, Measurement of fluid flow by means of pressure differential devices inserted in
circular cross-section conduits running full — Part 1: General principles and requirements

EN ISO 11204, Acoustics - Noise emitted by machinery and equipment - Determination of emission sound

pressure levels at a work station and at other specified positions applying accurate environmental
corrections (IS0 11204:2010)
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3 Terms and definitions

For the purposes of this document the following terms and definitions apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

e [EC Electropedia: available at https://www.electropedia.org/
e ISO Online browsing platform: available at https://www.iso.org/obp

31

capture device

equipment designed to capture or collect air pollutants near their source connected directly to a duct or
mounted on an extraction arm

Note 1 to entry: Examples of capture devices are e.g. hood, flat screen, suction nozzle.

3.2
extraction arm
fixed, flexible or articulated ducting connecting the capture device with the main extract air duct

3.3

articulated extraction arm

AEA

articulated extract ducting assembly including capture device

Note 1 to entry: The articulated extraction arm can be moved and positioned so that the capture zone of the hood
is located at the identified hazard release zone. See examples in Figure 1.
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v schematic capture zone
a  centre point of entry plane
b duct of capture device

o

duct connecting to main duct

1 main duct
2 articulated extraction arms
3  entry plane
4  capture device
Figure 1 — Example of common designs of capture devices and extraction arms
3.4

capture zone
three-dimensional space in front of the entry plane of a capture device in which the air velocity is greater
than or equal to the minimum air velocity required for effective capture of pollutants

3.5
entry plane
plane touching the outermost parts of the capture device regardless of the shape

Note 1 to entry: A schematic expression of entry plane independent on the shape is given in Figure 1 and 3.

3.6
aspect ratio
ratio of the lengths x and y in the entry plane, with x1 > y;

Note 1 to entry: Schematic layout of an ellipse capture device see Figure 2. The aspect ratio is 1 for a circular
device and greater than 1 for other shapes.
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