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National foreword

This British Standard is the UK implementation of EN 16727-2-1:2018.

The UK participation in its preparation was entrusted to Technical
Committee RAE/2, Railway Applications - Track.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2018
Published by BSI Standards Limited 2018
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 July 2018.
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English Version
Railway applications - Track - Noise barriers and related
devices acting on airborne sound propagation - Non-
acoustic performance - Part 2-1: Mechanical performance
under dynamic loadings due to passing trains - Resistance
to fatigue
Applications ferroviaires - Voie - Ecrans antibruit et Bahnanwendungen - Oberbau - Lirmschutzwadnde und
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Ermiidungsverhalten

This European Standard was approved by CEN on 8 February 2018.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and United Kingdom.
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European foreword

This document (EN 16727-2-1:2018) has been prepared by Technical Committee CEN/TC 256 “Railway
applications”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by December 2018, and conflicting national standards
shall be withdrawn at the latest by December 2018.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document is one of the series EN 16727, Railway applications — Track — Noise barriers and related
devices acting on airborne sound propagation — Non-acoustic performance, as listed below:

— Part 1: Mechanical performance under static loadings — Calculation and test method;

— Part 2-1: Mechanical performance under dynamic loadings due to passing trains — Resistance to
fatigue [this document];

— Part 2-2: Mechanical performance under dynamic loadings caused by passing trains — Calculation
method,

— Part 3: General safety and environmental requirements.
It is intended to be read in conjunction with:

— EN 16727-1, Railway applications — Track — Noise barriers and related devices acting on airborne
sound propagation — Non-acoustic performance — Part 1: Mechanical performance under static
loadings — Calculation and test method;

— EN 16727-2-2, Railway applications — Track — Noise barriers and related devices acting on
airborne sound propagation — Non-acoustic performance — Part 2-2: Mechanical performance
under dynamic loadings caused by passing trains — Calculation method.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.
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Introduction

Passing trains generate an air pressure wave, which impacts on noise barriers installed alongside the
track. It is important that noise barriers withstand this impact without any part of them becoming
detached or displaced in an unsafe manner; they should be designed for the specified requirements in
ultimate, serviceability and fatigue limit states. Where no design rules or sufficient experience with
components are available, the design should be based on calculation and/or tests carried out in a way
that provides information on the properties of the component for design in ultimate and serviceability
limit states and the resistance to fatigue. This document applies for noise barrier components or for
noise barriers considered as a whole.
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1 Scope

This document describes the basic requirements for the verification of ultimate and serviceability limit
states and the resistance to fatigue either of the noise barrier or its components by means of analytical
methods and/or tests.

Analytical methods can be used for the determination of the characteristic values and design values.

Where sufficient information is not available, the analytical procedure can be combined with results
from tests.

This document provides the following types of test procedures:

— test on small samples for defining detail categories, which may not be covered by Eurocodes
(verification procedure A);

— test on a global element for defining the limit state against fatigue (verification procedure B);
— full scale tests under a given representative loading (verification procedure C) to determine fatigue

resistance of the noise barrier components for defined loading conditions; verification procedure C
is given as alternative to verification procedures A and B.

2 Normative references
The following documents are referred to in the text in such a way that some or all of their content

constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

N 1990:2002%, Eurocode — Basis of structural design

EN 1992 (all parts), Eurocode 2: Design of concrete structures

EN 1993 (all parts), Eurocode 3 — Design of steel structures

EN 1999 (all parts), Eurocode 9: Design of aluminium structures

EN 16727-1, Railway applications — Track — Noise barriers and related devices acting on airborne

sound propagation — Non-acoustic performance — Part1: Mechanical performance under static
loadings — Calculation and test method

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

o [EC Electropedia: available at http: //www.electropedia.org/

¢ [SO Online browsing platform: available at http://www.iso.org/obp

1 This document is currently impacted by the amendment EN 1990:2002/A1:2005 and corrigendum
EN 1990:2002/A1:2005/AC:2010.
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3.1

noise barrier

noise reducing device, which obstructs the direct transmission of airborne sound emanating from
railways, and which will typically span between posts and also may overhang the railway

Note 1 to entry:  Noise barriers are generally made of acoustic and structural elements (3.3 and 3.4).

3.2

cladding

noise reducing device, which is attached to a wall or other structure and reduces the amount of sound
reflected

Note 1 to entry:  Claddings are generally made of acoustic and structural elements (3.3 and 3.4).

3.3
acoustic element
element whose primary function is to provide the acoustic performance of the device

3.4
structural element
element whose primary function is to support or hold in place acoustic elements

Note 1 to entry: In some noise barriers, the acoustic function and the structural function cannot be clearly
separated and attributed to different components.

3.5

added device

added component that influences the acoustic performance of the original noise-reducing device (acting
primarily on the diffracted energy)

Note 1 to entry: In some noise barriers, the acoustic function and the structural function cannot be clearly
separated and attributed to different components.

3.6

representative loading

loading which takes into account the load effects caused by the air pressure wave of the train, the site-
dependent parameters, the dynamic amplification factor and the fatigue stress behaviour of the
component, including the fatigue damage accumulation

Note 1 to entry:  Examples of site-dependent parameters are: the design life, the number of trains per day, the
maximum train speed, the spacing between the noise barrier and the rail track.

4 Symbols and abbreviations

For the purposes of this document, the following symbols and abbreviations apply.
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