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BS EN 16776:2016 BRITISH STANDARD

National foreword
This British Standard is the UK implementation of EN 16776:2016.

The UK participation in its preparation was entrusted to Technical
Committee PRI/60, Resilient and Laminate Floor Coverings.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2016.
Published by BSI Standards Limited 2016

ISBN 978 0 580 86990 7
ICS 97.150

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2016.

Amendments/corrigenda issued since publication
Date Text affected
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BS EN 16776:2016

EUROPEAN STANDARD EN 16776
NORME EUROPEENNE
EUROPAISCHE NORM March 2016

ICS97.150

English Version

Resilient floor coverings - Heterogeneous polyurethane
floor coverings - Specification

Revétements de sol résilients - Revétements Elastische Bodenbeldge - Homogene und heterogene
hétérogenes en polyuréthanne - Spécification Polyurethan-Bodenbeldge - Spezifikation

This European Standard was approved by CEN on 10 January 2016.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2016 CEN  All rights of exploitation in any form and by any means reserved Ref.No. EN 16776:2016 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 16776:2016


http://www.avadocuments.com/doc/bs-en-16776-2016
http://www.avadocuments.com/doc/bs-en-16776-2016

BS EN 16776:2016
EN 16776:2016 (E)

Contents Page
EUTOPEAN fOT@WOTI(......iuiiinnsssnisssssssmsssssssssssssssssssssssssssssssasasssssssssssssssas sssssssssasasss s s s s sessassssssasasasansnsnsnsssnsssssssnsasanass 3
1 Y6 0 4
2 D\ L0 0 0T U Qs L) i) 4 L 4
3 Terms and defiNitions ... ————————————————— 5
4 REQUIT@IMEINIES ....uiuiiisssnsisnsssssmsssasss s ssssssssss s sssssasasasssssssssssssassssssssasasasan s sn s se s snsmamsm SR SRR KRR R R SRR R R RERERERRRRRRR RS 5
5 Use and performance SpecifiCation ... 6
6 11T D S, 7
Annex A (normative) Method for test for resistance to scratching.......cocnmssn———— 9
A1l 000000 L1 o 0 9
A.2 o0 10 (00 0 9
A3 Apparatus and Materials ... ———————————————————_———_—_—_———— 9
A4 Sampling and cONAitiONING ... —————————————— 11
A5 o0 00 L o 11
A.6 D872 1 L) 1 10 o 12
A.7 2] ) 12
A.8 Calibration of Steel PiNS ... ————————_————————————_——_ 12
7 VR S 200 S 7 1 L) o1 . 12
W VRS 27 o 0T oo L1 D . 12
7 W 3T D17 1 L1 = 0 () o 13
Annex B (informative) Optional Properties ... s 14
L5310 L0 a1 0] 4 15
Documents
2 Document Sharing Hub

Full document details: BS EN 16776:2016


http://www.avadocuments.com/doc/bs-en-16776-2016
http://www.avadocuments.com/doc/bs-en-16776-2016

BS EN 16776:2016
EN 16776:2016 (E)

European foreword

This document (EN 16776:2016) has been prepared by Technical Committee CEN/TC 134 “Resilient,
textile and laminate floor coverings”, the secretariat of which is held by NBN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2016, and conflicting national standards
shall be withdrawn at the latest by September 2016.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent
rights.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.
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1 Scope

This European Standard specifies the characteristics of heterogeneous resilient floor coverings based
on polyurethane with thermosetting properties supplied in either roll, planks or tile form. This
specification does apply for floor covering consisting of a wear layer and other compact layers made
from polyurethane which differ in composition, chemical crosslinking and/or design and can contain a
decor layer, reinforcement and other backing.

This specification does not apply for floor coverings that are specified in EN ISO 10582, EN ISO 24011,
[EN 1817 or EN 145635,

To encourage the consumer to make an informed choice, the standard includes a classification system
(see ENISO 10874)) based on intensity of use, which shows where these floor coverings should give
satisfactory service. It also specifies requirements for marking.

2 Normative references
The following documents, in whole or in part, are normatively referenced in this document and are

indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

Resilient floor coverings — Determination of the effect of simulated movement of a furniture leg
Resilient and laminate floor coverings — Castor chair test

EN 1471), Textile floor coverings — Assessment of changes in appearance

EN ISO 105-B02, Textiles — Tests for colour fastness — Part B02: Colour fastness to artificial light: Xenon
arc fading lamp test ([SO 105-B0

EN ISO 291, Plastics — Standard atmospheres for conditioning and testing (SO 29
EN ISO 10874, Resilient, textile and laminate floor coverings — Classification (ISO 10874
EN ISO 23997, Resilient floor coverings — Determination of mass per unit area ({SO 2399

EN ISO 23999, Resilient floor coverings — Determination of dimensional stability and curling after
exposure to heat (SO 23999

EN ISO 24340, Resilient floor coverings — Determination of thickness of layers (SO 2434
EN ISO 24341, Resilient and textile floor coverings — Determination of length, width and straightness of
sheet (ISO 24341

N ISO 24342, Resilient and textile floor-coverings — Determination of side length, edge, straightness and
squareness of tiles (ISO 2434

EN ISO 24343-1, Resilient and laminate floor coverings — Determination of indentation and residual
SO 24343-

indentation — Part 1: Residual indentation
N ISO 24344, Resilient floor coverings — Determination of flexibility and deflection (SO 24344
N ISO 243448, Resilient floor coverings — Determination of overall thickness (SO 24346

SO 11378-1|, Textile floor coverings — Laboratory soiling tests — Part 1: Kappasoil test
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