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European foreword 

This document (EN 16798-7:2017) has been prepared by Technical Committee CEN/TC 156 
“Ventilation for buildings”, the secretariat of which is held by BSI. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by December 2017, and conflicting national standards 
shall be withdrawn at the latest by December 2017. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

This standard has been produced to meet the requirements of Directive 2010/31/EU 19 May 2010 on 
the energy performance of buildings (recast), referred to as “recast EPDB”. 

This document supersedes EN 15242:2007.  

 This document was produced to meet the requirements of Directive 2002/91/EC 16 December 2002 
on energy performance of buildings referred to as “EPBD”. 

The revision for inclusion in the second mandate package was performed by CEN/ TC 156/ WG 21. 

The revision includes the following changes: 

— rearrangement of content versus EN 15242:2007, in order to better fit in the modular structure 
given in EN ISO 52000-1. This document is restricted to emission and control of the ventilation air 
flow rates (M5-5); 

— clarification of possibility to use 2 methods to calculate the airflow rates: method 1 based on 
detailed building characteristics; and method 2 using a statistical approach complying with specific 
rules; 

— in method 1, addition of several options for the calculation of the airflow rates through windows, 
including cross-ventilation; 

— in method 1, calculation of the airflow rates using mass balance only; 

— formatting according to the new rules set in prCEN/TS 16629; and 

— consideration of ISO/TC 205 work performed in the meantime. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association. 

Full document details: BS EN 16798-7:2017

http://dx.doi.org/10.3403/30128644
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For the convenience of Standards users CEN/TC 156, together with responsible Working Group 
Conveners, have prepared a simple table below relating, where appropriate, the relationship between 
the ‘EPBD’ and ‘recast EPBD’ standard numbers prepared by Technical Committee CEN/TC 156 
“Ventilation for buildings”. 

EPBD EN 
Number 

Recast EPBD EN 
Number Title 

EN 15251 EN 16798–1 

Energy performance of buildings – Ventilation for buildings - Part 
1:  Indoor environmental input parameters for design and 
assessment of energy performance of buildings addressing indoor 
air quality, thermal environment, lighting and acoustics (Module 
M1-6) 

N/A CEN/TR 16798–2 

Energy performance of buildings – Ventilation for buildings - Part 
2: Interpretation of the requirements in EN 16798-1  - Indoor 
environmental input parameters for design and assessment of 
energy performance of buildings addressing indoor air quality, 
thermal environment, lighting and acoustics (Module M1-6) 

EN 13779 EN 16798–3 
Energy performance of buildings – Ventilation for buildings - Part 
3: For non-residential buildings – Performance requirements for 
ventilation and room-conditioning systems (Modules M5-1, M5-4) 

N/A CEN/TR 16798–4 

Energy performance of buildings – Ventilation for buildings -  Part 
4: Interpretation of the requirements in EN  16798- 3 - For non-
residential buildings – Performance requirements for ventilation 
and room-conditioning systems(Modules M5-1, M5-4)   

EN 15241 EN 16798–5–1 

Energy performance of buildings — Ventilation for buildings – Part 
5-1: Calculation methods for energy requirements of ventilation 
and air conditioning systems (Modules M5-6, M5-8, M6-5, M6-8, 
M7-5, M7-8) — Method 1: Distribution and generation 

EN 15241 EN 16798–5–2 

Energy performance of buildings – Ventilation for buildings - Part 
5-2: Calculation methods for energy requirements of ventilation 
systems (Modules M5-6, M5-8, M6-5, M6-8, M7-5, M7-8) - Method 
2: Distribution and generation 

N/A CEN/TR 16798–6 

Energy performance of buildings - Ventilation for buildings – Part 
6: Interpretation of the requirements in EN 16798-5 -1 and EN 
16798-5-2 – Calculation methods for energy requirements of 
ventilation and air conditioning systems (Modules M5-6, M5-8, M 
6-5, M6-8 , M7-5, M7-8) 

EN 15242 EN 16798–7 
Energy performance of buildings - Ventilation for buildings - Part 7: 
Calculation methods for the determination of air flow rates in 
buildings including infiltration (Modules M5-5) 

Full document details: BS EN 16798-7:2017

http://dx.doi.org/10.3403/30133865U
http://dx.doi.org/10.3403/03294485U
http://dx.doi.org/10.3403/30128647U
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EPBD EN 
Number 

Recast EPBD EN 
Number Title 

N/A CEN/TR 16798–8 

Energy performance of buildings – Ventilation for buildings – Part 
8: Interpretation of the requirements in EN 16798-7 – Calculation 
methods for the determination of air flow rates in buildings 
including infiltration – (Modules M5-5) 

EN 15243 EN 16798–9 
Energy performance of buildings – Ventilation for buildings - Part 
9: Calculation methods for energy requirements of cooling systems  
(Modules M4-1, M4-4, M4-9) - General 

N/A CEN/TR 16798–
10 

Energy performance of buildings – Ventilation for buildings – Part 
10: Interpretation of the requirements in EN 16798-9 – Calculation 
methods for energy requirements of cooling systems (Module M4-
1,M4-4, M4-9) – General 

N/A EN 16798–13 Energy performance of buildings – Ventilation for buildings - Part 
13: - Calculation of cooling systems (Module M4-8) – Generation 

N/A CEN/TR 16798–
14 

Energy performance of buildings – Ventilation for buildings - Part 
14: Interpretation of the requirements in EN 16798-13 – 
Calculation of cooling systems (Module M4-8) – Generation 

N/A EN 16798–15 Energy performance of buildings – Ventilation for buildings – Part 
15: Calculation of cooling systems (Module M4-7) – Storage 

N/A CEN/TR 16798–
16 

Energy performance of buildings – Ventilation for buildings – Part 
16: Interpretation of the requirements in EN 16798-15 – 
Calculation of cooling systems (Module M4-8) – Storage 

EN 15239, 
and 
EN 15240 

EN 16798–17 
Energy performance of buildings – Ventilation for buildings - Part 
17: Guidelines for inspection of ventilation  and  air- conditioning 
systems (Module M4-11, M5-11, M6-11, M7-11) 

N/A CEN/TR 16798–
18 

Energy performance of buildings – Ventilation for buildings –  Part 
18: Interpretation of the requirements in EN 16798-17 – Guidelines 
for inspection of ventilation and  air-conditioning systems (Module 
M4-11, M5-11, M6-11, M7-11) 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, 
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Turkey and the United Kingdom. 

Full document details: BS EN 16798-7:2017

http://dx.doi.org/10.3403/30134367U
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Introduction 

This standard is part of a series of standards aiming at international harmonization of the methodology 
for the assessment of the energy performance of buildings, called “set of EPB standards”. 

All EPB standards follow specific rules to ensure overall consistency, unambiguity and transparency. 

All EPB standards provide a certain flexibility with regard to the methods, the required input data and 
references to other EPB standards, by the introduction of a normative template in Annex A and Annex B 
with informative default choices. 

For the correct use of this standard a normative template is given in Annex A to specify these choices. 
Informative default choices are provided in Annex B. 

The main target groups of this standard are all the users of the set of EPB standards (e.g. architects, 
engineers, regulators, programmers). 

Use by or for regulators: In case the standard is used in the context of national or regional legal 
requirements, mandatory choices may be given at national or regional level for such specific 
applications. These choices (either the informative default choices from Annex B or choices adapted to 
national / regional needs, but in any case following the template of this Annex A) can be made available 
as national annex or as separate (e.g. legal) document (national data sheet). 
NOTE So in this case: 

— the regulators will specify the choices; 

— the individual user will apply the standard to assess the energy performance of a building, and thereby 
use the choices made by the regulators,. 

Topics addressed in this standard can be subject to public regulation. Public regulation on the same 
topics can override the default values in Annex B of this standard. Public regulation on the same topics 
can even, for certain applications, override the use of this standard. Legal requirements and choices are 
in general not published in standards but in legal documents. In order to avoid double publications and 
difficult updating of double documents, a national annex may refer to the legal texts where national 
choices have been made by public authorities. Different national annexes or national data sheets are 
possible, for different applications. 

It is expected, if the default values, choices and references to other EPB standards in Annex B are not 
followed due to national regulations, policy or traditions, that: 

— national or regional authorities prepare data sheets containing the choices and national or regional 
values, according to the model in Annex A. In this case the national annex (e.g. NA) refers to this 
text; 

— or, by default, the national standards body will consider the possibility to add or include a national 
annex in agreement with the template of Annex A, in accordance to the legal documents that give 
national or regional values and choices. 

Further target groups are parties wanting to motivate their assumptions by classifying the building 
energy performance for a dedicated building stock. 

Full document details: BS EN 16798-7:2017
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More information is provided in the Technical Report accompanying this standard (CEN/TR 16798-8 
[2], under preparation), including examples aiming to check the quality and usability of the standard. 

CEN/TC 156 deals with ventilation and air conditioning systems in buildings. Subjects covered by 
CEN/TC 156 are: 

• energy performance calculation for ventilation, air conditioning and cooling systems; 

• inspection of ventilation and air conditioning systems; and 

• installation and commissioning of ventilation and air conditioning systems. 
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1 Scope 

This European Standard describes the methods to calculate the ventilation air flow rates for buildings 
to be used for energy calculations evaluation, heating and cooling loads. 

This European Standard applies to buildings with one or more of the following characteristics: 

— mechanical ventilation systems (mechanical exhaust, mechanical supply or balanced system); 

— passive duct ventilation systems for residential and low-rise non-residential buildings; 

— combustion appliances; 

— window openings (manual or automatic operation); and 

— kitchens where cooking is for immediate use (including restaurants). 

This European Standard is applicable to hybrid systems combining mechanical and passive duct 
ventilation systems in residential and low-rise non-residential buildings. 

This European Standard applies to buildings with a building height of less than 100 m and rooms where 
vertical air temperature difference is smaller than 15 K. 

The results provided by the standard are: 

— the air flow rates entering or leaving a ventilation zone; and 

— the air flow rates required to be distributed by the mechanical ventilation system, if present. 

This European Standard is not applicable to: 

— buildings with kitchens where cooking is not for immediate use; and 

— buildings with industry process ventilation. 

The definition of ventilation and airtightness requirements (as indoor air quality, heating and cooling, 
safety, fire protection, etc.) is not covered by this document. The definition of window opening 
scenarios is not covered by this document. 

Table 1 shows the relative position of this standard within the set of EPB standards in the context of the 
modular structure as set out in prENISO 52000-1. 
NOTE 1 In prENISO/TR 52000-2 the same table can be found, with, for each module, the numbers of the 
relevant EPB standards and accompanying technical reports that are published or in preparation. 

NOTE 2 The modules represent EPB standards, although one EPB standard might cover more than one module 
and one module might be covered by more than one EPB standard, for instance a simplified and a detailed method 
respectively. See also Clause 2 and Tables A.1 and B.1. 
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Table 1 — Position of this standard (in casu M5–1, M5–5, M5–6, M5–8) within the modular 
structure of the set of EPB  standards 
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Common terms 
and definitions; 
symbols, units 
and subscripts 

Building 
Energy Needs 

Needs               a   

3 Applications 

(Free) Indoor 
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without 
Systems 

Maximum 
Load and 

Power 

                  

4 
Ways to Express 

Energy 
Performance 

Ways to 
Express 
Energy 

Performance 

Ways to 
Express 
Energy 

Performance 

                  

5 

Building 
categories and 

Building 
Boundaries 

Heat Transfer 
by 

Transmission 

Emission 
and control 

    EN 16798–7             
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Heat Transfer 
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and control 
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Storage and 
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Solar Heat 
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Load 
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10 
Measured 

Energy 
Performance 

Measured 
Energy 

Performance 

Measured 
Energy 

Performance 

                  

11 Inspection Inspection Inspection                   

12 Ways to Express 
Indoor Comfort 

  BMS                   

13 
External 

Environment 
Conditions 

                      

14 Economic 
Calculation 

                      

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 

prEN ISO 52000-1:2015, Energy performance of buildings — Overarching EPB assessment – Part 1: 
General framework and procedures1 

NOTE 1 Default references to other EPB standards other than prEN ISO 52000-1:2015 are identified by the EPB 
module code number and given in Annex A (normative template) and Annex B (informative default choice). 

NOTE 2 Example of EPB module code number: M5–5, or M5–5.1 (if module M5–5 is subdivided), or M5–5/1 (if 
reference to a specific clause of the standard covering M5–5). 

NOTE 3 The same module code numbering will be used in other EPB standards. This will facilitate -in a 
individual country- the making of a consistent set of national annexes for each EPB standard and contribute to the 
overall consistency and transparency. 

EN 12792:2003, Ventilation for buildings - Symbols, terminology and graphical symbols 

EN 13141-1, Ventilation for buildings - Performance testing of components/products for residential 
ventilation - Part 1: Externally and internally mounted air transfer devices 

EN 13141-2, Ventilation for buildings - Performance testing of components/products for residential 
ventilation - Part 2: Exhaust and supply air terminal devices 

EN 13141-5, Ventilation for buildings - Performance testing of components/products for residential 
ventilation - Part 5: Cowls and roof outlet terminal devices 

ISO 7345:1987, Thermal insulation — Physical quantities and definitions 

                                                             
1 In preparation. 
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3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 7345:1987, 
prEN ISO 52000-1:2015, EN 12792, and the following apply. 
NOTE The terms and definitions of prEN ISO 52000-1:2015 that are indispensable for the understanding of 
the underlying standard are repeated here. 

3.1 
EPB standard 
standard that complies with the requirements given in prEN ISO 52000-1:2015, CEN/TS 16628 and 
CEN/TS 16629 

Note 1 to entry: CEN/TS 16628 and CEN/TS 16629 contain specific rules to ensure overall consistency, 
unambiguity, transparency and flexibility, supported by common templates. prEN ISO 52000-1:2015, the 
overarching EPB standard, is indispensable for each EPB standard, because of the modular structure, common 
terms and definitions, symbols and subscripts and because it provides the general framework for the EPB 
assessment, 

[SOURCE: prEN ISO 52000-1:2015] 

3.2 
ventilation zone 
conditioned space which can be considered as air flow independent from other conditioned spaces (i.e. 
the air leakages between two adjacent zones are sufficiently low to be neglected, and there is no 
possibility of air transfer between two zones) 

Note 1 to entry: A ventilation zone can be a set of rooms with enough air transfer between those rooms to 
consider they are all at the same pressure. It can also be a single room if there is no significant air transfer 
between this room and other ventilation zones 

3.3  
building height 
height of the building from the entrance ground level to the roof top level 

3.4 
building envelope airtightness 
overall leakage air flow rate for a given test pressure difference across building 

3.5 
vent 
any opening in the building intended for ventilation 

[SOURCE: EN 12792:2003, definition 387] 

3.6 
reference wind speed at site 
wind speed at site, at building height,  in undisturbed shielding conditions 

Note 1 to entry: Obstacles nearby the building are accounted for in the wind pressure coefficients which depend 
on the shielding class. 

Full document details: BS EN 16798-7:2017
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3.7 
airing 
natural ventilation by window opening 

3.8 
passive duct ventilation system 
natural ventilation by means of a duct mounted vertically or mounted with an angle of 45° or less with 
the vertical 

3.9 
single-sided ventilation 
airing with windows located on only one side of the ventilation zone 

3.10 
cross-ventilation 
natural ventilation in which the air flow mainly results from wind pressure effects on the building 
facades and where stack effects in the building are of less importance 

[SOURCE: EN 12792:2003, definition 94] 

3.11 
mechanical ventilation 
ventilation with the aid of powered air movement components 

3.12 
stack effect 
pressure difference caused by the difference in density between indoor and outdoor air due to an 
indoor/outdoor temperature difference 

[SOURCE: EN 12792:2003, definition 339] 

4 Symbols and subscripts 

4.1 Symbols 

For the purposes of this document, the symbols given in Clause 4 and Annex C of 
prEN ISO 52000-1:2015 and the specific symbols listed in Table 2 apply. 

Table 2 — Symbols and units 

Symbol Quantity Unit 

A Area m2 

Aw,i Window opening free area of a window “i” m2 

Aw;cros Equivalent windows area for cross ventilation m2 

Aw;tot Total window opening area m2 

Ccowl;tot Pressure at roof level taking into account the 
height of the cowl above the roof level 

[-] 

Clea Leakage coefficient of the ventilation zone m3/(h∙Pan) 

Full document details: BS EN 16798-7:2017
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Symbol Quantity Unit 

Clea;fde Leakage coefficient of the façades of the 
ventilation zone 

m3/(h∙Pan) 

Clea;path,i Flow coefficient of leakage “i” m3/(h∙Pan) 

Clea;roof Leakage coefficient of the roof of the ventilation 
zone 

m3/(h∙Pan) 

Cp Wind pressure coefficient — 

Cw;path,i Flow coefficient of window “i” m3/(h∙Pan) 

ΔpATD Pressure drop at an internal air terminal device Pa 

Δpcowl Pressure drop at the cowl Pa 

Δplea;path,i Pressure difference at the leakage “i” level Pa 

Δppath,i Pressure difference at air flow path “i” level Pa 

Δpvent;path,i Pressure difference at the vent “i”  level Pa 

Δpw;div;path,i,j Pressure difference at the window “i” part “j” 
level 

Pa 

Δpw;path,i Pressure difference at the window “i” level Pa 

hpdu;st Useful height for stack effect with a passive duct m 

hw;st Useful height for stack effect for airing m 

n Flow exponent — 

p Pressure Pa 

pe;path, i External pressure at the air flow path “i” level Pa 

pz;path,i Internal pressure at the air flow path “i” level Pa 

pz;ref Internal reference pressure of the ventilation 
zone at the floor level 

Pa 

qm Air mass flow rate kg/h 

q Air volume flow rate m3/h 

qV;comb Airflow through combustion appliances m3/h 

qV;ETA;req Required extract air flow rate for the ventilation 
zone 

m3/h 

qV;lea;path,i Air flow rate through  leakage “i” m3/h 

qV;pdu Airflow through passive or hybrid duct m3/h 

qV;SUP;req Required supply air flow rate for the ventilation 
zone 

m3/h 

qV;vent;path,i Air flow rate through a given vent “i” m3/h 

qV;w:div:path,i,j Air flow rate through part “j” of a window “i”  
(delimited by a division, see Nw;div) 

m3/h 

Full document details: BS EN 16798-7:2017

http://www.avadocuments.com/doc/bs-en-16798-7-2017
http://www.avadocuments.com/doc/bs-en-16798-7-2017


EN 16798-7:2017 (E) 

17 

Symbol Quantity Unit 

qV;w:path,i Air flow rate through window “i” m3/h 

ρa;z Air density at Tz kg/m3 

T Absolute temperature K 

u10;site Wind velocity at site at 10m height m/s 

usite Wind velocity at the zone level m/s 

4.2 Subscripts 

For the purposes of this document, the subscripts given in Clause 4 and Annex C of 
prEN ISO 52000-1:2015, EN 12792 and the specific subscripts listed in Table 3 apply. 

Table 3 — Subscripts 

Subscript Term Subscript Term Subscript Term 

10 At a height of 10m des Design out Leaving 

ATD Air Terminal Devices diff Difference between 
supply and extract path path 

ETA Extract air dis Distributed to 
ventilation zone pdu Passive and hybrid duct 

IDA Indoor air div Division red Reduced 

ODA Outdoor air du Duct ref Reference 

RCA Recirculation air e External req Required 

SUP Supply air em Emission rgh Roughness 

a Air fa Free area roof Roof 

alt Altitude fde Façade sgl Single-sided ventilation 

arg Airing ff Fuel flow site Site 

as Combustion 
appliance system fi Fuel input st Stack 

atm Atmospheric H Heating sys System 

C Cooling in Entering tot Total 

cnd Conditioned inf Infiltration top Topography 

comb Combustion 
appliance lea Leakage wnd Wind 

cowl Cowl ls Losses V Ventilation air flow 

cros Cross ventilation m Refers to mass vent Vent 

ctrl Control max Maximum w Window 

D Discharge op Operation Z Zone 
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5 Brief description of the methods 

5.1 Output of the methods 

This document gives the air flow rates entering and leaving each ventilation zone in a building including 
infiltration for the following given operating conditions: 

— outdoor climate (wind and temperature); 

— indoor climate (temperature in the ventilation zone); 

— air flow rates required to be supplied to or extracted from the ventilation zone; 

— air flow rates entering or leaving the ventilation zone through the mechanical system; 

— combustion appliance operation; and 

— window opening conditions. 

Conventionally: 

— air entering the ventilation zone is counted positive;  and 

— air leaving the ventilation zone is counted negative. 

The calculation interval of the output for energy calculation procedures can be: 

— hourly; or 

— monthly, 

depending on the application of the standard and time-step of the input data. 

5.2 General description of the methods 

Air flow rate calculations may be done using 2 methods: 

— method 1 estimates the air flow rates based on detailed building characteristics; and 

— method 2 specifies rules to fulfil to apply a statistical approach to be defined at national level for the 
determination of air flow rates including infiltration.  It may be based on calculations with method 
1 or on measurements. 

All formulae of method 1 are given for a single ventilation zone without sub-divisions into elementary 
spaces. They may be applied to elementary spaces if: 

— the input values can be characterized for the elementary spaces; or 

— additional formulae and rules are defined to characterize the airflows between the elementary 
spaces. 
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