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European foreword 

This document (EN 16841-1:2016) has been prepared by Technical Committee CEN/TC 264 “Air 
quality”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by May 2017, and conflicting national standards shall be 
withdrawn at the latest by May 2017. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

EN 16841, Ambient air - Determination of odour in ambient air by using field inspection consists of the 
following parts: 

— Part 1: Grid method 

— Part 2: Plume method 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, 
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Turkey and the United Kingdom. 
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Introduction 

Part 1 (grid method) and Part 2 (plume method) of this European Standard describe methods for direct 
assessment of odours in ambient air. 

This European Standard supplements the dynamic olfactometry method described in EN 13725 which 
is generally only suitable for measurement of odour emissions at source. As the practical lower 
detection limit is typically ≥ 10 ouE/m3, EN 13725 cannot be applied to directly determine odour 
exposure in the field (i.e. measure faint odours at the concentration where they can just be recognized). 

The methods for measuring odour presented in this European Standard make direct use of odour 
perception, the effect of odorants on the human sense of smell. The standard involves the use of 
qualified human panel members in the field to directly assess the presence of recognizable odour in 
ambient air, and provide data that can be used to characterize odour exposure in a defined assessment 
area. The standard presents two key approaches summarized as follows: 

— Part 1 (presented in this document) describes a grid method which uses direct assessment of 
ambient air by panel members to characterize odour exposure in a defined assessment area. 

— Part 2 describes a plume method to characterize the presence of odour by determining the extent 
of the downwind odour plume of a source. 

Although the ultimate application of this method is in monitoring the risk of exposure to odours and the 
resulting odour annoyance, there is no direct relation between the presence of recognizable odours and 
the occurrence of odour annoyance. The process leading to odour annoyance being experienced by an 
individual or a community is highly complex. Additional investigations are necessary to establish a link 
between odour exposure and the risk of odour annoyance, which is profoundly influenced by odour 
exposure frequency, by the type and hedonic tone of the odour perceived, and by the characteristics of 
those exposed to the odour (the receptor). The relationship between odour exposure and annoyance is 
not within the scope of this European Standard. 

The sensory methods described here are only suitable for the assessment of odour in ambient air. They 
are not suitable for the assessment of substances that cannot be detected by sensory methods, in 
particular when these substances may cause health effects not directly related to their perceived smell. 
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1 Scope 

This part of the European Standard describes the grid method for the determination of the level of 
odour exposure in ambient air. It provides a set of instructions for measurement of ambient odour 
exposure within a defined assessment area, using qualified human panel members, over a sufficiently 
long period of time to be representative for the meteorological conditions of that location, and hence 
determine the distribution of the frequency of exposure to odours within the assessment area. The 
sources of the odorant under study may be located within or outside the assessment area. 

The primary application of this European Standard is to provide a common basis for evaluation of 
exposure to ambient odours in the member states of the European Union. The field of application of this 
type of measurement is to characterize the level of odour exposure within the study area, in order to 
assess whether the impact of that exposure on resident population could be a justified cause for 
annoyance, using exposure criteria. The unit of measurement of the method is the frequency of odour 
hours for an assessment square, defined by four measurement points as a representative value for 
odour exposure for local conditions, e.g. local odour sources and the meteorology of that location. 

This European Standard does not include: 

— the measurement of intensity of ambient odours, 

— the measurement of hedonic tone of ambient odours, 

— the calculation of odour exposure in specific weather conditions in order to determine the 
frequency distribution of recognizable odour in an odorant plume, 

— the calculation of estimated source emission rate from plume assessment using reverse dispersion 
modelling. 

An overview of the interaction between existing odour exposure assessment methods is given in 
Annex A, including grid method (Part 1), plume method (Part 2) and olfactometry according to 
EN 13725. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 

EN 13725:2003, Air quality - Determination of odour concentration by dynamic olfactometry 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
assessment area 
area which covers all assessment squares of a grid 
Note 1 to entry: The size and shape depend on the objective of the assessment and on the number and type of 
odorant sources that have an influence on the odour exposure in the area of study. 

3.2 
assessment square 
element of the assessment area, defined by four adjoining measurement points on the grid 
Note 1 to entry: Assessment squares are only necessary at locations where an odour assessment is required. 
These are generally residential areas or stand-alone houses. 
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3.3 
assessor 
somebody who participates in odour testing 

[SOURCE: EN 13725:2003, 3.1.5] 

3.4 
field inspection 
measuring odours in ambient air using panel members 

3.5 
field observations coordinator 
individual responsible for the correct execution of the field measurement procedure 

3.6 
field survey 
total of single measurements required to characterize an exposure level in an assessment area affected 
by one or more sources or emitting installations 

3.7 
grid 
all assessment squares of the assessment area 

3.8 
hedonic tone (of an odour) 
degree to which an odour is perceived as pleasant or unpleasant 

3.9 
measurement duration 
time required to conduct a single measurement 

Note 1 to entry: The measurement duration for a single measurement is 10 min. 

3.10 
measurement leader 
individual responsible for the quality assurance of the measurement 

Note 1 to entry: The measurement leader can be the same person as the field observations coordinator. 

3.11 
measurement point 
location where single measurements are carried out 

Note 1 to entry: Measurements points are only necessary at locations where an odour assessment is required. 
These are generally residential areas or stand-alone houses. 

3.12 
measurement round 
measurement points to be inspected by one panel member during one measurement day constitute a 
measurement round 
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3.13 
observation 
assessment of the presence or absence of recognizable odour during a single measurement once. One 
single measurement consists of 60 observations 

Note 1 to entry: A positive observation is given when a recognizable odour is detected. 

3.14 
odorant 
substance whose volatiles can be perceived by the olfactory organ (including nerves) 

[SOURCE: ISO 5492:2008, 1.35] 

3.15 
odour 
sensation perceived by means of the olfactory organ in sniffing certain volatile substances 

[SOURCE: ISO 5492:2008, 3.18] 

3.16 
odour detection 
to become aware of the sensation resulting from adequate stimulation of the olfactory system 

[SOURCE: EN 13725:2003, 3.1.47] 

3.17 
odour exposure 
contact of a human with a defined recognizable odour type, quantified as the amount of odorant(s) 
available for inhalation at any particular moment 

Note 1 to entry: As odours have no effect below the detection limit of the human subject, exposure to 
recognizable odours may be characterized as the frequency of occurrence of concentrations above a certain 
odorant concentration (the recognition limit). 

3.18 
odour exposure indicator 
characteristic of the environment assessed to provide evidence of the occurrence and/or magnitude of 
human exposure to a specific odour type 

Note 1 to entry: It is related to assessment squares and given by the odour hour frequency. 

3.19 
odour hour 
odour hour is obtained by a single measurement when the percentage odour time reaches or exceeds 
10 % by convention 

Note 1 to entry: A test result of one single measurement can be positive for more than one distinct odour types. 

3.20 
odour hour frequency 
ratio of positive test results (number of odour hours) to the total number of test results for an 
assessment square (or in special cases for a measurement point) 
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3.21 
intensity 
<sensation> magnitude of the perceived sensation 

[SOURCE: ISO 5492:2008, 2.8] 

3.22 
intensity 
<stimulus> magnitude of the stimulus causing the perceived sensation 

[SOURCE: ISO 5492:2008, 2.9] 

3.23 
odour recognition (in ambient air) 
odour sensation in ambient air that allows positive identification of the odour type 

3.24 
odour type 
odour that can be recognized and assigned to a certain installation or source 

Note 1 to entry: Odour types are defined specifically for one survey. One installation can emit more than one 
odour type. Several installations can emit the same odour type 

3.25 
olfactory 
pertaining to the sense of smell 

[SOURCE: EN 13725:2003, 3.1.54] 

3.26 
panel 
group of panel members 

[SOURCE: EN 13725:2003, 3.1.59] 

3.27 
panel member 
assessor who is qualified to perform field inspections according to subclause 6.2 of this standard 

3.28 
panel selection 
procedure to determine which assessors are qualified as panel members 

[SOURCE: EN 13725:2003, 3.1.62] 

3.29 
percentage odour time 
fraction, expressed as a percentage, of positive observations for one or more odour types made for one 
single measurement 

Note 1 to entry: One single measurement consists of 60 observations. 
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3.30 
quality assurance 
all those planned and systematic actions necessary to provide adequate confidence that a product, 
process or service will satisfy given requirements for quality 

3.31 
single measurement 
procedure to obtain recorded observations at a given moment at a given measurement point necessary 
to determine absence or presence of recognizable odour 

Note 1 to entry: One single measurement results in the test result ‘odour hour’ or ‘non-odour hour’. 

3.32 
survey duration 
time (six or twelve months) over which all single measurements are carried out 

3.33 
survey scale 
number of single measurements (52 or 104) conducted during the survey duration 

3.34 
test result 
value of a characteristic obtained by completely carrying out a specific measurement, once 

[SOURCE: ISO 5725-1:1994, 3.2, modified] 

Note 1 to entry: In this standard a positive test result is an odour hour obtained by a single measurement. 

4 Symbols and abbreviations 

For the purposes of this document, the following symbols and abbreviations apply. 

Fod,rel,A,i Odour exposure indicator as the relative odour hour frequency per assessment 
square, specified according to odour type 

Fod Odour exposure indicator as the percentage of the odour hour frequency per 
assessment square of odour hours, specified according to odour type 

L+ Number of positive observations per single measurement 

nA Number of odour hours per assessment square 

nA,i Number of odour hours per assessment square, specified according to odour 
type i 

nMP Number of odour hours per measurement point 

N Survey scale (number of measurements per assessment square) 

Pod Percentage odour time 

Indices   
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xA Running index of assessment squares 

xi Running index of surveyed odour type 

xlimit Limit value 

xlo Lower limit 

xMP Measurement point 

xod Odour 

xrel Relative frequency 

xup Upper limit 

5 Principle of measurement 

The grid method is a statistical survey method which is applied over a sufficiently long period of time, to 
provide a representative map of the exposure to recognizable odour, spatially distributed over the 
assessment area. These grid measurements are used to determine the distribution of the odour hour 
frequency for recognizable odours in ambient air in an assessment area under meteorological 
conditions that are assumed to be representative for the local meteorology (e.g. the last ten years). 

The odour hour frequency is an odour exposure indicator, and can be used to assess the exposure to 
recognizable odour originating from one or many specific odorant source(s) emitting in a particular 
area of study. 

The odour hour frequency is determined for one or more assessment squares, configured as a grid of 
measurement points. An example is given in Figure 1. 
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Figure 1 — Example for an assessment area in the surrounding of an odorant source with 
assessment squares and measurement points 

The odour hour frequency for an assessment square is determined by making repeated single 
measurements by human panel members at the measurement points that define the corners of the 
assessment square. Each measurement point is measured repeatedly, for example 26 times at regular 
intervals over a one-year field survey duration. One single measurement results in the test result ‘odour 
hour’ or ‘non-odour hour’. By summing up the total number of odour hour test results for the four 
points defining an assessment square, divided by the total number of single measurements conducted 
at these four measurement points, the odour hour frequency for the assessment square is calculated. 

This principle is shown in schematic form in Figure 2. 

 

Figure 2 — Schematic representation of the calculation of the odour hour frequency for an 
assessment square from the combined results obtained for the measurement points at the 

corners 
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One single measurement is conducted to determine whether the test result is an ‘odour hour’ or not. 
The measurement is conducted by having a human panel member inhale ambient air and smell its 
odour at 10 s timed intervals, for a total measurement duration of 10 min. In this way 60 individual 
observations are obtained. Each observation provides an indication of: 

— the presence or absence of odour and, 

— if an odour is recognized, the odour type. 

If a particular odour type reaches or exceeds a percentage odour time of 10 % (i.e. the presence of 
odour is detected in six or more out of 60 observations), the result is classified as ‘odour hour’. This 
implies that in theory the measurement can result in an ‘odour hour’ for more than one odour type, 
although this is rare. The limit of six positive observations to determine the ‘odour hour’ classification is 
set by convention. 

This provides a map of exposure to a recognizable odour, expressed as odour hour frequency, for a grid 
of assessment squares. A typical representation of the result for the assessments squares is shown in 
Figure 3. 

 

Figure 3 — Example of results of a grid measurement: odour exposure expressed as odour hour 
frequency in % 

The measurements are planned in such a way that in each measurement round only one measurement 
point of each assessment square is measured. The points are rotated so that after four measurement 
rounds, all measurement points of an assessment square are covered. 

The measurements are planned so that the single measurements are distributed evenly over the survey 
duration, at almost regular intervals. 

To ensure that the odour hour frequency map obtained is representative of the typical meteorological 
conditions at the location (see 7.2.7), the meteorological conditions for the survey duration are 
compared to a five to ten year period as recorded at a suitable meteorological station. 

The typical survey duration is one year. The meteorological observations obtained for the chosen 
months have to be comparable with the average conditions over a five to ten year period at a suitable 
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meteorological station. This is to ensure that the dispersion conditions in the survey duration are 
representative of the entire year especially if a shorter period of the year is surveyed. 

Possible fluctuations or patterns in source emission rates also have to be considered in the 
measurement planning if possible and/or in the interpretation of the obtained odour exposure. 

During the survey duration a dedicated meteorological station is used to record local wind direction 
and wind speed, which is used to verify the plausibility of the test results at the measurement points. 
NOTE 1 In some countries grid measurements are used to assess compliance with air quality criteria for the 
odour exposure indicator 'odour hour frequency'. This odour exposure indicator can also be used for planning 
purposes. 

NOTE 2 The objective of grid measurements is to measure the odour hour frequency as an odour exposure 
indicator, but annoyance of residents is not measured. The number of single measurements per assessment 
square (sample size) is relatively small in a temporal sense but has been demonstrated to be sufficient to map the 
influence of locally important meteorological factors on the distribution of the odour hour frequency. The results 
of grid measurements can therefore be used as a reasonable and representative environmental indicator for 
nuisance potential. The most important meteorological factors driving dispersion are wind direction, wind speed 
and atmospheric turbulence/stability. 

NOTE 3 If there are situations where particular meteorological or emission conditions occur relatively 
infrequently or where particular meteorological conditions are causing unforeseen annoyance reactions, special 
consideration should be given to the question whether the result of odour hour frequency obtained is a good and 
representative environmental indicator for nuisance potential. Some examples of situations where an expert 
assessment of representativeness would be required are as follows: 

a) When regular wind patterns during the day exist, as can be the case in coastal land sea breezes, the situation 
can arise that a particular location is exposed predictably and with higher probability at a certain time of the 
day (typically in the early morning or evening, when the wind direction reverses). These exposure events are 
therefore more likely to correlate with periods when people return home from work and would like to enjoy 
leisure time. The exposure indicator 'odour hour frequency' may therefore underestimate the potential for 
nuisance impact on residents at that location in that case. 

b) If a source produces short-term peaks in odorant emissions at a particular time of the day (for example 
because of loading/unloading or cleaning operations), this may lead to a significantly higher odour exposure 
that occurs only during that limited period of the day at specific locations. It is therefore possible that the 
odour hour frequency measured by the grid method will not include these events and hence the method will 
provide an unreliable indication of nuisance potential at that location. If such short-term peaks are known in 
advance they can be covered by additional measurements (e.g. plume measurements (see Part 2), 
instrumental measurements of relevant compounds). 

c) Under defined terrain and meteorological conditions, ‘cold air’ flows could occur in the field. It is known that 
cold air flows may transport odorant emissions over relatively long distances without significant dilution. If 
these cold air flows occur infrequently, it is possible that they will not be captured by the odour hour 
frequency measured by the grid method and hence the method will provide an unreliable indication of 
nuisance potential at that location. If it is known in advance that cold air flows will occur they can be covered 
by additional measurements (e.g. plume measurements (see Part 2), instrumental measurements of relevant 
compounds). 

d) In very special cases, odour problems could occur if an odour type well-known to the public is replaced by a 
new odour type because of a change of use of an installation or building. If this new odour type is subjectively 
associated by the public with stronger impacts it could happen that the annoyance degree increases without 
an increase of the measured odour exposure. 
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6 Coordinator, assessors and panel members 

6.1 Measurement leader and field observations coordinator 

The measurements shall be conducted under the responsibility of a measurement leader, who is 
responsible for the quality assurance. The measurement leader shall have experience with conducting 
field surveys and detailed knowledge of the contents of this standard. The measurement leader is 
responsible for the planning of the field inspections, and ensuring that all related measurements are 
conducted according to this standard. The measurement leader shall also ensure that the 
measurements and their results are recorded according to the requirements of this standard. 

A field observations coordinator shall be responsible for correct execution and all practical aspects of 
the field inspections, including: 

— instructing the panel members (see 6.3), 

— organizing a general instruction with all panel members on site (see 6.3), 

— surveying and defining the assessment area, 

— maintaining health and safety precautions (see 7.1), 

— maintaining and checking the data record sheets for completeness and plausibility, 

— recording source emission characteristics, if accessible. 

The field observations coordinator can be the same person as the measurement leader. The field 
observations coordinator or measurement leader can also participate as a panel member. The 
measurement leader or other suitably qualified personal shall check the records of the single 
measurements and their plausibility (according to 7.2). 

If there are any indications that one or more panel members are not performing in compliance to the 
criteria set out in this standard, the measurement leader shall exclude them from further participation. 

6.2 Assessors and panel members 

6.2.1 Code of conduct for assessors and panel members 

When recruiting panel members the following conditions shall be met: 

— panel members shall be at least 16 years of age and willing and able to follow instructions; 

— panel members shall be independent and shall not be stakeholders in the odour exposure issue 
under investigation. 

To qualify as a panel member, assessors shall observe the following code of conduct: 

— the panel member shall be motivated to carry out his/her job conscientiously; 

— the panel member should be available for the complete survey duration; 

— from 30 min before and during measurement panel members shall not smoke, eat, drink (except 
water) or use chewing gum or sweets; 

— panel members shall take great care to ensure there is no interference with their ability to perceive 
odours as a result of personal hygiene or the (inappropriate) use of perfumes, deodorants, body 
lotions or cosmetics; 
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— panel members suffering from a cold or any other affliction affecting their perception of smell (e.g. 
allergic reactions, sinusitis) shall be excluded from participating in measurements; 

— panel members shall not enter the installation under investigation prior to the field inspection in 
order not to be contaminated with the odorants; 

— during measurements, panel members shall not communicate with passers-by. 

The measurement leader shall ensure that all panel members are aware of and understand the code of 
conduct. Enforcement of the code of conduct has a direct influence on the test results, and is therefore 
of great importance. The measurement leader shall ensure that the motivation of panel members is 
maintained throughout the measurements, and corrective action is taken when required. 
6.2.2 Selection of assessors on individual variability and sensitivity 

The initial selection of assessors is carried out according to EN 13725:2003, 6.7.2. 
NOTE Additional training of assessors and possible instructions prior to grid measurements is given in 
AnnexB. 

The olfactory acuity of panel members shall be checked at least every six months. A measurement 
history for each panel member shall be recorded and maintained by determining two individual 
threshold estimates for the reference odorant at least every six months. Each time an individual 
threshold estimate for the reference odorant is collected, the measurement history of the panel member 
in question shall be updated and evaluated. Evaluation shall be conducted by calculating the selection 
parameters as defined in EN 13725 from at least 10 and at most 20 of the most recent individual 
threshold estimates, and comparing the results with the selection criteria. If the panel member does not 
comply, he/she is excluded from all further measurements until compliance is established once again. 

The panel selection shall be carried out before the field observations are conducted. The assessment of 
compliance with the panel selection criteria shall not be dated more than 6 months before the date of 
field observations. 
6.2.3 Panel size and composition 

Before starting field inspections, a qualified panel shall be formed from which the panel members for 
each particular measurement day are selected. The panel shall consist of at least eight panel members 
and comprise at least four times the number of panel members required for a single measurement day. 

In principal the panel members should be available for the entire planned duration of the survey. 
However, if the size of the panel falls below the required minimum numbers, due to unforeseen 
circumstances, replacement panel members shall be added. It is advisable to use a larger panel size to 
avoid replacement of panel members during the survey duration. 

The measurements shall be planned in such a way that the involvement of individual panel members 
shall be spread as evenly as is feasible over the entire duration of the survey, and also cover all 
measurement points and times of day as evenly as possible. No panel member shall perform more than 
20 % of the single measurements in any survey and a maximum of two panel members shall reach this 
criterion. 
NOTE The reason for including requirements for panel member assignment is to reduce the potential effects 
of bias in the results caused by irregular sensory behaviour of one or more of the panel members. This approach 
helps to limit the detrimental effect one erratic panel member can have on the survey results. 

6.3 Panel instruction 

The purpose of the investigation, the code of conduct, the measurement method and the relevance of its 
results shall be explained to the panel members. 
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Before the start of the measurement panel members shall be given general instruction on-site. The 
general introduction should not take place immediately before a single measurement starts. Panel 
members shall be given the opportunity on this occasion to become acquainted with the odour types 
that are likely to occur during the field inspections. It is helpful to carry out some dry run single 
measurements for training purposes to get gain familiarity with the different odour types and the data 
record sheet of the current investigation. Panel members shall receive a written instruction on how to 
perform a single measurement, and a data record sheet. An example for instructions to panel members 
is given in C.1. 

In order to ensure that all panel members recognize and properly register the odour types emitting 
from the installation under examination, a trial field inspection test within the framework of the on-site 
instruction is recommended. For this purpose a concrete measurement point (lee of the emission 
source) characterized by an almost certain occurrence of odour should be chosen. The field inspection 
test should involve at least two 10 min measurements. The panel members should carry out the test in 
parallel, independently from each other, by sniffing the air every 10 s and recording the identified 
odour type on a data record sheet. It is the aim of the tests that the panel members achieve comparable 
results. Panel members obtaining higher deviations from the panel (>20 %) should receive additional 
training sessions for these measurements resp. should be suspended. 

Before the first single measurement, the panel member shall be explicitly instructed that the objective is 
not to achieve the most sensitive odour response but rather to obtain an immediate assessment of the 
presence of an odour beyond all doubt (clear recognition of the odour type). 
NOTE Regular field inspection training is not necessary. Experience shows that new panel members are 
familiar with the task after one to two single measurements. However, training can have a positive influence on 
the capability for distinction and recognition of different odour types. 

7 Planning of measurements and measurement procedure 

7.1 Health and safety 

When defining measurement points and assessing their accessibility, care has to be taken that panel 
members shall not be put at risk, e.g. from vehicle traffic. When working in the dark, panel members 
shall wear light-coloured or high visibility clothing and be issued with suitable personal equipment (e.g. 
torches, working lights, mobile phone). In dark or isolated areas, high priority shall be given to ensuring 
the personal safety of panel members. 

Panel members´ clothing and equipment should be suited to the weather conditions. Suitable protection 
from rain should be provided for the data record sheets or recording devices. 

If special weather conditions e.g. very low or high temperatures during measurement it is advisable to 
enhance the number of breaks for the panel members to ensure that their comfort and health is 
maintained, e.g. they warm up or drink enough. 

7.2 Planning and performance of the field survey 

7.2.1 Assessing odour type in the field 

Panel members assess the odour with reference to a given list of odour types. This list is adapted to the 
task in hand. It has to be defined before starting the measurements and kept simple so as not to 
overburden panel members. If necessary, the list should be extended on the basis of incoming results. 

As stated above, it is also advisable to carry out a few trial measurements with the whole panel in the 
course of general instruction on site (see 6.3). This gives the coordinator the opportunity to respond 
directly to unusual occurrences or uncertainty and answer any questions that may arise. 

Full document details: BS EN 16841-1:2016

http://www.avadocuments.com/doc/bs-en-16841-1-2016
http://www.avadocuments.com/doc/bs-en-16841-1-2016


BS EN 16841-1:2016
EN 16841-1:2016 (E) 

17 

Odour types that are not included in the list have to be listed under “Other installation odours” or 
“Miscellaneous odours”. In this case, the panel members shall briefly describe what the odour smells 
like. 

The equipment of the panel members comprises a time recording device displaying seconds as well as 
information material which shows the routes including location and description of the measuring 
points, the order of the measuring points and probably the respective access roads and particularities. 

The panel should be given a specially prepared information sheet (see example in C.2) to present to any 
passers-by who may ask them what they are doing. Panel members should also carry a panel member 
identity card issued by the investigating body when carrying out field observations (see example in C.3). 
If interested passers-by disturb the measurement process, they should be politely requested to wait 
until the end of the measurement so as not to influence the panel observation. 

It is recommended to inform the local police department about the performance of the field survey. 
7.2.2 Single measurement 

According to the definition, a single measurement is the measurement of odour exposure by a panel 
member at one measurement point during a defined measurement duration of ten minutes. 
NOTE 1 A measurement duration of ten minutes is required in order to obtain a representative statement with 
at least 80 % certainty on the odour situation within an hour [1]. 

Single measurements are conducted in the following way: 

The panel member sniffs the air every ten seconds and records the presence of an identified odour type 
or the absence of odour on a special data record sheet (see C.4). At the end of the ten-minute interval, 
the panel member has assessed 60 observations. At each ten-second interval, the panel member 
assesses only the individual breath of air and not the odour impression gained during the preceding 
seconds. In the event of disturbances during individual odour assessments within the ten minutes, 
observations can be added immediately afterwards at ten-second intervals. The overall measurement 
duration shall not exceed 20 min. If 20 min are exceeded the measurements shall be abandoned and 
subsequently repeated. 

The panel member has to examine the ambient air for the presence of clearly recognizable odours 
(according to the predefined list of odour types). The odour is clearly recognized when an odour type 
can be clearly assigned to it. 
NOTE 2 Odour sensations only arise when there is a concentration of odorants in the inhaled air exceeding a 
certain value, the threshold concentration. Initially, there is only an odour impression, without it being possible to 
clearly describe and assess the odour type (detection threshold). Only at a higher odorant concentration is the 
type recognizable (recognition threshold). 

After the single measurement the panel member should note the meteorological conditions according to 
the data record sheet in C.4. 
7.2.3 Assessment area 

The assessment area shall be defined before the start of measurement and has to be adapted to the task 
in hand, typically assessing odour exposure in populated areas. 

To determine the assessment area it is usually sufficient to take a circle whose centre coincides with the 
location of the source and whose radius is equal to 30 times the highest stack height. In the case of 
several installation sources, circles with a radius equal to 30 times the highest stack height are taken for 
every source. In the case of sources with low emission heights (<20 m) the assessment area should be 
defined so that the shortest distance from the edge of the installation site to the outer border of the 
assessment area is at least 600 m. The area formed by these circles is the assessment area. 
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