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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 16866:2017.

The UK participation in its preparation was entrusted to Technical
Committee STI/33, Electrodeposited and related coatings.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2017
Published by BSI Standards Limited 2017

ISBN 978 0 580 87902 9
ICS 25.220.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2017.

Amendments/corrigenda issued since publication
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ICS 25.220.40

English Version

Metallic and other inorganic coatings - Simultaneous
thickness and electrode potential determination of
individual layers in multilayer nickel deposits (STEP test)

Revétements métalliques et autres revétements Metallische und andere anorganische Uberziige -
inorganiques - Détermination simultanée de Schichtpotentialmessung von galvanischen Mehrfach-
I'épaisseur et du potentiel d'électrode de couches Nickelschichtsystemen (STEP-Test)

individuelles dans des dépots de nickel multicouches
(essai STEP)

This European Standard was approved by CEN on 11 September 2017.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and United Kingdom.
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European foreword

This document (EN 16866:2017) has been prepared by Technical Committee CEN/TC 262 “Metallic and
other inorganic coatings, including for corrosion protection and corrosion testing of metals and alloys”,
the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by May 2018, and conflicting national standards shall be
withdrawn at the latest by May 2018.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.
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Introduction

STEP test is an abbreviation for the term “Simultaneous Thickness and Electrode Potential
determination®.

The STEP test can be used to measure, in one single operating step, the parameters (thickness of the
individual nickel layers and the potential differences among them) relevant for the course of corrosion
in a multilayer nickel system and, provided the suitable instruments be applied, to document them as
well.

The test is a modification of the well-known coulometric method for the measurement of the coating
thickness. This method takes advantage of the fact that, following the anodic dissolution of a nickel
coating, a potential jump takes place whose magnitude can be measured against a reference electrode.

Although, nowadays, the STEP test has been incorporated into a number of company standards,
particularly in the automobile industry, so far no uniform and generally acknowledged potential
difference values are available. At present, values between 80 mV and 150 mV are assumed for double
nickel layers, with the semi-bright nickel layer always being nobler than the bright one.

Likewise no obligatory numerical values are available, so far, regarding the potential difference
between bright nickel layers and existing special nickel layers (e.g. in the case of micro-porous
chromium plating). According to the current practical experience, the potential difference is larger than
approximately 20 mV, with the bright nickel layer always having to be less noble than the special nickel
layer.
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