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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 16905-5:2022. It

supersedes BS EN 16905-5:2017 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee GSE/37, Gas fired sorption and laundering appliances.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA /77 in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant

pages of www.gov.uk.
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BRITISH STANDARD

ICS 27.080

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 January 2023.

Amendments/corrigenda issued since publication

Date Text affected
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European foreword

This document (EN 16905-5:2022) has been prepared by Technical Committee CEN/TC 299 “Gas-fired
sorption appliances, indirect fired sorption appliances, gas-fired endothermic engine heat pumps and
domestic gas-fired washing and drying appliances”, the secretariat of which is held by UNL

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by June 2023, and conflicting national standards shall be
withdrawn at the latest by June 2023.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 16905-5:2017.

EN 16905-5:2022 includes the following significant technical changes with respect to
EN 16905-5:2017:

— technical changes throughout the draft and in Annex ZA, Annex ZB and Annex ZC in order to align
the text with the Ecodesign Requirements stated in Commission Regulation (EU) No 2016/426.

This document has been prepared under a Standardization Request given to CEN by the European
Commission and the European Free Trade Association, and supports essential requirements of EU
Directive(s) / Regulation(s).

For relationship with EU Directive(s) / Regulation(s), see informative Annex ZA, Annex ZB and
Annex ZC, which are integral parts of this document.

EN 16905 comprises the following parts under the general title Gas-fired endothermic engine driven heat
pumps:

— Part 1: Terms and definitions;

— Part 2: Safety;

— Part 3: Tests conditions;

— Part 4: Tests methods;

— Part 5: Calculation of seasonal performances in heating and cooling mode.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.
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Introduction

This document specifies the calculation of seasonal performances in heating and cooling mode of air
conditioners and heat pumps using either air, water or brine as heat transfer media, with gas-fired
endothermic engine driven compressors when used for space heating, cooling and refrigeration,
hereafter referred to as “GEHP appliance”.

Single split and multisplit systems are covered by this document.
The GEHP appliances can have one or more primary or secondary functions.

The GEHP appliances having their condenser cooled by air and by the evaporation of external additional
water are not covered by this document.

EN 16905-5:2022 has been prepared to address the essential requirements of the European Regulation
(EU) 2016/426 relating to appliances burning gaseous fuels and repealing Directive 2009/142/EC (see
EN 16905-4:—1, Annex ZA). EN 16905-1:2017, EN 16905-2:—2, EN 16905-3:2017, EN 16905-4:—! and
EN 16905-5:2022 are linked to the Energy Related Products Directive (2009/125/EC) in terms of tests
conditions, tests methods and seasonal performances calculation methods under Mandate M/535; (see
EN 16905-3:2017, AnnexZA, EN 16905-4:—1, AnnexZA, EN 16905-5:2022, AnnexZA and
EN 16905-2:—2, Annexes ZB and ZC).

These documents will be reviewed whenever new mandates could apply.

1 Under preparation. Stage at the time of publication: prEN 16905-4:2022.
2 Under preparation. Stage at the time of publication: prEN 16905-2:2021.
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1 Scope

This part of EN 16905 specifies the calculation of the seasonal performance factor for gas-fired
endothermic engine driven heat pumps for heating and/or cooling mode including the engine heat
recovery, to be used outdoors.

This document only applies to appliances with a maximum heat input (based on net calorific value) not
exceeding 70 kW at standard rating conditions.

This document only applies to appliances under categories Izu, Iz, [2er, L2r, [2es)8, Lon, Loin, L2ELL, L2ER)B, 1283,

L2er), I3, I3B, 138/, ll2n3+, 1263+, l2n3s/p, 1l2i3s/p, 112e38/P, 112ELL3B/P, 11213P, 1l2H3P, I12E3P @and Il2er3p according to
EN 437:2021.

This document only applies to appliances having:

a) gas fired endothermic engines under the control of fully automatic control systems;

b) closed system refrigerant circuits in which the refrigerant does not come into direct contact with
the fluid to be cooled or heated;

c) where the temperature of the heat transfer fluid of the heating system (heating water circuit) does
not exceed 105 °C during normal operation;

d) where the maximum operating pressure in the:
1) heating water circuit (if installed) does not exceed 6 bar,
2) domestic hot water circuit (if installed) does not exceed 10 bar.

This document applies to GEHP appliances only when used for space heating or space cooling or for
refrigeration, with or without heat recovery.

This document is applicable to GEHP appliances that are intended to be type tested. Requirements for
GEHP appliances that are not type tested would need to be subject to further consideration.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 16905-1:2017, Gas-fired endothermic engine driven heat pumps — Part 1: Terms and definitions
EN 16905-4:—1, Gas-fired endothermic engine driven heat pumps — Part 4: Test methods
3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 16905-1:2017 apply.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

e SO Online browsing platform: available at https://www.iso.org/obp

e [EC Electropedia: available at https://www.electropedia.org/
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4 Partload conditions for space cooling

4.1 General

EN 16905-5:2022 (E)

For the purpose of calculation of application SGUE., SAEF. SEHRE., SAEHRF. SGUEr, SAEFr. and
reference SGUE., SAEF., SEHRE., SAEHRF,, SGUET., SAEFr. as explained in Clauses 6 and 7, the part load
ratios mentioned below shall be based on the part load ratio formulas with at least two decimal digits.
For the purpose of SGUE., SAEF., SEHRE., SAEHRF,, SGUEt., SAEFt. the different conditions are defined
by a reference design temperature Tdesignc equal to 35 °C.

The calculation of SGUE,, SAEF., SEHRE., SAEHRF., SGUEr, SAEF. and reference SGUE., SAEF., SEHRE,,
SAEHRF,, SGUEr., SAEFr is determined via linear interpolation of the respective part load values at the
reference part load conditions mentioned below (A, B, C, D).

4.2 Air-to-air units

For outdoor air-to-recycled air units, the part load conditions for determining the declared capacity
(DC) and the declared GUE, AEF., EHRE,,, AEHRF,, GUEr,, AEFr. are given in Table 1.

Table 1 — Part load conditions for outdoor air-to- recycled air units

Full document details: BS EN 16905-5:2022

Outdoor heat Indoor heat
Part load exchanger exchanger
Formula .
ratio Air dry bulb Air dry (wet) bulb
temperature temperatures
% °C °C
A (35-16)/(Tdesign-16) 100,00 35 27(19)
B (30-16)/(Tdesign-16) 73,68 30 27(19)
C (25-16) /(T designe-16) 47,37 25 27(19)
D (20-16)/(Tdesigne-16) 21,05 20 27(19)
Documents
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4.3 Water-to-air and brine-to-air units

For water-to-air and brine-to-air units, the part load conditions for determining the declared capacity
(DC) and the declared GUE., AEF,, EHRE,, AEHRF., GUEr, AEF1. are given in Table 2.

Table 2 — Part load conditions for water-to-air and brine-to-air units

Outdoor heat exchanger Indoor heat
exchanger
Cooling tower
bar water(zll‘)rine) ((I;(:‘l(l) ull:e((ll Dry cooler
Formula loa.d loo a li(I:)a tion application | Air dry (wet)
ratio P pp Inlet/outlet bulb
application | Inlet/outlet
. water temperature
Inlet/outlet | water(brine)
. temperatures
water(brine) | temperatures
temperatures
% °C °C °C °C
A (35-16)/(Tgesignc-16) 100,00 30/35 10/15 50/55 27(19)
B (30-16)/(Tdesignc-16) | 73,68 26/ 10/ 45/ 27(19)
C (25-16)/(Tdesignc-16) | 47,37 22/ 10/a 40/ 27(19)
D (20-16)/(Tdesigne-16) | 21,05 18/ 10/2 35/ 27(19)
If a cooling tower and a water-to-air unit are sold as a matched assembly, they shall be tested as an air-
to-air unit.
a  With the flow rate as determined during “A” test for units with a fixed flow rate or a fixed water temperature
difference of 5 °K for units with a variable flow rate. If for any of the test conditions the resulting flow rate is below
the minimum flow rate then this minimum flow rate is used as a fixed flow rate with the inlet temperature for this
test condition.

4.4 Air-to-water and air-to-brine units

For each application, units either allowing or not allowing a variation of the outlet water/brine
temperature with the outdoor temperature are considered. The part load conditions for determining
the declared capacity (DC) and the declared GUE., AEF. EHRE., AEHRF. GUEt., AEFr. are given in
Table 3.

The variable outlet temperature (Toutetaverage) Shall only be applied when the control provides a
regulation of outlet water temperature that considers the outdoor temperature.

For the determination of water (brine) temperature for fixed capacity units with variable outlet
temperature refer to EN 16905-4:—1,

For units with variable outlet that have to cycle on/off to reach the required part load ratio, the inlet
and outlet temperatures of the indoor heat exchanger shall be determined according to EN 16905-4:—1,
Annex H.
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Table 3 — Part load conditions of air-to-water and air-to-brine units

Outdoor heat Indoor heat exchanger
exchanger
Part | Outdoor air Fan coil application Cooling floor
Formula load dry bulb |Inlet/outlet water(brine) application
ratio temperature temperatures Inlet/outlet
Fixed Variable | Water(brine)
outlet outlet® temperatures
% °C °C °C °C
A (35-16) /(T designc-16) 100,00 35 12/7 12/7 23/18
B (30-16)/(Tesigne-16) 73,68 30 a /7 a /8,5 a/18
C (25-16)/(Taesigne-16) | 47,37 25 /7 a/10 a/18
D (20-16)/(Tdesigne-16) 21,05 20 a7 a/11,5 a/18
a  With the flow rate as determined during “A” test for units with a fixed flow rate or with a fixed water
temperature difference 5 K for units with a variable flow rate. If for any of the test conditions the resulting flow
rate is below the minimum flow rate then this minimum flow rate is used as a fixed flow rate with the outlet
temperature for this test condition.
b Ifthe variable outlet temperature is above the maximum of the operating range of the unit, this maximum
should be considered.

4.5 Water-to-water and brine-to-water units

For each application, units either allowing or not allowing a variation of the outlet water/brine
temperature with the outdoor temperature are considered. The part load conditions for determining
the declared capacity (DC) and the declared GUE., AEF., EHRE., AEHRF. GUEr., AEFr. are given in
Table 4.

The variable outlet temperature (Toutetaverage) Shall only be applied when the control provides a
regulation of outlet water temperature that considers the outdoor temperature.

For the determination of water (brine) temperature for fixed capacity units with variable outlet
temperature refer to EN 16905-4:—1.

For units with variable outlet that have to cycle on/off to reach the required part load ratio, the inlet
and outlet temperatures of the indoor heat exchanger shall be determined according to EN 16905-4:—1,
Annex H.
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5 Partload conditions for space heating
5.1 General

For the purpose of calculation of SGUE:, SAEF,, SEHREy, SAEHRF, SGUET, SAEF, and reference SGUE,
SAEF:, SEHRE,, SAEHRF;, SGUET,, SAEFm, as explained in Clauses 6 and 7, the part load ratios mentioned
below shall be based on the part load ratio formulas with at least two decimal digits.

The calculation of SGUEy, SAEFy,, SEHRE:, SAEHRFy, SGUET,, SAEFm, and reference SGUEL, SAEF,, SEHRE},
SAEHRF;, SGUEm, SAEFr, is determined via linear interpolation of the respective part load values at the
reference part load conditions mentioned below (A, B, C, D). For the purpose of reference SGUE;, SAEF,
SEHRE;, SAEHRF, SGUET, SAEFm there are three reference conditions: average(A), warmer (W) and
colder (C).

The relevant Tqesignn Values are defined as follows:

— Average dry bulb temperature conditions at — 10 °C outdoor temperature and 20 °C
climate indoor temperature;
— Colder climate dry bulb temperature conditions at — 22 °C outdoor temperature and 20 °C
indoor temperature
— Warmer dry bulb temperature conditions at + 2 °C outdoor temperature and 20 °C
climate indoor temperature

For outdoor air dry bulb temperatures higher or equal to -10 °C the wet bulb temperature equals the
dry bulb temperature minus 1 K. For dry bulb temperatures below -10 °C, the wet bulb temperature is
not defined.

For heat pumps, the relevant Ty is defined as follows:

— for the average heating season, the dry bulb temperature is +2 °C or lower;
— for the colder heating season, the dry bulb temperature is -7 °C or lower;
— for the warmer heating season, the dry bulb temperature is +7 °C or lower.

For heat pumps, the relevant TOL is defined as follows:

— for the average heating season, the dry bulb temperature is -7 °C or lower;
— for the colder heating season, the dry bulb temperature is =15 °C or lower;
— for the warmer heating season, the dry bulb temperature is +2 °C or lower.

If the declared TOL is lower than the Tgesignn Of the considered climate, then the outdoor dry bulb
temperature is equal to Tesignn for the part load condition E in Table 5, Tables 7 to 10.

In case of colder climate and if TOL is below -20 °C, an additional part load condition G at -15 °C shall
apply for air-to-air and air-to-water heat pumps.

5.2 Air-to-air units
The part load conditions for determining the reference SGUE, (Formula (16)), SAEF, (Formula (20)),

SEHRE,; (Formula (18)), SAEHRF;, (Formula (23)) SGUEm, (Formula (19)), SAEFm (Formula (24)), are
given in Table 5.
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Table 5 — Part load conditions for air-to-recycled air units for the reference heating seasons

Part load ratio Outdoor heat| Indoor heat
§ in % exchanger exchanger
E Formula Average | Warmer | Colder ar dbrl}l,l{)wet) Air dry bulb
S temperature temperature
°C °C
A (=7-16) /(T designn-16) 88,46 n/a 60,53 -7(-8) 20
B (+2-16) /(T designn-16) 53,85 100,00 36,84 2(1) 20
C (+7-16) /(T designn-16) 34,62 64,29 23,68 7(6) 20
D (+12-16)/(Tdesignn-16) 15,38 28,57 10,53 12(11) 20
E (TOL-16) /(T designn-16) TOL 20
F (Tbiv-16)/(Tdesignn —16) Thiv 20
G (-15-16) / (Tdesignn —16) n/a n/a 81,58 -15 20

5.3 Water(brine)-to-air units

The part load conditions for determining the reference SGUE, (Formula (16)), SAEF, (Formula (20)),
SEHRE,; (Formula (18)), SAEHRF;, (Formula (23)) SGUEm, (Formula (19)), SAEFm (Formula (24)), are

given in Table 6.

Table 6 — Part load conditions for water(brine)-to-air for the reference heating seasons

Part load ratio Outdoor heat
in % exchanger Indoor heat

.E inlet/outlet exchanger

% temperature

= Formula Average | Warmer | Colder

e . Water

&) Water | Brine Dry bulb

loop
°C °C °C °C

A (=7-16) /(T designn-16) 88,46 n/a 60,53 10/ 0/a 20/ 20

B (+2-16) /(T designn-16) 53,85 100,00 36,84 10/ 0/a 20/ 20

C (+7-16) /(T designn-16) 34,62 64,29 23,68 10/ 0/a 20/ 20

D |(+12-16)/(Tdesignn-16) | 15,38 28,57 10,53 10/ 0/a 20/a 20

(Tdesignh - 16)/(Tdesignh

E -16) 100,00 100,00 100,00 10/ 0/a 20/a 20

F (Tbiv-16)/(Tdesignh-16) 10/2 0/a 20/ 20
a  With the flow rate as determined at the standard rating conditions for units with a fixed flow rate or with a
fixed water temperature difference of 3 K for units with a variable flow rate. If for any of the test conditions the
resulting flow rate is below the minimum flow rate then this minimum flow rate is used as a fixed flow rate with
the inlet temperature for this test condition.
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5.4 Air-to-water(brine) units
5.4.1 General

The part load conditions for determining the reference SGUE, (Formula (16)), SAEF, (Formula (20)),
SEHRE; (Formula (18)), SAEHRF, (Formula (23)) SGUEm, (Formula (19)), SAEFr, (Formula (24)), are
given in Table 7, Table 8 and Table 9.

The variable outlet temperature (Toutet, average) Shall only be applied when the control provides an
outdoor air temperature dependant modification of the outlet temperature.

For the determination of water (brine) temperature for fixed capacity units with variable outlet
temperature refer to EN 16905-4:—1.

For units with variable outlet that have to cycle on/off to reach the required part load ratio the inlet and
outlet temperatures of the indoor heat exchanger shall be determined according to EN 16905-4:—1.

5.4.2 Low temperature application

Table 7 — Part load conditions for air-to-water(brine) units in low temperature application for
the reference heating seasons

Outdoor heat
. Indoor heat exchanger
Part load ratio exchanger
= 0 .
in %
-8 ° Dry (wet) bulb | Fixed Variable outlet ¢
= temperature outlet
S
S °C °C °C
Formula Average | Warmer | Colder Outdoor air . All Average | Warmer | Colder
climates
(-7-16)/
A 88,46 n/a 60,53 -7(-8) a /35 a /34 n/a a /30
(Tdesignh'16)
(+2-16)/
B 53,85 100,00 | 36,84 2(1) a /35 a /30 a /35 a /27
(Tdesignh'16)
(+7-16)/
C 34,62 64,29 23,68 7(6) a /35 a /27 a/31 a/25
(Tdesignh'16)
(+12-16)/
D 15,38 28,57 10,53 12(11) a /35 a /24 a /26 a /24
(Tdesignh'16)
E (TOL'16)/(Tdesignh'16) TOL a /35 a / b a / b a / b
F (Tbivalent'16)/(Tdesignh'16) Thiv a /35 a / ¢ a / ¢ a / ¢
(-15-16)/
G n/a n/a 81,58 -15 a /35 n/a n/a a /32
(Tdesignh - 16)
a  With the flow rate as determined at the standard rating conditions at 30/35 conditions for units with fixed
flow rate, and with a fixed water temperature difference of 5 K for units with a variable flow rate. If for any of the
test conditions the resulting flow rate is below the minimum flow rate then this minimum flow rate is used as a
fixed flow rate with the outlet temperature for this test condition.
b Variable outlet shall be calculated by interpolation from Tdesignh and the temperature which is closest to the
TOL.
¢ Variable outlet shall be calculated by interpolation between the upper and lower temperatures which are
closest to the bivalent temperature.
d  Ifthe variable outlet temperature is below the minimum of the operation range of the unit, this minimum
should be considered.
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5.4.3 Intermediate temperature application

Table 8 — Part load conditions for air-to-water(brine) units in intermediate temperature
application for the reference heating seasons

Outdoor heat
. Indoor heat exchanger
Partload ratio exchanger
= 0 -
in %
-S ° Dry (wet) bulb Fixed Variable outlet d
5 temperature outlet
=]
8 OC OC OC
Formula Average | Warmer | Colder Outdoor air . All Average | Warmer | Colder
climates
(-7-16)/
A 88,46 n/a 60,53 -7(-8) a /45 a /43 n/a a /38
(Tdesignh'16)
(+2-16)/
B 53,85 100,00 | 36,84 2(1) a /45 a /37 a /45 a /33
(Tdesignh'16)
(+7-16)/
C 34,62 64,29 23,68 7(6) a /45 a/33 a /39 a /30
(Tdesignh'16)
(+12-16)/
D 15,38 28,57 10,53 12(11) a /45 a /28 a/31 a /26
(Tdesignh'16)
E (TOL'16)/(Tdesignh'16) TOL a /45 a / b a / b a / b
F (Tbivalent'16)/(Tdesignh'16) Thiv a /45 a / ¢ a / ¢ a / ¢
(-15-16)/
G n/a n/a 81,58 -15 a /45 n/a n/a a /41
(Tdesignh - 16)
a  With the flow rate as determined at the standard rating conditions at 30/35 conditions for units with fixed
flow rate, and with a fixed water temperature difference of 5 K for units with a variable flow rate. If for any of the
test conditions the resulting flow rate is below the minimum flow rate then this minimum flow rate is used as a
fixed flow rate with the outlet temperature for this test condition.
b Variable outlet shall be calculated by interpolation from Tdesignh and the temperature which is closest to the
TOL.
¢ Variable outlet shall be calculated by interpolation between the upper and lower temperatures which are
closest to the bivalent temperature.
d  If the variable outlet temperature is below the minimum of the operation range of the unit, this minimum
should be considered.
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