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European foreword 

This document (EN 16907-3:2018) has been prepared by Technical Committee CEN/TC 396 
“Earthworks”, the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by June 2019, and conflicting national standards shall be 
withdrawn at the latest by June 2019. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

This document is one of the European Standards within the framework series of EN 16907 on 
Earthworks, as follows: 

— Part 1: Principles and general rules; 

— Part 2: Classification of materials; 

— Part 3: Construction procedures (this document); 

— Part 4: Soil treatment with lime and/or hydraulic binders; 

— Part 5: Quality control; 

— Part 6: Land reclamation earthworks with dredged hydraulic fill; 

— Part 7: Hydraulic placement of waste. 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, 
Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, 
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, 
Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and 
the United Kingdom. 
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1 Scope 

This European Standard provides execution procedures for excavating, transporting and placing soils 
and rocks for the construction of earth-structures and guidance for the work. Additionally, it includes 
excavation and placement of rock materials underwater. 

Dredging of soils and the associated hydraulic placement of fills are covered by EN 16907-6 and 
EN 16907-7. 

Execution of earthworks follows the conclusions of the earthworks design and optimization phase 
(EN 16907-1), which should anticipate soil and rock specificities and their suitability. In case some events 
could not be foreseen, additional design is performed during the execution of works. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 16907-1, Earthworks - Part 1: Principles and general rules 

EN 16907-2, Earthworks - Part 2: Classification of materials 

EN 16907-6, Earthworks - Part 6: Land reclamation earthworks with dredged hydraulic fill 

3 Terms and definitions 

For the purposes of this document, the terms, definitions and symbols given in EN 16907-1 and the 
following apply. 

ISO and IEC maintain terminological databases for use in standardization at the following addresses:  

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1 
trafficability 
ability of a material surface to support the passage of earthworks 

3.2 
compaction 
process of removing air from a soil normally by mechanical means 

3.3 
compactive effort 
energy applied to achieve compaction 

3.4 
over compaction 
condition that arises during compaction when sufficient air has been expelled from a fill such that further 
compactive effort results in elevated pore water pressures causing the fill surface to become unstable as 
the material “mattresses” 
Note 1 to entry: Over compaction of granular soils can also result in the crushing of individual particles thereby 
modifying the particle size distribution. 
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3.5 
density index 
density state of a granular soil (natural or compacted) determined by comparing its void ratio (e) with 
the minimum (emin) and maximum (emax) attainable for the particular material  

Note 1 to entry: The minimum and maximum void ratios correspond to the densest state (ID = 100 %) and loosest 
state (ID = 0 %) respectively (=[emax – e/ emax - emin] × 100 %). 

3.6 
fine soil 
soil with at least 15 % fines content, depending on national practices 

3.7 
fine active soil 
water-sensitive fine soil which exhibits specific shrinking/swelling properties to be taken into 
consideration for earthworks 

4 General considerations 

4.1 Prerequisites to execution of earthworks 

Before the beginning of construction, all geotechnical design issues should be solved, including 
temporary and permanent stability, erosion and settlements. All unresolved issues during design shall be 
identified to all parties and highlighted before the commencement of construction. In this case, the 
responsibility for closing out shall be made clear. 

Before the commencement of each part of works, the design of each part of the earthworks shall have 
been completed, including the assessment of the available materials and their suitability (see EN 16907-1 
and EN 16907-2). 

4.2 Climatic conditions 

Before commencing earthworks, the prevailing climatic conditions at the construction site shall be 
considered. Seasonal climatic variations can impose limiting factors on earthworks. 

During periods of rainfall, consideration should be given to suspending earthworks operations in wet 
sensitive materials. When necessary, the earth surfaces should be sealed to prevent the ingress of water. 

In dry climatic conditions, consideration should be given to preventing evaporative losses by covering 
the exposed earth surfaces with non-sensitive materials. 
NOTE Seasonal climatic considerations will vary depending on different regions. For example, a frozen ground 
surface may provide a temporary working platform that can enhance the excavation of soft soil. 

4.3 Environmental factors 

All earthworks should comply with the relevant environmental legislation. 

Earthworks have the potential to harm the natural and built environment and therefore they should be 
planned in such a manner so as to minimize the potential for harm. 

The environmental factors to be considered during earthworks construction commonly include the 
following: 

Noise – European and national regulations should be considered. It is applying for receptors, e.g. 
domestic dwellings which are affected by the increase of noise beyond legal limits. Assessments should 
be made of the noise emissions of the various types of earthwork machinery and background noise level 
readings taken prior to commencement of the earthwork operations. 
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Consideration should be given to restricted working hours and to the construction of temporary noise 
barriers utilizing earth bunds or fencing. 

Contamination – if there are areas of contamination within an excavation, the activities should be 
controlled so as to prevent further contamination of the surrounding soil. Contaminated materials should 
be handled separately and if they are to be stockpiled, the surface upon which they are to be placed should 
be sealed and shaped to prevent the potential run-off of contaminated water. The potential effect on 
workers should also be considered and appropriate protective equipment provided. 

Appropriate equipment should be selected, to deal with the contaminated material. 

Dust – Earthwork operations have the potential to cause dust, particularly in fine graded soils in dry 
weather conditions. 

Dust should be controlled by spraying water onto the exposed surfaces. The potential for dust generation 
is limited if the exposed surfaces are covered with topsoil and seeded as works progress. 

Water courses protection – The most likely cause of pollution from earthworks is the siltation of surface 
water by uncontrolled silt laden run-off. Consideration shall therefore be given when planning the 
earthwork operation to the proposed dewatering system. Control measures can include the 
establishment of settlement ponds and the use of silt fences. 

Vibration shall be considered especially sensitivity of existing structures, or building or utilities to 
vibrations and sound shock waves. 

Normal earthwork operations are unlikely to cause harmful vibration levels, however blasting operations 
can cause considerable vibration and therefore have the potential to damage either the works or 
adjoining properties. In cases where vibration caused by blasting is likely to cause damage, blasting 
should be prohibited and replaced by ripping and/or hydraulic breaking. 

4.4 Use of secondary manufactured materials and recycled materials 

For reasons of economy and environmental sustainability, the Earthworks Practitioner should consider 
the use of recycled materials and industrial by-products. These will typically include demolition arisings 
(crushed concrete, etc.) and industrial by-products such as pulverized fuel ash, burnt colliery shale, 
biomass ashes, slag, foundry sand and cement kiln dust, as well as quarrying processing by-products. 

The use of by-products and recycled materials presents special considerations for the Earthworks 
Practitioner. These considerations fall into two principle categories: legislative and geotechnical. 

Legislative considerations concern the environmental and waste licensing legislation that governs the 
use of such recycled materials and by-products. In order to prevent environmental harm, strict national 
legislative controls are normally applied to the use of such products. It should be noted that such 
materials are often considered as a “waste” and legislation governing such materials is often complex. 
The use of such materials should be carefully evaluated because of their potential to cause environmental 
harm during both the construction phase and the operation phase of the earthwork. Such harm is often 
associated with the creation of airborne pollution by dust and ground/surface water pollution by 
leachate. 

Geotechnical concerns relate to the unique characteristics of the recycled material and secondary 
manufactured products. These materials will often behave in a different manner to natural materials and 
due consideration shall be taken of this in their specification and use. Particular consideration should be 
given to the long-term durability of the materials in both the physical and chemical context as, 
particularly in the case of industrial secondary manufactured products, they may be susceptible to 
gradual chemical deterioration which can lead to failure of the earthwork. Testing regimes should be 
established to identify the nature of the material and to validate its consistency during use. 
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Processing by way of sizing or blending/mixing with other by-products or natural materials is often a 
means to achieve an environmentally and geotechnically suitable material. These activities should be 
subject to the same controls and considerations described above. 

5 Excavation 

5.1 General 

Excavation for earthworks is the process of forming cuttings or other excavations, normally by 
mechanical means, and includes the loading of the excavated material into transportation equipment. 
Excavation and loading is an integrated process. This section identifies the key considerations relating to 
excavation (and loading). 

The aim of the excavation process is to create the designed excavated earthworks profile. In so doing, the 
excavation should be planned not only to ensure that the excavated materials are maintained/protected 
during their excavation such that they are suitable for their intended use, but also to ensure that the 
excavation can be carried out safely and efficiently while ensuring that the excavation formation 
level/subgrade and the surrounding ground are undamaged by the excavation process. 

Excavation should not commence until the area to be filled is suitable for accepting material or that an 
appropriate temporary stockpile area is available. 

For colder climates, if the material in the cutting is sensitive to frost heave and if the frost will penetrate 
more than 0,5 m in the material in the final profil, boulders should be removed. 

5.2 Material type and excavation techniques 

The type and nature of the material to be excavated is the most important consideration for the 
excavation process. The group of material (see informative Annex B) will determine the manner and the 
rate of excavation. It is therefore of fundamental importance to identify the material types to be excavated 
prior to the commencement of excavation. 

If an excavation contains mixed materials, consideration should be given to the need to separate the 
different grades during excavation or to mix them (e.g.: Frontal excavation). 

Table 1 identifies the main material types (described in Annex B) and their appropriate methods of 
mechanical excavation. 
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Table 1 — Material types 

Material type Possible excavation method Possible pre-processing 

Fine graded (all states) Backacter excavator 
Face shovel excavator 
Wheeled front loader 
Tracked front loader 
Push-loaded scraper 

Wet soils may require treatment with 
binder to permit scraper excavation. 

Granular (all grades) Backacter excavator 
Face shovel excavator 
Wheeled front loader 
Tracked front loader 
Push-loaded scraper 

None 
Dewatering may be necessary to permit 
excavation or to assist drying of materials. 

Rock – Weak Backacter excavator 
Face shovel excavator 
Wheeled front loader 
Tracked front loader 
Push-loaded scraper 

Scraper excavation will normally require 
ripping or blasting. Ripping or loosening 
by blasting will also aid other excavation 
methods. 

Rock – Strong Backacter excavator 
Face shovel excavator 
Wheeled front loader 

Blasting with explosives and/or breaking 
with hydraulic hammers. For some strong 
rocks heavy ripping can be considered. 

Chalk Backacter excavator 
Face shovel excavator 
Wheeled front loader 
Tracked front loader 
Push-loaded scraper 

The use of scrapers on some types of chalk 
may lead to disaggregation and instability 
of the material possibly necessitating the 
use of treatment with binder. If the need 
for the possible use of binders is to be 
avoided other means of excavation should 
be considered. For hard chalk ripping can 
be necessary. 

The excavation methods (machine types) listed in the preceding table are described in Annex C. 

Large excavators have a high break out force and can avoid blasting. 

Specialist excavation equipment such as long reach/low ground pressure excavators or draglines are 
often required for excavations in very poor soils or soils containing organic material. The former also 
have benefits in undertaking excavations in areas of difficult access, and in ground conditions imposing 
limitations regarding stability. 

It is possible to treat the excavated materials (e.g. with lime) during the excavation process (see Annex J 
of EN 16907-4:2018). 
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5.3 Special considerations when excavating in rock 

Excavation in rock places special demands on the earthworks, which do not exist when excavating in soil. 

Predicting the ease of excavation of rock and rock masses is very important in earthworks. In order to 
describe the excavation of rocks, different terms have been used, related to the principle of excavation 
and the mechanics of fracture. In this document, the term excavatability is used as a broad term that 
refers to the ease of excavation of rock and rock masses and includes the following methods: 

a) digging, when easy/very easy excavation conditions exist (soil or loose rocks); 

b) ripping, for moderate to difficult excavation conditions, (weak rocks, and weathered part of strong 
rocks); 

c) blasting for very difficult excavation conditions (strong rocks). 

The assessments to determine the ease or difficulty with which a rock mass may be excavated are based 
upon the consideration of: 

d) the rock materials forming the rock blocks within the in situ rock mass (because excavation entails 
fragmentation and rupture of the rock materials when the block volume is large); 

e) the nature, extent and orientation of the fractures; 

f) the geological structure with respect to folding and faulting and schistosity. 

Indirect assessment of these parameters can be based upon: 

— rock description (see EN 16907-2); 

— seismic velocity of P-wave and nature of the rock; 

— discontinuity spacing index and point load test; 

— geological strength index. 

NOTE Examples of such indirect methods can be found in Caterpillar tables (ref), Pettifer and Fookes, Quarterly 
Journal of Engineering Geology, 27, 145–164; Bull eng Geol Environ (2010) 69:13–27 – Excavatability assessment 
of rock masses using the Geological Strength Index. 

In addition, the following information could be relevant: 

— relevant parameters on rock hardness, fractures, faulting and folding (direct or indirect); 

— information on the weathering, karstification, hydrogeology. 

In order to choose the appropriate method of excavation, the following information should be made 
available: 

— assessed geology of the rock mass; 

— performed boreholes with logs, lab testing and photos; 

— all constraints on existing structures, buildings, utilities, … which could influence the choice of the 
method of excavation. 
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If blasting is anticipated, then additional information should be gathered: 

— presence of water if any; 

— sensitivity of existing structures, or building or utilities to vibrations and sound shock waves; 

— for adjacent sensitive soil: restrictions regarding vibrations and direct impact from blasting. 

In addition, the following information could be relevant: 

— maximum particular speed for each range of frequency; 

— results of trial blasting, if any; 

— anticipated variation of the top of the rock mass to be blasted; 

— maximum size of blocks allowed in fill or other specifications on the grading curve; 

— environmental and neighbourhood sensitivity. 

5.4 Influence of excavated material end use 

The proposed use of the excavated material will influence the excavation method. Materials which are to 
be used in a structural fill area (e.g. embankment or platform) will need to be excavated in such a manner 
to optimize the reuse while ensuring that their quality is not deteriorated and they do not become 
unsuitable for compaction in the fill area. 

Materials which are sensitive to behavioural changes during the earthworks process (excavate, “load”, 
transport, deposit and compact) should be excavated in such a manner to ensure that their properties are 
maintained during handling. 

Care will be required to identify a method that will achieve effective and consistent mixing with regards 
to the type and distribution of material. 
NOTE On the other hand, materials which are to be placed in non-structural fills (e.g. landscape areas or 
disposed of offsite) do not have to be excavated in such a manner so as to maintain their quality. 

Normally, material types required to be deposited separately should be excavated separately. However, 
it is sometimes beneficial to deliberately mix varying grades of material as part of the excavation process 
to improve material quality and therefore render material acceptable which would otherwise be 
unacceptable or optimize the characteristics of acceptable material. 

5.5 Protection of cuts during construction 

5.5.1 Stability during construction 

It is important that the determination of the face height and inclination shall focus on the consideration 
of the actual ground conditions for each excavation. 

Temporary slopes created as the excavation of the cutting progresses should not be steeper than the 
permanent design slope unless stability implications are assessed. Excavation faces created by 
backacter/face shovel/loader excavation are normally vertical and should therefore not be left for long 
periods. If excavation is not to be a continuous process, the vertical excavation faces should be cut to a 
safe slope to prevent collapse until excavation recommences. In any event, vertical excavation faces 
should not normally exceed 5m in height for soils and at all times should be protected along the top edge 
by temporary fencing or earth bunds. 

The bench height should be considered for each excavation and may exceed 5 m in some rock excavations. 
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NOTE Vertical or steep faces may be strictly limited in clays, where height limitations of 2 m or 3 m are 
quite common. 

The excavation shall not extend beyond the designed profile. If excavation inadvertently exceeds the 
designed profile, the design shall be reviewed. If the resultant void requires filling, this shall be carried 
out as if it were an earthworks embankment with material of adequate engineering properties. Where 
trenches (for drainage and the like) are to be excavated at the base of slopes, these should be excavated 
in such a manner so as not to undermine the adjacent slope. They should be backfilled/reinstated as soon 
as possible. 

Consideration should be given to the need to monitor the stability of excavations or adjacent structures. 
5.5.2 Water control/drainage 

Excavations should be planned to prevent the materials to be excavated from deterioration or the final 
formation from being damaged by water. Water will arise from two sources: ground-water where the 
excavation extends below water table and rainwater (“surface water”). In some cases groundwater will 
be encountered above water table level where lenses of water-bearing soils occur within otherwise non-
water bearing soils. This is commonly described as “perched water”. Care must be taken about artesian 
aquifer which is a confined aquifer containing groundwater under positive pressure. If water is not 
controlled in the excavation, it can damage or erode soils. 

In any case the effect of such operations on neighbouring activities (e.g. existing well, settlement on 
building due to water table lowering) shall be assessed. 

In all cases, care shall be taken to ensure that suitable discharge arrangements are in place in order to 
prevent environmental damage. 
NOTE Water control is normally undertaken by ensuring that the excavation is shaped to discourage ponding 
and by the installation of ditches/grips/drains and the like. In some cases, these gravity systems will be supported 
by positive drainage, i.e. pumps. 

In excavations that extend below water table level, it will often be necessary to artificially lower the water 
table before excavation commences. Systems such as perimeter well-pointing exist for such purposes. 
Advance installation of permanent drains may also assist. This prior dewatering not only enables efficient 
excavation but also will improve, in most cases, the behavioural characteristics of the materials to be 
excavated. 
5.5.3 Erosion 

Excavated slopes, particularly those in excavations containing fine granular soils, are prone to erosion 
caused by rainfall or wind. Exposed slopes should be protected as soon as practicable to prevent erosion 
by the application of the specified protection measures, e.g. by covering with topsoil or gravel and 
seeding/vegetating. Otherwise, a temporary protective layer should be left on the slope in order to 
prevent erosion of the final slope and this should only be removed immediately prior to the application 
of the protection measure. 

Erosion may also occur due to outbreak of ground water in a slope with layered soil. Proper drainage and 
erosion protection should be applied. 
5.5.4 Protection of subgrade 

The sub-grade of the cutting or excavation should not be exposed to wet weather or frost without some 
form of protection or remediation. 

After the frost season, the subgrade shall be inspected and any necessary remedial measure undertaken 
(recompaction, soil treatment, excavation and replacement, …). 

During the construction it is normal to leave a protection/sacrificial layer on the floor of the cutting 
immediately above subgrade to prevent damage to the subgrade. Excavation should not proceed beyond 
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this layer until the subgrade is ready to be prepared. Trafficking of the protection layer should be 
restricted. 

5.6 Excavation under water 

5.6.1 General 

The work described in this chapter applies to removal of soft soil prior to embankment construction in 
water, and to other kinds of underwater excavation of limited size. This includes removal of obstacles in 
fairways and navigation channels by blasting and/or excavation. 

For dredging in general, reference is made to the EN 16907-6. 

Special information on site conditions, in addition to ground conditions, relevant for planning under 
water excavation are: 

— geometry of the site including boundary conditions; 

— topography,access; 

— slopes and headroom restrictions; 

— water depth and under water slope and topography with specified tolerances; 

— existing underground structures, pipes and cables, services, known contaminants and archaeological 
constraints; 

— environmental restrictions. 

5.6.2 Equipment 

Excavation under water can either be performed from dry land or from a barge or from a jack-up 
platform. 

When performed from land it is especially important to make sure that the reach of the equipment is 
sufficient taking into account the water depth, the excavation depth and the slope of the 
excavation/embankment in order to be able to work in a safe manner. For this case, it is very important 
to be aware of the stability of the embankment/excavation slope during excavation execution of the 
works. Temporary stability is as important as permanent stability. 

Where large boulders might be found, it is important that the equipment is adequate to handle even the 
largest boulders. Very large boulders might be blasted. 
NOTE Normally, excavation is executed by backacter excavator or by wire operated grab/dredger. 

5.6.3 Tolerance requirement 

The slope of the excavation and tolerances in level shall be in accordance with the design. 

Special requirements in areas for ship traffic shall be specified. 
5.6.4 Underwater blasting 

When the ground (soil or rock) is too solid to be loosened and excavated by mechanical equipment, 
blasting may be performed. 

The rock shall be cleaned from loose material before blasting. Design considerations for the blasting shall 
be based on bedrock mapping, and the blasting plan, drilling and blasting agent shall be adapted to the 
site conditions. 
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NOTE Restrictions, when relevant, may be: 

— environmental requirements (blasting shock restrictions, distance to fish farms, etc., noise restrictions); 

— type of blasting, requirements to contour blasting, and tolerance for contour; 

— procedures for blasting in sections, load; 

— creation of benching by blasting for embankment on slope under water. 

5.6.5 Supervision and monitoring 

Excavation and underwater blasting should be monitored to provide information for control of the work 
and for adjusting the process if necessary. 
NOTE As an example for excavation, monitoring can concern: 

— the quantity; 

— the type and grading of excavated material; 

— the bathymetry. 

5.6.6 Environmental protection 

Environmental damage can be caused by noise, vibration, dust, soil particles in the water and shock 
waves. Where required, measures shall be taken in order to limit or avoid such adverse effects. 
NOTE Relevant methods for controlling soil particles in the water are: 

— silt curtain; 

— biological environment assessment; 

— turbidity measurements. 

6 Transportation 

6.1 General 

The primary objective of the transportation (the movement of the excavated materials from the cuttings 
to the fill areas) during the construction phase of an earthwork project is to minimize the distances that 
the materials are transported whilst ensuring that the project requirements are satisfied. 

The execution of transportation is directly linked to the soil type and its trafficability characteristics. All 
parties should be aware of the different parameters involved in order to anticipate specific technical 
options leading to extra cost (e.g. construction of a haul route, highlight of low productivity, protection of 
permanent works, dust reduction and the like). 

Transportation can be undertaken within the earthwork footprint, on a haul road, on the embankment 
or cutting under construction, on the capping layer or on the subgrade. Transportation can also be 
undertaken on haul routes alongside the earthwork footprint, as well as on public roads. When 
transporting on public roads, only permitted equipment shall be used. Each of these cases will require 
appropriate pre planning and organization. 

Four main factors should be considered for the choice of the equipment to optimise the efficiency of 
transportation: 

— the transportation distance between the places of excavation and the spreading area; 
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— the nature, the size and the condition of the excavated material; 

— the quantity to be moved; 

— the configuration of the transportation route (slope, rolling resistance, bearing capacity, etc.). 

Additional factors that can be important in some cases are: 

— the local climate and the anticipated weather during the construction; 

— hourly or daily productivity required to meet a programme; 

— permanent works or existing conditions (structures, pipe, existing road; overhead utilities) which 
can lead to load or size reduction; 

— protection of environment; 

— the selection of the type of loading equipment. 

The type of equipment shall be selected considering the factors described above, i.e. loading equipment 
type, hauled volumes, bearing capacity and distance of transportation. Main equipment are presented 
in Annex D. 
NOTE The relationship between fixed elements of earthworks cycle (load and tip) and variable elements (haul 
and return) determines the relative efficiency of equipment types over varying haul distances. 

Longer hauls are better suited to equipment with high haulage speeds and comparatively longer fixed 
times whereas shorter hauls are better suited to equipment with slower haulage speeds and 
comparatively shorter fixed elements. For example, in some very specific cases, bulldozers (which have 
very slow haul speeds) are used for hauling over very short distance particularly in circumstances where 
the soil has a very low bearing capacity. 

Efficient operation of machinery is also linked to criteria such as heat and cold, altitude, dust, rain and 
humidity which will affect the mechanical efficiency of the transportation equipment. 

If the project requires high productivity and is closed to all other traffic, it is preferable to use heavy duty 
construction equipment. 

6.2 Bulk earthworks 

6.2.1 General 

An effective water management system is required to control water run-off and to avoid water content 
increase for water sensitive soils. 
NOTE On fill a minimum gradient on the cross section is required to allow water run-off (e.g. 2,5 % to 4 % for 
linear infrastructure). 

When soil exhibits a very low bearing capacity, or when a high productivity is required, temporary haul 
roads may be necessary. These temporary roads can be located in cut or both in cut and in fill. These 
roads can be made of granular material or treated soil. The location of these temporary roads changes 
with the earthwork progress, wherever possible making use of the same material. 

Thus, for bulk earthworks, assessment of the trafficability on existing soil is a very important parameter 
to choose the best earthmoving equipment with respect to production and trafficability and anticipating 
productivity and the need of temporary roads. 

Loading and unloading areas can exhibit a low bearing capacity if material is wet, leading to low 
productivity. 
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For weak or water sensitive soils, a preliminary assessment of the trafficability should be done. 

It can be based, for example, on test results such as the CBR index, the IPI index, the Moisture Condition 
Value, the undrained strength or water content/plasticity relationship. 
6.2.2 Transportation on subgrade or capping layer 

If bulk transportation on the subgrade or capping layer is planned (e.g. from a cut to fills) the volume to 
be hauled and forecasted type of equipment has to be considered carefully in the design of the subgrade 
or the capping layer. Indeed, load can be much greater than the one considered for the long term 
pavement design. 

When the capping layer is made of stabilized material requiring a curing period, the subgrade shall be 
kept free of traffic during the curing period to avoid damaging the subgrade. The capping layer should be 
designed to support the transportation of the subbase materials. 

Moreover, some materials can exhibit degradation under trafficking during periods of rainfall or 
following periods of rainfall. This is usual for limestone and some weak rocks and can be assessed, for 
example, by means of Micro Deval under water test. 

The result under heavy duty trafficking can be a reduction of several centimetres, on the platform 
elevation. In this case, consideration shall be given to the protection of the top of the platform, for 
example: 

— hauling over the platform and then repairing prior to final grading; 

— leaving a protective layer of material in place above final cut levels or overfilling by a similar amount 
on fills. 

6.2.3 Haul road 

In some circumstances, a dedicated, constructed haul road might be required. In general, this route is 
located within the platform of earthworks but, if space permits, consideration should be given to 
constructing the haul road adjacent to the platform. 

As failure of this haul road might significantly disrupt the earthmoving process, the design and 
construction should be substantially adequate in considering the volume of traffic it has to sustain. 
Maintenance of the haul road, e.g. routine grading and patching, should be carried out before 
deterioration results in structural failure. Deterioration is normally evidenced by rutting, which if left 
unattended, will result in un-trafficable conditions and ultimately failure of the haul road. 

The layout of the haul route shall allow machinery to circulate in the best operating conditions and 
offering maximum safety. If the site geography permits, consideration should be given to establishing 
one–way (single direction) haul roads to separate loaded and empty traffic. 

Good practice is: 

— gradient less than 10 %; 

— a downhill safety berm for hilly or mountainous areas; 

— width from 4 m to 16 m depending on the size of equipment and the direction of movement; 

— radius of horizontal curves sufficient for the intended equipment deployment; 

— the haul route shall be established with road signs indicating in particular; 

— speed limits; 

— sharp bends, traffic prohibitions; 
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— intersections with roads and walkways; 

— singular points and dangerous obstacles (bridges, overhead cables, etc.). These should be 
accompanied by physical segregation barriers; 

— segregation of earthmoving equipment from other site traffic and pedestrians; 

— watering to avoid dust (environmental and safety issues). 

Failure of the haul road is more likely to occur where the density of site traffic is the highest. For this 
reason, haul roads should be kept as wide as possible and the site traffic should be evenly distributed 
over their full width. Where site constraints dictate that narrow corridors shall be used, consideration 
should be given to the strengthening of haul roads by soils treatment or surfacing with unbound stone. 
In all cases, haul roads should not be constructed at a level or location where they may damage either 
the in situ (in cuttings) sub-grade or constructed (on embankments) sub-grade. 

6.3 Material type and bulk transportation 

6.3.1 General 

As described above, transportation on the natural soil is dependent upon the material nature and 
condition. 

All relevant information concerning the material shall be made available in order to choose the most 
suitable earthmoving equipment. 

The following factors have to be considered: 

— low trafficability of wet, water sensitive material; 

— rapid reduction of trafficability during rain for low plasticity fine soil; 

— slippery surface during rain for fine material; 

— presence of sharp blocks (e.g. silex) which have the potential to damage the tyres of transportation 
equipment; 

— plastic material which can be stick to the body of the transportation equipment, reducing 
productivity. 

As trafficability is usually the key factor for bulk transportation, sufficient information shall be available 
with which to assess the trafficability of the material. It can include some of the following test results: 
CBR index, IPI index, moisture condition value or other relevant parameter. An exception is chalk, which 
is characterized by its natural water content and in situ dry density. 

As already stated, the higher the material permeability for water sensitive material the quicker the drop 
of trafficability with water content. With some material made of silt, the trafficability can be poor even 
with natural water content close to the Proctor optimum. 

Typical values allowed by National practices are given in Annex D. 
6.3.2 Dust 

Dust generated by transportation can be an environmental issue but it is always a safety issue as it 
reduces sharply visibility at site. 

Under dry climates or during dry seasons, transportation produces dust. Dust can be reduced if fines are 
removed, e.g. by a grader. 
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The best option to control dust is using a water sprayer. Under heavy duty and with some materials, 
spraying shall be frequent leading to high volumes of water that can lead to environmental impact in 
regions of low water supply. 

The amount of water used for dust suppression can be reduced by mixing the water with adequate 
additives. 

Other options can be considered to reduce dust production including: 

— soil treatment of the hauling platform; 

— surface dressing with bitumen and stone chippings; 

— layer of granular material; 

— sheeting/covering of dump trucks and road lorries. 

6.3.3 Protection of existing structures and buried utilities 

Existing structures and structures constructed as part of the works, which may be crossed during 
transportation, usually comprise: 

— buried utilities or pipes. If it is not diverted before the construction, it can be protected either by a 
concrete slab or a small embankment; 

— overhead utilities should be protected by demarcated safe crossing points; 

— existing roads, where crossed by the haul road, should be protected by the installation of concrete 
pads at traffic-signal controlled crossing points; 

— structures: when the structure is part of the construction, it should be designed to support the 
transportation load. In this case, a layer of gravel is commonly placed above a sheet to act as a 
temporary protection layer; 

— partially or fully completed earth platforms which shall not be degraded by construction traffic. 

Existing structures shall be assessed during their design to suit maximum load and equipment size. 

6.4 Road lorries 

Road lorries are commonly used for long distance hauling on adapted haul roads or public roads. 

They can be used for on-site transportation, generally only on good bearing capacity materials such as 
granular material or stabilized soils. 

If road lorries are used for transportation on public roads from or to an earthworks construction site, the 
earthworks practitioner shall define: 

— permitted haul route(s) and times in the area (after discussion with local authorities). Condition of 
use of public roads shall be clearly defined before the beginning of the construction; 

— preliminary works on public road to ensure safety and avoid road failure; 

— road signs to ensure safety at junctions with the earthwork site; 

— technical options to avoid mud or dust on the public road (provide bitumen surface to haul road on 
approach to the public road , tires washing, etc.); 

— requirements for cleaning public roads. 
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6.5 Alternative transport methods 

6.5.1 General 

When transporting large volumes of material over long distances, or where environmental 
considerations dictate, the use of rail or water transport should be considered. 

In these situations it will be often necessary to make use of transfer platform, with a stockpile area and 
dedicated loading and unloading equipment. 

Appropriate pre-planning is necessary to ensure that sufficient land is available for these facilities. 

In particular circumstances, transport by conveyor may provide an alternative means of transport. 
6.5.2 Transport on water 

Barges can be used to transport material on water. They can be of a hopper or flattop type and either self-
propelled or towed by tugboats 

The equipment shall be adapted to the water depth and tide. 

Consideration shall be given to transport restrictions or obstacles such as locks or bridges. 
6.5.3 Transport on train 

Transport by train is often considered for long distance transportation involving large quantities of 
material or where local facilities exist and/or environmental considerations dictate. It can require the 
use of trains of up to 1 500 t capacity comprising special open-topped wagons (typically 50 t capacity) 
pulled by locomotives and will usually require the establishment of extensive temporary railheads at the 
loading and unloading points. The railheads shall include sidings to allow to load and unload without 
obstruction to the main-lines and connections between the sidings and the main-lines as well as sufficient 
areas for stockpiling of the transported materials. 

The use of rail transport requires detailed planning in order to secure the necessary consents and permits 
from the rail authorities, often some time in advance of the construction works themselves. 
NOTE The magnitude and complexity of these temporary facilities often makes rail transport uneconomic 
other than for very large quantities or long distances. Loading and unloading is most often undertaken by grab-
equipped excavators from/to stockpile for subsequent transport around the site (and from the site to the loading 
stockpile) by dumptrucks or scrapers. In some cases, the use of overhead gantry craneage or self-unloading wagons 
may be viable. 

6.6 Transportation of materials arising from tunnelling 

Excavated materials arising from tunnelling present particular challenges for the earthworks practitioner 
once they have been delivered to the surface by the tunnelling practitioner. This section considers these 
challenges. 

The state of the excavated material arising from tunnelling will depend upon the soil or rock type and 
also the tunnelling and underground transportation method employed. In essence there are three 
methods of tunnel excavation: 

— conventional excavation (roadheaders, face shovels, 360 excavators etc.); 

— blasting; 

— tunnel boring machine (TBM). 
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The most problematic material is likely to be that derived from a TBM and it is only this type of spoil that 
is discussed here, as material arising from the other two methods is likely to exhibit similar 
characteristics as if it had been excavated from a cutting. TBMs have the effect of crushing the soil or rock 
during the excavation process such that its inherent grading and characteristics are changed considerably 
from its natural state. It is common for such tunnelling methods to be associated with transportation 
underground by long distance conveyor. This transportation method can also cause the characteristics of 
the soil to change. 

In order to aid underground excavation and transportation, water and / or proprietary additives such as 
plasticisers or other spoil conditioning agents are often added to the soil as part of the tunnelling activity. 
These, coupled with the changes to the excavated material state caused by the excavation and 
transportation factors described above, often result in a soil that is largely structure-less, and of elevated 
water content due to the addition of plasticisers, once it arrives at the surface. 

In extreme circumstances the tunnel spoil may be little more than a slurry or mousse. It may be possible 
through early pre-planning and laboratory testing to agree a spoil conditioning regime to provide better 
quality material. However, often circumstances arising during tunnelling will dictate conditioning 
requirements and the earthworks practitioner will have to deal with the resultant spoil in the best 
possible way. 

Surface earthworks commence with the loading of the excavated material to transport equipment from 
the interim receptor stockpile where the excavated material has been deposited by the tunnelling 
practitioner, often using radial stackers located at the terminus of the conveyor at the tunnel portals or 
at intermediate shaft locations. Loading of the excavated material from the interim receptor stockpile, 
which will normally be of a limited size due to the reach of the conveyor, shall be undertaken at a sufficient 
rate to ensure that void capacity is always available in the stockpile to enable the planned rate of tunnel 
excavation to be met. 

Depending on the state of the excavated material in the receptor stockpile, it may well require adjacent 
treatment prior to transportation. This treatment will be aimed at lowering the water content of the 
material to render it suitable for transportation and subsequent reuse. As the volumes of excavated 
material are often large and the receptor sites are fixed locations, the treatment can utilize semi-
permanent, static, proprietary equipment and facilities comprising belt presses, centrifuges and the like. 
Otherwise, the treatment will comprise conventional soils treatment using mobile soils mixers adding 
lime or cement or similar binder to the soil. 

The transportation of the tunnel arisings where they are in a very high water content state can also be 
undertaken by hydraulic means, i.e. by pumping through pipelines to the deposition site. In this case, the 
use of seepage (or tailings) dams could be considered in place of mechanical or chemical treatment at the 
deposition site. 

Certain spoil conditioning agents have a limited life span and some improvement in the tunnel spoil may 
be obtained by stockpiling the material and allowing it to re-condition. Laboratory or site trials will assist 
in evaluating this option. 

Tunnelling sites are commonly located in urban areas and are usually remote from the permanent 
deposition site for the excavated material. Transport will usually therefore be by road, rail or water (lorry, 
train or barge/ship) and the rate of transport shall be sufficient to meet the rate of tunnelling. The mode 
of transport shall be capable of handling the excavated materials, but pre-treatment at the surface site 
will aid this choice. 

It is preferential to identify beneficial reuses for the excavated material at the deposition site. Examples 
include ecological habitat creation, remediation of contaminated/despoiled land, construction of 
development platforms or construction of platforms for proposed infrastructure. 
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7 Filling and compaction 

7.1 Groups of material 

The materials to be used in filling are generally local materials obtained from the excavations carried out 
on site and from the borrow pits. 

Classification of materials is presented in EN 16907-2. Considering the behaviour of materials in fills, 
these classes can be grouped within larger groups. 

The material is the factor that has the largest influence on the selection of the method of spreading and 
compaction. Three main categories are considered, which can be subdivided in groups encompassing 
classes of EN 16907-2, “Classification”: 

— Fine and intermediate soils: These materials are water sensitive and their behaviour changes with 
the water content The different states are normal, dry and wet. Refer to informative Annex B, B.2, for 
further definition of these states. This soil group symbols according to the classification in EN 16907-
2 are I and F. 

— Granular materials which can be divided into: 

— very coarse soils (soil group symbols VC1 and VC2); 

— well graded materials encompassing widely graded gravelly coarse soils (gravels and sands – 
Soil group symbols G1 and S1) and composite soils with an uniformity coefficient over 6 from 
the classification given in EN 16907-2 (Soil group symbols G3 and S3); 

— Uniform materials, encompassing narrow graded gravelly coarse soils (Soil group symbol G2 
and S2) and composite soils with an uniformity coefficient (Soil group symbol G4 and S4) 
below 6 from the classification given in EN 16907-2 (note that a uniformity coefficient of 
between 10 and 15 is often used in earthworks specifications as described in B.3.4); 

— gap graded materials; 

NOTE Informative Annex B shows and develops the definition for these material groups and proposes a 
methodology and advices in order to use each group of material in embankments. 

— Rocks, which can be divided according to their behaviour after excavation and according to 
EN 16907-2 into: 

— high and extremely high strength rocks - Symbols R1, R2 and R3; 

— evolutive or degradable rocks – Symbols R4Cld (clay rocks) and R4 Xxd; 

— other intermediate strength rocks; Other symbol R4; 

— low strength rocks: Symbol R5; 

— Chalk : Symbol CH 

This chapter does not cover dredged materials and mineral wastes that are studied in EN 16907-6 
and EN 16907-7 and soils with more than 6 % organic content. 
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7.2 Compaction specifications 

The procedure for the compaction should be defined before the construction commences. It should refer 
to a method specification, an end product specification or a performance specification. 

In all cases, the materials and procedure used shall allow to meet the following basic conditions: 

— construction under acceptable conditions; 

— satisfactory stability of earth-structures; 

— acceptable short-term and long-term deformation for the conditions defined in the design. 

There are three different methodologies to define the compaction specifications: 

— method specification: compaction method specifications are based on experience with local materials 
and weather conditions and technical guides; 

— end product specification: list a series of criteria that have to be achieved upon completion of the 
layers during the construction; 

— performance specification: is expressed in terms of the required serviceability limit state. 

These methodologies are defined in EN 16907-1. 

7.3 Preparation of fill area 

In general, trees and bushes shall be cut down and removed from the fill area together with stumps ahead 
of the construction works. The top soil shall be removed and stored in a way to facilitate reuse. 

As a general rule, the stripping will be carried out at the start of earthworks. However, in very soft or 
marshy areas, the removal of the layer of topsoil may be inappropriate as it may form a stronger and less 
deformable crust than the subsoil. In these cases and in all those cases, in which keeping this layer is 
beneficial, they shall not be removed. 

Furthermore, design may dispense with the removal of the topsoil layer, if settlements, particularly the 
deferred settlements, are minor compared to the total settlement of the fill and provided that its presence 
does not pose any risk of instability. 
NOTE For fill on compressible and low-strength soil, particularly in the case of organic soil or in marshy areas, 
the vegetation may help to support the earth-moving machinery and facilitate the compacting operations of the 
initial layers. 

After the land clearance, the natural ground shall be excavated and removed to the extent and depth 
specified in the design. 

Once the elevation of the ground on which the earth fill will ultimately be supported has been reached, if 
required by design, the land should be scarified to the specified depth and compacted, provided that these 
operations do not worsen the quality of the natural supporting ground. Scarification involves breaking 
up the ground surface, separating it from the underlying layer by means of such equipment as tines, 
harrows or scarifiers, and subsequently compacting it in order to homogenize the supporting surface and 
give to it the specified characteristics in accordance with its place in the work. In sloping terrain, the toe 
of the fill slope and the initial terrain surface shall be formed to secure the stability of the fill. 

On sloping or side-long ground, benching (the excavation of steps) into the ground surface may be 
required prior to filling according to the principles in the Figure 1 below. The limit inclination can be 
different depending on the local practice (e.g from 15 % to 33 % or 1V/3H). The berms thus created shall 
be supported on sufficiently firm ground. Their width and gradient shall be such that the machinery can 
easily work on them. 
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Key 

1 existing ground 
2 bench height variable 
3 bench width variable 
4 height of fill 

Figure 1 — Benching for embankment on sloping ground 

NOTE Height of berms could range between 0,3 m and 1 m. 

Where the earth fill shall be constructed on land containing surface water, the water shall be conducted 
away from the construction area, before the work commences, using structures which may be regarded 
as accessory and which shall be constructed according to the provisions for this type of structure in the 
Design. 

Where indicated in the Design, layers of coarse granular material or geotextile sheets shall be spread 
which allow or facilitate the application of the first layers of fill. 

In general and particularly on hillsides where in the short and long term the presence of water is 
anticipated in the area of contact between the land and the earth fill, the necessary structures shall be 
constructed, as indicated in the Design, to keep this area drained. 

7.4 Spreading 

7.4.1 General 

Once the supporting surface for the earth fill has been prepared, the layer shall be constructed using the 
specified material which shall be spread in successive layers of uniform thickness across the full width of 
the embankment and essentially sub-parallel to the final subgrade. 

The main aim for the spreading is to get an even layer with the designed thickness. The layer thickness 
can be limited by the compaction procedure depending on material type and compaction equipment. The 
method of spreading should also minimize segregation and even increase the homogenization of the 
composition of the material. 

To minimize segregation of rock fill and coarse granular material, good practice is to unload material 
some meters from the front and shove it from there as presented on Figure 2 (geotextile is not always 
needed). 
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Key 

1 geotextile (optional) 
2 spreading 

Figure 2 — Good practice for spreading of rock and coarse granular fill 

When material is not susceptible to separation, it is possible for the material to be deposited at the front 
edge of the fill layer for subsequent spreading by a dozer. 

To get even composition of the embankment when the composition of the fill material varies, it should be 
spread in layers parallel to the surface of the construction. 

The spreading shall be planned and carried out to avoid segregation of materials in each layer and, if this 
not the case, uniformity shall be achieved by duly mixing these materials, using appropriate machinery 
for this purpose. In general, with end product specification, no layer should be spread until it has been 
checked that the underlying surface complies with the specified requirements. 

During the execution of the work, the surface of the layers shall have the necessary transverse gradient, 
generally around four per cent when possible, to ensure the evacuation of water without danger of 
erosion and to prevent ponding. In all cases in which major erosion of the outer surface of the fill is 
anticipated, earth bund shall be constructed at the edges of the layers which, aided by the corresponding 
longitudinal profile, shall take the water away to ditches arranged to control the runoff water. 

A working method shall be adopted to ensure that the compaction requirements are met across the full 
cross section of the finished earthworks. 
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7.4.2 Compaction of embankment edges 

The following methods can be used to compact the edges of the embankment: 

1. The excess embankment method 

Implementation of an extra width means that the compactor is not obliged to approach the edge of the 
embankment (see Figure 3). 

The extra width of materials added to the embankment is around 1 m beyond the final gauge, which 
means that about 0,60 m of extra material has to be removed subsequently on the slope for a gradient 
of 3/2. 

2. Use of a reverse gradient (transverse W profile) 

This method involves the creation of a reverse gradient on the edge of the embankment which is the 
width of the leveler blade. The gradient is around 4 %. 

The reverse gradient is not enough in itself to allow the compactor to compact the ground up to the edge 
of the embankment, and so a small extra width is usually required to ensured compaction and safety. This 
commonly comprises a thickness of 0,30 m of material to be removed from the slope. 

The advantage of this method is that it minimizes runoff erosion on the slope. 

The main disadvantage of this method is drainage, which shall always be arranged in the case of gentle 
longitudinal gradients to prevent any risk of water penetrating the embankment. At the end of the day, 
the embankment will be shaped to direct water down to temporary drainage channels that are provided 
as the earthworks progress. 
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