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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 17022:2018.

The UK participation in its preparation was entrusted to Technical
Committee CW/1, Safety of child use and child care products.

BSI, as a member of CEN, is obliged to publish EN 17022:2018 as a

British Standard. However, attention is drawn to the fact that during the
development of this European Standard, the UK committee voted against
its approval as a European Standard.

The UK committee voted negatively due to concerns that the standard
does not adequately address what the committee considers to be its most
significant hazard, which is that a bathing aid’s suction cups have the
potential to become detached from the bath tub. This could cause a child
to fall into the bath water, increasing the risk of drowning.

It is also the UK committee’s opinion that the standard does not take
account of different types of materials - for example, individual bath
tubs could have different surfaces within them (including non-slip
surface irregularities), which may render them completely unsuitable
for the use of bathing aids with suction cups. Furthermore, the UK
committee believes that the standard does not take account of variations
related to shapes of bath tubs, i.e. differences in curvature.

The UK committee is therefore concerned that bathing aids standardized
to the requirements of BS EN 17022:2018 may convey a level of safety to
consumers that does not exist in practice.

The UK committee recommends that users bear these issues in mind
when applying this standard.

Alist of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2018
Published by BSI Standards Limited 2018

ISBN 978 0 580 94194 8
ICS 97.190

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 December 2018.

Amendments/corrigenda issued since publication
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European foreword

This document (EN 17022:2018) has been prepared by Technical Committee CEN/TC 252, “Child care
articles”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by May 2019, and conflicting national standards shall be
withdrawn at the latest by May 2019.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under Mandate M/464 given to CEN by the European Commission
and the European Free Trade Association.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.
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1 Scope

This document specifies safety requirements and test methods for standalone bathing aids intended to
be used in a bath tub.

This European Standard does not cover bathing aids designed for children with special needs.

Bathing aids that are intended to be used only in conjunction with a child’s bath tub are not covered by
this standard.

NOTE1 Non-standalone bathing aids that are intended to be used only in conjunction with a child’s bath tub
are covered in EN 17072:2018, Child care articles - Bath tubs, stands and non-standalone bathing aids — Safety
requirements and test methods.

NOTE 2  Where the product has several functions or can be converted into another function it is due to comply
with relevant standard(s).

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 71-3, Safety of toys — Part 3: Migration of certain elements

SO 7619-1|, Rubber, vulcanized or thermoplastic — Determination of indentation hardness — Part 1:
Durometer method (Shore hardness)

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at http: //www.electropedia.org/

— ISO Online browsing platform: available at http://www.iso.org/obp

3.1

standalone bathing aid

product, that does not provide containment of water by itself and that does not require a child’s bath
tub to stand

Note 1 to entry:  Figure 1a) shows an example of a standalone bathing aid; Figure 1b) shows an example of a
non-standalone bathing aid.
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A
1a) examples of standalone bathing aids

1b) example of a nonstandalone bathing aid

Key
A standalone bath cradle
B standalone bath seat
C non-standalone bathing aid
D child’s bath tub

Figure 1 — Examples of standalone and non-standalone bathing aids

3.1.1
bath cradle
standalone bathing aid designed to keep a child in a reclined position during bathing

Note 1 to entry: These products are intended for use from birth and until the child is able to sit upright
unassisted.

3.1.2
bath seat
standalone bathing aid designed to keep a child in a seated position during bathing

Note 1 to entry:  These products are intended for use with a child who is able to sit upright unassisted and until
the child begins pulling up to a standing position.
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3.2
attachment device
device to secure the product to the bath tub

EXAMPLE Suction cup.

4 Testequipment
4.1 Test probes for finger entrapment
4.1.1 Test probes with hemispherical end

Probes made from plastic or other hard, smooth material of diameters (790 1) mm and (1250»1) mm

with a full hemispherical end that can be mounted on a force-measuring device, see Figure 2.
Mesh probe made from plastic or other hard, smooth material as shown in Figure 3.

Dimensions in millimetres

1
Re $
<
)§
10 %
Key
Probe type 7 mm probe 12 mm probe
Di ter A 0 0,1
iameter 12*0

0,1
Radius RB half of diameter A half of diameter A
1 Line scribed around circumference showing depth of penetration

Figure 2 — Test probes with hemispherical end

Dimensions in millimetres

A

<
Q

Y

Key
Probe type  Mesh probe

Diameter A 0
7—0.,1

Diameter B 0
5, 67071

Radius RB  half of diameter B

Figure 3 — Test probe for mesh
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4.1.2 Shape assessment probe

Probe made from plastics or other hard, smooth material with the dimensions shown in Figure 4.

Dimensions in millimetres

LN ‘
VA ° _
A %
LON
@®°
Sd
m,”\ = D
B C
Key
A frontview
B topview
C side view
D 3D view

Figure 4 — Shape assessment probe

4.2 Test masses

4.2.1 Test mass A

A rigid cylinder (160 £ 5) mm in diameter and (300 * 5) mm in height, having a mass of 9 kg and with
its centre of gravity in the centre of the cylinder. All edges shall have a radius of (5 * 1) mm. Two
anchorage points shall be provided. These shall be positioned (150 * 2,5) mm from the base and at 180°
to each other around the circumference (Figure 5).
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Dimensions in millimetres

3005
R

Key
1 radius: (5+1) mm

2 anchorage points

Figure 5 — Test mass A

4.2.2 Test mass B

A rigid cylinder (200 £ 5) mm in diameter and (300 + 5) mm in height, having a mass of 15 kg and with
its centre of gravity in the centre of the cylinder. All edges shall have a radius of (5 * 1) mm. Two
anchorage points shall be provided. These shall be positioned (150 * 2,5) mm from the base and at 180°
to each other around the circumference (Figure 6).
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Dimensions in millimetres

30045
]

Key
1 radius: (5+1) mm
2 two anchorage points

Figure 6 — Test mass B
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4.3 Small parts cylinder

Cylinder for the assessment of small components, having dimensions in accordance with Figure 7.

Dimension in millimetres

+0,1
0

25,4

+0,1

57,1 o

Figure 7 — Small parts cylinder

4.4 Feeler gauge

Gauge with a thickness of (0,4 + 0,02) mm and an insertion edge radius of (3 * 0,5) mm (Figure 8).

Dimensions in millimetres

0,40,02

Figure 8 — Feeler gauge

4.5 Test glass surface

A rigid plane covered with uncoated tempered float glass that has a smooth surface and thickness of
6 mm.

4.6 Test surface for drop test

A 4 mm thick steel plate with a 2 mm thick rubber mat, with hardness (75 * 10) Shore A according to
SO 7619-1|, and which is placed on a non-flexible horizontal surface.
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4.7 Test bar
Square aluminium tube with sides 16 mm =1 mm, thickness 1,30 mm* 0,5mm and length
500 mm * 5 mm.

4.8 Leg opening probe
Arigid cylinder made of a hard smooth material, (90f3) mm in diameter and (200 = 1) mm in length.

5 General requirements
5.1 Product conditioning
Products containing vulcanized rubber and thermoplastic elastomer parts (but not silicone parts) shall

be artificially aged for seven days in an aerated drying cabinet at a temperature of (70 * 2) °C.

All products shall be conditioned for at least 40 h, in a standard atmosphere at a temperature of
(23 % 2) °C and relative humidity of (50 £ 5) %.

5.2 Test conditions

The tests shall be carried out at a temperature of (23 + 5) °C.

The tests are designed to be applied to a product that is fully assembled according to the manufacturer’s
instructions and ready for use.

If the instructions allow for different adjustments or configurations of components, the most onerous
combination shall be used for each test, unless otherwise specified in the test method.

Unless otherwise specified in the test method, all tests shall be carried out in dry condition (i.e. product
and test surfaces not wet).

5.3 Application of forces

The forces in the static load tests shall be applied sufficiently slowly to ensure that negligible dynamic
force is applied.

5.4 Tolerances

Unless otherwise stated, the following tolerances apply:

— Forces: +5 9% of the nominal force;
— Masses: +0,5 % of the nominal mass;
— Dimensions: +1,0 mm;

— Angles: +2°;

— Positioning of loading pads: +5 mm;

— Duration of forces: +1s.

The tests are described in terms of the application of forces. Masses can however be used: 1 kg mass
may be used for 10 N force.

Unless otherwise specified, the test forces may be applied by any suitable device which does not
adversely affect the results.
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5.5 Order of test

Unless otherwise stated, the requirements of Clause 7 shall be assessed on the same product in the
order listed in this standard.

6 Chemical hazards (see A.2) - Migration of certain elements

The migration of elements from materials on exterior surfaces shall not exceed the limits listed below:

Element mg/kg
Aluminium 70 000
Antimony 560
Arsenic 47
Barium 18 750
Boron 15000
Cadmium 17

Chromium (III) 460
Chromium (VI) 0,2

Cobalt 130
Copper 7700
Lead 23
Manganese 15000
Mercury 94
Nickel 930
Selenium 460
Strontium 56 000
Tin 180 000
Organic tin 12
Zinc 46 000

When testing is performed, the method described in shall be used.

A separate sample may be used for these tests.

7 Mechanical hazards (see A.4)
7.1 Protective function
7.1.1 Requirements for bath cradles

Bath cradles shall have a distance H > 50 mm measured in accordance with 7.1.2.
Bath cradles shall have a length not less than 380 mm measured in accordance with 7.1.2.
No harness shall be provided as a child restraint system.

Inflatable bath cradles are not allowed.
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