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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 17066-1:2019.

The UK participation in its preparation was entrusted to Technical
Committee TW/1, Freight containers and swap bodies.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2019
Published by BSI Standards Limited 2019

ISBN 978 0 580 95740 6
ICS 55.180.10; 27.200

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 July 2019.

Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 17066-1:2019


http://www.avadocuments.com/doc/bs-en-17066-1-2019
http://www.avadocuments.com/doc/bs-en-17066-1-2019

EUROPEAN STANDARD EN 17066-1
NORME EUROPEENNE
EUROPAISCHE NORM July 2019

ICS 27.200; 55.180.10

English Version

Insulated means of transport for temperature sensitive
goods - Requirements and testing - Part 1: Container
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This European Standard was approved by CEN on 19 May 2019.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
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Centre has the same status as the official versions.
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Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
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European foreword

This document (EN 17066-1:2019) has been prepared by Technical Committee CEN/TC 413 “Insulated
means of transport for temperature sensitive goods with or without cooling and/or heating device”, the
secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by January 2020, and conflicting national standards shall
be withdrawn at the latest by January 2020.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

The European Standard EN 17066, Insulated means of transport for temperature sensitive goods —
Requirements and testing, consist of the following parts:

— Part 1: Container;
— Part 2: Equipment?;
— Part 3: Small containers?.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

1 Under preparation.
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1 Scope

This document applies to all thermally insulated means of transport, including: trucks, trailers, tanks,
vans, wagons, containers for land transport, small containers, packaging. It is related to every type of
insulation. If certain temperatures are due to be maintained independently of external conditions, the
above means of transport could be additionally provided with a cooling and/or heating device.

This document specifies the terminology, the requirements for thermal insulation, air tightness, test
provisions, dimensioning of containers with and without cooling and/or heating device.

This document also specifies the test provisions for new and in service equipment(s).

This document specifies the terminology, the requirements for thermal insulation, air tightness, test
provisions for K-value. This document does not specify further land transport requirements with regard
to dimensions, weights, etc. This document does not cover safety requirements. This document does not
specify special requirements for sea containers covered by .

2 Normative references

There are no normative references in this document.

3 Terms, definitions, symbols and uncertainties
3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at http://www.electropedia.org/

— ISO Online browsing platform: available at http://www.iso.org/obp

3.1.1 General

3.1.1.1
goods
temperature-sensitive products to be transported within a defined temperature range

3.1.1.2

van

light commercial vehicle with integrated insulation for the transport of goods, of which the occupant
compartment and the load space are thermally separated from the driver's cabin

Note 1 to entry:  This is not applicable to vans with inserted insulated container fixed or removable.

3.1.1.3

container

insulated bodywork or vessel built for the carriage of the goods intended to be or not be equipped with
a cooling and/or heating device, including tanks, bodywork for trucks or trailers, swap bodies, railway
wagons, integrated insulation body work for vans, small containers
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3.1.1.4

small container

non-stationary reusable container with an internal volume inclusive for 0,02 < Vi < 2,00 m3 used for the
storage and the transport of the goods and equipped or not equipped with a cooling and/or heating
device

Note 1 to entry: A small container is built either as bodywork or from a completely moulded structure and can
be fitted optionally with wheels or fork lift pockets or lifting lugs or handles.

3.1.1.5

tank

road tank vehicle, rail tank, tank container or tank swap body, all being insulated, intended to transport
liquid or granulated or powdered goods

3.1.1.6

compartment

tight part of a container built for the carriage of the goods equipped or not with a cooling and/or
heating device

3.1.1.7

body kit

complete set of parts to build container, delivered in a non-assembled form, consisting of parts such as
side walls, roof, floor, wheel boxes, front end and rear end including closure type and/or door(s), as
well as their means of connection

3.1.1.8

insulation kit

set of shaped insulating panels specifically designed to cover the inside of a particular van model
delivered in a non-assembled form, consisting of parts such as side walls, roof, floor, wheel boxes if any,
front end and rear end, as well as their means of connection to build a container

3.1.19

covering

part of the insulation panel, which is the self-supporting material covering the internal and/or external
surface of the insulation panel

3.1.1.10
equipment
container equipped with a cooling and/or heating device

3.1.1.11
insulated packaging
material used to contain goods to protect them from temperature variation

3.1.2 Dimensions

3.1.21

load space

volume inside a container or a compartment available for loading the goods including any required
accessories (i.e. shelves, meat rails, etc.)
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3.1.2.2

inner volume

Vi

total inner volume, in m3, of a container or a compartment including load space and space for air
circulation

3.1.2.3
projected internal surface area of the container

5

surface area determined by taking into consideration the projected internal surface areas of specific
design features of the equipment or irregularities of its surface such as curves, corrugations, wheel
arches, etc.

3.1.24

projected external surface area of the container

Se

surface area determined by taking into consideration the projected external surface areas of specific
design features of the equipment or irregularities of its surface such as curves, corrugations, wheel

arches, etc.
3.1.2.5
mean surface area
Sm
geometrical mean of the projected internal surface area Sj and the projected external surface area S,
in m2
S, =+S; S, (1)

3.1.3 Temperatures and K-value

3.1.3.1

mean internal temperature

T

arithmetic mean of all the temperatures measured inside the container/packaging

Note 1 to entry:  The number and the position of the temperature sensors are defined are defined in Table 2.

3.1.3.2

mean external temperature

Te

arithmetic mean of all the temperatures measured outside the container/packaging

Note 1 to entry:  The number and the position of the temperature sensors are defined in Table 2.
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3.1.3.3

mean wall temperature

Tw

arithmetic mean of the mean external temperature T, and the mean internal temperature Tj

T, +T; o
Ty = - in °C (2)
3.1.3.4
temperature difference

AT
difference between the mean internal temperature Tj and the mean external temperature Tq

AT=T,-T, inK (3)

1 e

3.1.3.5
heat load

PyL
heating power delivered into the container by electrical heating elements and their fans during the
determination of the K-value

3.1.3.6
K-value
overall heat transfer coefficient K which is calculated using the following formula:

_ Py - 2
K = T in W/(m2-K) (4)

Pyl is the total heat load, required in the steady-state condition to maintain a constant
temperature difference AT, in W;

AT is the temperature difference between the mean external temperature T and the mean
internal temperature Tj of a container having a mean surface area Sy, in K;

Te  mean external temperature, in °C;

T; mean internal temperature, in °C;

Sm mean surface area, in m2

Note 1 to entry:  The overall heat transfer coefficient taking into account thermal losses through all outer
boundaries, thermal bridges and air leakage.

3.1.4 Testing
3.1.4.1

conditioned test room
room where the test conditions can be maintained at a constant level
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