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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 17289-3:2020.

The UK participation in its preparation was entrusted to Technical
Committee EH/2/2, Work place atmospheres.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

BSI, as a member of CEN, is obliged to publish EN 17289-3:2020 as a
British Standard. However, attention is drawn to the fact that during the
development of this European Standard, the UK committee voted against
its approval.

The UK committee submitted a negative vote because of concerns about
the standards for measuring a size-weighted fine fraction (SWFF) and
the size-weighted fine fraction of crystalline silica (SWFFCS) in bulk
material that were not adequately addressed in the final versions. These
concerns relate to important technical issues, such as: the particle

size of the bulk material to which these standards are applied; how an
accurate particle density is determined for complex situations; the use
of two different probability functions; and the magnitude of biases and
uncertainties for real samples.

Although the method may be useful for industry to compare materials,
some members of the UK committee expressed concern about the
proposal for self-classification and labelling of mineral substances and
mixtures to be based on the application of SWFFCS (https://safesilica.
eu/reach-classification-and-labelling/). Regulatory concerns and the
importance of measuring and reporting the total amount of crystalline
silica of the whole material to users are described in Foster R (2014)
(Ann. Occup. Hyg. 58, 6, 787-790 do0i:10.1093/annhyg/meu041).

The absence of any upper particle size limit for bulk materials (or a
detailed normative method for assessing coarser powders and products)
could lead to underestimation due to the cubic relationship of particle
mass with the radius.

There is also potential for comminution of a bulk material during its
handling and processing, increasing the fine fraction of particles.
Directive (EU) 2017/2398 of the European Parliament and of the

Council states that there is sufficient evidence of the carcinogenicity of
respirable crystalline silica (RCS) dust generated from work processes
and emphasizes the importance of following good practice (https://eur-
lex.europa.eu/eli/dir/2017/2398/0j). Guidance to support the effective
implementation of exposure limit values is available from www.nepsi.eu.
In the UK, RCS is regulated under the Control of Substances Hazardous to
Health Regulations (2002). The regulations and guidance are available at
www.hse.gov.uk/coshh.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2021
Published by BSI Standards Limited 2021
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BRITISH STANDARD

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 January 2021.

Amendments/corrigenda issued since publication

Date Text affected
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Characterization of bulk materials - Determination of a
size-weighted fine fraction and crystalline silica content -
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Caractérisation des matériaux en vrac - Détermination Charakterisierung von Schiittgiitern - Bestimmung
de la fraction fine pondérée par taille et de la teneur en einer grofdengewichteten Feinfraktion und des Anteils
silice cristalline - Partie 3 : Méthode par sédimentation an Kristallinem Quarz - Teil 3:

Sedimentationsverfahren

This European Standard was approved by CEN on 4 October 2020.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
United Kingdom.
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European foreword

This document (EN 17289-3:2020) has been prepared by Technical Committee CEN/TC 137
“Assessment of workplace exposure to chemical and biological agents”, the secretariat of which is held
by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by June 2021, and conflicting national standards shall be
withdrawn at the latest by June 2021.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.
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Introduction

A method was developed in the industrial minerals industry for the purpose of determining the “size-
weighted relevant fine fraction” within the bulk material. This document sets out the methods which
can be used to measure and calculate the fine fraction of the bulk material and the fine fraction of the
crystalline silica, in several types of bulk materials. This information provides additional information to
users for their risk assessment and to compare bulk materials. It has been used in the industry and by
institutes previously under the acronym SWeRF. EN 17289 (all parts) is based on that industrial
method and specifies the analytical methods to determine the difference between materials with coarse
quartz and fine quartz, e.g. sands versus flour.

As further activities with the material (intentional or otherwise) can change the particle size
distribution, the size-weighted fine fraction can also change. Therefore, the method reports (in terms of
the mass fraction in the bulk material in percent) both, the total crystalline silica (CS) and the estimated
size-weighted fine fraction of CS.

Conventions as specified in can be used as input for this document. However, the output of this
document is not related to the respirable fraction at the workplace and cannot be used to replace
workplace exposure measurements.

EN 17289 (all parts) specifies two procedures that can be used to estimate the size-weighted fine
fraction (SWFF) in bulk materials. It also specifies how the SWFF, once separated, can be further
analysed to measure the content of crystalline silica (SWFFCS). The method can be used for comparing
the fine fraction in different bulk samples. EN 17289 (all parts) uses the term fine fraction to indicate
that it does not analyse airborne particles, but it evaluates the proportion of particles in a bulk material
that, based on their particle size, have a potential to be respirable if they were to become airborne.

EN 17289 (all parts) also allows for the size-weighted fine fraction of crystalline silica (SWFFCS)
particles in bulk materials to be evaluated in terms of mass fraction in percent, if the fraction separated
is subsequently analysed by a suitable method.

In a comparison of similar bulk materials, in which the particle size distribution is the only variable, the
SWEFF can provide useful information to guide material selection. For example, leaving all other factors
aside, a bulk material with a lower SWFF value can pose less of a risk in terms of potential occupational
exposure. For the actual exposure at the workplace, the handling etc. of the material, will play a major
role.

Concentrations of respirable dust, or respirable crystalline silica (RCS), in the workplace air, resulting
from processing and handling of bulk materials, will depend on a wide variety of factors and these
concentrations cannot be estimated using SWFF or SWFFCS values. SWFF and SWFFCS values are not
intended for workplace exposure assessments as they have no direct relationship with occupational
exposure.

The evaluation of bulk materials using SWFF is complementary to determining the dustiness according

to [1].

The difference between EN 17289 (all parts) and is that SWFF quantifies the fine fraction in
a bulk material while dustiness quantifies the respirable, thoracic and inhalable dust made airborne
from the bulk material after a specific activity (dustiness characterizes the material with relation to the
workplace atmosphere when working with the bulk material).
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EN 17289 Characterization of bulk materials — Determination of a size-weighted fine fraction and
crystalline silica content consists of the following parts:

— Part 1: General information and choice of test methods;

— Part 2: Calculation method;

— Part 3: Sedimentation method.

NOTE This document is intended for use by laboratory experts who are familiar with FT-IR, XRD methods,

PSD measurements and other analytical procedures. It is not the intention of this document to provide instruction
in the fundamental analytical techniques.
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1 Scope

This document specifies the determination of the size-weighted fine fraction (SWFF) and the size-
weighted fine fraction of crystalline silica (SWFFCS) in bulk materials by means of a sedimentation
method using a liquid sedimentation technique.

The purpose of this document is to allow users to evaluate bulk materials with regard to their size-
weighted fine fraction and crystalline silica content.

NOTE For preparation of the sample and determination of crystalline silica by X-ray Powder Diffractometry
(XRD) or Fourier Transform Infrared Spectroscopy (FT-IR) see EN 17289-1.

Specific methods for the evaluation of SWFF for specific bulk materials are specified in several annexes.
This document is applicable for crystalline silica containing bulk materials which have been fully
investigated and validated for the evaluation of the size-weighted fine fraction and crystalline silica.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any amendments)
applies.

EN 481|, Workplace atmospheres — Size fraction definitions for measurement of airborne particles
N 1540, Workplace exposure — Terminology

EN 17289-1, Characterization of bulk materials — Determination of a size-weighted fine fraction and
crystalline silica content — Part 1: General information and choice of test methods

EN 17289-2:2020, Characterization of bulk materials — Determination of a size-weighted fine fraction
and crystalline silica content — Part 2: Calculation method

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 1540 and EN 17289-1 apply.
[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at http://www.electropedia.org/

— SO Online browsing platform: available at http://www.iso.org/obp

4 Symbols and abbreviations

CS crystalline silica
PSD particle size distribution
SWEFF size-weighted fine fraction

SWFFCS size-weighted fine fraction of crystalline silica
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5 Assumptions

The sedimentation method is based on the following assumptions:

a) all liquid that is extracted from the sedimentation vessel only comes from the space above the
extraction nozzle, and not from the space below the extraction nozzle. If this is not the case this will
result in a higher SWFF.

b) the particle size distribution of the bulk material is constant over the particle size range of interest,
i.e. from 1 pm to 12 pm (aerodynamic).

A constant particle size distribution is a PSD with a function that has a derivative which is constant,

see Formula (1). It is considered constant when classes of the same size contain the same fraction
of the total amount.

d-d_.
f(d):%xwo 1)

f(d) is the cumulative particle size distribution;

d is the particle size, in micrometres (um);
) is the minimum particle size, in micrometres (um);
min
d is the maximum particle size, in micrometres (um).

max

NOTE d i, Sd=d__. .SeeFigure 1 for an example.

m
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Figure 1 — Example of a constant cumulative PSD with d , =0,5pmand d_, =25 pum

c) the particle size distribution of the sample does not have a narrow size distribution (relative span
([dgo —leJ/JdQO xdlo) <1,5) and at the same time, have a dye 50 IN the range from 2 pm to

12 um. Otherwise the error made could be more than 1 % (absolute value).For a relative span less
than 1,5 um and d_, ., in the range from 2 um to 6 um, sedimentation overestimates the SWFF.

For arelative span less than 1,5pm and d, ., in the range from 6 pm to 12 um SWFFCS is

underestimated. It is therefore recommended in these cases to use the calculation method instead
to determine SWFF. The mean reason for determining the SWFF using sedimentation is because,
although the PSD of the whole sample is known, the PSD of the crystallin silica is not. The CS can
either be in the coarse part of the PSD or in the fine part. However, in the case of a narrow
distribution it is likely to assume the CS practically has the same PSD as the whole sample. Since the
PSD is so narrow, sample and CS particles are automatically close to each other.

d) Stokes law is only valid for particles settling in a medium at low Reynolds number. The velocity of a
particle settling in a medium is limited by the drag force and this depends on the Reynolds number
for that particle. Although the density of liquids is much higher, so is their viscosity so that in the
end the difference between the Reynolds number of a particle in air and, for example, in water is
only a factor of 5. And although the constants for calculating the drag coefficient of particles depend
on the Reynolds number, the variation with Reynolds number within this range is very small and
can be neglected. Therefore, the dynamic form factor is assumed to be equal in both air and liquid.

e) inthe material of interest all particles have the same and known particle density.
f) the sub sample is representative of the bulk material.

If these assumptions are not met, the calculation method shall be used as specified in EN 17289-2.
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6 Determination of SWFF and SWFFCS by sedimentation
6.1 Determination of sedimentation time

The sedimentation time shall be calculated by Formula (2), which is based on Stokes’ law and the
convention given in EN 481|. The derivation of it is given in Annex A.

[ppJ
Yo
bon 181\ @

sup (pp—Pl)g [Eu Jz
e

where

t is the time, in seconds (s), at which the size-weighted particle fraction of the collected
supernatant in an optimal way approaches the fraction collected according to the sampling
convention of respirable dust (see EN 481));

hg, is the height of the column of supernatant liquid that is extracted at the calculated time, in

P metres (m);

n is the viscosity of the fluid, in kilograms per metre per second (kg/m-s);

g is the acceleration due to gravity, in metres per square seconds (m/s?);

Py is the particle density of the particles, in kilograms per cubic metre (kg/m3);

A is the density of the liquid medium, in kilograms per cubic metre (kg/m3);

Po is the unit density (1 000 kg/m3 [ =1 g/cm3]);

Ir is the respirable convention integral: 4,281 x 10-6 m.

For determining the SWFF of a sample, the particle density of that sample shall be used for Py

When SWFFCS is determined, the density of the crystalline silica polymorph of interest
(quartz or cristobalite) shall be used.

SWFFCS shall be used when the CS is the constituent of only interest. For the SWFFCS only the
sedimentation rate for the quartz (cristobalite etc.) particles are relevant. The fact that the
sedimentation time for other particles is not correct is not important since SWFFCS is needed. When the
SWFF of material with a different particle density is needed the procedure shall be repeated
with a sedimentation time as calculated by Formula (1) with the particle density of that material.

The height hyp tO be separated is usually set at 0,1 m, but other heights can be used depending on the

nature of the sample. In any case, the height hsup shall be less than half the total height h_, of the
sedimentation liquid in the measuring cylinder (see B.4).
6.2 Selection of sedimentation liquid
A suitable sedimentation liquid shall be selected in order to meet the following requirements:
— the particles in the sample shall be completely de-agglomerated;
— the particles in the sample shall not dissolve, swell or disintegrate;
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