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BSEN 17306:2023 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 17306:2023. It
supersedes BS EN 17306:2019, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PTI/13, Petroleum Testing and Terminology.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2023
Published by BSI Standards Limited 2023

ISBN 978 0 539 19932 1
ICS 75.160.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2023.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN 17306
NORME EUROPEENNE
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ICS 75.160.20 Supersedes EN 17306:2019

English Version

Liquid petroleum products - Determination of distillation
characteristics at atmospheric pressure - Micro-distillation

Produits pétroliers liquides - Détermination des Fliissige Mineraldlerzeugnisse - Bestimmung der
caractéristiques de distillation a la pression Destillationseigenschaften bei atmospharischem Druck
atmosphérique - Microdistillation - Mikrodestillation

This European Standard was approved by CEN on 18 September 2023.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
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CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2023 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 17306:2023 E
worldwide for CEN national Members.
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European foreword

This document (EN 17306:2023) has been prepared by Technical Committee CEN/TC 19
“Gaseous and liquid fuels, lubricants and related products of petroleum, synthetic and
biological origin”, the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by May 2024, and conflicting national standards
shall be withdrawn at the latest by May 2024.

Attention is drawn to the possibility that some of the elements of this document may be the
subject of patent rights. CEN shall not be held responsible for identifying any or all such patent
rights.

This document supersedes EN 17306:2019.

In comparison with the previous edition, a bias correction explanation has been introduced,
which has no effect on the method precision.

Any feedback and questions on this document should be directed to the users’ national standards
body. A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary,
Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden,
Switzerland, Tiirkiye and the United Kingdom.
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Introduction

The distillation (volatility) characteristics of hydrocarbons and other liquids have an important
effect on their safety and performance, especially in the case of fuels and solvents. The boiling
range gives information on the composition, the properties, and the behaviour of the fuel during
storage and use. Volatility is the major determinant of the tendency of a hydrocarbon mixture to
produce potentially explosive vapours.

The distillation characteristics are critically important for both automotive and aviation
gasolines, affecting starting, warm-up and tendency to vapour lock at high operating temperature
or at high altitude, or both. The presence of high boiling point components in these and other fuels
can significantly affect the degree of formation of solid combustion deposits.

Distillation limits are often included in petroleum product specifications, in commercial contract
agreements, process refinery/control applications, and for compliance to regulatory rules.

This test method can be applied to contaminated products or hydrocarbon mixtures. This is
valuable for fast product quality screening, refining process monitoring, fuel adulteration control,
or other purposes including use as a portable apparatus for field testing.

This document is at of the time of publication technically equivalent to ASTM D7345 [1], on which
it is based.

This test method uses an automatic micro distillation apparatus, provides fast results using small

sample volume, and eliminates much of the operator time and subjectivity in comparison to
N ISO 3405 or ASTM D1160 [2].
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1 Scope

This document specifies a laboratory method for the determination of the distillation
characteristics of light and middle distillates derived from petroleum and related products of
synthetic or biological origin with initial boiling points above 20 °C and end-points below
approximately 400 °C, at atmospheric pressure utilizing an automatic micro distillation
apparatus.

This test method is applicable to such products as light and middle distillates, automotive spark-
ignition engine fuels, automotive spark-ignition engine fuels containing up to 20 % (V/V) ethano],
aviation gasolines, aviation turbine fuels, (paraffinic) diesel fuels, FAME (B100), diesel blends up
to 30 % (V/V) fatty acid methyl esters (FAME), special petroleum spirits, naphtha’s, white spirits,
kerosene’s, burner fuels, and marine fuels.

The test method is also applicable to hydrocarbons with a narrow boiling range, like organic
solvents or oxygenated compounds.

The test method is designed for the analysis of distillate products; it is not applicable to products
containing appreciable quantities of residual material.

WARNING — The use of this document can involve hazardous materials, operations and
equipment. This document does not purport to address all of the safety problems
associated with its use. It is the responsibility of user of this document to take appropriate
measures to ensure the safety and health of personnel prior to application of the
document, and to fulfil statutory and regulatory requirements for this purpose.

NOTE For the purpose of this document, the expression “% (V/V)” is used to represent the volume

fraction.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

EN ISO 3170, Petroleum liquids — Manual sampling (1SO 3170)
EN ISO 3171, Petroleum liquids — Automatic pipeline sampling (ISO 3171)

EN ISO 3405, Petroleum and related products from natural or synthetic sources — Determination
of distillation characteristics at atmospheric pressure (IS0 3405)

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

— IEC Electropedia: available at https://www.electropedia.org/

— ISO Online browsing platform: available at https://www.iso.org/obp
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3.1

automatic apparatus

microprocessor-controlled unit that performs the procedures of automatically controlling the
evaporation of a liquid specimen under specific conditions of this test method, collecting
measurement data and converting this data by patented algorithm in order to predict distillation
results in correlation with industry recognized reference method

3.2
corrected temperature reading
temperature readings, corrected to 101,3 kPa barometric pressure

3.3

end point

final boiling point FBP

maximum thermometer reading (corrected) obtained during the test

Note 1 to entry: This usually occurs after the evaporation of all liquid from the bottom of the distillation
flask.

Note 2 to entry: The term maximum temperature is a frequently used synonym.

3.4

flask internal pressure

pressure within the distillation flask obtained during the test by a differential pressure sensor of
automatic apparatus

Note 1 to entry: The flask internal pressure data recorded during the test is automatically converted to the
volume percent recovered or evaporated data by patented algorithm employed by automatic apparatus.

3.5

initial boiling point IBP

corrected temperature readings that corresponds to the instant of the flask internal pressure rise
observed

3.6

liquid temperature

temperature of the liquid specimen in the distillation flask during the test obtained by a liquid
temperature measuring device of automatic apparatus

3.7

percent recovered

volume of condensate observed by the automatic apparatus at any point in the distillation,
expressed as a percentage of the charge volume, in connection with a simultaneous temperature
reading

3.8

percent recovery

recovery predicted by the automatic apparatus and expressed as a percentage of the charge
volume

3.9
percent residue
volume of residue in the distillation flask expressed as a percentage of the charge volume
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