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National foreword

This British Standard is the UK implementation of EN 17319:2020.

The UK participation in its preparation was entrusted to Technical
Committee RAE/2, Railway Applications - Track.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2020
Published by BSI Standards Limited 2020
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 June 2020.
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European foreword

This document (EN 17319:2020) has been prepared by Technical Committee CEN/TC 256 “Railway
applications”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by November 2020, and conflicting national standards
shall be withdrawn at the latest by November 2020.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document is supported by the test methods in the series EN 13146 “Railway applications — Track -
Test methods for fastening systems”.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.
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1 Scope

This document is applicable to fastening systems used with grooved rails for tram, urban rail and
industrial tracks, with maximum design axle loads and minimum curve radii in accordance with Table 1.
This document is for type approval of a complete fastening assembly only.

Table 1 — Fastening category criteria

Fastening category Maximum design axle load Minimum curve radius
kN m
A+ 130 18
A 130 40
B 180 80
NOTE The maximum axle load limit does not apply to maintenance vehicles

The requirements apply to fastening systems for the grooved rail profiles in EN 14811 which act on the
foot and/or web of the rail.

This document is not applicable to fastening systems for other rail sections or special fastening systems
used at bolted joints or glued joints or in switches and crossings for grooved rails.

NOTE Requirements for fastenings for use with Vignole rails are included in the EN 13481 series of
standards.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 13146-1:2017, Railway applications - Track - Test methods for fastening systems - Part1:
Determination of longitudinal restraint

EN 13146-4:2012+A1:2014, Railway applications - Track - Test methods for fastening systems - Part 4:
Effect of repeated loading

EN 13146-6:2012, Railway applications - Track - Test methods for fastening systems - Part 6: Effect of
severe environmental conditions

EN 13146-7:2012, Railway applications - Track - Test methods for fastening systems - Part7:
Determination of clamping force and uplift stiffness

EN 13146-9:2009+A1:2011, Railway applications - Track - Test methods for fastening systems - Part 9:
Determination of stiffness

EN 13146-10, Railway applications - Track - Test methods for fastening systems - Part 10: Proof load test
for pull-out resistance

EN ISO 7500-1, Metallic materials — Calibration and verification of static uniaxial testing machines —
Part 1: Tension/compression testing machines — Calibration and verification of the force-measuring
system (1SO 7500-1)
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3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

[SO and IEC maintain terminological databases for use in standardization at the following addresses:

¢ I[EC Electropedia: available at http://www.electropedia.org/

¢ [SO Online browsing platform: available at https://www.iso.org/obp

3.1
grooved rail
rail which has a grooved head that provides the space for the wheel flange

Note 1 to entry:  For examples and further information see EN 1481

3.2

fastening system

assembly of components which secures a rail to the supporting structure and retains it in the required
position whilst permitting any necessary vertical, lateral and longitudinal movement

Note 1 to entry:  Such an assembly includes components to distribute the loads from the rail into the supporting
structure, and where necessary to prevent wear of the contact surfaces on the supporting structure and to
electrically insulate the rail from the supporting structure.

[SOURCE: EN 13481-1:2012, 3.16]

3.3

fastening assembly

single unit of a (rail) fastening system mounted according the specifications to be used as a test
specimen

3.4

embedded track

track which is under a closed surface (e.g. a road surface, so that other vehicles can be driven across it),
with no more than the head of the rails exposed

3.5

embedded rails

rails, usually applied in embedded track, which are continuously supported with elastic and/or rigid
elements under the rail foot as well as elements on both sides of the rail that provide lateral support

Note 1 to entry:  Fastening systems for embedded track with elements on both sides of the rail web that do not
provide lateral support are considered - for the purpose of this standard - as fastening systems for slab track with
rails on the surface.

Note 2 to entry: Embedded rails may be laid in a constructed channel (thus with rigid sides and a base)
separating the fastening system from the surrounding structure. Alternatively, embedded rails may be laid
directly in road surfaces such that the fastening system is in direct contact with the road surface construction
materials.

3.6

adhesive fastening system for embedded rails

system used to fasten embedded rails in which the principal means is an adhesive bond between the
rail and the channel or the road surface construction materials
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