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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 17372:2021.

The UK participation in its preparation was entrusted to Technical
Committee B/538/1, Windows and doors.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2021
Published by BSI Standards Limited 2021

ISBN 978 0 539 03491 2
ICS 91.060.50

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 April 2021.
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European foreword

This document (EN 17372:2021) has been prepared by Technical Committee CEN/TC 33 “Doors,
windows, shutters, building hardware and curtain walling”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2021, and conflicting national standards
shall be withdrawn at the latest by September 2021.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

In addition to meeting requirements and test methods of this document, it could be essential that
power-operated pedestrian swing door drives with self-closing function satisfy further technical rules
(e.g. 2014/30/EU, Electromagnetic compatibility, 2006/42/EC, Machine Directive) in regard to the
safety in use and the intended application in buildings.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.
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1 Scope

This document is applicable to power-operated pedestrian swing door drives with self closing function
using mechanically stored energy for single and double leaf swing doorsets with or without fire
resistance and smoke control characteristics. It defines requirements and test methods for the self-
closing function.

This document does not apply to:

— electrically controlled hold-open systems according to [EN 14637;
— door coordinating devices according to EN 1158;
— electrically powered hold-open devices for swing doors according to [EN 1155

Requirements and test methods for hold-open systems are not part of this document.

Additional requirements and test methods for the use of power-operated pedestrian swing door drives
with self closing function on double-leaf swing doors are described in EN 1158 and are therefore not
part of this document.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

N 1154, Building hardware — Controlled door closing devices — Requirements and test methods

N 1155, Building hardware — Electrically powered hold-open devices for swing doors — Requirements
and test methods

EN 16005, Power operated pedestrian doorsets — Safety in use — Requirements and test methods

EN ISO 13849-1, Safety of machinery — Safety-related parts of control systems — Part1: General
principles for design (ISO 13849-1)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 1154, EN 1155 and the
following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at http: //www.electropedia.org/

— ISO Online browsing platform: available at https: //www.iso.org/obp

3.1
power-operated pedestrian swing door drive with self-closing function
drive that is equipped with a self-closing function for moving a swing door leaf

3.2

self-closing function

function for closing a swing door leaf by means of mechanically stored energy which is preserved even
in case of power failure
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3.3

adjustable closing force

in-built function that allows the closing moment of the self-closing function to be adjusted over a range
of power sizes

3.4
backcheck
feature that allows a period of decelaration before the final open position of the door leaf is reached

3.5

hold-open system

combination of compatible components which has the function to hold open self-closing fire/smoke
control doorsets and, in the case of fire, to release these doorsets for self-closing, at the earliest possible
moment

Note 1 to entry:  Hold-open systems, according to this document, are intended for the control of individual door
assemblies only.

Note 2 to entry: A hold-open system consists at least of a fire detector, a hold-open device, a control unit and a
power supply unit. All, or any, of these elements could be in a common enclosure.

3.6

hold-open device

devices of a hold-open system that store the energy required for the closing movement and releases the
door leaf to close on request by a triggering mechanism

Note 1 to entry: Common hold-open devices are, for example, magnetic clamps, door drives with magnetic valve
and magnetic couplings.

3.7

transom mounting

mounting of the power-operated pedestrian swing door drive with self-closing function to the doorset
frame and/or the doorset lintel

3.8
door leaf installation
mounting of the power-operated pedestrian swing door drive with self-closing function to the door leaf

3.9

lock release

electrically activated device that keeps the door leaf closed in a deenergised state and that enables the
opening of the door leaf when external power (open circuit principle) is supplied

Note 1 to entry:  Common examples are electro-mechanical operated locks according to EN 14844 and striking
plates.

3.10

control unit

component of the power-operated pedestrian swing door drive with self-closing function, which
processes the signals of activators, external safety devices into opening, closing and stop commands
suitable for the drive

Note 1 to entry:  Other functions of the control unit includes the control of the lock release, the regulation of the
hold-open time and the execution of release signals e.g. caused by manually moving the door leaf out of the hold
open position.
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