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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 17389:2020.

The UK participation in its preparation was entrusted to Technical
Committee EH/2/1, Stationary source emission.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2020
Published by BSI Standards Limited 2020

ISBN 978 0 539 02831 7
ICS 13.040.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2020.

Amendments/corrigenda issued since publication
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European foreword

This document (EN 17389:2020) has been prepared by Technical Committee CEN/TC 264 “Air quality”,
the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by November 2020, and conflicting national standards shall
be withdrawn at the latest by November 2020.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United
Kingdom.
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Introduction

The type of monitoring of dust emissions at industrial plants depends on the monitoring objectives. In
general, three monitoring objectives can be distinguished:

— Monitoring of plants with emission limit values (ELV), which require quantitative measurements
with permanently installed automated measuring systems (AMS) providing measured values with a
maximum permissible measurement uncertainty specified by legislation, in order to determine
exceedances of the ELV and number of exceedances for specified time periods forms the first level of
monitoring. Large combustion plants and waste incineration plants are examples of plants under this
monitoring objective. The measurements are performed with AMS, which are performance tested

and certified according to[EN 15267- i|, El\ 15267-%and EN 15267-3. The quality assurance measures
for these AMS are laid down in and EN 13284-2.

— Monitoring of plants with ELV, which require qualitative measurements in order to demonstrate that
the dust emissions are below the specified ELV and the dust arrestment plant works properly form
the second level of monitoring. Foundries are typical examples of plants under this monitoring
objective. The measurements are performed with filter dust monitors, which can be calibrated in
mass concentration units (e.g. mg/ms3) but have a larger measurement uncertainty than quantitative

measurements. Filter dust monitors are performance tested and certified according to EN 15859.
The quality assurance measures for these instruments are laid down in this document.

— Monitoring of dust arrestment plants with indicative measurements in order to indicate a possible
problem with the dust arrestment plant by monitoring a change in the emissions level or a change in
the magnitude of the dust pulses created by the cleaning process forms the third level of monitoring.
The measurements are performed with filter leakage monitors which are performance tested and
certified according to . The quality assurance measures for these instruments are laid down
in this document.

This document provides supporting information on the quality assurance and quality control procedures
related to automated dust arrestment plant monitors, which cover both filter dust monitors and filter
leakage monitors.

For the purposes of this document, the term instrument is used to encompass both types of automated
dust arrestment plant monitors. The terms filter dust monitor and filter leakage monitor are only used
where it is necessary to distinguish between the two types.

This document includes provisions for the selection, installation, configuration, ongoing quality
assurance and annual surveillance test of automated dust arrestment plant monitors.

This document supports requirements for filter leakage monitors and filter dust monitors specified e.g.
in national legislation or in a number of industrial sector BREF Documents.
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1 Scope
This document specifies the quality assurance and quality control procedures related to automated dust
arrestment plant monitors.

This document applies to two types of instruments commonly used for dust arrestment plant control
purposes:

— filter dust monitors that are configured in mass concentration units (e.g. mg/m3) and are used for
dust arrestment control purposes;

— filter leakage monitors that indicate a change in the emission levels or a change in the magnitude of
the dust pulses created by the cleaning process of the dust arrestment plant.
This document applies to instruments certified according to the requirements of EN 15859

This document provides information on the configuration, ongoing quality assurance (with automatic
internal zero point and reference point checks) and annual surveillance tests of instruments. This ensures
that the instrument is providing information to demonstrate that the dust arrestment plant is working
correctly and controlling dust pollution to the required levels.

The configuration of the alarm levels of filter dust monitors is performed by parallel measurements with

the standard reference method in [EN 13284-1|.

This document specifies the set-up of filter leakage monitors used to monitor a change in response caused
by deterioration in the operation of the dust arrestment plant.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

N 13284-1|, Stationary source emissions - Determination of low range mass concentration of dust - Part 1:
Manual gravimetric method

N 15259, Air quality - Measurement of stationary source emissions - Requirements for measurement
sections and sites and for the measurement objective, plan and report

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at http: //www.electropedia.org/

— ISO Online browsing platform: available at https://www.iso.org/obp

3.1

dust

particles, of any shape, structure or density, dispersed in the gas phase at the sampling point conditions
which may be collected by filtration under specified conditions after representative sampling of the gas
to be analysed

Note 1 to entry:  Adapted from EN 13284-1:2017, 3.1.

Documents
Document SharingsHub

Full document details: BS EN 17389:2020


http://www.electropedia.org/
https://www.iso.org/obp
https://doi.org/10.3403/30184649U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02481104U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02481104U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30136801U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-17389-2020
http://www.avadocuments.com/doc/bs-en-17389-2020

EN 17389:2020 (E)

3.2
dust arrestment plant monitor
filter dust monitor or filter leakage monitor and additional devices for obtaining a result

Note 1 to entry:  Apart from the actual measuring device (the analyser), an instrument can include further
components, like purge air blowers or external displays.

[SOURCE: EN 15859:2010, 3.2]

3.3

filter dust monitor
instrument, which can be calibrated in mass concentration units and used for dust arrestment control
purposes, but does not fulfil the uncertainty demands according to EN 14181, or does not have reference
materials for linearity test and QAL3 procedure according to [EN 14181|

Note 1 to entry: A mass concentration unit is e.g. mg/m3.

[SOURCE: EN 15859:2010, 3.4]

3.4
filter leakage monitor
instrument, which indicates a possible problem with the dust arrestment plant

Note 1 to entry:  These instruments can either monitor a rapid change in the emissions level or a change in the
magnitude of the dust pulses created by the cleaning process.

[SOURCE: EN 15859:2010, 3.5]

3.5

reference method

RM

measurement method taken as a reference by convention, which gives the accepted reference value of
the measurand

[SOURCE: EN 15259:2007, 3.8]

Note 1 to entry: A reference method is fully described.
Note 2 to entry: A reference method can be a manual or an automated method.

Note 3 to entry:  Alternative methods can be used if equivalence to the reference method has been demonstrated
according to EN 14793.

3.6

standard reference method

SRM

reference method prescribed by European or National standard

Note 1 to entry:  Standard reference methods are used e.g. to calibrate and validate instrument and for periodic
measurements to check compliance with limit values.

[SOURCE: EN 15259:2007, 3.9]
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