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National foreword

This British Standard was published by BSI. It is the UK implementation of
EN 1739:2007. It supersedes BS EN 1739:1994 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
B/523, Prefabricated components of reinforced autoclaved aerated concrete and
lightweight aggregate concrete with open structure.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Y Amd. No. Date Comments

on 30 April 2007

© BSI 2007

ISBN 978 0 580 50626 0 Documents

Document Sharing Hub

Full document details: BS EN 1739:2007


http://dx.doi.org/10.3403/01523814
http://www.avadocuments.com/doc/bs-en-1739-2007
http://www.avadocuments.com/doc/bs-en-1739-2007

EUROPEAN STANDARD

EN 1739

NORME EUROPEENNE

EUROPAISCHE NORM April 2007

ICS 91.100.30

English Version

Supersedes EN 1739:1998

Determination of shear strength for in-plane forces of joints
between prefabricated components of autoclaved aerated
concrete or lightweight aggregate concrete with open structure

Détermination de la résistance au cisaillement des
jonctions entre des éléments préfabriqués réalisés en
béton cellulaire autoclavé ou en béton de granulats légers a
structure ouverte, sous l'effet de forces agissant dans le
plan des éléments

This European Standard was approved by CEN on 24 February 2007.
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Foreword

This document (EN 1739:2007) has been prepared by Technical Committee CEN/TC 177 “Prefabricated
reinforced components of autoclaved aerated concrete or light-weight aggregate concrete with open structure”,
the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by October 2007, and conflicting national standards shall be withdrawn at
the latest by October 2007.

This document supersedes EN 1739:1998.

In order to meet the performance requirements as laid down in the product standards for prefabricated
reinforced components of autoclaved aerated concrete and of lightweight aggregate concrete with open
structure, a number of standardized test methods are necessary.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and United Kingdom.
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1 Scope

This European Standard specifies methods of determining the shear strength for in-plane forces of joints
between prefabricated components made of autoclaved aerated concrete (AAC) according to prEN 12602 or
lightweight aggregate concrete with open structure (LAC) according to *N 15240.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

, Determination of the dry density of autoclaved aerated concrete

, Determination of the compressive strength of autoclaved aerated concrete

, Determination of the dry density of lightweight aggregate concrete with open structure
, Determination of moisture content of autoclaved aerated concrete

N 1354, Determination of compressive strength of lightweight aggregate concrete with open structure

3 Principle

The shear strength for in-plane forces of longitudinal joints between two adjacent prefabricated AAC- or LAC-
components or sections thereof is determined by applying an in-plane shear force parallel with to the joint.

The load is increased continuously or in steps until failure of the joint. The load-displacement diagram and the
failure load are determined. The shear strength is determined from the failure load.

4 Apparatus

a) saw for cutting components and test specimens;

b) compression testing machine or a hydraulic jack, capable of applying a compressive load without shock
continuously or in steps. The precision of the compression testing machine or of the hydraulic jack and of
the load indication shall be such that the failure load can be determined to an accuracy of + 3 %. The
measuring range shall be such that the failure load is higher than one-tenth of the range used;

c) callipers and/or rule, capable of measuring the dimensions of the test specimens and the joints to an
accuracy of 1 mm;

d) loading frame and/or devices (e.g. steel plates, flat steel bars, steel rollers, soft fibre board) according to
Figures 1, 2, 3 or 4 (or Figures 5 or 6, for alternative tests) for transmitting the load and support reactions
to the test specimen,;

e) dial gauge or a displacement transducer with a reading accuracy of 0,01 mm for measuring the relative
displacement between the loaded and the supported part of the test specimen.
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