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National foreword

This British Standard is the official English language version of
EN 1744-4:2005.

The UK participation in its preparation was entrusted by Technical Committee
B/502, Aggregates, to Subcommittee B/502/6, Test methods, which has the
responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep
UK interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 15 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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Mischungen

This European Standard was approved by CEN on 27 June 2005.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Cyprus, Czech Republic, Denmark, Estonia, Finland, France,
Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia,
Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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Foreword

This European Standard (EN 1744-4:2005) has been prepared by Technical Committee CEN/TC 154
“Aggregates”, the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by February 2006, and conflicting national standards
shall be withdrawn at the latest by February 2006.

This European Standard forms part of a series of tests for chemical properties of aggregates. Test
methods for other properties of aggregates are covered by Parts of the following European
Standards:

EN 932  Tests for general properties of aggregates

EN 933  Tests for geometrical properties of aggregates

EN 1097 Tests for mechanical and physical properties of aggregates

EN 1367 Tests for thermal and weathering properties of aggregates

EN 13179 Tests for filler aggregate used in bituminous mixtures

The other parts of EN 1744 are, or will be:

Part 1: Chemical analysis

Part 2: Determination of resistance to alkali/aggregate reaction

Part 3: Preparation of eluates by leaching of aggregates

Part 5: Determination of acid soluble chloride salts

Part 6: Determination of the influence of aggregate extract on the initial setting time of cement
According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy,

Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia,
Spain, Sweden, Switzerland and United Kingdom.
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1 Scope

This European Standard specifies the procedure for the determination of the water susceptibility of
fillers for bituminous mixtures, by separation of filler from a bitumen filler mixture.

A method for the determination of water susceptibility by volume increase and loss of stability of a
Marshall specimen is described in Annex A.

2 Normative references

The following referenced documents are indispensable for the application of this European Standard.
For dated references, only the edition cited applies. For undated references the latest edition of the
referenced document (including any amendments) applies.

N 932-1|, Tests for general properties of aggregates — Part 1: Methods for sampling

N 932-2, Tests for general properties of aggregates — Part 2: Methods for reducing laboratory
samples

N 932-5, Tests for general properties of aggregates — Part 5: Common equipment and calibration

N 933-4, Tests for geometrical properties of aggregates — Part 2: Determination of particle size
distribution -Test sieves, nominal size of apertures

N 933-3, Tests for geometrical properties of aggregates - Part 3: Determination of particle shape -
Flakiness index

N 933-4, Tests for geometrical properties of aggregates - Part 4. Determination of particle shape -
Shape index

N 12697-6, Bituminous mixtures — Test methods for hot mix asphalt — Part 6: Determination of
bulk density of bituminous specimens

N 12697-12, Bituminous mixtures — Test methods for hot mix asphalt — Part 12: Determination of
the water sensitivity of bituminous specimens

N _12697-30, Bituminous mixtures - Test methods for hot mix asphalt - Part 30: Specimen
preparation by impact compactor

N 12697-34, Bituminous mixtures — Test methods for hot mix asphalt — Part 34: Marshall test
N 12697-38, Bituminous mixtures — Test methods for hot mix asphalt — Part 35: Laboratory mixing

N 13357, Bitumen and bituminous binders — Determination of the efflux time of petroleum cut-back
and fluxed bitumens
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