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European foreword

This document (EN 17451:2024) has been prepared by Technical Committee CEN/TC 191 “Fixed
firefighting systems”, the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by June 2025, and conflicting national standards shall be
withdrawn at the latest by June 2025.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document is related to the following European standards:

CEN/TS 14816, Fixed firefighting systems — Water spray systems — Design, installation and maintenance;
EN 671 (all parts), Fixed firefighting systems — Hose systems;

EN 12094 (all parts), Fixed firefighting systems — Components for gas extinguishing systems;

EN 12101 (all parts), Smoke and heat control systems;

EN 12259 (all parts), Fixed firefighting systems — Components for sprinkler and water spray systems;

EN 12416 (all parts), Fixed firefighting systems — Powder systems;

(all parts), Fixed firefighting systems — Automatic sprinkler systems;

EN 13565 (all parts), Fixed firefighting systems — Foam systems;

EN 14972 (all parts), Fixed firefighting systems — Water mist systems.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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Introduction

This document covers:

the design and assembly of the pump set in accordance with the requirements of
EN 12845:2015+A1:2019;

identification of essential pump set components;

the performance characteristics for components used within a pump set;
performance testing requirements for diesel and electric driven pump sets;
testing, commissioning and handover;

documentation.

This document can be applied with the current edition of EN 12845:2015+A1:2019. Any conflicting
requirements that arise by application to other standards would need to be resolved through the
contracts and specifications in each case.

Figure 1 identifies the typical pump set components covered by this document.

Key

Ul B W N

6

7 &

pump 6  pressure loss detection

coupling 7  pump set control panel

fuel and fuel tank for diesel driver 8 frame

driver 9  testsystem

wiring 10 auxiliary items, e.g. exhaust and cooling pipe

Figure 1 — Example of a typical pump set assembly for a diesel driven unit

Documents

Document Sharing Hub

Full document details: BS EN 17451:2024


http://www.avadocuments.com/doc/bs-en-17451-2024
http://www.avadocuments.com/doc/bs-en-17451-2024

EN 17451:2024 (E)

1 Scope

This document specifies design, assembly, installation and commissioning requirements for pump sets
for use in sprinkler systems conforming to EN 12845:2015+A1:2019.

Where applicable, this document can also be used for pump sets for other water based fixed firefighting
systems.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 12259-5:2002, Fixed firefighting systems — Components for sprinkler and water spray systems — Part
5: Water flow detectors

EN 12259-12:2023, Fixed firefighting systems — Components for sprinkler and water spray systems —
Part 12: Pumps

EN 12845:2015+A1:2019, Fixed firefighting systems — Automatic sprinkler systems — Design, installation
and maintenance

EN 12845-2:2024, Fixed firefighting systems — Automatic sprinkler systems — Part 2: Design and
installation of ESFR and CMSA sprinkler systems

EN 12845-3, Fixed firefighting systems — Automatic sprinkler systems — Part 3: Guidance for earthquake
bracing

EN 50342-1, Lead-acid starter batteries — Part 1: General requirements and methods of test
EN 50342-2, Lead-acid starter batteries — Part 2: Dimensions of batteries and marking of terminals

EN 60529:1991|.1 Degrees of protection provided by enclosures (IP Code) (IEC 60529:1989)

EN 60623, Secondary cells and batteries containing alkaline or other non-acid electrolytes — Vented nickel-
cadmium prismatic rechargeable single cells (IEC 60623

EN 60034-1), Rotating electrical machines — Part 1: Rating and performance (IEC 60034-1)

EN IEC 60947-1:2021,2 Low-voltage switchgear and controlgear — Part 1: General rules (IEC 60947-1:
2020)

EN IEC 60947-3:2021,3 Low-voltage switchgear and controlgear — Part 3: Switches, disconnectors, switch-
disconnectors and fuse-combination units (IEC 60947-3:2020)

EN IEC 60947-4-1:2019,* Low-voltage switchgear and controlgear — Part 4-1: Contactors and motor-
starters — Electromechanical contactors and motor-starters (IEC 60947-4-1:2018)

ISO 281, Rolling bearings — Dynamic load ratings and rating life

1 As impacted by EN 60529:1991/A1:2000 and EN 60529:1991/A2:2013.

2 As impacted by EN IEC 60947-1:2021/AC:2023-01 and EN IEC 60947-1:2021/AC:2024-05.

3 As impacted by EN IEC 60947-3:2021/AC:2023-01 and EN IEC 60947-1:2021/AC:2024-05.

4 As impacted by EN [EC 60947-4-1:2019/AC:2020-05 and EN IEC 60947-4-1:2019/AC:2021-04.
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ISO 3046-1, Reciprocating internal combustion engines — Performance — Part 1: Declarations of power,
fuel and lubricating oil consumptions, and test methods — Additional requirements for engines for general
use

NEMA MG1-2016, Motors and Generators

3 Terms, definitions, symbols and abbreviated terms
3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 12845 (all parts) and the
following apply.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— SO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1.1
assembly
design, production and testing of the pump set

3.1.2
coupling
device to transmit torque and power from the driver to the pump

3.1.3
coupling safety factor
safety margin specified by coupling manufacturers to address uncertainties in design

Note 1 to entry:  See 5.2.
Note 2 to entry:  The abbreviation for coupling safety factor is SFk.

3.14
all-elastomeric coupling
linkage that relies solely on an elastomeric material for power transmission

3.1.5

electric motor service factor

design margin to account for higher torque loadings which can be encountered under certain operating
conditions

3.1.6

fail-safe coupling

integrated unit which provides power transmission, damping and flexibility from the driver to the pump,
designed so that the wear or failure of the elastomeric components (if present) of the coupling does not
interrupt the transmission of full torque from the driver to the pump

Note 1 to entry:  Examples of fail-safe elastomeric couplings include: gimbal, universal drive shaft, spacer
coupling, claw couplings and flexible couplings.
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3.1.7

installation

mounting and commissioning of the pump set in its final location of use in accordance with the pump set
manufacturer’s installation manual and procedures

3.1.8
maintenance
work performed to keep pump sets operable including repairs where required

3.1.9

pressure sensor

element which generates an electrical signal that is transmitted to the pump set control panel according
to the pressure at the point where it is hydraulically connected

3.1.10

pump set

assembled machine which is intended to supply water to automatic sprinkler, water spray and wet riser
systems, typically comprising of pump, electric motor or diesel engine, control panel, partial wiring loom,
drive coupling, mounting frame, baseplate and where required batteries and a fuel tank

3.1.11

pump set installer

entity who is responsible for integrating the fire pump set into the automatic sprinkler, water spray or
wet riser systemin accordance with the pump set manufacturer installation manual and procedures

3.1.12
pump set manufacturer
entity responsible for the design, assembly and build of the pump set

Note 1 to entry: It can be necessary for the pump set manufacturer to establish and manage technical and
commercial relationships with key sub-component or sub-system suppliers.

3.1.13

rigid coupling

component without flexibility which provides power transmission from diesel engines or electric motors
to fire pumps that supply water to fire protection systems

3.1.14

spacer coupling

cylindrical shaped piece introduced between the pump shaft coupling hub and motor shaft coupling hub
to facilitate maintenance
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3.2 Symbols and abbreviated terms

For the purposes of this document, the following symbols and abbreviated terms apply.

AC
ECM
EMC
EMF
FLC
FLT
IFN

IP
L 10 basic rating life

LRC
NPSHr
NPSHa
SFk
VFD

alternating current

engine control module
electromagnetic compatibility
electromagnetic fields

full load current

full load torque

numerical value of the fuel stop power taken as the maximum IFN value in
accordance to ISO 3046-1 for the driver, expressed in kilowatt

ingress protection, degree of protection rating as per EN 60529 classifications

time by which ten percent of a population of a product will have failed (see
ISO 281 rolling bearings)

locked rotor current

net positive suction head required
net positive suction head available
coupling safety factor

variable frequency drive

4 Performance of pump set

4.1 General design principles

The design details covered in this clause address the general principles which shall be considered for all
pump set designs covered by this document. The design of pump set shall be based on the following
information provided to the pump set manufacturer:

— pressure-flow demand characteristics (including any required design margins) [see 4.2.2 and

10.2.2];

— maximum possible suction pressure at pump suction flange;

— NPSHa at low water level in the water storage tank measured at the pump suction flange at the
maximum possible demand flow including 1 m safety margin;

— duration of operation (e.g. for fuel tank sizing; see 4.4);

— driver type (electric or diesel);

— applicable fixed firefighting system design specification according to EN 12845:2015+A1:2019;

— hazard classification according to EN 12845:2015+A1:2019;

— water quality (potable, brackish, sea or filtered) description;

10
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— voltage and frequency available;

— current available;

— starting method;

— type of earthing system;

— altitude of the installation;

— climatic zone with temperature and humidity;
— earthquake classification area.

4.2 Components

4.2.1 Connections

All service interface connection requirements (e.g. water, air, power and signal) shall be provided as part
of the installation instructions to enable the correct installation of the pump set on-site. The connections
shall be easily accessible and located in accordance with EN 12845:2015+A1:2019.

Pipes shall be supported independently of the pump.

Cooling requirements for all pump set components shall be considered.

4.2.2 Pumps and pump driver sizing

Pumps shall be in accordance with EN 12259-12 and shall be driven either by electric motors or diesel

engines, capable of providing at least the power required to comply with the following, plus the safety
margin as described for electrical motors and diesel engines respectively in Clauses 8 and 9:

a) for pumps with non-overloading power characteristic curves, the maximum power required at the
peak of the power curve; or

b) for pumps with rising power characteristic curves, the maximum power for any conditions of pump
load, from zero flow to a flow corresponding to a pump NPSHr equal to 16 m or maximum suction
static head plus 11 m, whichever is greater.

NOTE 16 m was derived from atmospheric pressure (9,98 m atmospheric) plus 6 m (equals 16 m NPSHa),
ignoring frictional losses. Typical tank height, at the time the requirement was written, was considered to be 6 m.
The 11 m was later added to cater for higher suction pressure scenarios (e.g. 5 bar inlet pressure) to ensure the
drive was also sized correctly in that scenario.

Some informative material on Pump H(Q) considerations is given in Annex C.

4.3 Cooling and by-pass flow
Arrangements, such as by-pass flows, shall be made to ensure a continuous flow of water through the

pump sufficient to prevent overheating when it is operating against a closed valve (this minimum
required flow rate is determined by requirements of EN 12259-12:2023, 4.2).

The by-pass system can also be required to maintain the operational temperature of the diesel drivers.
Any additional flow requirements above that required by EN 12259-12, shall be specified by the pump
set manufacturer and shall also be included in the total cooling flow requirement.

Any cooling system pressure regulating devices shall be provided by the pump set manufacturer.
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The by-pass flow shall be taken into account in the fixed firefighting system hydraulic calculation and
pump selection. This additional flow shall be provided in addition to the fixed firefighting system flow
figures.

Cooling water shall be taken from the sprinkler system water supply.

NOTE The complete by-pass cooling system can or cannot be supplied as a component of the pump set, as parts
of the by-pass system can be part of the wider system pipework installation in a manner similar to the supply of
electrical cabling. It is essential that suitable connections, equipment and design information are provided to allow
the provision of an adequate cooling system.

4.4 Fuel tank design

The fuel tank capacity shall be sufficient to enable the engine to run on full load, in the most unfavourable
atmospheric and environmental conditions, for the required period of duty.

These durations may be increased if required by the client specification.

Minimum period of duty values, are (as per EN 12845 (all parts) minimum requirements):

— 3 hforLH;

— 4 hfor OH (FH1 to FH2);
— 6 h for HHP and HHS (FH3 to FH 5 or HHS1 to HHS 5).
NOTE1 The hazard classes in brackets are in accordance with prEN 12845-1:2021.

For installations in accordance with EN 12845-2:2024, the minimum fuel tank capacity shall be at least 4
times the required duration of operation (see EN 12845-2:2024, Table 6).

NOTE 2  Attention is drawn to local safety and environmental requirements with regards to storage, handling
and use of fuels.

The fuel tank shall be of welded steel. Where there is to be more than one diesel driven pump set in a
sprinkler system, there shall be a separate fuel tank and fuel feed pipes (inlet and outlet) for each pump
set.

The fuel tank shall be fixed at a higher level than the engine’s fuel pump to ensure a positive head, but not
directly above the engine. Where the tank cannot be installed on the same baseplate or mounting frame
as the pump set unit the fuel lines shall be kept to a minimum length, and installation parameters (e.g.
minimum and maximum height of tank relative to pump set) shall be specified by the pump set
manufacturer.

The fuel tank shall have a fuel level gauge and communicate with the pump set control panel to enable
low fuel level alarms. The low fuel level alarm signal shall be triggered when the fuel level falls to less
than 75% of the required minimum level.

Where required, fuel leak monitoring functionality shall be provided. Any valves in fuel feed pipes
between the fuel tank and the engine shall be sited on or near the fuel tank. Valves controlling the flow of
fuel to the engine shall be monitored for the correct position. They shall not be located on or near the
engine. They shall have an indicator and be locked in the open position or be monitored. Fuel feed pipe
joints shall not be soldered. Metallic pipes and steel hoses shall be used for fuel lines.

The feed pipes shall be situated at least 20 mm above the bottom of the fuel tank. A drain valve of at least
DN15 diameter shall be fitted to the base of the tank.

The fuel tank shall be provided with a suitable vent.
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4.5 Fuel, lubricating oil and coolant quality

The diesel fire pump driver manufacturer shall specify the required fuel (e.g. as specified in ),
lubricating oil and coolant characteristics.

Fuel tanks shall be marked with required fuel grade.

Fuel oils used in diesel engines can be subject to detrimental effects from prolonged storage. Therefore,
it is recommended that a proper maintenance schedule is put into place to ensure the fuel remains
suitable for engine operation, efficiency, and longevity.

4.6 Speed of rotation

The nominal driver speed shall not exceed 3 600 min-1.

The speed of rotation shall be fixed (i.e., not variable speed), after start-up.
5 Couplings
5.1 General

All pumps and drivers shall be fitted with a failsafe (see 3.1.6) coupling.

Couplings shall be sized to meet the required rated power levels for reliable operation, despite being idle
for extended periods.

All elastomeric couplings shall not be used.
Examples of typical coupling arrangements can be found in Annex D.

5.2 Pump coupling and mounting

The coupling between the driver and the pump shall be of a type which ensures that either can be
removed independently. For all pump types except ring-section, submersible and vertical turbine pumps,
this shall be possible in such a way that pump internals (e.g. bearings, seals, impellors) can be inspected
or replaced without affecting suction or discharge piping and permitting access to the impeller without
removing the driver or pump body.

The pump and driver shall be coupled, and the coupling shall be rated for the maximum torque of the
driver. It shall be designed so that if any elastomeric element used in the coupling to absorb vibration
should fail, the pump shall continue to be driven under all operating conditions, except that a right-angle
gear drive can be used for vertical turbine pumps.

Maximum permissible driver size for close coupled end suction pumps shall be 55 kW. The following
pump types shall not be diesel driven: close-coupled pumps, inline pumps (vertical shaft pump with inlet
and outlet inline), multistage inline pumps, and submersible motor borehole pumps.

The pump set shall be designed and assembled in such a way that there a means of safe access for
checking the alignment of couplings when the installation is completed.

This clause does not apply to submersible motor borehole pumps.

5.3 Pump coupling and mounting (submersible motor borehole pump)

Submersible motor borehole pumps shall use a rigid coupling. The rigid coupling shall be made from
stainless steel suitable for the environmental conditions of operation.

Coupling for submersible motor borehole pump motors up to “8 inches” (as per the classifications of
NEMA MG1-2016) shall be in accordance with NEMA MG1 motor shaft specifications (NEMA MG1-2016,
Part 18, Figure 18-18, 18-19, 18-20 for motor shaft shape).
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