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National foreword

This British Standard is the UK implementation of EN 17468-1:2022.

The UK participation in its preparation was entrusted to Technical
Committee B/542/4, Fibre reinforced cement sheeting for roofing.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 06799 6
1CS 91.100.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2022.

Amendments/corrigenda issued since publication
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This European Standard was approved by CEN on 13 March 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving
this European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical
references concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre
or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language
made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark,
Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden,
Switzerland, Turkey and United Kingdom.

-

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG
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European foreword

This document (EN_17468-1:2022) has been prepared by Technical Committee CEN/TC 128 “Roof
covering products for discontinuous laying and products for wall cladding”, the secretariat of which is
held by NBN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by October 2022, and conflicting national standards shall
be withdrawn at the latest by October 2022.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document also proposes rules and equations to calculate characteristic bending strength to fit
into the safety concept of the Eurocode.

This document is Part 1, dealing with flat sheets, whereas Part 2 deals with profiled sheets.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic
of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.
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Introduction

Different fibre-cement flat sheets on the market are assessed for pull through resistance.

Fibre-cement flat sheets have been evaluated, for pull through resistance, by a number of test methods
designed to simulate conditions of use.

The results from the different existing methods are not directly comparable.

This document establishes an agreed method for evaluation of the pull through resistance and shear
resistance of fibre-cement flat sheet products, based on the experiences obtained over the last number
of years in different countries.

This is a testing standard with no classifications, but this test procedure may be used by national
regulators to set classifications for roof and wall assemblies.

The performance of an assembly constructed with these products depends not only on the properties
of product as required by this document, but also on the design, construction and performance of
the assembly.
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1 Scope

The document establishes an agreed method for evaluation of pull through resistance
(tension/compression for fasteners through the sheets), shear resistance, bending strength and
bending modulus of elasticity and suggests an approved safety concept of fibre-cement flat sheets for
internal and external wall and ceiling finishes based on the experiences obtained over the last number
of years in different countries. The results are only applicable to the fibre-cement product and not to
the complete fixing assembly.

NOTE1 For design purposes of fibre-cement flat sheets in the final application, the failure modes pull-out and
breaking of the fixing or substructure are not in the scope of this standard. They might become decisive and
need to be tested or calculated according to the relevant design standards for fixings (e.g. EN 14592) or ETA and
substructure (e.g. Eurocode 3 for steel, Eurocode 5 for wood and Eurocode 9 for aluminium substructures) and
compared with the results for pull-through and shear resistance.

The results are also applicable for:

— Coated or uncoated sheets manufactured at the same production facility as the tested sheets
provided that the sheets are of the same type, have at least the same declared class according to
EN 12467:2012+A2:2018, Table 6 and at least the same nominal thickness.

— The test method can be applied to textured or non-textured fibre-cement flat sheets. The results of
non-textured sheets are only applicable for textured sheets if the nominal minimum thickness of
the textured sheet is at least the nominal thickness of the non-textured sheet.

— The same type of fixing head or washer assembly where applicable if the diameter of the fixing head
or washer is 0 mm to 2 mm larger than in the test.

— The Shore A hardness of the sealing washer, where applicable, is + 5 that of the washer used in the
test, given that the washer thickness is at least as thick, the washer material at least as strong and
the shape (dome or flat) of the washer equal to what has been tested.

NOTE 2

A) For pull-through resistance, if the diameter of the drilled hole through the fibre-cement sheet is 0 mm to 2 mm
smaller or equal than in the test up to the diameter of the shank of the fastener, providing, during the test there is
the required clearance hole around the shank of the fastener.

B) For shear resistance, if the diameter of the drilled hole is equal to what has been tested.

It applies only to products as delivered.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 12467:2012+A2:2018, Fibre-cement flat sheets - Product specification and test methods
EN 1990, Eurocode - Basis of structural design

EN ISO 7500-1, Metallic materials - Calibration and verification of static uniaxial testing machines - Part
1: Tension/compression testing machines - Calibration and verification of the force-measuring system
(150 7500-1)

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
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ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31

type test

test carried out to demonstrate conformity with the requirements of this document or for approval of a
new product and/or when a fundamental change is made in formulation and/or method of manufacture,
the effects of which cannot be predicted on the basis of previous experience

NOTE The test is performed on the delivered product, but is not required for each batch.

3.2

as delivered

same condition as the fibre-cement producer intends to supply the product after completing all aspects
of the process including maturing and, when appropriate, painting

3.3

span

distance between the parallel support axes

4 Symbols and abbreviations

For the purpose of this document, the following symbols and abbreviations apply.
deformation

width of test piece, in millimetres

du diameter of the fastener or fastener assembly (washer)
dsupport diameter of the supporting ring

e thickness of the sheet, in millimetres

€nom nominal thickness of the sheet according to EN 12467

em average thickness of a sheet

F force, in newtons (load)

Fel elastic bending load, in newtons

Fax load pull through, in the axis of the fastener

Fy breaking load shear, in newtons

fk characteristic bending strength

fxos 5 % quantile with 75 % confidence level of the bending strength for the condition as tested
fm average bending strength

felm average elastic bending strength

k statistic factor according to EN 1990

Kwet conversion factor for fibre-cement products or test results that need to be applied to results

tested in “dry conditions” as specified in EN 12467 and shall be valid for environmental appli-
cations, where fibre-cement can become totally water soaked (e.g. facade or roof application)
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