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National foreword

This British Standard is the English language version of EN 175 : 1997. It supersedes
BS 1542 : 1982, which is withdrawn.

The UK participation in its preparation was entrusted to subcommittee PH/2/2,
Industrial eye protectors, which has the responsibility to:

± aid enquirers to understand the text;

± present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests informed;

± monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this committee can be obtained on request to
its secretary.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under the
section entitled `International Standards Correspondence Index', or by using the
`Find' facility of the BSI Standards Electronic Catalogue.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 10, an inside back cover and a back cover.
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Personal protection Ð Equipment for eye and face protection
during welding and allied processes
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bound to comply with the CEN/CENELEC Internal Regulations which stipulate the
conditions for giving this European Standard the status of a national standard
without any alteration.

Up-to-date lists and bibliographical references concerning such national standards
may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German).
A version in any other language made by translation under the responsibility of a
CEN member into its own language and notified to the Central Secretariat has the
same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Czech
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Foreword

This European Standard has been prepared by
Technical Committee CEN/TC 85, Eye protective
equipment, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a
national standard, either by publication of an identical
text or by endorsement at the latest by January 1998,
and conflicting national standards shall be withdrawn
at the latest by January 1998.

This European Standard has been prepared under a
mandate given to CEN by the European Commission
and the European Free Trade Association and supports
essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative
annex ZA, which is an integral part of this standard.

Annex A is informative.

According to the CEN/CENELEC Internal Regulations,
the national standards organizations of the following
countries are bound to implement this European
Standard: Austria, Belgium, Czech Republic, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland,
Italy, Luxembourg, Netherlands, Norway, Portugal,
Spain, Sweden, Switzerland and the United Kingdom.

Contents

Page

Foreword

1 Scope 3

2 Normative references 3

3 Definitions 3

4 Design and manufacture 3

5 Requirements 4

6 Harness of welder's face shields 5

7 Requirements for protective equipment
with special characteristics 5

8 Test methods 6

9 Marking 7

10 Information for users 8

Annex A (informative) Guidance on design
of welder's shields 9

Annex ZA (informative) Clauses of this
European Standard addressing essential
requirements or other provisions of EU
Directives 10

Full document details: BS EN 175:1997

http://www.avadocuments.com/doc/bs-en-175-1997
http://www.avadocuments.com/doc/bs-en-175-1997


Page 3
EN 175 : 1997

 BSI 1997

1 Scope
This European Standard specifies safety requirements
and test methods for personal protective equipment
used to protect the operator's eyes and face against
harmful optical radiation and other specific risks or
hazards in usual welding, cutting or similar operations.
This standard specifies protection including ergonomic
aspects against risks or hazards of radiative,
flammable, mechanical and electrical nature. The
equipment is designed to incorporate protective filters,
with or without cover/backing oculars as
recommended by the welding protector manufacturer,
in accordance with EN 166 : 1995 and complying with
EN 169 : 1992 or EN 379 : 1994.

Hoods, inspector face screens, laser protective
equipment and welding protection for special
applications, are not covered in this standard.

This standard defines the terms used and specifies
requirements for materials, design and manufacture.

2 Normative references
This European Standard incorporates by dated or
undated reference, provisions from other publications.
These normative references are cited at the
appropriate places in the text and the publications are
listed hereafter. For dated references, subsequent
amendments to or revisions of any of these
publications apply to this European Standard only
when incorporated in it by amendment or revision. For
undated references the latest edition of the publication
referred to applies.

EN 165 : 1995 Personal eye-protection Ð Vocabulary

EN 166 : 1995 Personal eye-protection Ð
Specifications

EN 168 : 1995 Personal eye-protection Ð Non-optical
test methods

EN 169 : 1992 Personal eye-protection Ð Filters for
welding and related techniques Ð
Transmittance requirements and
recommended utilization

EN 379 : 1994 Specification for welding filters with
switchable luminous transmittance
and welding filters with dual luminous
transmittance

3 Definitions
For the purposes of this standard, the definitions of
EN 165 : 1995 apply together with the following:

3.1 welding protector

A device which provides protection to the wearer
against harmful optical radiation and other specific
risks generated by welding or allied processes.

NOTE. It may be a welding shield, a welding goggle or welding
spectacles.

3.2 welder's face shield

A welder's shield worn on the head and in front of the
face, usually secured in position by a harness to give
protection to the eyes and face when fitted with the
appropriate filter(s).

3.3 welder's hand shield

A welder's shield held in the hand to give protection to
the eyes and face when fitted with the appropriate
filter(s).

3.4 safety helmet mounted welder's face shield

A welder's shield mounted on a compatible safety
helmet, that gives protection to the eyes and face when
fitted with the appropriate filter(s).

3.5 welder's goggle

A device held in position usually by a headband,
enclosing the orbital cavity into which radiation arising
from welding operation can penetrate only through
filter(s) and, where provided, filter cover(s).

3.6 welder's spectacles

A frame, with lateral protection, holding suitable filters
in front of the eyes, to give them protection.

NOTE. It may usually be held in position with sidearms or a
headband fitting.

3.7 harness

An assembly that provides a means of maintaining a
welder's face shield in position on the head.

3.8 headband

That part of the harness to which the welder's face
shield is fixed and which surrounds the head, or that
part of the goggle or spectacle which secures the
goggle or spectacle, onto the head.

3.9 comfort band or sweat band

An accessory to cover at least the inner front surface
of the headband to improve wearer comfort.

3.10 housing

The part of equipment that supports the filter(s),
cover(s) and/or backing oculars.

3.11 backing ocular

A generally untinted ocular used mainly to protect the
wearer from flying particles.

4 Design and manufacture

4.1 General construction

All welding protectors and component parts shall be
free from projections, sharp edges or other defects
which are likely to cause discomfort or injury to the
user.

4.2 Field of vision

The field of vision shall not be obstructed except by
the boundaries of the filter holders.
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