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National foreword

This British Standard is the UK implementation of EN 1762:2017. It
supersedes BS EN 1762:2003 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PRI/66, Rubber and plastics tubing, hoses and hose
assemblies.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2017.
Published by BSI Standards Limited 2017
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ICS 23.040.70

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2017.
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European foreword

This document (EN 1762:2017) has been prepared by Technical Committee CEN/TC 218 “Rubber and
plastic hoses and hose assemblies”, the secretariat of which is held by BSIL.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2017, and conflicting national standards
shall be withdrawn at the latest by September 2017.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 1762:2003.
Compared to EN 1762:2003 the following changes have been made:

a) Clause 2: The normative references have been updated;

b) Table3 has been technically amended (property no. 5); in accordance with corrigendum

EN 1762:2003/AC of November 2007.

c) Clause 8.4 has been divided into 8.4.1 and 8.4.2 to clarify the requirements for the 2 different
grades of M and () hoses

d) Clause 9: The text has been amended editorially;

e) Clause 10: The text has been amended editorially;

f) Clause 11.1: The text has been amended editorially.

Annex A and B are normative. Annex C is informative.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,

Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.
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1 Scope

This European Standard specifies the requirements for rubber hoses and rubber hose assemblies used
for the transfer of liquefied petroleum gas (LPG) in liquid or gaseous phase and natural gas with a
maximum working pressure of 25 bar (2,5 MPa) and vacuum within the temperature range of -30 °C to
+70 °C and, when designated -LT, -50 °C to +70 °C.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

N 1360, Rubber and plastic hoses and hose assemblies for measured fuel dispensing systems -
Specification

N ISO 8033, Rubber and plastics hoses - Determination of adhesion between components (SO 8033
N ISO 1402, Rubber and plastics hoses and hose assemblies - Hydrostatic testing (SO 140

EN 1SO 10619-1|, Rubber and plastics hoses and tubing - Measurement of flexibility and stiffness - Part 1:
Bending tests at ambient temperature (SO 10619-1

N ISO 4671, Rubber and plastics hoses and hose assemblies - Methods of measurement of the dimensions
of hoses and the lengths of hose assemblies (ISO 4671

EN IS0 10619-2, Rubber and plastics hoses and tubing - Measurement of flexibility and stiffness - Part 2:
S0 10619-

Bending tests at sub-ambient temperatures

N ISO 7233, Rubber and plastics hoses and hose assemblies - Determination of resistance to vacuum (@

EN _[SO 7326, Rubber and plastics hoses - Assessment of ozone resistance under static conditions (@
732

EN 1S0 8031 Rubber and plastics hoses and hose assemblies - Determination of electrical resistance and

conductivity (IS0 8031))
N ISO 8330, Rubber and plastics hoses and hose assemblies - Vocabulary (ISO 8330

[SO 37, Rubber, vulcanized or thermoplastic — Determination of tensile stress-strain properties

SO 188, Rubber, vulcanized or thermoplastic — Accelerated ageing and heat resistance tests
SO 1817, Rubber, vulcanized or thermoplastic — Determination of the effect of liquids

S0 4649, Rubber, vulcanized or thermoplastic — Determination of abrasion resistance using a rotating
cylindrical drum device
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN ISO 8330 and the following
apply.
3.1

electrically bonded hose/hose assembly
hose/hose assembly that uses a metallic wire connection to conduct static electricity

3.2

electrically conductive hose/hose assembly

hose/hose assembly that is capable of conducting static electrical charges, using a conductive rubber
layer, without the use of a metallic wire

3.3

electrically discontinuous hose /hose assembly

hose /hose assembly that incorporates a metallic wire connection to one end coupling of the assembly
only or is electrically insulated from both end-couplings

4 Classification

Hoses/hose assemblies for this application are classified into 5 types and 3 grades according to their
use, construction, and electrical properties. The maximum WP for all hoses/hose assemblies is 25 bar.

Type Application

D delivery hose

D-LT delivery hose, low temperature;

SD suction and delivery hose, helix reinforced

SD-LTS suction and delivery hose “smooth hose”, helix reinforced, low temperature

SD-LTR suction and delivery hose, rough bore (having an internal, non-embedded helical

wire of stainless steel), low temperature

Hoses for this application are divided into 3 grades according to their electrical properties:

Grade Electrical property
designation
M Electrically bonded
Q Electrically conductive using a conductive rubber layer
Discontinuous Electrically discontinuous
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