BSEN 17628:2022

Fugitive and diffuse emissions of common
concern to industry sectors — Standard method
to determine diffuse emissions of volatile
organic compounds into the atmosphere

°
bSl o Documents

Document Sharing Hub

Full document details: BS EN 17628:2022


http://www.avadocuments.com/doc/bs-en-17628-2022
http://www.avadocuments.com/doc/bs-en-17628-2022

BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 17628:2022.

The UK participation in its preparation was entrusted to Technical
Committee EH/2/1, Stationary source emission.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 14004 0
ICS 13.040.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2022.

Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 17628:2022


http://www.avadocuments.com/doc/bs-en-17628-2022
http://www.avadocuments.com/doc/bs-en-17628-2022

EUROPEAN STANDARD EN 17628
NORME EUROPEENNE
EUROPAISCHE NORM April 2022

ICS 13.040.40

English Version

Fugitive and diffuse emissions of common concern to
industry sectors - Standard method to determine diffuse
emissions of volatile organic compounds into the

atmosphere
Emissions fugitives et diffuses concernant les secteurs Fugitive und diffuse Emissionen von allgemeinem
industriels - Méthode normalisée pour la Interesse fiir Industriebereiche - Verfahren zur
détermination des émissions diffuses de composés Bestimmung diffuser Emissionen fliichtiger
organiques volatils dans l'atmosphére organischer Verbindungen in die Atmosphére

This European Standard was approved by CEN on 13 March 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2022 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 17628:2022 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 17628:2022


http://www.avadocuments.com/doc/bs-en-17628-2022
http://www.avadocuments.com/doc/bs-en-17628-2022

EN 17628:2022 (E)

Contents Page
EUTOPEAN fOT@WOTI..c...ceieieiissssisisssssmsssssassssssssss s s sssssssssasas s e e e bR SRS AR R R AR AR AR SR RA R AR AR R R R R R AR R AR AR R AR RS 7
091 0 16 1 0 8
1 Y . 1 9
2 I\ L0 0T U g () o) 4 L 9
3 Terms and defiNitions ... —————————_——_——_——— 9
4 Symbols and abDreviations ... ——————— 12
5 50 10 (00 ) [ 12
6 Measurement ObjeCtiVeS......co s ————————————— 13
6.1 O] 1 =) 1 13
6.2 Quantification of site eMiSSIONS......ccvi i —————————_——_——_—=——_——_—_———_ 14
6.3 Quantification of section EMISSIONS ... ————————_——_—_—_—__———_— 14
6.4 Quantification of main equipment eMiSSIONS......cuviim i ————_———— 14
6.5 Localization emission SOUTrCes/1€aks ... ssssssssssssaes 15
7 LD E T 0 LT L 0] o) Lo L 15
7.1 =3 1T i 15
7.2 Quantification of site eMiSSIONS......ccuim i ———————S————_——_— 15
7.3 Quantification of section emiSSioNS ... —————————_—— 16
7.4 Quantification of main equipment eMiSSIONS......cummiimmr s ——_————— 16
7.5 Detection/localization of emiSSiON SOUICES ... ——————————— 16
8 Overview of Methods ... ————————————_——_—_—_————— 16
8.1 Applicability and limitations of monitoring techniques........————— 16
£ 200 00 . ¥ ) 0 D 0= 1 ) 1 16
£ 700 U 10 s 1V 00 17
8.2 SPECIfiC METNOAS. ..o 19
£ 207208 T - 1 =) ) 19
8.2.2 Differential Absorption Lidar (DIAL).....ccmmmmmmmsmmsmssssssssssssssssssssssssssssssssssssasasssssssssssssssssssssses 19
8.2.3 Solar Occultation FIUX (SOF) .....ccccummmmmmmisisisismsssssssssssssssssssssssssssssssssssssssssssssssssssssssasasssasssssssssssssssans 21
8.2.4 Tracer COrrelation (TC) ..mmmmmsssssssssssssssssssssssssssssssssssssssssssssssssss st ssssssssss s s s s s s sssssnsmsasasases 23
8.2.5 Optical Gas IMaging (OGI) .....ccocorumimsmsmsmsmsmsmsmsssssssssssssssssssssssssss s s s s s s seaes 25
8.2.6 Reverse Dispersion Modelling (RDM) ......ccounmmmsmsssssmmsmsmsissssssssssssssssssssssssssssssssssssasssssssssssssses 27
9 Meteorology data and MEeASUTIEIMENTS ...t sssssssasas s s ssssasssssses 29
10 Measurement strategy and measurement campaign planning......c.c. 30
L0200 O 7 1 1) i 1 30
10.2 Measurement ObJECHIVES. ..o ms s e 31
10.3 Measurement PlannNing ... ——————————————————————————— 32
10.3.1 Specification of measurement Plan ... ——————————————— 32
10.3.2 Surveyed areas and eqUIPMENT ... s sssssasasasass 32
10.3.3 Technical supervisor and PersoONNEel.......————————————— 32
10.3.4 Planning of the measurement dates........ccuu—————————————————— 32
10.3.5 Planning of combined MeasuUremMeENtS ... sssssssasasasssass 33
10.4 Preparation of the measurement CAMPAIGN......ccvemmrmsesmsmmmsmsmsmsssmms s ————————— 33
10.4.1 Preparations by the plant OPerator ... s——————————— 33
10.4.2 Preparations by the measurement Provider ... ——————————— 33
Documents
2 Document Sharing Hub

Full document details: BS EN 17628:2022


http://www.avadocuments.com/doc/bs-en-17628-2022
http://www.avadocuments.com/doc/bs-en-17628-2022

EN 17628:2022 (E)

10.4.3 Preparations after arrival at the plant..... s —————— 34
10.5 Conducting the MeASUIEMENTS ... es 34
10.6 Calculation of results and measurement UNCETtAINLY ... 34
10.6.1 Calculation Of FESUILS ... e e 34
10.6.2 Assessment of measurement UNCEIrtaINLY ... ————————————— 34
I T 1 1= ) (1 07 39
11 2] 0 1) o 1 40
12 Results of the validation and demonstration field studies........cconmnmsnsnsnnsss————- 41
B2 R 7 1 L) 1 41
12.2 First campaign: validation StUAY ... 41
12.3 Second campaign: demonstration of the applicability of the methods........ccevcvrvrnrnnrrrrsnenses 42
Annex A (NOormative) DIAL PrOCEAUIE.....oismssssssssssssssssssssssssssssssssssssss s sssssssssssssssssasasasssssssssssssssassssnsns 43
A1l Performance reqUIr€MENTS ... s s as s s samsmsasasanss 43
A.2 Application of the Method ... ——————_———————————— 44
7 W20 T 213 () a3 7= 110 .21 2 L, 44
A.2.2 Set-up and iNitial tASKS ..o ——————————— 45
W70 TR D = 11 = T € 46
A.2.4 Measurement SEFATEZY ..o eSS AR 47
A3 L0 11T o004 100 ) 49
2 V0 00 S 1 1 V=) o 1 49
A.3.2 Spectroscopic calibration procedures........mmm—————— 49
WO T 4 =) 49
A.3.2.2 CalIDTation aASES....ccocvmsmrmsmsmsssssnsnsassssssssssssssssssssssss s s E RS R AR R A A AR R RRR SRR R AR AR AR AR R R RS 49
WA VRS J705 3061 110 o 10 o Q<) | 50
A WO 70 L o ot 1§ 0o 1 50
A.3.2.5 Continuous spectral MONITOTING ... ————————————— 50
A.3.2.6 Check of SyStem PerfOrmanCe ... s s ssssss s ses 50
A.3.3 Meteorological sensors calibration...... i ——————————— 50
A4 LD F T B 1 1T 172 50
N R T 1 = - |, 50
A.4.2 Background SUDLIACION .. ssssssssssssssasasasasssssses 50
A.4.3 Normalization for variation in transmitted energy ... ————————— 51
A.4.4 Calculation of path-integrated cONCENIratioN ... —————— 51
A.4.5 Derivation of range-resolved cONCENIIratioNS ... 51
A.4.6 Calculation Of EMISSION FATES ..cviiiiirimsismsrsrsrsr e en 51
A5 23 170 o) . 52
Annex B (normative) SOF ProCedUTIe......mmmmmmmmsmmssssssssssssssssssssssssssssssssssssssassssssssssssssssssssssssssssasasasassssns 53
B.1 Performance reUITEIMENTS ... ssssssssssssssssssss s s sssssssasas s s s s sssssssasas 53
B.2 Application of the Method ... ————————————————— 53

Documents

Document Sharinq;Hub

Full document details: BS EN 17628:2022


http://www.avadocuments.com/doc/bs-en-17628-2022
http://www.avadocuments.com/doc/bs-en-17628-2022

EN 17628:2022 (E)

3070 T 213 (00 QL o= 1011 2= U o 53
B.2.2 Set-up and initial tasKS ... s s sssssasasas 54
3300 TR D F- 11 0 i 1 55
B.2.4 Measurement StIAtEZY .....ccmmmmmmmssssssassssssssssssssssssssssss s sasasasas s s A A bR AR e e e R R R R RS R 55
B.3 L0101 L o005 1000 57
5 0 700 T 7)1 T i 1 57
B.3.2 Spectroscopic calibration proCedures........ s 57
5 20 0 0 ) 1 1) i 57
530 0707 0= 1) 10 i 10 (1) 1 57
B.3.3 Meteorological sensors calibration .........——————— 57
B.3.4 Required QC checks in the field ... ———————————— 57
B.4 LD E L B 1 (B 1 T 58
5 T 0 ) 1 1) i | 58
B.4.2 Calculation of COIUMN VAIUES ......cocvvmrmscsmsiimsmsmsssssssssssssssssssssssssssssssss s s ssssssssssssssssasssssssssssens 59
B.4.3 Calculation of emiSSION Fates......cmssmsmsmn s ——————————————————— 59
B.4.4 Estimation and localization of emiSSiON SOUICES.........c.coummmmmnss s —————— 60
B.4.5 Data validation ProCeduUIes......mmmssssssisssssssssss s s s sssssssssasasas 61
B.5 L2 010 D . 62
Annex C (Normative) OGI PrOCEAUIE .....cuiiiimmsmsmsssssssssssssmssssssssssssssssssssssssssssssssssassssssssssssssssssssssssssasasasssssses 63
C1 Application of the Method....... i ————————————— 63
O8RS 0 O -5 1 1) ) . 63
C.1.2 Set-up, initial tasks and detection PlanNIng.........ccuumm—————————— 63
C.1.3 Performance Of the SUIVEY......cummssssssssssssssssssss s s s sssssssssssasas 64
C.2 L0101 o004 1000 66
00070 N =23 00 ) 0 o L 0 66
O s 0= 1 U Y . 66
C.2.1.2 BASIC F@QUITCIMEIILS ...ccoucirimiscinsmsasssnssssssssnssssssssssssss s s ssssssess s smsss s s R R SRR R R AR AR R AR SRR AR AR R AR R R R AR R RS 66
O 200 TR 30 T |1 1) 1 o, 66
O T 0 ) 0T U0 0V e 4 (0 66
C3 1D F T TR D 1T 172 1 67
O R < 1 1 i 67
C.3.2 Database Mana@eIMENT.......coismrmsssmmssmsssmssssssssssssssssssssssssssssssssss s sasssss s s ssasas st s s s sss s s s s s asaneaes 67
C.3.3 Emission rate calculation and quantification ... ———————— 67
C4 2] 00 1, 67
O < 1 1 o 67
C.4.2 CUSLOMET FeQUITEIMENTES. ciouiuiirsesarsssnssssnssssssssssssssssssssssssssasssssssssssnssssssssasssssssssesssnssssmssssnsssmssssnnssansesnssnsensnass 67
Documents
4 Document Sharing Hub

Full document details: BS EN 17628:2022


http://www.avadocuments.com/doc/bs-en-17628-2022
http://www.avadocuments.com/doc/bs-en-17628-2022

EN 17628:2022 (E)

Annex D (NOrmative) TC ProCEAUIE ... imimsmsmsmssssssssssssssssssssssssssssssssssssssas s ssssssasssssssasssssssssssseses 68
D.1 Performance reqUITr€MENTS ......ouimmsessssssssssssssssssssssssssssssssasassssssssssssssssssssssssasasasassssssssssssssssssssasass 68
D.2  Application of the method ... —————————————————_————— 68
10 2077 T 53 00 QT o= 0111 02 )0 68
D.2.2 Set-up and initial tasKS ... s 69
LD 27205 TN D F: Y1 |70 i F 70
D.2.4 Measurement StIateZY .......cucummsmsmsmsmsismsssssssssssasssssss st e A R AR e e e e 70
D.3 L0 10 E= L2 o0 11 ) 72
D T8 200 T € 1 1) i | 72
D.3.2 Calibration Of Gas SENSOIS. ... s a AR 72
D.3.3 Meteorological sensor calibration.......c s ———————————— 72
D.3.4 Tracer release equipment Calibration ... ———————— 72
D.3.5 Required QC checks in the field ... ————————————— 72
LD 2 N D F Y T 1 T 12 73
D.4.1 Calculation of eMiSSION FALES ....cccvcriimsisismsnssssms s ————————————————— 73
D.4.2 Estimation and localization of emiSSiON SOUICES ......ccvcimimimimnmnnss s —————— 73
D.4.3 Data validation ProCedures ... s s 73
LD 28T 2] 010 o 1 75
Annex E (Normative) RDM PrOCEAUIE .....ouuiismsmsmsmsssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssasasssssssssssssssasasssses 76
E.1 =5 1 1) - 76
E.2 Performance reqUIremMents ... ssssssssssssssssssssssssssssssssssssasasasass 76
E.3 Application of the Method ... ————_——————_——— 77
DI T80 T 25 (00 QT o= 1011 2= U1 o 77
E.3.2 Set-up and initial taSKS ... sssssssssssssssssssssassssssssssssssssssssssasasasasasssssssss 78
DT 0 TN D F- Y1 0 1 1 78
E.3.4 Measurement Strategy ... ssasas s s e smsmsasas s s s s e a s sasas 79
E.4 L0 10 E= U200 11 ) 81
D 0 1 1) i | 81
E.4.2 Analyser calibration proCedures ... 81
D 00 T € 1 L) i 1 81
O S 0 2 0= 111 o) i U (0] 4T s 81
E.4.2.3 Calibration Dag ... s s s s s asassss s ens 81
E.4.2.4 ContinUOUS MONITOTING...cciimieieinisismsrmmsssssssssmssssssssssssssssssssss s s s e 82
E.4.2.5 Check of SyStem PerfOrmance ... sssssssssssssssssssssssssssasasas 82
E.4.3 Meteorological sensor calibration....... s 82
E.5 LD B T B 1T 172 82

Documents

Document SharingSHub

Full document details: BS EN 17628:2022


http://www.avadocuments.com/doc/bs-en-17628-2022
http://www.avadocuments.com/doc/bs-en-17628-2022

EN 17628:2022 (E)

DS < 1 U i 82
E.5.2 Background SUDLraCtion ... ssssssssssssssssssssssssssssssssssssssssssssssssssassssas 82
E.5.3 Concentration conversion according to Speciation ........———— 82
E.5.4 Calculation of emiSSiON rates ... —————— 83
Annex F (Informative) MeteOrolOgY .......cummsmmmmmsmsmssssssssssssssssssssssssssssssssssssssssssassssssssssssssssssssssssasasasssssssses 84
F.1 T 5 1<) 84
F.2 Principles of placement specific to the application on complex sites.......commmmmmmmmsa: 85
F.3 3 =) e 1 L () 86
F.4 Instrumentation choices for wind speed and direCtion ... ———— 87
F.5 Performance requirements for wind speed and direction ..., 87
F.6 Lidar Profiles ... sssssssassssssssssssssssssssssssssasassssssssssssssssssssssssssasasansnssss s snsnsssssssasas 88
F.7 Emission rate calCulations ... ssses 88
F.8 Averaging time suited to different measurement strategies ........uss—— 89
F.9 Spatial variation (physical separation of wind measurement and concentration

IMNEASUTCIMEIIT] ourresesesesasssssansssnsssssssssssssssssssssssassssnssssssssssasassssssasasssssss sssssssssssssssmsmsasERERSR SRR R SRR SRR E SRR ERERER SRR R SRS 91
F.10 Accounting for low wind speed and atmospheric stability........—————— 92
F.11 Instrumentation choices for other relevant data (insolation, temperature, visibility,

rain, timMe-TeferenCe) ... s s se e e snsnsnsnsmsms s s s e 94
0 s s 0 1T o 94
200 T O 5 1 T T ) (=) 1 Lo 94
F.11.3 Measurement of atmoOSPReriC PreSSUIe. ... sssssssasasssssssssssssssssssssssses 94
F.11.4 Measurement of air tEMPErature........ccuursmsmsmsmsmsmsmsmsrssssssmsssssssss s sssssssssssssssssasasassssssssssssssssssssssns 94
F.11.5 Measurement of the moisture content of Qir......————————— 94
F.11.6 QUALITY ASSUTAIICE ..uiuiuiessesessssssssmssssssssssasssssssss s ssassss s s e EEA R R RS 95
000 7 20 010 1 0 95
Annex G (informative) Example of measurement uncertainty calculation..........ccunmnnmsrsrsnsnsesssnsens 96
133 10) 10T o2 0 1 1] 1, 929

Documents

6 Document Sharing Hub

Full document details: BS EN 17628:2022


http://www.avadocuments.com/doc/bs-en-17628-2022
http://www.avadocuments.com/doc/bs-en-17628-2022

EN 17628:2022 (E)

European foreword

This document (EN 17628:2022) has been prepared by Technical Committee CEN/TC 264 “Air quality”,
the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by October 2022, and conflicting national standards shall
be withdrawn at the latest by October 2022.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United
Kingdom.
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Introduction

0.1 Background

This document has been developed to provide a framework for the selection and use of monitoring
methods to determine (detect, identify and/or quantify) the emission to the air of volatile organic
compounds (VOC) from diffuse sources, in particular due to the storage, transfer and handling
(loading/unloading) of such compounds, within certain industrial sectors. It has primarily been
developed to meet the needs of the European Best Available Technique Reference (BREF) document for
the refining of mineral oil and gas [1] including the Commission implementing decision [2] establishing
best available techniques (BAT) conclusions, under Directive 2010/75/EU [3] on industrial emissions,
for the refining of mineral oil and gas.

Emissions of VOCs from anthropogenic, biogenic and other natural sources contribute to the formation
of ozone and other pollutants in the atmosphere which are detrimental to human health and damaging
to the environment. Better determination of the anthropogenic contribution can help reduce these
impacts. A wide range of human activities can give rise to emissions (e.g. industrial processes, transport,
the storage and handling of fuels and chemicals, end use of VOC containing products, etc.). Emission
sources can be complex and diffuse sources are difficult to determine accurately. Their determination has
hitherto required the use of specific measurement and estimation methods not subject to
standardization. By setting out appropriate standardization criteria and demonstrating their use with
certain techniques, the determination of diffuse VOC should be improved, assisting the management of
emissions and consequential benefits.

0.2 European context

National reduction targets for VOC emissions to air in European countries are regulated through the
Gothenburg Protocol [4] of the UN-ECE Convention on Long-range Trans-boundary Air Pollution
(CLRTAP) and, additionally, for the EU Member States and the EU as a whole by the National Emission
Ceilings Directive (2016/2284/EU [5]). Annual reporting of emissions is required under both
instruments.

National emissions are the sum of sectoral emissions. Within the EU sectoral emissions are regulated to
enable the national commitment to be met. For the largest industrial sectors, the principle instrument is
the Industrial Emissions Directive (Directive 2010/75/EU [3]). The Industrial Emissions Directive (IED)
sets minimum emission standards for certain pollutants in key sectors but, more importantly, sets out
formal guidance to permitting authorities on the emissions, to both air and water and expressed as
concentrations or loads that might be achieved through the application of Best Available Technology
(BAT). Conclusions on BAT (BATC) are published in the Journal of the European Union and have legal
status. The BATC are derived through a formal process (the Sevilla Process) of data collection and
appraisal recorded in Best Available Techniques Reference documents (BREFs). BREFs provide context
and guidance for the interpretation of the BATC. The IED sets out a requirement to review, and if
necessary, revise, each sectoral BREF on an 8-year cycle.

This document supports BATCs that require diffuse VOC emissions to be assessed and reported. These
are, at the time of writing, set out in:

— Mineral Oil and Gas Refineries [2] (BAT 6);
— Common Waste Water and Waste Gas in the Chemical Sector [6] (BAT 5);
— Common Waste Gas Management and Treatment Systems in the Chemical Sector (BAT 22) [7].

General information on Monitoring for Diffuse Emissions can be found in the JRC Reference Report on
Monitoring of Emissions to Air and Water from IED Installations (EUR 29261 EN) [8].
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1 Scope

This document specifies the framework for determining emissions to the atmosphere of Volatile Organic
Compounds (VOCs). It specifies a system of methods to detect and/or identify and/or quantify VOC
emissions from industrial sources. These methods include Optical Gas Imaging (OGI), Differential
Absorption Lidar (DIAL), Solar Occultation Flux (SOF), Tracer Correlation (TC), and Reverse Dispersion
Modelling (RDM). It specifies the methodologies for carrying out all the above, and also the performance
requirements and capabilities of the direct monitoring methods, the requirements for the results and
their measurement uncertainties.

This document specifically addresses, but is not restricted to, the petrochemicals, oil refining, and
chemical industries receiving, processing, storing, and/or exporting of VOCs, and includes the emissions
of VOCs from the natural gas processing/conditioning industry and the storage of natural gas and similar
fuels. The methods specified in this document have been validated at onshore facilities.

This document is applicable to diffuse VOC emissions to atmosphere but not to the emissions of VOCs into
water and into solid materials such as soils. It is complementary to [9], the standardized
method for the detection, localization of sources (individual leaks from equipment and piping), and
quantification of fugitive VOC emissions within the scope of a Leak Detection and Repair Programme
(LDAR).

This document has been validated for non-methane VOCs, but the methodology is in principle applicable
to methane and other gases.

This document specifies methods to determine (detect, identify and/or quantify) VOC emissions during
the periods of monitoring. It does not address the extrapolation of emissions to time periods beyond the
monitoring period.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

N 15259, Air quality - Measurement of stationary source emissions - Requirements for measurement
sections and sites and for the measurement objective, plan and report

EN 60825-1:2014, Safety of laser products — Part 1: Equipment classification and requirements
3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at https://www.electropedia.org/

— ISO Online browsing platform: available at https://www.iso.org/obp/ui

31
detection
recognition of the presence of an emission source in a certain area

3.2
localisation
determination with a certain degree of precision of the position of an emission
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3.3
quantification
determination of an emission rate

3.4
site
area within a defined perimeter where emissions might take place

3.5
section
delimited area within a site usually having a specific function

3.6
main equipment
delimited piece of equipment

Note 1 to entry:  Examples are compressor, distillation tower, individual basin, individual storage tank and water
separator.

3.7
component
assembly or mechanical part of an item of main equipment

Note 1 to entry:  Examples are fitting, flange, pump, seal, valve.

3.8

volatile organic compound

voC

organic compound having a vapour pressure of 0,01 kPa or more at 293,15 K or having the corresponding
volatility under the conditions of use

[SOURCE: Directive 2010/75/EC [3], modified]

Note 1 to entry:  Care is necessary in the use of the term VOC, as there are many different definitions in common
use. In some contexts, VOC excludes methane or methane and ethane. It is recommended to clearly state which
range of compounds is reported as VOC.

3.9

organic compound

compound containing at least the element carbon and one or more hydrogen, halogens, oxygen, sulphur,
phosphorous, silicon or nitrogen, with the exception of carbon oxides and inorganic carbonates and
bicarbonates

[SOURCE: Directive 2010/75/EC [3]]
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3.10
emission
discharge of substances into the atmosphere

Note 1 to entry:  This term comprises four types of emission sources:

— Accounted channelled emissions (from monitored stacks);

— Unaccounted channelled emissions (from, e.g. vents, flares);

— Fugitive emissions (leaks from, e.g. valves, seals);

— Area emissions (from, e.g. water treatment basins, coke storage).
3.11

fugitive emission
emission to the atmosphere caused by loss of tightness of an item which is designed to be tight

[SOURCE: EN 15446:2009 [9]]

3.12

diffuse emission

emission to the atmosphere from an identified site or facility, not specifically directed to identified stack
emission points

Note 1 to entry:  This term comprises the sum of various unaccounted channelled emissions, fugitive emissions
and area emissions.

3.13

expanded uncertainty

quantity defining an interval about the result of a measurement that may be expected to encompass a
large fraction of the distribution of values that could reasonably be attributed to the measurand

Note 1 to entry:  The fraction may be viewed as the coverage probability or level of confidence of the interval.

Note 2 to entry:  To associate a specific level of confidence with the interval defined by the expanded uncertainty
requires explicit or implicit assumptions regarding the probability distribution characterized by the measurement
result and its combined standard uncertainty. The level of confidence that may be attributed to this interval can be
known only to the extent to which such assumptions may be justified.

Note 3 to entry:  Expanded uncertainty is termed overall uncertainty in paragraph 5 of Recommendation INC-1
(1980).

[SOURCE: ISO/IEC Guide 98-3:2008 [10]]

3.14

detection limit

minimum concentration of a substance which produces an observable response, which is two times the
standard deviation at zero

[SOURCE: EN 12619:2013 [11]]
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4 Symbols and abbreviations

API American Petroleum Institute
ATEX ATmospheéres EXplosibles
DIAL Differential Absorption Lidar
DQO Data Quality Objective

FID Flame Ionization Detector
FTIR Fourier Transform Infrared
HITRAN HIgh Resolution TRANsmission
IR Infrared

LDAR Leak Detection and Repair
LIDAR  Light Detection and Ranging

0GI Optical Gas Imaging
PID Photo lonization Detector
PPE Personal Protective Equipment

RDM Reverse Dispersion Modelling

SOF Solar Occultation Flux

TC Tracer Correlation

vVoC Volatile Organic Compound

WMO World Meteorological Organization

5 Principle

This document provides a framework for a number of complementary methods (DIAL, SOF, OGI, TC, and
RDM) used to determine diffuse VOC emissions. It provides performance requirements and quality
assurance procedures to ensure the correct application of each method. Common issues are identified
and addressed within the main body of this document, method specific procedures and requirements are
given in the relevant Annexes.

Methods are described as complementary because each has a potential role to play within an efficient
VOC emission monitoring programme. For example, whereas periodic surveys of equipment can be
undertaken using a leak detection and repair programme (LDAR) as described in [9], surveys
of equipment and other potential emission sources (tanks, loading operations etc.) can be undertaken
using OGI as described in this document. Periodic surveys of the whole site, or targeted areas therein, can
be undertaken using DIAL and/or SOF. Where specific sources are identified TC and RDM techniques can
be used for quantification.
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6 Measurement objectives

6.1 General

A VOC monitoring program focussed on diffuse emissions has three main objectives: the detection of
emission sources, their localization, and the quantification of emissions. Diffuse emissions can arise from
leaks in which case detection and localization of the specific source is needed. Diffuse emissions also arise
from normal operations in which case quantification can inform on the magnitude of emissions and
indicate whether detection and localization of contributing sources is needed.

There are a number of different monitoring approaches that can be taken to meet these objectives. These
range from a bottom-up investigation of potential emission source points, to a top-down investigation
using remote sensing to first survey all or part of a site. Unexpected emissions can then be more closely
investigated.

A baseline for expected emission sources is set from a site emission inventory and results from previous
monitoring studies. Many diffuse sources are time-varying, and this document requires operational
events that might contribute to emissions during the time of a survey to be documented. Determining the
temporal variation of specific emission sources can be a measurement objective.

The broad nature of diffuse emissions and the many options for their determination makes it essential to
set clear and specific measurement objectives for the monitoring campaign. This particularly affects the
choice of methods to be used and expectations for data quality. It should be noted that all the methods
covered by this document are dependent on external circumstances (meteorology, site operational
constraints etc.) specific to the monitoring period and measurement objectives should, in their detail, be
tolerant of such.

When measurement objectives are specified the following elements shall be considered:

— The purpose of the monitoring campaign shall be clearly stated. This specifies the scope and key
deliverables of the campaign.

— The site or section(s) to be monitored shall be specified. For a section this will require information
on the main equipment therein and components thereof, to be gathered. This information to be
complemented by information on process streams and their thermodynamic state according to the
measurement to be made.

— The type of monitoring for each section shall be specified. Examples might include detection,
detection and localization of individual sources, detection and quantification of emissions.

— The spatial resolution of the monitoring shall be specified. This will reflect the type of monitoring to
be conducted. Consideration shall be given to the techniques involved. For example, objectives shall
be consistent with the spatial resolution of the techniques.

— For localization objectives should address the spatial resolution required. For example, to main
equipment or, if repair is mandated, to the scale of the emission source.

— For quantification, objectives should explicitly address how emissions from different sources are
separated. At a site-scale external (off-site) sources are to be accounted. At section scale, emissions

from neighbouring sections need to be accounted, and so forth.

— For quantification measurement objectives for meteorological measurement should ensure
necessary and appropriate data are gathered.
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— The time duration of the monitoring shall be specified. Considerations will be different for
monitoring chronic (steady) sources, sources that have emissions that vary in time e.g. as a
consequence of operations, irregular emissions.

— The species to be determined shall be specified.
6.2 Quantification of site emissions

The methods DIAL and SOF can determine emissions from an entire site within constraints imposed by
location and appropriateness of meteorological conditions during the measurement period. The
proximity of VOC sources outside of the site boundary is important as they shall be excluded from
emission rate calculations. Both techniques rely on determining the difference between upwind and
downwind VOC emission rates. Both techniques have an operating window with respect to wind speed
and stability of wind direction. SOF has an operating window depending on solar insolation. These
constraints are documented in the measurement procedures.

Determination of site emissions requires a sufficient number of measurements to be made. The method
descriptions provide sufficiency criteria. Measurements can be carried out under different wind
conditions to check for systematic errors under the assumption of constant emissions. VOC emissions are
unlikely to be constant over the course of a campaign making it important to document site operations
and establish a time line between measurement and potential emission events upwind of each
measurement plane prior to and during the measurement period. If there are non-diffuse VOC emissions
(e.g. channelled emissions) inside the source area during the measurement period these should be
accounted for.

Where constraints prevent direct determination of the whole site emission it can be obtained by
combining a number of separate section emissions. The requirements for the whole site emission
determination apply to each section emission determination. The section emission values, timeline and
the methodology to combine them should be documented.

6.3 Quantification of section emissions

The emission from sections can be determined using methods DIAL, SOF, and - with limited
applicability - RDM and TC within constraints imposed by location and appropriateness of
meteorological conditions during the measurement period. The proximity of VOC sources outside of the
section boundary is important as they shall be excluded from emission rate calculations.

Measurements can be carried out under different wind conditions to check for systematic errors under
the assumption of constant emissions. Subtraction of contributions from outside the section will need to
be addressed. VOC emissions are not likely to be constant over the course of a campaign making it
important to document section operations (both process and maintenance) and meteorological
conditions and to establish a timeline of potential upwind emission events prior to and during the
measurement period. Method procedures should separate temporal variation in emissions from
uncertainty in emission determination, including the correction for upstream sources. If there are non-
diffuse VOC emissions (e.g. channelled emissions) inside the source area during the measurement period
these should be accounted for.

6.4 Quantification of main equipment emissions

The measurement objective is the quantification of the mass emission rate from a main equipment. Can
be average of emission from different periods or can be a time series of emission rates to determine
emissions related to activity - for example emissions from a delayed coker across its operating cycle.

The emission from main equipment can be determined using methods DIAL, SOF, RDM and TC within
constraints imposed by location and appropriateness of meteorological conditions during the
measurement period. The proximity of VOC sources outside of the section boundary is important as they
shall be excluded from emission rate calculations.

Documents
14 Document Sharing Hub

Full document details: BS EN 17628:2022


http://www.avadocuments.com/doc/bs-en-17628-2022
http://www.avadocuments.com/doc/bs-en-17628-2022

EN 17628:2022 (E)

6.5 Localization emission sources/leaks

The localization of emission sources can be performed in a bottom-up manner by equipment inspection
using OGI, extending the practice of LDAR as set out in [9] for not only process equipment but
other components such as floating roof tank seals. This involves the systematic inspection of potential
sources of emissions, recording where sources are found. Procedures are detailed in the OGI procedure
description.

Alternatively, localization can be guided by remote sensing results at section or unit scale where the
approximate source of emissions is indicated. For example, measurements by DIAL or SOF can indicate
higher than expected emissions from a group of tanks and OGI can then be used for e.g. seal inspection.

DIAL, SOF or the TC mobile screening can directly indicate the source of a point or small area emission in
circumstances where the source is isolated, little correction for upwind sources needed and wind
directions during measurement allow accurate triangulation.

7 Data quality objectives

7.1 General

Data quality objectives (DQO) shall be specified by the customer for the specific measurement activities
to be undertaken. Depending on the specific measurement objectives this may allow for the DQOs to be
varied from the examples given in the following sections. The DQOs may inform the selection of
techniques to use for a specific monitoring objective. Two DQOs should be specified related to the
uncertainty of the reported values and the detection limit. These enable the selection of appropriate
techniques and development of specific monitoring plans. The procedures given in this document specify
how these DQOs are determined for each technique.

The following subclauses provide examples of possible monitoring objectives. In absence of DQO
requirements the DQOs specified in these subclauses shall be used (default values). These are typical
values for refineries, for other measurement tasks (e.g. different industrial sites) other values may apply.

7.2 Quantification of site emissions

Objective is the quantification of the mass emission rate for an entire site. [t may be done as a summation
of individual emissions from sub areas.

The area to be monitored is typically > 500 m x > 500 m.

Typically for reporting total site emissions or for comparing measured emissions against estimated, the
DQO should be:

— Expanded uncertainty of 30 % for the average mass emission value;
— Detection limit: ca. 20 kg/h;

— Spatial resolution: 50 m.

Documents
Document SharirpSHub

Full document details: BS EN 17628:2022


https://doi.org/10.3403/30143822U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-17628-2022
http://www.avadocuments.com/doc/bs-en-17628-2022

EN 17628:2022 (E)

7.3 Quantification of section emissions

Objective is the quantification of the mass emission rate for a section.
The area to be monitored is typically (50 m x 50 m) to (300 m x 300 m).
The typical DQO for the determination of mass emission rate for a section of a site should be:

— Expanded uncertainty of 40 % for average mass emission value;
— Detection limit: ca. 15 kg/h;

— Spatial resolution: 25 m.

7.4 Quantification of main equipment emissions

Objective is the quantification of the mass emission rate from a main equipment. Can be average of
emission from different periods or can be a time series of emission rates to determine emissions related
to activity - for example emissions from a delayed coker across its operating cycle.

The area to be monitored is typically (10 m x 10 m) to (50 m x 50 m).
The typical DQO for the determination of mass emission rate for a main equipment of a site should be:

— Expanded uncertainty of 40 % for average mass emission value;
— Detection limit: ca. 10 kg/h;

— Spatial resolution: 5 m - 10 m.

7.5 Detection/localization of emission sources

The target DQOs for localization are related to the smallest emissions that can be reliably detected by the
technique:

— Smallest detectable emission 30 g/h;
— Time to screen a component < 5 min;

— Spatial resolution < 1 m.

8 Overview of methods
8.1 Applicability and limitations of monitoring techniques
8.1.1 Applicability

Table 1 summarizes how the five methods specified in this document can contribute to detection,
localization and quantification. The most effective approach will depend on the size, scale and complexity
of the site and the nature of its historical emissions. This table shows the typical use of the methods. This
document does not exclude the use of the methods for other objectives.

Component screening techniques specified in [EN 15446 [9] (and correlation curves), flux chamber/wind
tunnel measurements and bagging may be used as additional techniques for detection, localization and
quantification of leaks. These techniques are not specified in this document.
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Emission source determination techniques

Differential Absorption lidar (DIAL)

Solar occultation Flux (SOF)

Reverse Dispersion Modelling (RDM)

Tracer Correlation (TC)
Optical Gas Imaging (OGI)

D  detection of emission source

L1 precise localization of emission source

L2 approximate localization of emission source
Q quantification of flow rate of emission source

Bold print: main applicability of techniques (see limitations)

Average
Emission scale
type Area type Examples (m x m)

Fugitive Component | Pumps, valves, flanges, N/A - - - D/L1
fittings, seals, sampling points
or other part of a pipework
system

Others Main Individual storage tank, 50 x 50 D/Q/L2 | b/Q/L2 | D/Q/L2 | D/L1 | D/Q

diffuse equipment | individual basin, compressor,
API separator, distillation
tower
Flare N/A D/Q/L1 | D/Q/L1 - - -

Section Group of storage tanks, 300 x 300 D/Q/L2 | D/Q/L2 - D/L1a | D/Q
process unit
Loading/unloading facility 100 x 50 bp/Q/L2 | D/Q/L2 | D/Q/L2 | D/L12 | D/Q
Waste water treatment plant 100 x 100 D/Q/L2 | D/Q/L2 D/Q - D/Q
and other area sources
Site Industrial site, full scale >500x>500| D/Q/L2 | D/Q/L2 - D/L1a -

industrial unit, storage facility

Key

a Large scale areas (section, site) are addressed by screening individual components and main equipment.

8.1.2 Limitations

8.1.2.1 0GI

OGI visualization of VOC plumes requires high concentrations of VOC and a suitable background. This
makes it ideal for pinpointing sources of emission but less good for identifying very dilute plumes.
Therefore, sources characterized by their emission per unit area, such as the surface of a water treatment
basin which are subject to rapid dispersion, cannot be detectable, even when the same or much smaller
mass-emission from a point source would be clearly visible. Similarly, the combined plume from sources
on a section or site will generally disperse and be too dilute for OGI to identify at a distance. Coverage of
emissions from main equipment, section or site, is achieved by conducting a survey of the constituent
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components. Quantification of emissions using OGI is not covered by this document, but it is possible to
make a qualitative judgement on whether a source is small, medium, large etc. Detection generally
depends on being able to resolve the emission source in the field of view.

8.1.2.2 DIAL

DIAL measurement is dependent on achieving a clear (time-averaged) demarcation between a dispersing
plume and background concentrations so as to identify the plume cross sectional area, height above
ground and concentration profile. This is best achieved at moderate distances from emission sources
where plumes have mixed but not dispersed too closely toward background concentrations. DIAL has
control over the orientation of the scan with respect to wind direction and proximity to source. The
inventory for an entire site is most effectively built up from discrete measurements of section or main
equipment emissions presented as a timeline to account for time taken to conduct a site survey and
respect that some emissions, depending on operations, can change in that time.

8.1.2.3 SOF

SOF measurements require the measuring vehicle to drive on roads both downwind and upwind of the
emission sources under investigation while maintaining a clear line of sight to the sun. A SOF survey is
thus limited in its ability to separate emissions from main equipment or sections by the location of the
roads, the prevailing wind direction, cloud cover and the extent to which the roads are overshadowed.
SOF provides a path-integrated rather than a spatially resolved measurement and is less affected by
plume dilution than other techniques in terms of sensitivity. It benefits from the reduction in in-plume
concentration inhomogeneities that greater dispersion can bring. Individual measurements made during
atraverse are temporally discrete and not amenable to time-averaging. Ensemble methods and statistical
analysis shall be used to interpret the data which can exhibit wide variation.

8.1.2.4 TC

The TC method depends primarily on near-ground concentration measurements from a moving vehicle
when used in both detection and tracer mode. Measurement paths are constrained by the location of
roads and the prevailing wind direction. Elevated sources might not be detected if they do not provide a
consistent concentration footprint at ground-level. Tracing requires the emissions source to be located
and support from a method such as OGI is needed. The technique depends on appropriate co-location of
tracer and emission source. The determination of emission rate depends on the contribution of upwind
sources being small or able to be corrected for.

8.1.2.5 RDM

The RDM method depends primarily on near ground concentrations, individually of short duration and
made using mobile sampling. It uses a mathematical model of dispersion to simulate a tracer release and
mathematical inversion to estimate the emission rate. The dispersion model shall be fit for purpose and
validated. Model performance is likely to vary with meteorological conditions, being better able to
simulate some conditions than others. If the measurements are carried out at ground level, the ability to
estimate release rates will diminish as the source height increases because it shall give rise to ground-
level concentrations that can be readily distinguished from background. The location of the modelled
source shall be known and support from a method such as OGI is needed. Ensemble methods and
statistical analysis shall be used to interpret the data. The determination of emission rate depends on the
contribution of upwind sources being small or able to be corrected for.
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8.2 Specific methods

8.2.1 General

The different methods for VOC detection and quantification are described in overview in this section. The
general description of the method is supplemented by a table which emphasizes the method's capabilities
and performance requirements based on previous experience. These may be used to assess the
applicability of the methods for different measurement objectives. The minimum performance
requirements shall be met by anyone performing the methods and ensure a minimum level of quality is
achieved for the relevant measurement objective. The techniques described here do not provide
continuous emission data but derive quantification of VOC emissions over limited time periods.

Detailed method procedures are given in Annex A, Annex B, Annex C, Annex D and Annex E.
8.2.2 Differential Absorption Lidar (DIAL)

DIAL operates in the infrared and ultraviolet spectral region using laser sources for the detection and
quantification of emissions of the specified VOCs and their rates. DIAL is a technique which uses pulses
of laser light transmitted into the atmosphere to determine the concentration and location of a target gas
(in this case VOCs) in the atmosphere. The technique is able to determine the spatial concentration over
an area of typically up to 500 m to 800 m with a spatial resolution of approximately 10 m. Combining the
concentration with wind information enables the determination of emission rates. DIAL is typically
mounted on a mobile platform, and because it is an active system, the DIAL technique is able to operate
under most environmental conditions. It is primarily used to detect and quantify emissions from separate
sections of an industrial site, measuring one or more sections at a time, combining these to provide total
site emissions. The spatial mapping information enables the location of emissions within measured
sections and the discrimination of emissions from other sections of the site. It is targeted on one or two
species at a time and is typically not sensitive to emissions which have been dispersed over a long
distance. DIAL provides mapping and quantification data from site scale down to individual emission
sources. Table 2 summarizes capabilities and performance of the DIAL method.
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Table 2 — DIAL method: capabilities and performance [12; 13; 14]

Key points Details Comments / Explanation
Scale Maximum working range between 500 m and 800 m. Typically
the DIAL measures a specific industrial site unit of the length
between 100 m and 300 m.
Spatial Resolution Provides spatial information in 2 dimensions within the
information

measurement plane. It is determined by the signal averaging
used that depends on atmospheric conditions and the
concentration of the measured pollutant, and can be of the
order of 10 m.

Types of source

Accessible sources
Not accessible sources

Sections
Main equipment

Components

Yes.
Yes.
Yes.

Yes, capability to spatially separate emission sources and
individually measure sources like vents and flares.

No.

Description of main role of
the technique, e.g. emission

Provide 3D mapping of emission concentrations and
quantification of emission rates for a wide range of target
gases. Range-resolved remote measurements that enable

scale)

Summar . L . e o
y detection, emission rate section-specific emissions to be measured and summed to
determination etc. total site emissions, with no disruption to normal operational
activities.
Detection and/or
Role quantification and Detection and quantification of section-specific emissions and
localization of emission site total emission. Localization of the sources.
sources
Reported results (includin o . . .
Output unﬁs) ( & | Emission rate in kg/h and 2D concentration map in ppm.
Basis of Measurement of 2D range-resolved gas concentration
Calculation or measurement | combined with measured vertical wind profile to derive the
measurements o
emission rate from the sources.
Parameters o Range-resolved gas concentration, wind direction and wind
What is directly measured ) .
measured speed at different heights.
GPS reading of DIAL location, DIAL heading and scanning
Complementary . . : . . Y
Other required information |angles. Air samples to provide an indication of the actual
data o .
speciation of the VOCs emission sources sampled by the DIAL.
Species Wide range of VOC compounds, for example: benzene and
toluene in the UV and VOCs in the IR (C-H stretch in the
Compounds hydrocarbons for C3 and above).
measured
Individual or multi- One or two species measured at a time.
compound
DIAL technique is able to precisely locate the emission from
Location Accuracy of the location of | certain isolated sources such as flares and vents. For compact
information emission sources (ref. to units with several pieces of equipment, different sources can

be separated and located within the DIAL resolution, typically
between 10 m and 30 m.

Detection limits
(emission rate

In output units

A concentration detection limit better than 30 ppb in the
infrared and better than 10 ppb in the ultraviolet for a plume
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Key points Details Comments / Explanation
and/or with an approximate dimension of 50 m can be obtained with
concentration) a laser return signal to noise ratio of 500. For wind speed of

approximatively few m/s this correspond to detection limit
values of about 0,1 kg/h in the ultraviolet and 0,3 kg/h in the
infrared. However, the actual sensitivity varies with
atmospheric conditions, wind speed, plume dimension and
distance from the DIAL.

Maximum working range between 500 m and 800 m. Typically
Typical range the DIAL measures a specific industrial site unit of the length
between 100 m and 300 m.

A DIAL vertical scan is typically obtained between 10 min and

Time 20 min. Typically the dominant DIAL uncertainties sources

resolution/sampli have a random behaviour and the standard deviation of a set

ng frequency of at least 4 DIAL scans is representative of the measurement
uncertainty.

Typical A DIAL measurement consisting of a set of at least 4 DIAL

uncertainty in scans targeting individual sources, main equipment and units

emission rate have an expanded uncertainty between 5 % and 25 %.

8.2.3 Solar Occultation Flux (SOF)

The SOF method is used to map and quantify gas emissions from the scale of a site down to individual
main equipment. It is able to efficiently screen large sections of the site and identify significant sources.
The SOF technique is dependent on direct sunlight. SOF monitors solar radiation over a broad spectral
region for the detection and quantification of emissions of the specified VOCs. The SOF technique uses
FTIR spectrometry to analyse sunlight passing through the atmosphere and detected from a mobile
system. By driving downwind of the VOC sources, and intersecting the plume with the measurement path
an integrated concentration profile is obtained. The measurements are generally carried out by
measuring around the perimeter of the emission sources, making it possible to subtract the upwind
component from the downwind measurement after combining the respective path integrated
concentrations with wind information to determine emission rates. Table 3 summarizes capabilities and
performance of the SOF method.
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Table 3 — SOF method: capabilities and performance [15; 16; 17]

Key points Details Comments / Explanation
Scale From the scale of several full sites down to sections of a site or
isolated main equipment (min 10 m).
Spatlal ) Resolution Provides spatial concentration information in one dimension
information

along the measurement path. 5 m to 25 m in the horizontal,
dependent on the driving speed during the measurements.

Types of source

Accessible sources
Not accessible sources
Sections

Main equipment

Components

Yes
Yes
Yes

Yes, capability to quantify emissions from individual
equipment such as storage tanks, vents and flares if they are
spatially separated.

No

Description of main role of
the technique, e.g. emission

Method is used for 2-dimensional concentration column
mapping for emissions search and quantification of gas
emissions from full industrial conglomerates down to isolated

Summary . o main equipment in individual plants. A wide range of target
detection, emission rate )
determination ete gases can be measured. Measurements are carried out at both

' the fence line and inside the industrial plants with no
disruption to normal operational activities.
Detection and/or : e : .
R / Detection and quantification of point source and diffuse
quantification and . e . : o
Role N . section-specific emissions and total site emissions.
localization of emission o
Localization of the sources.
sources
Outout Reported results (including |Emission rate (kg/h) and geolocated (latitude, longitude)
P units) vertical columns (mg/m?2).
. Measurement of slant gas column data combined with the

Basis of . L :
Calculation or measurement |average speed of the plume and positional data to derive the

measurements oG

emission rate from the sources.

Parameters - Slant column measurements (mg/m?) and wind direction and
What is directly measured . . (mg/m?)

measured wind speed at 10 m height.

Geolocation of the measurement vehicle (latitude, longitude).
Local wind direction (deg N) and wind speed (m/s).
Complementary Oth ired inf . (degN) b (m/s)
data ther required Information | gptional; mass ratio of additional gases (mg/m3) to total
alkanes (mg/m3) for indirect emission measurements of
complementary gas species.
P .| Simultaneous measurement of a wide range of VOC
Compounds Species (individual or multi- . )
compounds including alkanes (Cz-Cz0), alcohols (C1-Cs),
measured compound)

alkenes (C2-C4), amines, dienes, aldehydes and vinyl chloride.

Spatial resolution

Accuracy of the location of
emission sources (ref. to
scale)

The method is able to locate the emission from an isolated
source, even in the presence of background sources, as long as
the source is dominating and can be encircled.

For compact and complex units, different sources can be
separated and located by measurements in different wind
directions and the measured plume composition, typically
with a resolution between 20 m and 50 m. This is highly
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Key points Details Comments / Explanation

dependent on perimeter access, source strength, background
emissions and source type.

The detection limit values of a typical SOF measurement is
about 1 kg/h for near-field measurements of an isolated main
equipment. However, the actual sensitivity varies with

In output units compound, wind speed, plume dispersion and distance to the
source.

Detection limits
(emission rate
and/or

concentration
) Typical slant column detection limits: 1 mg/m? to 5 mg/m?2

depending on species.

Rate: 1 kg/h to several tons per hour (no specified upper
Typical range limit).
Slant column: 1 mg/m? to around 2 000 mg/m?2.

Ti Sampling frequency of column measurements: 1 sto 5 s.
ime

resolution/sampli
ng frequency

The time resolution of a complete emission measurement
varies from 10 min to 1 h depending on the physical size of the
source, repeated over 3 days.

Typical expanded
uncertainty in 20 % to 40 %
emission rate

8.2.4 Tracer Correlation (TC)

The TC method is used for 2-dimensional mapping of concentrations and emissions search on an
industrial site and quantification of gas emissions from main equipment (e.g. tanks) and in some cases
sections on a site, if spatially separated. TC relies on the controlled release of a known rate of a tracer gas,
for example C2H; or N;0. The concentration of the tracer is measured downwind, usually with a mobile
monitor, with simultaneous measurement of the source gas concentration. From the known release rate
of the tracer gas (kg/h) and the measured mass concentration (mg/m3) in the emission plume of both the
tracer gas and the source gas, the emission rate of the source gas can be retrieved. The technique assumes
the tracer is subject to the same dispersion and transport in the atmosphere as the source gas emissions.
The tracer technique is typically used to quantify emissions from known or suspected sources (source
areas), on a source by source basis. Table 4 summarizes capabilities and performance of the TC method.
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Table 4 — TC method: capabilities and performance [18; 19; 20]

Key points Details Comments / Explanation
Scale From maximum working range between 10 m and 2 km.
Spatial . . . Lo Lo . .
. . Resolution Provides spatial concentration information in one dimension
information : :
along the measurement path. 5 m to 25 m in the horizontal,
dependent on the driving speed during the measurements.
Accessible sources Yes
Not accessible sources Yes, if tracer can be positioned at the source.
Types of source Sections Yes
Main equipment Yes
Components No (can be used to quantify individual leaks in specific cases)
The method is used for 2D mapping of ground level
concentrations and emissions search on an industrial site and
quantification of gas emissions from main equipment (e.g.
L . tanks) and in some cases small sections on a site, if isolated or
Description of main role of : .
. _y spatially separated. The latter includes water treatment areas
the technique, e.g. emission . .
Summary : o and smaller process units and ground flares. A wide range of
detection, emission rate :
determination etc source gases can be measured. The concentration
' measurements are carried out at both the fence line and inside
the industrial plants with no disruption to normal operational
activities. Quantification with tracer gas requires access to the
emission point/location.
Detection and/or
Role quantification and Detection and quantification of specific emissions from main
localization of emission equipment and sections. Localization of the sources.
sources
Outout Reported results (including |Emission rate in kg/h and concentrations as a function of
p units) position (latitude, longitude) in pg/ms3.
Basis of . Measurement of gas concentration data from source gas and
Calculation or measurement
measurements tracer gas.
Local concentration of tracer gas and source gas in pg/m3 at
Parameters L . .
measured What is directly measured [the intake to the sampling system and released amount of
tracer gas.
Geolocation of the vehicle (latitude, longitude).
Complementary . . : . . . . .
data Other required information |Wind direction (deg N), for concentration mapping (source
localization). Wind data not required for the retrieval.
Any mobile sensor or combination of several sensors can be
used which measures the source and tracer species with
required concentration sensitivity (<10 ppb) and time
resolution (10 s). A suitable technique applied in field
P . | validation experiments is light absorption measurements in
Compounds Species (individual or multi- . A . . .
the infrared and ultraviolet region which can detect a wide
measured compound) . X :
range of VOC compounds simultaneously including methane,
other alkanes (Cz-Cz0), alcohols (C20H-CsOH), alkenes (Cz-C4),
amines, dienes, aldehydes, vinyl chloride and aromatic VOCs.
Also, N20 and acetylene can be measured which are suitable
tracer gas species.
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Key points Details Comments / Explanation
. . Acc.ur:elcy of the location of Spatial resolution depends on how close to the source the
Spatial resolution |emission sources (ref. to . )
scale) plume can be accessed, typically 10 m to 25 m resolution.
o The detection limit values vary from 0,1 kg/h to 1 kg/h for an
Dete?ctl.on limits isolated source depending on compound, wind speed, plume
(er(rll}ssmn rate In output units dispersion and distance to the source.
and/or
T . 3
concentration) Detection limit requirement < 20 pg/m3 for the source gas
and < 10 pg/m3 for the tracer gas.
Typical range Emission rate: 0,1 kg/h to several tons per hour (no specified
(erg}ssion rate upper limit)
and/or
. Concentration: 1 m3 to 1000 m3
concentration) hg/ ng/
Sampling frequency of concentration measurements: 1 s to
10 s. The time resolution of a complete plume transect
Time depends on the size of the source. An actual measurement
resolution/sampli consists of at least 4 plume transects on 3 different occasions
ng frequency that are averaged.
Point sources: 1 min to 5 min, diffuse sources: 10 min to
20 min
Typical expanded
uncertainty in 20 % to 40 %
emission rate

8.2.5 Optical Gas Imaging (OGI)

OGI uses an infrared thermal imaging camera, fitted with optical filter, which is sensitive to IR absorption
by certain VOCs. The camera enables plumes of VOCs to be visualized, appearing as clouds of vapour on
the camera. OGI is used to visualize and identify the location of some leaks/emissions and can be used to
provide more detailed emission source location information for emissions quantified by DIAL and SOF. It
does not allow quantification of emission rates of leaks/emissions. Table 5 summarizes capabilities and
performance of the OGI method.
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Table 5 — OGI method:

capabilities and performance

Key points Details Comments / Explanation
This method can be used to locate certain emission sources:
— Accessible and not accessible components;
Types of source - Equipment (pumps, valves, flanges, line ends, plugs,
etc.) and some others irregular emission sources
— Storage tanks (fixed and floating roofs).
Detection. This method is used to detect and locate certain
hydrocarbon leaks/emissions by viewing them on a video
screen. Preventive maintenance of fluid circulation
installations: pumps, valves, flanges, line ends, plugs, etc. It
can be used to validate repairs made to the faulty
component by providing the operator with a means of
Rol direct inspection of the effectiveness of said maintenance.
oles
OGI can be used as part of a LDAR (leak detection and
repair) programme, to visualize diffuse VOC emissions of
storage tanks, to visualize diffuse VOC emissions that are
released while loading operations, to visualize VOC
emissions from sources not included in the SOW (Statement
of work) of an LDAR programme, or for a qualitative
inspection after a turn around
Detection and/or
quantification of emission Optical imaging, viewing. Only detection, no quantification. 2
sources, localization
. Emission estimate on a population of components based on
Calculation and/or . . . .
correlation factors. This approach is not covered by this
measurement
document.
Parameters measured Plume visualization
Complementary data Wind speed
Some VOCs under certain conditions (but the list of
undetectable products and mixtures has yet to be
produced).
The instrument does not respond in the same way for every
Compounds (species) compound (depending on its optical absorption properties
determined in the IR), and the response factor can vary by a factor of 10
or more from one compound to another. For example, the
detection limit for light aromatics is higher than for alkanes.
Mixtures are detected with a sensitivity proportional to the
mass concentration of the individual components in the
mixture.
Optical gas imaging is able to locate precisely certain
Accuracy of the location emission sources, however for small leaks (close to the
of emission sources (ref. detection limit) several viewing angles can be required to
to scale) find an appropriate background against which to visualize
the source.
L o The detection limit of the OGI depends on the nature of the
Detection limits (emission . .
substance(s) to be detected. For aliphatic hydrocarbons and
rate and/or o . o
concentration) benzene, the lower limit of detection of an emission is
typically around 10 g/h [21; 22].
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Key points Details Comments / Explanation
1 production unit Between1dand 5d
1 section Between 0,25dand 1d
1 storage tank Around 1 h

Time resolution/sampling
frequency 1 main equipment Around 30 min

1 group of components | A few minutes
A team of two people can generally monitor 1500 to 2000
components per day [21].

a Quantitative OGI is not covered by this document.

8.2.6 Reverse Dispersion Modelling (RDM)

Dispersion modelling tools are at present widely used and validated to simulate the dispersion of
pollutant plumes. Reverse Modelling uses these tools to compare concentrations monitored around an
emission source with modelled concentrations. The first step is a direct dispersion calculation made with
a theoretical emission. The second step is an estimation of the “real” emission, by adjusting the emission
strength until simulated concentrations match with the measured concentrations. A complete description
of the methodology, applied to dust measurement, can be found in existing standards (e.g.
[23]). This approach can be used for each type of pollutant if the concentration of pollutant in the
atmosphere is monitored. Table 6 summarizes capabilities and performance of the RDM method.
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Table 6 — RDM method: capabilities and performance

Key points Details Comments / Explanation

Scale No limitation of the scale, because based on multi point
Spatial resolution measurement during a moving path.

Resolution Each measurement point is done at very local scale.

Types of source

Accessible sources

Not accessible sources

Sections

Main equipment

Components

Yes.

Under specific circumstances, if measurement points are at
ground level.

Yes.

Yes, capability to spatially separate emission sources and
individually measure components. Emissions from storage

tanks can be assessed if measurement points are at ground
level.

No.

Description of main role of
the technique, e.g. emission

Provide concentration points along a path around emission
sources and quantification of emission rates for a wide range
of target gases (according to analyser use). The measurement

Individual or multi-
compound

Summar . L ; L L .
y detection, emission rate strategy is to have concentration information in several points
determination etc. of the plume, and a dispersion model reconstruct the full
plume, to calculate the emission rate with Reverse model.
Detection and/or
uantification and . S L
Role quantitic . Detection and quantification of emissions.
localization of emission
sources
Reported results (includin . . . .
Output ungcs) ( & | Emission rate in kg/h and concentration along path in mg/m3.
. Series of gas concentration measurements combined with an
Basis of . . . . oo
Calculation or measurement |atmospheric dispersion model, validated for the specific case,
measurements X .
to derive the emission rate from the sources.
Parameters . Gas concentration, wind direction, wind speed and
What is directly measured . o
measured atmospheric turbulence and/or solar radiation.
GPS reading of point location (%, y, z, t)
Complementar . . . . . .
datap Y |Other required information |Input data for the flow field and dispersion model
Process information
Species According to the point measurement analyser used (e.g. total
VOC with FID, weighted sum of VOC detectable with PID,
Compounds alkane/alkene with FTIR)
measured

Not specific for VOC with FID/PID/IR. Could be with UV
(benzene)

Spatial resolution

Accuracy of the location of
emission sources (ref. to
scale)

Measurement part along a path permit to precisely locate the
emission source (1 m).
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Key points Details Comments / Explanation

The detection limit values of a typical RDM calculation under
Detection limits typical conditions are dependent on the analyser sensitivity,
(emission rate approximately: 1 kg/h using an FID and 0,1 kg/h using UV / IR
and/or measurement methods. However, the actual sensitivity varies
concentration) with atmospheric conditions, wind speed, and atmospheric
dispersion conditions.

In output units

Time resolution / Between 30 min and 60 min with FID / PID
sampling
frequency

9 Meteorology data and measurements

This is a summary of the main points addressed in detail in Annex F.

Quantitative techniques described in this document use meteorological data to calculate emission rates
from concentration measurements and to separate source contributions using measurement location and
wind direction. The techniques have their own limits for suitable wind speeds. A basic assumption is that
wind direction and speed is constant while measurements are made. Ex-post interpretation of emission
rate/concentration data will also draw heavily on the wind record in the period before and during
individual measurements.

The meteorological standard for wind speed and direction determination is appropriate measurement at
a height of 10 m above smooth, level ground. Instruments are typically mounted on a mast. The mast
should be in open space to avoid disturbance of the air flow by upwind structures. Because open-space
conditions are rarely able to be met on industrial sites practical guidance on suitable separation from
upwind structures has been developed and is detailed in Annex F. The Annex also gives performance
requirements for wind measurement.

A process industry site or distribution terminal presents particular difficulty for wind measurement. The
significant number, size and proximity of structures presents significant blockage to the wind. Their
typical layout on a grid means that, as the background wind direction changes, the flow through the site
can locally have a wind direction and speed significantly different to that measured at a reference station.
Account shall be taken of these local deviations where they coincide with concentration measurements
that are to be used for the calculations.

This document requires that:

— at least one reference meteorological station is established for the duration of the measurement
campaign;

— instruments shall be appropriately certified and tested;

— criteria on acceptable wind conditions for measurements are adopted. These will address the
working wind speed range and the stability wind direction for each measurement interval.

This document recommends that:

— the location of each reference mast follows guidance on separation from upwind structures;

— if there is a predominant wind direction then a reference mast should be located on the upwind side
of the site.
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[t should not be assumed that the wind speed and direction at the reference mast fully represents wind
speed and direction at the concentration measurement location. The arrangement and proximity of
structures should be assessed for potential impact on wind speed and direction. Local wind
measurements may be used to check for direction/speed change. More than one reference meteorological
station may be established, e.g. to cover different upwind directions. Analysis of the differences in wind
speed and direction between reference stations can inform on the overall change in flow across the site.
These differences can be large.

To assess potential impact, consider that wind will generally go around rather than over individual
structures. The wind will follow clear lines of sight through groups of structures that are oblique to the
reference wind direction, possibly with an increase in speed. Where there is no clear line of sight the wind
will filter through the group giving rise to regions of low and high wind speed and very variable wind
direction up to and including flow reversal. Guidance in Annex F for mast positioning indicates the size
of these regions. Local wind measurements, e.g. with a portable anemometer can refine these estimates.

Uncertainty in wind speed and direction should be reflected in emission rate calculations.

Wind data should be time-averaged to smooth out higher frequency turbulent fluctuations in order to be
consistent with the emission rate calculation assumptions. These require a defined wind direction and
wind speed. An averaging time of 10 min is generally sufficient. The variability in wind direction should
be assessed. Large variability is associated with low wind speed conditions. Variability can disguise a
significant change in wind direction over the averaging period. For local measurements it can signal
disturbed flow.

An easily calculated parameter that marks variability in wind direction is the wind persistence P. This is
defined as the ratio of the wind speed in the wind direction to the absolute wind speed. If wind direction
is constant, then P = 1.

For guidance this document suggests (10 min average values):

— 095<P<1 indicates that the wind is steady;
— 09<P<0,95 indicates that the wind can be steady but the wind data should be checked;

— P<09 indicates that the wind is likely to be unsteady or a change in wind direction has
taken place; the wind data should be checked.

Checking wind data means examining the time-series of wind speed and direction to evaluate whether
conditions were steady or changing. This can be evident from the smoothed data or require examination
of higher frequency data.

Calculation of P from the output of a typical data-logger is described in Annex F.

Vertical profiles of wind speed and direction are inputs to the emission rate calculation. In the absence of
generic data this document supports the use of standard atmospheric wind profiles as set outin Annex F.
The profiles can be calibrated using reference mast measurements at more than one height. Wind Lidar
may be used to obtain vertical profiles of wind speed and direction. Results should be averaged to e.g. 10
min in the same way as surface data. Balloons may be used with appropriate discussion of the results.
This document does not require measurement of atmospheric stability, however, determination of an
Obukhov length allows the standard vertical wind profile to be refined.

10 Measurement strategy and measurement campaign planning

10.1 General

On the basis of the measurement objectives, specified and described in Clause 6, detailed measurement
campaign planning should be performed.
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