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European foreword

This document (EN 17691-1:2025) has been prepared by Technical Committee CEN/TC 247 “Building
Automation, Controls and Building Management”, the secretariat of which is held by SNV.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by June 2026, and conflicting national standards shall be
withdrawn at the latest by June 2026.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document is part of a series of standards on components of building automation and control loop.
Alist of all parts in a series can be found on the CEN website.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
[taly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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Introduction

Various EU Directives and national regulations regarding energy saving and energy performance of
buildings require proof of energy efficiency.

These requirements and rising energy costs are encouraging owners and occupiers of buildings to
reduce their energy consumption. The cost for energy will be a critical factor in property rental and sale
in the future.

Building Automation and Controls (BAC) have a strong impact on the energy performance of a building.
This is shown in the existing Building Automation and Control (BAC) standards (mainly EN ISO 52120-1
[1], CEN ISO/TR 52120-2 [2]). The standards also show the importance of BAC quality to achieve the
desired comfort (e.g. human health and productivity) at maximum efficiency via control accuracy, BAC
functions and BAC strategies.

For the measurement of the control accuracy (CA value) based on European Standard EN I1SO 52120-1
[1], CENISO/TR 52120-2 [2], EN 15500-1 [3] and its accompanying Technical Report CEN/TR 15500-2
[4], a controller is tested as part of a control loop, consisting of the loop elements room temperature
sensor / controller / actuator / valve shown in Figure 1:

Q

X

1 application of a control loop (example water flow heating system)
2 sensor temperature
3 controller

4 actuator
5

valve

Figure 1 — Control loop elements

Both the controller as well as components contribute to the overall performance of a control loop.

A controller can be used in combination with different control loop elements, if they fulfil the
requirements of the interfaces to each other, and if the basic characteristics of the replaced control loop
elements are the same.

The EN 17691 series [5] and EN 17690-1 [6] will cover the different components used in conjunction
with a BAC controller. All these components contribute to the control accuracy of a control loop. These
standards will contribute to classify the components.
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1 Scope

This document specifies requirements and test methods of valve-actuator assemblies in individual zone
control of water-based HVAC applications.

This document does not apply to control valves of nominal diameter larger than DN50.

This document is applicable to pressure independent and pressure dependent control valve-actuator
assemblies of relevant categories: 2-port, 3-port and 6-port valves (if they incorporate a control valve
function).

Where a certain control loop as a combination of controller and valve-actuator assembly was
assessed under EN 15500-1 [3], this document allows the assessment of the performance of
combinations of that controller with different valve-actuator assemblies. The tests in this document
ensure that valve/actuator assemblies, as components of control loops, can be replaced with products
that provide comparable or better performance.

In hydronic system, valve-actuator assembly is a component of control loop that controls water flow
rate according to the application control demand.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN ISO 7345, Thermal performance of buildings and building components - Physical quantities and
definitions (1SO 7345:2018)

EN 15500-1, Energy Performance of Buildings - Control for heating, ventilating and air conditioning
applications - Part 1: Electronic individual zone control equipment - Modules M3-5, M4-5, M5-5

EN ISO 52000-1, Energy performance of buildings - Overarching EPB assessment - Part 1: General
framework and procedures (1SO 52000-1:2017)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN ISO 7345, EN ISO 52000-1,
EN 15500-1 and the following apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at http://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

3.1

control loop

loop that consists of sensors for measurement, controller, actuators, valves and communication of
variables

Note 1 to entry: Controlled variables are transmitted from the sensors to the controller. The controller interprets
the signals and generates appropriate manipulated variables based on set-points, which it transmits to the
actuators. Process changes due to disturbances result in new sensor signals identifying the state of the process,
which are again transmitted to the controller.

3.2
control valve
component with the ability to change the fluid flow rate
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3.3

actuator

component that is responsible for changing the position of the closure member of the control valve,
based on a signal from a controller

3.4
linear motion control valve
control valve with a linear motion closure member

EXAMPLE  globe valve, gate valve

3.5
valve-actuator assembly
assembly of valve and actuator that forms the device under test (DUT)

3.6
closed position

Ho, @o
position of the control valve where the flow passageway is at the minimum

3.7

open position

Hma)o (pmax

position of the control valve where the flow passageway is at the maximum

3.8
travel

H, @
displacement of the closure member

Note 1 to entry: Travel is expressed in mm.

3.9
nominal travel

H1o0, @100
displacement of the closure member from the closed position to the fully open position

Note 1 to entry: Nominal travel is in mm.

3.10
relative travel
h

ratio of the travel at a given opening compared to the nominal travel
Note 1 to entry: Relative travel is in %.

3.11
nominal flow capacity

Q

flow capacity at the open position

Note 1 to entry: Nominal flow capacity is in m3/h.

3.12
relative flow capacity
ratio of the capacity at a given opening compared to the nominal capacity

Note 1 to entry: Relative flow capacity is expressed in %.
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3.13

valve-actuator assembly flow presetting

Qm’/h

flow capacity value that can be preset in a valve-actuator assembly (3.5), where presetting can be made
on a valve or an actuator (3.3)

Note 1 to entry: Valve-actuator presetting is expressed in m3/h, %.

3.14

nominal flow coefficient

kVS

basic coefficient used to state flow capacity of a control valve (3.2) at fully open position (3.7)

Note 1 to entry: Nominal flow coefficient is expressed in m3/h.

3.15
relative flow coefficient
ratio of the flow coefficient at a relative travel (3.10) to the nominal flow coefficient (3.14)

Note 1 to entry: Relative flow coefficient is expressed in %.

3.16

linear characteristic

@4

characteristic where equal increments of relative travel (3.10) yield equal increments of relative flow
characteristic

3.17

modified equal percentage characteristic

P

characteristic which combines inherent linear and inherent equal percentage flow characteristic

3.18

control signal

Y

actuator (3.3) input signal

Note 1 to entry: Control signal is expressed in V, mA, ...

3.19
nominal control signal

Y100
control signal (3.18) value corresponding to valve-actuator position delivering nominal capacity / flow
coefficient

Note 1 to entry: Nominal control signal is expressed in V, mA, ...

3.20
relative control signal

y
ratio of actual control signal and control signal (3.18) span: y = Y-Y/Y100-Yo

Note 1 to entry: Relative control signal is expressed in %.

3.21

root mean square error

RMSE

measure of the average difference between a statistical model’s predicted values and the actual values

Note 1 to entry: Mathematically, it is the standard deviation of the residuals. Residuals represent the distance
between the regression line and the data points.
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