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European foreword 

This document (EN 17860-6:2025) has been prepared by Technical Committee CEN/TC 333 “Cycles”, the 
secretariat of which is held by UNI. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by April 2026, and conflicting national standards shall be 
withdrawn at the latest by April 2026. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

This document is part of standard series consisting of the following parts, users are invited to check which 
parts are applicable to their situation: 

— EN 17860-1:2024, Carrier Cycles — Part 1: Terms and definitions 

— EN 17860-2:2024, Carrier Cycles — Part 2: Lightweight single track carrier cycles – Mechanical aspects 

— EN 17860-3:2024, Carrier Cycles — Part 3: Lightweight multi track carrier cycles – Mechanical aspects 

— EN 17860-4:2025, Carrier Cycles — Part 4: Heavyweight multi track carrier cycles – Mechanical and 
functional aspects 

— EN 17860-5:2024, Carrier Cycles — Part 5: Electrical aspects 

— EN 17860-6:2025, Carrier Cycles — Part 6: Passenger transport 

— EN 17860-7:2024, Carrier Cycles — Part 7: Cargo trailers 

Any feedback and questions on this document should be directed to the users’ national standards body. 
A complete listing of these bodies can be found on the CEN website. 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, 
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, 
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North 
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Türkiye and the United 
Kingdom. 
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Introduction 

This document gives requirements and test methods for transportation of passengers on a carrier cycle. 

Because of the diversity of geometries and solutions of carrier cycles not all requirements and test 
methods in this document may apply to every carrier cycle. 

Experts in the field of passive safety and ergonomics, especially regarding children, are invited to join the 
standardization process and provide input for future improvements of this standard. 

Examples of carrier cycle configurations can be found in EN 17860-2:2024, Annex A. EN 17860-2:2024, 
Annex B provides a reading guide for parts 2, 3 and 4 of this standard series. 
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1 Scope 

This document applies to the transportation of passengers in a forward- and/or rearward-facing position 
on a carrier cycle as defined in the EN 17860 series, except for Part 7 (carrier cycle trailers). 

This document does not apply to the transportation of children in a child seat that is tested according to 
EN 14344:2022. 

This document applies to the intended riding purpose commuting and leisure with moderate effort, in 
accordance with EN 17406:2020+A1:2021. 
NOTE  Some European countries have special legislation for transporting children on cycles. Compliance with 
this document might not meet this legislation. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 71-2:2020, Safety of toys - Part 2: Flammability 

EN 71-3:2019+A2:2024, Safety of toys - Part 3: Migration of certain elements 

EN 614-1:2006+A1:2009, Safety of machinery - Ergonomic design principles - Part 1: Terminology and 
general principles 

EN 14344:2022, Child care articles - Child seats for cycles - Safety requirements and test methods 

EN ISO 12100:2010, Safety of machinery — General principles for design — Risk assessment and risk 
reduction (ISO 12100:2010) 

EN 17860-1:2024, Carrier cycles - Part 1: Terms and definitions 

EN 17860-2:2024, Carrier Cycles - Part 2: Lightweight single track carrier cycles – Mechanical aspects 

EN 17860-3:2024, Carrier Cycles - Part 3: Lightweight multi track carrier cycles – Mechanical aspects 

EN 17860-4:2025, Carrier Cycles - Part 4: Heavyweight carrier cycles – Mechanical and functional aspects 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 17860-1:2024 and 
EN ISO 12100:2010 apply. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— ISO Online browsing platform: available at https://www.iso.org/obp/ 

— IEC Electropedia: available at https://www.electropedia.org/ 
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4 Classification 

This standard divides passengers in classes based on mass criteria according to Table 1. 

Table 1 — Classification 

Class Mass range Typical max. height Typical age 

C9 3 – 9 kg NA 3 - 12 months 

C22 9 – 22 kg 1 100 mm 1 - 5 years a 

C36 22 – 36 kg 1 400 mm 5 - 8 years 

A120 36 – 120 kg NA 8 years and up 

a The child shall be able to sit upright without support. 

Children from 3 - 9 kg (Class C9) and children in Class C22 who are unable to sit upright without support 
are transported in a rearward-facing position infant carrier. 
NOTE Regulation UN ECE R129/03 applies in this case. 

5 List of significant hazards 

Table 2 gives an overview of the hazards that have been considered in this standard and the clauses that 
cover the identified hazards related to the transportation of children. 
NOTE: The hazards given in the overview are based on EU Decision 2023/1338 on the safety requirements to 
be met by European standards for certain children’s products and related products pursuant to 
Directive 2001/95/EC. 
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Table 2 — List of significant hazards covered in this standard 

Significant hazards Clause in this 
standard  

Chemical hazards 8.3.7 

Thermal hazards 8.3.8.2 

Flammability hazards 8.3.8.1 

Entrapment hazards 8.3.4; 9 

Hazards from moving parts – including shearing, cutting 
crushing hazards 

8.3.1 

Hazards from children’s products designed to fold for storage 
and transportation 

8.3.2 

Hazards from children’s products designed to be dismantled for 
storage and transportation 

/ 

Hazards related to attachment mechanisms and opening and 
closing systems 

8.3.2 

Hazards associated with wheeled products 8.3.1.1; 8.3.1.2 

Entanglement hazards 8.3.6 

Choking hazards 8.3.5 

Suffocation hazards / 

Ingestion hazards / 

Insertion and aspiration hazards / 

Hazardous points, edges and projections 8.3.3 

Structural integrity hazards 7.2; 12.2; 12.3; 12.4 

Hazards associated with protective functions / 

Hazards associated with restraint systems 10 

Hazards associated with stability 11 

Falling hazards / 

Drowning hazards / 

Electrical hazards / 

Biometric hazards / 

Acoustic hazards / 

Radiation hazards / 

Radioactive hazards / 

Hygiene’s hazards / 

Hazards associated with information supplied with the product 12.1; 13; 14 
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6 General requirements and test conditions 

6.1 Number of passengers 

The number of passengers is not limited but defined by the maximum gross vehicle weight as given in 
EN 17860-2, EN 17860-3 and EN 17860-4. 

6.2 Numbers and condition of specimens for the strength tests 

In general, for static, impact and fatigue tests, each test shall be conducted on a new test sample, but if 
only one sample is available, it is permissible to conduct all of these tests on the same sample with the 
sequence of testing being fatigue, static and impact. When more than one test is conducted on the same 
sample, the test sequence shall be clearly recorded in the test report or record of testing. 

If more than one test is conducted on the same sample, earlier tests can influence the results of 
subsequent tests. Also, if a sample fails when it has been subjected to more than one test, a direct 
comparison with single testing is not possible. 

In all strength tests, specimens shall be in the fully-finished condition. 

6.3 Principles of the most onerous condition 

Unless otherwise stated each test shall be conducted with the carrier cycle in the most onerous condition 
for that test in terms of:  

— the choice and number of seat(s) and/or infant carrier attached to the chassis stated in the 
manufacturer's instructions;  

— the addition of any additional seat(s) approved by the manufacturer;  

— the weights of the passengers to be transported as specified by the manufacturer;  

— the use of test masses: for carrier cycles transporting more than one child, at least one place that a 
child can occupy shall be loaded with a test mass;  

— the loading (or not) of any receptacle designed for carrying additional load(s) allowed for in the 
instructions or otherwise approved by the manufacturer and the placing (or not) of load(s) in any 
such facility, up to the maximum mass allowed in the manufacturer's instructions, or 2 kg if nothing 
is indicated; 

— the addition (or not) of any other accessories supplied or recommended by the manufacturer for use 
with the carrier cycle and with accessories loaded according to the manufacturer’s instructions;  

— the adjustment of seat(s), handles, infant carrier, and any other adjustable features (e.g. reclined 
backrest) or accessories, or any other optional arrangement of the carrier cycle allowed in the 
manufacturer's instructions or otherwise approved by the manufacturer.  

NOTE  The heaviest loads do not always produce the most onerous conditions. 

6.4 Accuracy tolerances of test conditions for strength tests 

Unless stated otherwise, accuracy tolerances based on the nominal values shall be as follows: 

1) Forces and torques 0/+5 % 

2) Masses and weights ± 1 % 
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3) Dimensions ± 1 mm 

4) Angles ± 1° 

5) Time duration ± 5 s 

6) Temperatures ± 2 °C 

7) Pressures ± 5 % 

6.5 Fatigue test 

The force for fatigue tests shall be applied and released progressively, not to exceed 10 Hz. The tightness 
of fasteners according to manufacturer's recommended torque can be re-checked not later than 
1 000 test cycles to allow for the initial settling of the component assembly. (This is considered applicable 
to all components, where fasteners are present for clamping.) The test bench shall be qualified to meet 
requirements of 6.4. 

6.6 Fatigue test for composite components 

For fatigue test for composite components, the initial value of displacement (peak-to-peak value) shall be 
taken after 1 000 cycles and before 2 000 cycles. 

6.7 Plastic material test ambient temperature 

All strength tests involving any plastic materials shall be pre-conditioned for two hours and tested at an 
ambient temperature of 23 °C ± 5 °C. 
6.8 Crack detection methods 

Standardized methods shall be used to emphasize the presence of cracks where visible cracks are 
specified as criteria of failure in tests specified in this standard. 
NOTE  For example, suitable dye-penetrant methods are specified in EN ISO 3452-1:2021, EN ISO 3452-
2:2021 EN ISO 3452-3:2013 and EN ISO 3452-4:1998 In addition, white paint or surface treatment can be used to 
aid in detection for composite materials. 

7 General requirements for seats 

7.1 General 

The following requirements and corresponding test methods shall apply to the transportation of 
passively transported passengers (i.e. not pedalling). 
7.2 Passenger seating 

7.2.1 General requirements 

For passenger transportation, a suitable seat shall be available for each person to be transported in a 
forward- or rearward-facing position. 

See 6.3 for the principles of the most onerous conditions.  

The seat shall be equipped with footrests. The floor of a transportation container equipped with a seat is 
regarded as a footrest. The footrest shall prevent the risk of entrapment (e.g. the risk of a foot getting 
stuck underneath the carrier cycle). 

When tested by the test method described in 7.2.2 and 7.2.3, no crack in the seat surface and no visible 
crack or fracture of another part shall occur in this case. 
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For Class C9 a suitable connector (Clause 12) shall be fitted for installation of an infant carrier in 
rearward-facing position. All infant carriers that meet UN ECE 129/03 can be used for transporting a 
Class C9 child. The manufacturer shall publish which models and brands of infant carrier(s) can be used 
with the connectors. 
7.2.2 Test method for dynamic loads 

The test is conducted at all designed seating positions. If a seat is part of a combined construction of two 
or more seats, for example a bench, then all seats shall be tested simultaneously. 

The loading pad for the seat surface (see Figure 1) is applied centrally on the seat surface. The test load 
is applied vertically downwards. 

The defined force, F1, is applied by the loading pad for the seat surface(s) as defined in Table 3. 

The loads are applied for a corresponding number of cycles as defined in Table 3. 

Table 3 — Values for the dynamic seat test 

Tests Force F1 Cycles 

Fatigue life test on seat(s) 
surface(s) (Fz) 

permissible maximum specified 
load in kg × 9,81 m/s2 

25 000 

7.2.3 Test method for static loads 

All adjustable backrests shall be moved to the most upright position. 

The test is conducted at all designed seating positions. If a seat is part of a combined construction of two 
or more seats, for example a bench, then these seats shall be tested simultaneously. 

The loading pad for the seat surface is positioned centrally on the seat surface(s). The force (Fz) according 
to Table 4 shall be applied vertically. 

The loading pad for the backrest is applied either centrally onto the backrest or 100 mm beneath the top 
edge of the backrest depending on which point is lower (see Figure 2). The force (Fx) according to Table 4 
shall be applied horizontally. 

The size of the loading pad for the backrest test may be altered when the manufacturer deems it more 
suitable. 

Table 4 — Values for the static seat tests 

Tests Time Forces 

Static test on seat 
surface (Fz) 

Step 1 (preload): 5 × 10 s (±2 s) 
Step 2: 1 × 30 min (±10 s) 

1,6 times the permissible 
maximum specified load in 
kg × 9,81 m/s2 

Static test on backrest 
(forward-facing 
position) (Fx) 

Step 1 (preload): 5 × 10 s (±2 s) 
Step 2: 1 × 30 min (±10 s) 

0,5 times the permissible 
maximum specified load in 
kg × 9,81 m/s2 

Static test on backrest 
(rearward-facing 
position) (Fx) 

Step 1 (preload): 5 × 10 s (±2 s) 
Step 2: 1 × 30 min (±10 s) 

10 times the permissible 
maximum specified load in 
kg × 9,81 m/s2 
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Dimensions in millimetres 

 
Key 

R Radius 

Figure 1 — Loading pad for the seat surface  
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