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National foreword

This British Standard is the UK implementation of EN 17869:2023.

The UK participation in its preparation was entrusted to Technical
Committee FW/0, Furniture.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2023
Published by BSI Standards Limited 2023
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
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European foreword

This document (EN 17869:2023) has been prepared by Technical Committee CEN/TC 207 “Furniture”,
the secretariat of which is held by UNI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2023, and conflicting national standards shall
be withdrawn at the latest by September 2023.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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1 Scope
This document specifies test methods for the strength and overload tests of connectors for furniture
constructed from panel material and procedures for evaluating test results.

This document is specifically intended for assessing cabinet connectors for carcases made of wood-based
panel materials. The methods described can, however, be used to assess the relative performance of other
types of connectors, e.g. some types of connectors for beds.

The strength and overload tests only apply to the connectors and their components, as well as the
mounting to and in the cabinet carcase. They do not apply to additional functions that the connector can
have, e.g. covering of the connector.

The tests described in this document are carried out according to a test setup with specified properties
and characteristics.

The test results are only valid for the connector tested. The results can be used to represent the
performance of production models, provided the tested model is representative of the production model.

Aging and the influences of temperature and humidity are not included. This document contains four
informative annexes, providing additional methodologies for the detailed evaluation of the test results
and a procedure for comparing the tested connector with a reference connector:

— Annex A (informative) Reference connector — Glued dowel;
— Annex B (informative) Ratio generation;
— Annex C (informative) Stiffness calculation for further evaluation of the overload;

— Annex D (informative) Evaluation by the characteristic value (5 % percentile).

2 Normative references
The following documents are referred to in the text in such a way that some or all of their content

constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

Particleboards — Specifications

Particleboards and fibreboards — Determination of resistance to axial withdrawal of screws
Wood-based panels — Determination of density

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

e ISO Online browsing platform: available at https: //www.iso.org/obp

e IEC Electropedia: available at https://www.electropedia.org/
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3.1

clearance

L

force-free mobility of the connection, which occurs during the described tests due to repeated loading

Note 1 to entry: The clearance L is given in mm.

3.2
connector
connector for use in furniture constructed from panel materials, such as cabinet furniture and shelves

3.3

maximum torque

maximum achievable torque when screwing in the connectors without damaging the connector or the
furniture

4 General test conditions
4.1 Preliminary preparation

The connectors(s) shall be mounted according to the instructions of the manufacturer.

If mounting or assembly instructions are not supplied, or if different mounting positions of the connector
are possible, the most adverse configuration shall be used and the mounting or assembly method shall be
recorded in the test report.

Connectors shall be tightened to the manufacturer’s defined torque before testing and shall not be re-
tightened unless specifically required in the manufacturer's instructions. In case the torque is not
specified by the manufacturer, the connectors are tightened to 80 % of the maximum torque or to any
other reasonable value. The torque value shall be recorded in the report. Even if the configuration is to
be changed to produce the worst-case conditions this shall be recorded in the test report.

The design of the test specimens and test equipment shall not influence the test results and shall be
adjusted if necessary. Adjustments of the test specimens or the test equipment shall be recorded in the
test report.

The tests shall be carried out in indoor ambient conditions at a temperature between 15 °C and 25 °C. If
during a test the temperature is outside the range of 15 °C to 25 °C, the maximum and/or minimum
temperature shall be recorded in the test report.

Connectors which include structural hardware parts made of hygroscopic plastic materials, e.g.
polyamide in load-bearing function shall be conditioned at (23 +5)°C and a relative humidity of
(50 £5) % for at least seven days before testing. Panel materials used for the test setting shall be kept in
the standard climate for at least seven days before testing.

Before beginning the testing, visually inspect the connector(s) thoroughly. Record any defects so that
they are not assumed to have been caused by the tests. Carry out measurements when specified.

NOTE For accelerating the conditioning process, EN ISO 1110 [1] can be used.
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4.2 Test equipment
4.2.1 Testing device

4.2.1.1 General

An apparatus which, by means of a loading device (Figure 1), allows the application of a compressive
force at the force application points as shown in Figure 5.

4.2.1.2 Loading device

The loading device shall be rotatable and made of steel without any play as shown in Figure 1. The bearing
shall be executed in such a way that the loading device can deflect by max. 0,1 mm transverse to the
vertical plane of symmetry shown in Figure 1 b). A schematic illustration of a suitable bearing is shown

in Figure 2.

Dimensions in millimetres
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a) front view b) side view

Figure 1 — Loading device

The diameter of the mandrel for mounting the loading device should be at least 12 mm, the mandrel shall
be made of steel.

The loading device shall not prevent deformation of the test specimen or breaking of the connectors. The
two recesses of the loading device shall be enlarged as required. The dimension of any enlargement shall
be recorded in the test report.
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