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European foreword

This document (EN 1809:2014+A1:2016) has been prepared by Technical Committee CEN/TC 136
“Sports, playground and other recreational facilities and equipment”, the secretariat of which is held by
DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2016, and conflicting national standards
shall be withdrawn at the latest by September 2016.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent
rights.

This document includes Amendment 1 approved by CEN on 2016-01-11.

This document supersedes M.

The start and finish of text introduced or altered by amendment is indicated in the text by tags ;.
This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive on personal

protective equipment (PPE) 89/686/EEC.

For relationship with EU Directive on personal protective equipment (PPE) 89/686/EEC, see
informative Annex ZA, which is an integral part of this document.

In comparison with [A) deleted text &l EN 1809:1997, the following significant changes [A) had &1l

been made:

a) updating of definitions;

b) updating of test methods;

c) introduction of pass/fail criteria for practical performance test;

d) update of marking and instructions for use.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,

Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.
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1 Scope

This European Standard specifies functional, safety requirements and test methods applicable to
inflatable type buoyancy compensating devices intended to provide divers with means for controlling
buoyancy and if applicable, means for carrying the breathing equipment and/or carrying the weights.

This European Standard is not applicable to other kinds of personal equipment such as life preservers,
personal flotation or rescue devices including combined buoyancy and rescue devices.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

Respiratory equipment - Open-circuit self-contained compressed air diving apparatus -
Requirements, testing and marking

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1

buoyancy compensator

BC

inflatable type device that provides the diver with a means for controlling buoyancy

3.2
buoyancy
upward force exerted upon the immersed volume of a body

3.3
maximum buoyancy
maximum upward force of a fully inflated BC

34
breathing apparatus
system for providing the user with breathable gas

Note 1 to entry:  The breathing apparatus may be, e.g. open circuit according to EN 250 re-breathers according
to EN 14143 or umbilical supplied according to EN 15333-1 and EN 15333-2,.

3.5
oral inflation device
device that permits inflation of the BC by mouth

3.6

compressed gas inflation device

device to inflate the BC with breathable gas mixture from the breathing apparatus or an independent
source

Documents
4 Document Sharing Hub

Full document details: BS EN 1809:2014+A1:2016


http://dx.doi.org/10.3403/00302686U
http://dx.doi.org/10.3403/00302686U
http://dx.doi.org/10.3403/30019168U
http://dx.doi.org/10.3403/30107177U
http://dx.doi.org/10.3403/30169529U
http://www.avadocuments.com/doc/bs-en-1809-2014-a1-2016
http://www.avadocuments.com/doc/bs-en-1809-2014-a1-2016

BS EN 1809:2014+A1:2016
EN 1809:2014+A1:2016 (E)

3.7
deflation device
device that permits deflation of the BC

Note 1 to entry:  This device may be either manually or automatically operated.

3.8
pressure relief device
device that automatically prevents over pressurisation of the BC

3.9
harness
means by which the BC is secured to the user's body

3.10

carrying system

carrying frame or holding device for breathing equipment with the possibility to mount the harness (if
applicable)

3.11

auxiliary inflation device

inflation device that is actuated to effect a rapid increase in buoyancy independent of the supply of
breathable gas mixture from the breathing apparatus

3.12
cylinder
container for breathable gas mixture under high pressure

3.13
breathable mixture
breathing gas capable of supporting human life under appropriate diving conditions

3.14

rated pressure

maximum rated pressure as indicated in the instructions for use of the BC as maximum working
pressure for the inflation device

3.15
medium pressure
pressure between the pressure reducer and the demand valve

3.16
bladder
bag or bags containing the gas providing the buoyancy
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4 Requirements

4.1 General

The BC shall not give evidence of any risk of injury of the diver, nor shall impair the operability of any of
its components or that of a breathing apparatus.

The BC shall be equipped with several devices permitting respectively oral and compressed gas
inflation, manual deflation, automatic pressure relief, drainage of entrapped water, and with a harness
for securing it to the user's body.

Testing is in accordance with 5.2 and 5.13.

If the BC has more than one bladder, then each bladder, together with the associated inflation and
deflation device, shall comply with the requirements of this standard.

4.2 Mandatory features

4.2.1 Oral inflation device

Parts of the device that come into contact with the user's mouth shall be free of sharp edges and
corners.

When tested in accordance with 5.13, the oral inflation device shall be assessed as readily accessible to
the mouth and either hand in any stage of inflation of the BC. It shall be operable even when wearing
protective gloves (three fingers, (6 + 1) mm, double-lined).

The oral inflation device shall allow the BC to be easily inflated by mouth when tested in accordance
with 5.13.

The oral inflation device shall withstand a pulling force of 150 N for (10 * 1) s without damage and
remain functional.

Testing is in accordance with 5.10.

4.2.2 Compressed gas inflation device

This comprises a medium pressure hose and a valve that shall be actuated subsequent to one positive,
manual operation such as pressing a button, or by an automatic control system.

Gas supply shall be capable of simple isolation or able to be disconnected between the hose and the
inflation device by a quick connect coupling. If a quick connection coupling is fitted, the preferred
configuration for the male part of the inflation device is as shown in Figure 1, where only the relevant
dimensions are specified. If the configuration of the connection used is different from the preferred one,
it shall not be possible to connect the female connection to the preferred male connector. It shall be
possible to isolate or disconnect the gas supply with either hand when wearing protective gloves (three
fingers, 6 mm * 1 mm, double-lined).

Testing is in accordance with 5.13.
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