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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 18124:2025.

The UK participation in its preparation was entrusted to Technical
Committee B/509/2, Horizontal road markings and road studs.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2025
Published by BSI Standards Limited 2025

ISBN 978 0 539 32103 6
ICS 93.080.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2025.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN 18124
NORME EUROPEENNE
EUROPAISCHE NORM November 2025

1CS 93.080.20

English Version

Road marking materials - Temporary road markings

Produits de marquage routier - Marquages routiers Straffenmarkierungsmaterialien - Voriibergehend
temporaires giiltige Straffenmarkierungsmaterialien

This European Standard was approved by CEN on 12 October 2025.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2025 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 18124:2025 E
worldwide for CEN national Members.
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European foreword

This document (EN 18124:2025) has been prepared by Technical Committee CEN/TC 226 “Road
Equipment”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by May 2026, and conflicting national standards shall be
withdrawn at the latest by May 2026.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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Introduction

Temporary road markings can be made by using preformed or non-preformed road marking materials.

Temporary ‘preformed’ road marking products include tape, preformed cold plastic or preformed
thermoplastic road marking.

Preformed road marking products are fully finished during manufacturing and do not change
significantly their properties during application. They can be applied by means of adhesives, pressure or
heat, with or without the use of a primer.

‘Assemblies’ are the base road marking material (paint, thermoplastic or cold plastic) together with the
drop-on materials and / or premix glass beads needed to build up the applied road marking.

Temporary road markings are sometimes applied with a view for later removal and therefore the specific
property of “removability” can be required. See Annex A for more detail.

There are two different concepts for the use of temporary road markings:

1) Apply temporary road markings side by side with the existing permanent road marking to delineate
new lanes, e.g. in work zones.

In order to differentiate the relevant temporary markings from the existing permanent markings, a
different colour may be used (e.g. yellow or orange). It is good practice to specify higher visibility
performance for the temporary markings in respect to the permanent markings, to ensure superior
visibility during all driving conditions, wet and rain.

In case that yellow temporary markings should be clearly differentiated from permanent white
markings, it is recommended to specify the daytime colour class Y2. Also night-time colour may be
specified.

Special care should be given for the road presence and good adhesion of preformed temporary road
markings. Detailed application instructions, including the use of primers and the climatic conditions
allowing the safe application of the preformed marking should be given by the manufacturer.

2) Remove or optionally mask the permanent road markings in compliance with national requirements
and delineate new lanes with temporary road markings. No special provisions are needed for this
concept. Any of the colours, also yellow of class Y1 may be used, following the national specifications.

Release of dangerous substances
NOTE1 National regulations on dangerous substances can require verification and declaration on release, and

sometimes content, when construction products covered by this document are placed on those markets.

NOTE 2  In the absence of European harmonized test methods, attention is drawn to national provisions in the
place of use regarding the verification and declaration on release/content.

NOTE3 An informative database covering European and national provisions on dangerous substances is
available at the Construction website on EUROPA accessed through:

https://single-market-economy.ec.europa.eu/tools-databases/cp-ds-legislation-substances-construction-
products en
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