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National foreword

This British Standard is the UK implementation of JEN 1856-2:2009. It
supersedes BS 41:1974, BS 835:197 . BS 567:1973, [BS 6999:198d and
BS EN 1856-2:2004 which are withdrawn.

BS EN 1856-2:2004 also superseded those requirements and recommendations
relating to chimneys that were removed from BS 715:1993". BS 715:1999 was
amended and republished as [BS 715:2004 leaving only requirements relating to
flue boxes.

The UK participation in its preparation was entrusted by Technical Committee
B/506, Chimneys, to its Subcommittee B/506/5, Chimneys and their components
having inner linings of metal.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

is a candidate “harmonized” European standard and fully takes

into account the requirements of the European Commission mandate M/105,
Chimneys, flues and specific products, given under the EU Construction
Products Directive (89/ 106/EECil and intended to lead to CE marking. The

date of applicability of as a “harmonized” European standard, 1.e. the
date after which this standard may be used for CE marking purposes, is subject
to an announcement in the Official Journal of the European Communities.

is the subject of transitional arrangements agreed under the
European Commission mandate. The Member States have agreed a nominal
transition period for the co-existence of and their corresponding
national standard(s). It is intended that this period will comprise a nominal
nine month period during which any required changes to national regulations
are to be made, followed by a further nominal twelve month period for the
implementation of CE marking. At the end of this co-existence period, the
national standard(s) will be withdrawn. In the UK there are no corresponding
national standards.

National annex NA (informative) identifies the material specification previously
required in [BS 715:1993 and the series of standards? for stainless steel

flue liners and connecting flue pipes.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

1 BS EN 1856-1:2009 also partially superseded BS 715:199
2 The series of standards is withdrawn, being replaced by BS EN 15287-1:2007

Amendments/corrigenda issued since publication

Date Comments

30 September 2016 | Supersession details corrected in National foreword

Documents

Document Sharing Hub

Full document details: BS EN 1856-2:2009


http://dx.doi.org/10.3403/30185758
http://dx.doi.org/10.3403/30185758
http://dx.doi.org/10.3403/00097207
http://dx.doi.org/10.3403/00097182
http://dx.doi.org/10.3403/00097167
http://dx.doi.org/10.3403/00192971
http://dx.doi.org/10.3403/03223325
http://dx.doi.org/10.3403/03223325
http://dx.doi.org/10.3403/00313308
http://dx.doi.org/10.3403/00313308
http://dx.doi.org/10.3403/30042897
http://dx.doi.org/10.3403/03223325U
http://dx.doi.org/10.3403/03223325U
http://dx.doi.org/10.3403/03223325U
http://dx.doi.org/10.3403/03223325U
http://dx.doi.org/10.3403/00313308
http://dx.doi.org/10.3403/BS7566
http://dx.doi.org/10.3403/02938270
http://dx.doi.org/10.3403/00313308
http://dx.doi.org/10.3403/BS7566
http://dx.doi.org/10.3403/30136033
http://www.avadocuments.com/doc/bs-en-1856-2-2009
http://www.avadocuments.com/doc/bs-en-1856-2-2009

EUROPEAN STANDARD EN 1856-2
NORME EUROPEENNE

EUROPAISCHE NORM June 2009

ICS 91.060.40 Supersedes EN 1856-2:2004

English Version

Chimneys - Requirements for metal chimneys - Part 2: Metal
flue liners and connecting flue pipes

Conduits de fumée - Prescriptions relatives aux conduits de Abgasanlagen - Anforderungen an Metall-Abgasanlagen -
fumée métalliques - Partie 2: Tubages et éléments de Teil 2: Innenrohre und Verbindungsstlicke aus Metall
raccordement métalliques

This European Standard was approved by CEN on 7 May 2009.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN Management Centre has the same status as the
official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Cyprus, Czech Republic, Denmark, Estonia, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2009 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 1856-2:2009: E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 1856-2:2009


http://dx.doi.org/10.3403/03223325U
http://dx.doi.org/10.3403/03223325
http://dx.doi.org/10.3403/30185758
http://www.avadocuments.com/doc/bs-en-1856-2-2009
http://www.avadocuments.com/doc/bs-en-1856-2-2009

BS EN 1856-2:200
EN 1856-2:2009 (E)

Contents Page
0T =TT o 4
oo [0 T o o 5
1 ST oY - 6
2 NOIrMative FefErENCES ... mn e e e e s amn e e e e s e mnne e e e e ee s e mne e e e e e sanssnnnnnnes 6
3 Terms and definitioNS ......cooi e e e ann e e e e e n e nan 7
4 Manufacturer’s declaration for type test ... ——————————— 7
5 DIimensions and tOlEraNCesS ...t e 7
6 Performance reqUIr@MENES ..........ceeeieieiiiiiiiemiieieeeieie s e seressne e nrse e e ne e ss e e s esenr s e s e e s sssrnesnnessnsnsnsnessnsssnsnsnnnes 8
6.1 Mechanical resistance and stability............ccoomiiiiicicn e —— 8
6.1.1 Rigid flue liners and rigid connecting flue pipes and fittings .........cccccmririi i, 8
6.1.2  FleXible flU@ lINEIS....... s e s mmn e e e e s 8
6.2 LT3 = T g eI o T8 T PR 9
6.2.1 Rigid flue liners and fittings ........ccccoiiiiiiii i ——————————— 9
6.2.2 Rigid connecting flue pipes and fittings .......ccccocceciriirir i ———— 9
6.2.3 Flexible flue liners and fittings .......ccccoriiriiiiie e 9
6.3 L= Lo T | 11 1= TN 9
6.4 ST 1 1=V T U T P 9
6.4.1 Thermal performance at normal operating conditions ..o s 9
6.4.2 Accidental human CONtACE ... e 10
6.4.3  Thermal reSiStANCE ... i mn e e e s me e e e s e mmn e e e e e 10
6.4.4 Water vapour diffusion resiStancCe..........ccccooiiiiiiiiiiiiiii s 10
6.4.5 Condensate penetration resiStancCe..........ccccciiiiiiiiiiiriisr i ————— 10
6.4.6  FIOW reSIiStaNCEe .......ceeeeeee e 10
6.5 [ LT = 1 1 3/ P 11
6.5.1 Durability against COrrOSIiON .........coiiiiiiiiirr e 1
6.5.2 Freeze thaw reSiStancCe ..........ccccccriiiiiiiciiiiir s sssnrr s snr e e e s s s smn e e e s e s s s s nmn e e s sa s s mnnnnennenan 13
L T o 1 1= T 1= == 1 PSP 13
7 Product information........ ... r e s nnn e e e s 13
71 Manufacturer's INStrUCLIONS........occ oo mn e e s s s nmn e e e e e e s s e nnnns 13
7.2 Minimum information to be included in the manufacturer’s documentation and

L =3 T 1o o 1= 14
7.21 Rigid flue liners, rigid connecting flue pipes and fittings ..o 14
7.2.2 Flexible flue liners and fittiNgs ........cooiiiiii e 14
8 Marking and 1abelling ... 14
8.1 Flue liners, rigid connecting flue pipes and fittings ..o e 14
8.2 (0 T 0T L= o = PR 15
8.3 L= o L T T ' 15
9 Lo oo [0 T2 e 1= T 4 T 11 e T o 1 15
10 Evaluation of CoNformity ... 18
10.1 (=Y 0 T - PN 18
10,2 TYPe teSHING . 18
10.2.1 Initial type teStING .....cooiii s e 18
10.2.2 Further type teSting ..o e 19
10.2.3 Sampling for type tesSting.......cococeiiiiii i 19
10.3  Factory production control (FPC) ... 19
070 TR T T 4 =1 - | 19

Documents

2 Document Sharing Hub

Full document details: BS EN 1856-2:2009


http://dx.doi.org/10.3403/30185758
http://dx.doi.org/10.3403/30185758
http://www.avadocuments.com/doc/bs-en-1856-2-2009
http://www.avadocuments.com/doc/bs-en-1856-2-2009

S EN 1856-2:2009
N 1856-2:2009 (E)

O 0 e T 1 o 1= o 20
10.3.3 Raw materials and COMPONENES ........coiiiimiiiiiiiiir e 20
10.3.4 Product testing and evaluation ... ————— 20
10.3.5 Non conforming ProdUCLES ... s man s s mmna e 21
Annex A (normative) Test Methods ... e 22
A1 Measure of diameter of flexible flue lINer........ciiiiiiiiecii e e e eaa e 22
2 W e T o Y o =Y 1= 22
7 W 7 (=Y U 1 22
A.2 (€7 T30 o | 1 TN 22
e T €Y o 1Y - | 22
A.2.2 Conditioning and apparatus..........c.ccccriiiiimrriir s ———————— 22
N2 T o Yo =Y o [ =Y 22
N2 S == 1 | 22
A3 Tensile StreNgth ... ———————————— 22
A3 TesSt @SSEMDBIY ... 22
N T o Y o =Y 1= 23
T I <Y =Y 1 | 23
A4 Crushing reSIStaNCEe ... e smnn e e e e mnnns 23
N B N Y- = o o Y- 1 - |1 23
N o Y o =Y 1 23
N T I =Y A =Y 1 | 23
A.5 L L= 11 T L= PR 24
N TR T == =T ] o T = 1 )N 24
A.5.2 Test CONAItIONING.....cciiiiiiieriir i 24
N TR T o Y o =Y o [ =Y 24
T S (=Y U 1 | - 24
A.6 Torsion strength test..........o i ———————— 25
0 T Y- = o o Y- 1 - |1 25
A.6.2  TeSt @SSEMDBIY ... nnr e e nnnn s 25
N T o o =Y 1= 25
N R (=Y U 1 - 26
A7 Thermal performance test ... ————— 26
N (00 T o Y- 1 - 1 {3 26
ALT.2 T OOt SETUCTUIES..cceeuuiiiieeiiirieeiiireeiirress s renssrrrsnsssrrssssssranssssrransssssasssssrennsssssensssssenssssssrennssssmennssrmennsnnren 27
R A T = 1= 7 114 o = 28
A.7.4 Thermal test ProCedUre...........ooi i 28
Annex B (normative) Choice of size for type test and sampling ........ccccooomrimiiiiiiccccscerrree e 32
B.1 L T=Y 0 1= - | [ 32
B.2 Thermal teStiNG ......oi i 32
B.3 1T =X 3 @ E= T o= == 32
B.4 (€7 T30 o | 1 TN 32
B.5 RS T 114 o 1= 32
B.6 Factory production CONtrol.............eiiiiii e 32
B.7 Nature of changes requiring further type test...........oo 32
Annex ZA (informative) Relationship between this European Standard and the Essential
Requirements of Construction Products Directive (89/106/EEC).........ccccoccmrrririiiiccsssmeerrenssssssnnns 33
ZA.1 Scope and relevant characteriStiCs ..........cccvvrmeriiiiicicsrire s snnnn s 33
ZA.2 Procedure(s) for attestation of conformity of rigid or flexible flue liners and rigid
CONNECHING FlUG PIPES..eeiiiiiiiiiiiiririi it sssn e s ee s s s s s nnn e e e e e e s s s snnnn e e e s ean s s nnnnnennenan 36
ZA.2.1 System(s) of attestation of conformity...........cccccummiiiiiicicsii e ——— 36
ZA.2.2 EC Declaration of CONfOrmity .........cccccimimiiiiiiiiisriire i sscccsssrrr e sssne s s e e e e s smn e e e e e e s eas 37
ZA.3 CE marking and 1abelling..........coooe e 38
271 o] e = T o T/ 43
Documents
Document Sharing§-|ub

Full document details: BS EN 1856-2:2009


http://dx.doi.org/10.3403/30185758
http://dx.doi.org/10.3403/30185758
http://www.avadocuments.com/doc/bs-en-1856-2-2009
http://www.avadocuments.com/doc/bs-en-1856-2-2009

BS EN 1856-2:200
EN 1856-2:2009 (E)

Foreword

This document (EN_1856-2:2009) has been prepared by Technical Committee CEN/TC 166 “Chimneys”, the
secretariat of which is held by UNI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by December 2009, and conflicting national standards shall be withdrawn
at the latest by March 2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 1856-2:2004].

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EC Directive 89/106/EEC.

For relationship with EC Directive 89/106/EEC, see informative Annex ZA, which is an integral part of this
document.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, lItaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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Introduction

This document has been prepared to be a harmonised standard to provide means of conforming to the
essential requirements of the Construction Product Directive and associated EFTA regulations.

The generic word “chimney”, when used in this document, refers to all products used to convey the products
of combustion from appliances to the outside atmosphere, and thus includes all other terms of common use in
the trade, such as: vents, flues, shafts, exhaust systems, ducts etc.

This document addresses the durability against corrosion by the use of material specifications for the metal
flue liners and connecting flue pipes as well as an interim solution for testing products. Three corrosion
resistance tests have been adopted from existing corrosion testing being undertaken in various member
states (see Annex A of EN_1856-1:2009).
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1 Scope

This document specifies the performance requirements for rigid or flexible metal flue liners, rigid metal
connecting flue pipes and their fittings used to convey the products of combustion from appliances to the
outside atmosphere (including their supports).

Vitreous enamelled connecting flue pipes are also covered by this document.

Rigid flue liners can be used as flue liners for renovation or adaptation of existing chimneys and as flue liners
of custom built chimneys.

Flexible metal flue liners described in this document are exclusively for renovation or adaptation of existing
chimneys. Flexible connecting flue pipes and extensible flexible products designed to be compressed or
extended along their length are excluded from the scope of this document.

This document also specifies the requirements for marking, manufacturer's instructions, product information
and evaluation of conformity.

Single wall and multi-wall system chimney products are covered by EN 1856-1|.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

N 573-3, Aluminium and aluminium alloys — Chemical composition and form of wrought products — Part 3:
Chemical composition and form of products

N 1443, Chimneys — General requirements

EN 1856-1:2009, Chimneys — Requirements for metal chimneys — Part 1: System chimney products

N 1859:2009, Chimneys — Metal chimneys — Test methods

N 10025-5, Hot rolled products of structural steels — Part 5: Technical delivery conditions for structural
steels with improved atmospheric corrosion resistance

N 10088-1|, Stainless steel — Part 1: List of stainless steel

N 10154, Continuously hot-dip Aluminium-Silicon (AS) coated steel strip and sheet — Technical delivery
conditions

N 10209, Cold rolled low carbon steel flat products for vitreous enamelling — Technical delivery conditions

N 14241-1, Chimneys — Elastomeric seals and elastomeric sealants — Material requirements and test
methods — Part 1: Seals in flue liners

EN 15287-1:2007, Chimneys — Design, installation and commissioning of chimneys — Part 1: Chimneys for
non-roomsealed heating appliances
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 1856-1:2009 and the following apply.

3.1
bending radius
minimum radius measured on the inner side of a flexible flue liner when bent

3.2

double skin flexible flue liner

flexible flue liner consisting of two layers of metal, where the inner layer forming the flue is flat and covers the
corrugations

4 Manufacturer’s declaration for type test
The manufacturer shall provide the relevant information according to 7.2 and, in addition, shall declare:
a) the type of metals from which the flue liners and connecting flue pipes are made, according to EN 573-3,

EN 10025-5, EN 10088-1, EN 10154 and EN 10209, and the nominal and minimum skin/wall
thickness(es);

b) the internal diameter of the flue liners and connecting flue pipes and the nominal product size;

c) the minimum thickness of rigid flue liners or rigid connecting flue pipes, the length of rigid flue liners or
rigid connecting flue pipes as installed, rigid flue liner and connecting flue pipes external circumference,
mass and design loads of the fittings or rigid flue liner sections;

d) manufacturer declared design load for tensile strength for flexible flue liners (corresponding to the
maximum length of suspended flexible flue liner, with a minimum of 10 m or more if declared by the
manufacturer).

5 Dimensions and tolerances

5.1 The thickness of materials from which the flexible flue liner is made shall be not less than that declared
by the manufacturer (see 4a)). The thickness of rigid flue liners and rigid connecting flue pipes shall be in
accordance with 5.1 of EN 1856-1:2009.

5.2 The declared internal diameter of the flue liner, connecting flue pipe and fitting shall not vary by more
than £ 5 mm from the nominal size.

When measured in accordance with the procedure explained in A.1.1 the internal diameter of the flexible flue
liner shall not be less than the manufacturer’s declared diameter (see 4b)).

For rigid connecting flue pipe, the requirements given in 5.2 of EN_1856-1:2009 shall apply.

For flexible flue liners, the internal diameter shall be measured in accordance with A.1.
Oval flexible liners shall only be factory made and the ovalisation ratio shall not exceed 1,5 maximum.

5.3 The installed length of rigid flue liners or rigid connecting flue pipes (measured on an assembly
including at least one joint) shall be in accordance with EN 1856-1:2009.
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6 Performance requirements
6.1 Mechanical resistance and stability

6.1.1 Rigid flue liners and rigid connecting flue pipes and fittings

Rigid flue liners and rigid connecting flue pipes and fittings shall comply with 6.2.1, 6.2.2 and 6.2.3 of
EN 1856-1:2009 except wind load.

6.1.2 Flexible flue liners

6.1.2.1 General

Flexible flue liners shall comply with the following requirements.

6.1.2.2 Compressive strength of fittings and supports

The manufacturer shall declare the relevant design load of fittings and supports.

The compressive strength requirements shall be in accordance with 6.2.1.1 and 6.2.1.2 of EN 1856-1:2009.

6.1.2.3 Tensile strength
The manufacturer shall declare the relevant design load of flexible flue liners.

The flexible flue liner, when tested in accordance with A.3, shall meet the gas tightness requirement of 6.3.

6.1.2.4 Crushing resistance

When tested in accordance with A.4, the outside diameter of the flexible flue liner shall not have been reduced
to less than 75 % of its original nominal diameter and shall meet the gas tightness requirement of 6.3.

6.1.2.5 Flexibility
When tested in accordance with A.5.2, the flexible flue liner shall meet the gas tightness requirement of 6.3.

When tested in accordance with A.5.2, the inner layer of the double skin flexible flue liner shall remain
overlapped at the minimum bending radius declared by the manufacturer.

Oval flexible liners shall be subjected to the test method of A.5.2 in both axes of the oval shape.
6.1.2.6  Torsion strength

When a flexible flue liner is tested in accordance with A.6, it shall meet the gas tightness requirement of 6.3.

6.1.2.7  Pulling force

Before the thermal performance test, as per 6.4.1.1 (see also A.7), it shall be checked that the pulling force
measured in A.7.3.1.1 shall be less than 0,5 kN.
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6.2 Resistance to fire

6.2.1 Rigid flue liners and fittings

When a rigid flue liner and its fittings, designated as sootffire resistant, is tested according to 4.5.3.2 of
N 1859:2009 with the exception of the test rig (Figures 4 and 5) which shall be replaced by the test rig

described in Annex A, it shall meet the gas tightness requirements defined in 6.3.

6.2.2 Rigid connecting flue pipes and fittings

The manufacturer shall declare the minimum distance to combustible material, either measured according to
Annex A or calculated as at least three times their nominal diameter but not less than 375 mm (as specified in
EN 15287-1:2007, 4.3.9.3, paragraph 3, first sentence for connecting flue pipes naturally ventilated) and the
requirements of 6.4.1 shall be met.

The maximum surface temperature of combustible material adjacent to a rigid connecting flue pipe and its
fittings designated as sooffire resistant, at the distance declared by the manufacturer, shall not exceed 100 °C
when related to an ambient temperature of 20 °C. When a rigid connecting flue pipe and its fittings designated
as sooffire resistant are tested to the test method described in A.7.3.3 and A.7.4, it shall also meet the gas
tightness requirement of 6.3.

6.2.3 Flexible flue liners and fittings

When a flexible flue liner and its fittings, designated as sootfire resistant, are tested according to the test
method described in A.7.4.3, they shall meet the gas tightness requirements defined in 6.3. The test sample
shall allow the test ball defined in A.7.3.1.2 to move freely down.

6.3 Gas tightness

When tested in accordance with A.2 for flexible flue liners and their fittings or with 4.4 of EN 1859:2009 for
rigid flue liners and rigid connecting flue pipes and their fittings, the leakage rate shall not be greater than
those specified in Table 1.

Table 1 — Leakage rate

Pressure type Test pressure Leakage rate/flue surface area
Pa I-s"-m?

N1 40 <20

N2 20 <3,0

P1 200 < 0,006
P2 200 <0,120
H1 200 and 5 000 < 0,006
H2 200 and 5 000 <0,120

6.4 Safety in use
6.4.1 Thermal performance at normal operating conditions

6.4.1.1  Rigid flue liners and fittings
When a flue liner and its fittings are tested according to the heat stress test method of EN 1859 with the

exception of the test rig (Figures 4 and 5) which shall be replaced by the test rig described in A.7.2, they shall
meet the gas tightness of 6.3.
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6.4.1.2 Rigid connecting flue pipes and fittings

The manufacturer shall declare the minimum distance to combustible material (see 7.2.1).

The maximum surface temperature of combustible material adjacent to a rigid connecting flue pipe and its
fittings, at the distance declared by the manufacturer, shall not exceed 85 °C when related to an ambient

temperature of 20 °C. When a rigid connecting flue pipe and its fittings are tested to the test method described
in A.7.3.3 and A.7 4, it shall also meet the gas tightness requirement of 6.3.

6.4.1.3  Flexible flue liners and fittings
When a flexible flue liner and its fittings are tested according to the heat stress test method described in

A.7.4.2, they shall meet the gas tightness of 6.3. The test sample shall allow the test ball of A.7.3.1.2 to move
freely down.

6.4.2 Accidental human contact
In case of accidental human contact for a connecting part, individual member states regulations are applicable.
6.4.3 Thermal resistance

Where connecting flue pipes are insulated, their thermal resistance value, declared by the manufacturer, shall
be determined in accordance with 6.7.3 of EN 1856-1:2009.

6.4.4 Water vapour diffusion resistance

The requirements of 6.7.4 of EN_1856-1:2009 shall apply when the manufacturer declares that the rigid or
flexible flue liner can be installed with external insulation.

Liners and connecting flue pipes designated as negative pressure and wet which have a liner with a leakage
rate 7 times smaller than the pass mark for the N1 class, or those designated P or H may be judged to be wet
designated without undertaking the water vapour diffusion test, provided that the product passes the
condensate penetration resistance requirement of 6.4.5.

Insulated rigid connecting flue pipes shall conform to 6.5.4 of EN_1856-1:2009.

6.4.5 Condensate penetration resistance

Rigid and flexible flue liners, rigid connecting flue pipes and their fittings designated for wet operating
conditions (W) shall be subjected to the requirements of 6.6.5 of EN 1856-1:2009 and their outer surface shall
remain dry.

6.4.6 Flow resistance

6.4.6.1 Rigid flue liners, rigid connecting flue pipes and fittings

The requirements of 6.6.7.1 and 6.6.7.2 of EN_1856-1:2009 shall apply.

6.4.6.2 Flexible flue liners and fittings

The requirements of 6.6.7.1 and 6.6.7.2 of EN_1856-1:2009 shall apply.
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6.5 Durability

6.5.1 Durability against corrosion

The requirements of 6.7.1 and 6.7.2 of EN_1856-1:2009 shall apply, where the Table 4 shall be replaced by
Tables 2 and 3 of this European Standard.

In addition, the material specification of the outer skin of the double skin flue liners and connecting flue pipes
shall be declared.

When tested in accordance with EN 10209, the adherence level of the coating of vitreous enamelled

connecting flue pipes shall not exceed level 3. This test shall be performed after thermal performance test
defined in A.7.
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Table 2 — Material specification for connecting flue pipes

Material type Material No. Symbol
00 Cast iron -
01 Normal steel EN 10025-5 S 235 JRG 2
05 Aluminium coated steel N 10154
10 EN AW —4047A EN AW Al Si122
11 EN AW - 1200 EN AW-AL 99,0A
13 EN AW - 6060 EN AW-Al MgSi
20 1.4301 X5CrNi 18-10
30 1.4307 X2CrNi 18-9
40 1.4401 X5CrNiMo 17-12-2
50 1.4404° X2CrNiMo 17-12-2
60 1.4432 X2CrNiMo 17-12-3
70 1.4539 X1NiCrMoCu 25-20-5
80 Double sided vitreous -
enamelled steel
99 ¢ To be declared To be declared
# Cu<0,1%,2Zn<0,15 %.
b Equivalent for material no. 1.4404 = 1.4571 (symbol X6CrNiMoTi17-12-2).
¢ A material type not currently specified in the table (and assigned a material number) may be
assigned the material type 99 for the purpose of designating the product in accordance with Clause 9.
It may be considered as a suitable flue liner material provided that it has passed the appropriate
corrosion test according to its intended designation V1, V2, or V3. The manufacturer shall declare the
material specification (see Clause 7).

EXAMPLE L 40045 represents a flue liner made of 1.4401 stainless steel with a thickness of 0,45 mm.
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Table 3 — Material specification for flue liners

Material type Material No. Symbol

10 EN AW —4047A EN AW Al Si122

11 EN AW - 1200 EN AW-AL 99,0 @

13 EN AW - 6060 EN AW-Al MgSi

20 1.4301 X5CrNi 18-10

30 1.4307 X2CrNi 18-9

40 1.4401 X5CrNiMo 17-12-2

50 1.4404 ° X2CrNiMo 17-12-2

60 1.4432 X2CrNiMo 17-12-3

70 1.4539 X1NiCrMoCu 25-20-5
# Cu<0,1%,2Zn<0,15 %.
b Equivalent for material no. 1.4404 = 1.4571 (symbol X6CrNiMoTi17-12-2).
¢ A material type not currently specified in the table (and assigned a material number) may be
assigned the material type 99 for the purpose of designating the product in accordance with Clause 9.
It may be considered as a suitable flue liner material provided that it has passed the appropriate
corrosion test according to its intended designation V1, V2, or V3. The manufacturer shall declare the
material specification (see Clause 7).

6.5.2 Freeze thaw resistance

Metal flue liners and connecting flue pipes are considered to satisfy freeze thaw resistance requirements.

6.5.3 Flue liner seals

Flue liner seals shall be in accordance with EN 14241-1|.

7 Product information

7.1 Manufacturer's instructions

The manufacturer’s instructions shall be available in the language of each country where the product is placed

on the market.
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