BRITISH STANDARD BS EN
1948-3 : 1997

Stationary source emissions —

Determination of the mass
concentration of PCDDs/PCDF's

Part 3. Identification and quantification

The European Standard EN 1948-3 : 1996 has the status of a
British Standard

ICS 13.040.40

LAY .. =
NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

1 . W . w
Document Sharing Hub

Full document details: BS EN 1948-3:1997


http://www.avadocuments.com/doc/bs-en-1948-3-1997
http://www.avadocuments.com/doc/bs-en-1948-3-1997

BS EN 1948-3 : 1997

This British Standard, having
been prepared under the
direction of the Health and
Environment Sector Board, was
published under the authority of
the Standards Board and comes
into effect on

15 October 1997

© BSI 1997

The following BSI references
relate to the work on this
standard:

Committe reference EH/2

Draft for comment 95/521236 DC

ISBN 0 580 27687 2

Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical Committee
EH/2, Air quality, upon which the following bodies were represented:

British Cement Association

British Coal Corporation

Chartered Institute of Environmental Health
Combustion Engineering Association
Department of Health

Environment Agency

GAMBICA (BEAMA Ltd.)

Health and Safety Executive

Institute of Petroleum

Laboratory of the Government Chemist
Royal Society of Chemistry

TES (Bretby Limited)

Wood Panel Industries Federation

The following bodies were also represented in the drafting of the standard, through
subcommittees and panels:

AEA Technology

Agricultural Development and Advisory Service
Asbestos Information Centre Ltd.

British Ceramic Research Ltd.

British Gas plc

Castings Development Centre

Council of Gas Detection and Environmental Monitoring
Department of the Environment

Electricity Association

Environmental Services Association

Institute of Wastes Management

ISA England Section (Environmental Section)
UK Steel Association

Amendments issued since publication

Amd. No. Date Text affected

Full document details: BS EN 1948-3:1997

. .. Documents

= Document Sharing Hub


http://www.avadocuments.com/doc/bs-en-1948-3-1997
http://www.avadocuments.com/doc/bs-en-1948-3-1997

BS EN 1948-3 : 1997

National foreword

This Part of BS EN 1948 has been prepared by Technical Committee EH/2, and is the
English language version of EN 1948-3 : 1996, published by the European Committee
for Standardization (CEN).

This British Standard is published under the direction of the Health and Environment
Sector Board whose Technical Committee EH/2 has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any enquiries on
interpretation, or proposals for change, and keep the UK interests informed,;

— monitor related international and European developments and promulgate them
in the UK.

NOTE. International and European Standards, as well as overseas standards, are available from
Customer Services, BSI, 389 Chiswick High Road, London W4 4AL.

Cross-references

Publication referred to Corresponding British Standard

BS EN 1948 Stationary source emissions — Determination
of the mass concentration of PCDDs/PCDFs

EN 1948-1 : 1996 Part 1 : 1997 Sampling

EN 1948-2 : 1996 Part 2 : 1997 Extraction and clean-up
BS ISO 5725 Accuracy (trueness and precision) of
measurement methods and results

ISO 57252 : 1994 Part 2 : 1994 Basic methods for the determination of
repeatability and reproducibility of a standard
measurement method

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and ii, the EN
title page, pages 2 to 28, an inside back cover and a back cover.
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Foreword This European Standard was developed on the basis of
the following national standards or guidelines:

This European Standard has been prepared by

Technical Committee CEN/TC 264, Air quality, the NFX43-313:1991  Adr Quality — Stationary Source

secretariat of which is held by DIN. Emissitons — Determination of

This European Standard shall be given the status of a PCDD/PCDF
national standard, either by publication of an identical

text or by endorsement, at the latest by June 1997, and Nordic:1987
conflicting national standards shall be withdrawn at measurements in flue gases from

the latest by June 1997. waste incineration, Swedish
This European Standard has been prepared under a Environmental Protection Agency
mandate given to CEN by the European Commission

and the European Free Trade Association, and

supports essential requirements of EU Directive(s). Unichim Method  Stationary source emission

N° 825:1989 measurements — Conveyed gas

Sflows — Sampling and
determination of organic

Recommended method for dioxin

For relationship with EU Directive(s), see informative
annex G, which is an integral part of this standard.

According to the CEN/CENELEC Internal Regulations, micropollutants

the national standards organizations of the following ,

countries are bound to implement this European ~ Sampling o

Standard: Austria, Belgium, Denmark, Finland, France, — PAH determination

Germany, Greece, Iceland, Ireland, Italy, Luxembourg, — PCDD and PCDF determination
Netherlands, Norway, Portugal, Spain, Sweden, — PCB determination

Switzerland and the United Kingdom.

This European Standard EN 1948 : 1996 consists of
three parts dealing with the determination of the mass
concentration of PCDDs and PCDFs in stationary
source emissions:

VDI 3499 Part 1:  Emission measurement —

1990 (draft) Measurement of residual
materials. Determination of
polychlorinated dibenzodioxins
and dibenzofurans in flue and
stack gas of incineration and
Siring plants — Dilution method —

Part2:  Extraction and clean-up Determination in filter dust,

potash and slag

Part 1: Sampling

Part 3: Identification and quantification o

VDI 3499 Part 2:  Emission measurement —
All three parts are necessary for the performance of 1993 (draft) Determination of polychlorinated
the dioxin measurements. dibenzo-p-dioxins (PCDD) and

dibenzofurans (PCDF) —
Filter/condenser method

VDI 3499 Part 3:  Emission measurement —

1996 (draft) Determination of polychlorvinated
dibenzo-p-dioxins (PCDD) and
dibenzofurans (PCDF) — Cooled
probe method
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Introduction
This European Standard was elaborated by
AENOR (Spain)
AFNOR (France)

BSI (United Kingdom)
DIN (Germany)

DS (Denmark)

NNI (Netherlands)
NSF (Norway)

ON (Austria)

SES (Finland)

SIS (Sweden)

SNV (Switzerland)
UNI (Italy)

The precision and the performance characteristics
were determined in four comparative and validation
trials at waste incinerators sponsored by the
Commission of the European Communities, the
European Free Trade Association and the German
Federal Environment Agency.

Two groups of related chlorinated aromatic ethers are
known as polychlorinated dibenzodioxins (PCDDs) and
polychlorinated dibenzofurans (PCDFs); they consist of
a total of 210 individual substances

(congeners): 75 PCDDs and 135 PCDFs.

PCDDs and PCDFs can form in the combustion of
organic materials; they also occur as undesirable
by-products in the manufacture or further processing
of chlorinated organic chemicals. PCDDs/PCDFs enter
the environment via these emission paths and through
the use of contaminated materials. In fact, they are
universally present at very small concentrations.

The 2,3,7,8-substituted congeners are toxicologically
significant. Toxicologically much less significant than
the tetrachlorinated to octachlorinated
dibenzodioxins/dibenzofurans are

the 74 monochlorinated to trichlorinated
dibenzodioxins/dibenzofurans (for toxicity equivalent
factors, see annex A of EN 1948-1 : 1996).

Only skilled operators who are trained in handling

highly toxic compounds should apply this Part of the
Standard.
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1 Scope

The present Part of the Standard specifies the
identification and quantification procedures of the
sampled PCDDs/PCDFs. It is an integral part of the
complete measurement procedure. The use of the
other two Parts of this Standard, EN 1948-1 : 1996 and
EN 1948-2 : 1996, describing sampling and extraction
and clean-up, respectively, is necessary for the
determination of the PCDDs/PCDFs.

This Standard has been designed to measure
PCDD/PCDF concentrations at about 0,1 ng I'TEQ/m?
in stationary source emissions.

This Standard specifies both method validation and a
framework of quality control requirements which have
to be fulfilled by any PCDD/PCDF identification and
quantification methods to be applied. Some methods
are described in detail in annex A as examples of
proven procedures.

Each of the three sampling methods (Part 1) can be
combined with the extraction and clean-up (Part 2) and
the identification and quantification to complete the
measurement procedure.

During comparison measurements on a municipal
waste incinerator at the level of about 0,1 ng -TEQ/m3
these three methods have been deemed comparable
within the expected range of uncertainty. Validation
trials were performed on the flue gas of municipal
waste incinerators at the level of about 0,1 ng ' TEQ/m?
and a dust loading of from 1 mg/m? to 15 mg/m?.

In principle it is not possible to evaluate the accuracy
(trueness and precision) of emission measurements.
Following the validation trials the internal and external
variabilities were calculated for the process considered
and are given in clause 13. These variabilities give an
indication of the variabilities which have been
observed when using this Standard and need to be
taken into account when expressing results.

The procedure described in the three parts of the

EN 1948 : 1996 lays down requirements in order to
measure every 2,3,7,8-chlorine substituted PCDD/PCDF
congener required to calculate the total I-TEQ

(see table A.1 of EN 1948-1 : 1996).

2 Normative references

This European Standard incorporates by dated or
undated reference, provisions from other publications.
These normative references are cited at the
appropriate places in the text and the publications are
listed hereafter. For dated references, subsequent
amendments to or revisions of any of these
publications apply to this European Standard only
when incorporated in it by amendment or revision. For
undated references the latest edition of the publication
referred to applies.

EN 1948-1 : 1996 Stationary source emissions —
Determination of the mass
concentration of PCDDs/PCDFs —
Part 1: Sampling

EN 1948-2 : 1996 Stationary source emissions —
Determination of the mass
concentration of PCDDs/PCDFs —

Part 2: Extraction and clean-up

ISO 57252 : 1994 Accuracy (trueness and precision)
of measurement methods and results
— Part 2: Basic method for the
determination of repeatability and
reproducibility of a standard
measurement method

A bibliography is shown in annex B (informative).
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3 Definitions and abbreviations

3.1 Definitions

For the purposes of this Standard, the following
definitions apply:

3.1.1 spiking

Addition of 13C;a-labelled PCDD/PCDF standards.

3.1.2 isokinetic sampling

Sampling at a rate such that the velocity of the gas
entering the sampling nozzle is the same as that of the
gas in the duct at the sampling point [ISO 9096 : 1992].

3.1.3 operational performance characteristics
Deal with the influence of the physical and chemical
environment and maintenance problems, for example;
mains voltage, temperature, supply of certain
substances, set-up time, period of unattended operation
[ISO 6879 : 1995].

3.1.4 statistical performance characteristics

Quantify, for measured values, the possible deviations
resulting from the random part of the measuring
process; these are, for example, repeatability or
instability [ISO 6879 : 1995].

3.1.5 control blank

A sample taken at the plant site in an identical manner
to the normal samples including the spiking, but
without introducing the probe into the flue gas and
without introducing air into the sampling train. All the
compartments up to and including the last collecting
stage are rinsed or extracted in the normal manner.

3.1.6 extraction blank

A blank sample covering the complete analytical
procedure including extraction, clean-up, identification
and quantification including all the relevant reagents
and materials.

3.1.7 sampling standard

13Co-labelled 2,3,7,8-chlorine substituted PCDD/PCDF,
added before sampling,.

3.1.8 extraction standard

130, 9-1abelled 2,3,7,8-chlorine substituted PCDD/PCDF,
added before extraction and used for the calculation of
results.

3.1.9 syringe standard

13Co-labelled 2,3,7,8-chlorine substituted PCDD/PCDF,
added before injection into the GC.

3.1.10 keeper

High boiling point solvent added to the sampling
standard solution.

3.1.11 congener

Any one of the 210 individual PCDDs/ PCDFs.

3.1.12 PCDD/PCDF isomers

PCDDs or PCDFs with identical chemical composition
but different structure.

© BSI 1997
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3.1.13 pattern

Defined as a chromatographic print of any series of
PCDD/PCDF isomers.

3.1.14 profile

Graphic representation of the sums of the isomer
concentrations of the PCDDs and the PCDFs.

3.2 Abbreviations

3.2.1 I-TEQ

International toxic equivalent (for detailed description,
see annex A of EN 1948-1 : 1996).

3.2.2 I-TEF

International toxic equivalent factor (for detailed
description, see annex A of EN 1948-1 : 1996).

3.2.3 GC/MS

Gas chromatography / Mass spectrometry.
3.2.4 HRGC

High resolution gas chromatography.
3.2.5 HRMS

High resolution mass spectrometry.
3.2.6 TCDD
Tetrachlorodibenzo-p-dioxin.

3.2.7 PeCDD
Pentachlorodibenzo-p-dioxin.

3.2.8 HxCDD
Hexachlorodibenzo-p-dioxin.

3.2.9 HpCDD
Heptachlorodibenzo-p-dioxin.

3.2.10 OCDD
Octachlorodibenzo-p-dioxin.

3.2.11 TCDF
Tetrachlorodibenzofuran.

3.2.12 PeCDF
Pentachlorodibenzofuran.

3.2.13 HxCDF
Hexachlorodibenzofuran.

3.2.14 HpCDF
Heptachlorodibenzofuran.

3.2.15 OCDF
Octachlorodibenzofuran.

3.2.16 PCDD/PCDF
Polychlorinated dibenzo-p-dioxin/dibenzofuran.

3.2.17 PTFE
Polytetrafluoroethylene.
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4 Principles of identification and
quantification

This Standard is based on the use of the gas
chromatography/mass spectrometry combined with the
isotope dilution technique to enable the separation,
detection and quantification of PCDD/PCDF in the
extracts of emission samples. These extracts are
prepared in accordance with EN 1948-2 : 1996 and
contain the two syringe standards. The gas
chromatographic parameters offer information which
enables the identification of isomers (position of Cl
substituents) whereas the mass spectrometric
parameters enable the differentiation between
congeners with different numbers of chlorine
substituents and between dibenzo-p-dioxins and furans.

5 Reagents, materials and equipment
See examples of operation in annex A.

6 Safety measures

All relevant national safety regulations should be
observed. The 2,3,7,8-chlorine substituted
PCDDs/PCDFs are among the most toxic of chemicals.
All work with PCDDs/PCDFs requires therefore the
utmost care; the national safety measures which
correspond to those for toxic substances should be
strictly adhered to.

7 Quality control requirements for
identification and quantification

7.1 Minimum requirements for identification of
PCDD/PCDF congeners

High resolution gas chromatography/high resolution
mass spectrometry at a resolution of greater or equal
to 10 000 is at present required to achieve adequate
sensitivity, selectivity and to allow the use of all the
13Co-labelled standards. Resolution in the range

of 6 000 to 10 000 might be acceptable if the absence of
interferences is documented. Other techniques which
show that they meet the requirements described in this
Standard may be used.

For each 2,3,7,8-chlorine substituted congener at least
two ions of the molecular isotope cluster shall be
recorded for both the native and the added
13C;5-labelled congeners (see annex C). A positive
identification of a congener is made if all the following
requirements are met.

a) The isotope ratio between the ions monitored
shall match the theoretical value within * 20 % (see
annex D).

b) The retention time of a native 2,3,7,8-chlorine
substituted isomer (Cly—Clg— congeners) shall be

within a time window of +g s based on the retention

time of the corresponding 13Cjo-labelled isomer in
the sample. For hepta- and octachloro congeners

deviations of 1;’ s are acceptable. Alternatively,

relative retention times based on 1,2,3,7,8-PeCDF can
be calculated. The difference shall not be more
than 0,25 % compared with the calibration standard.

¢) The signal-to-noise ratio of the raw data as
documented in figure 1 shall be at least 3 : 1 for the
signal used for quantification.

The base line noise shall be measured in front of the
signal within a signal-free window corresponding

to 10 times the signal width at half height. Peak-to-peak
values are taken.

7.2 Isomer sums of PCDD/PCDF congeners

If the sum of the concentrations of isomer groups are
needed the following requirements shall be met.

a) The retention time window for all isomers of an
isomer group shall be measured by a solution
containing all native PCDDs/PCDFs. A fly ash extract
can be used for this purpose. Each group of isomer
(tetra to octa) should be defined via relative
retention times (of the central isomer first). The
pattern of overlapping windows (tetra/penta) should
be ‘constant’ during one series of measurements; the
changes in the relative retention times shall not be
greater than * 10 %.

b) The retention times of all congeners attributed to
an isomer group shall be within the time window of
the first and last eluting isomer.
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Figure 1. Determination of the signal-to-noise ratio
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