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National foreword

This British Standard is the UK implementation of EN 1953:1998+A1:2009.
It supersedes BS EN 1953:1999 which is withdrawn.

The start and finish of text introduced or altered by amendment is
indicated in the text by tags. Tags indicating changes to CEN text
carry the number of the CEN amendment. For example, text altered by
CEN amendment Al is indicated by &

The UK participation in its preparation was entrusted by Technical
Committee MCE/3, Safeguarding of machinery, to Subcommittee MCE/3/8,
Thermoprocessing equipment - Safety.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

Amendments/corrigenda issued since publication

Date Text affected

31 December 2009 | Implementation of CEN amendment A1:2009;
Alignment of CEN and BSI publication dates
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Foreword

This document (EN 1953:1998+A1:2009) has been prepared by Technical Committee CEN/TC 271 "Surface
treatment equipment - Safety", the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by March 2010, and conflicting national standards shall be withdrawn at
the latest by March 2010.

This document includes Amendment 1, approved by CEN on 2009-07-30.

This document supersedes EN 1953:1998.

The start and finish of text introduced or altered by amendment is indicated in the text by tags M.

This European Standard has been prepared under a mandate given to CEN by the European Commission
and the European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annexes ZA and ZB, which are integral parts of this
document.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and United Kingdom.
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Introduction

This European Standard is a type C standard as stated in ENV1070.

This European Standard forms part of a series of standard specifying the health, safety and environmental
protection requirements for devices, units and equipment for surface coating.

— Atomising and Spraying Equipment for Coating Materials

— Machinery for the Supply and Circulation of Coating Materials Under Pressure

— Mixing machinery for Coating Materials

The equipment concerned and the extent to which hazards are covered is indicated in the scope of this

standard. The equipment shall comply, as appropriate, with EN ISO 12100-1 and EN ISO 12100-2 for
hazards which are not covered by this standard.

1 Scope

This European Standard applies to the design and construction of spraying equipment for both manual and
automatic application of liquid, paste (semi-solid) and powder coating materials. The manual equipment is
hand-held and the automatic equipment is operated by auxiliary signals and mounted either rigidly or onto
automated devices such as robots, or reciprocating or rotary machines.

The coating material may be atomised by air, by airless, by airless with the assistance of air or mechanically
by centrifugal force. With atomisation by centrifugal force, the atomised coating material may be assisted
towards the workpiece by controlled air veils.

The atomising and spraying equipment may also be electrostatically supported.

This standard specifically refers to hazards created by or resulting from the use of atomising and spraying
equipment, if it is used as determined and in accordance with the foreseeable conditions of the manufacturer
(see clause 4).

Atomising and spraying equipment may be linked with supply systems, control circuits, spray booths and/or
automated machinery, none of which are covered by the scope of this standard. This may result in the
overlapping of some hazards or risks. Such hazards or risks should be taken into consideration when
specifying and installing the atomising and spraying equipment.

Further topics for this standard are minimum user information:

— Operation manuals,

— Marking.

This standard excludes:

— Flocking machines;

— Equipment related to the atomising and spraying of foodstuffs and pharmaceuticals;

— Atrtists airbrushes;
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— Machinery for the supply and/or circulation of coating materials under pressure;
— Automated devices such as robots, reciprocating or rotary machines.

This standard applies to equipment constructed after the date of issue of this standard.

2 Normative references

This European Standard incorporates, by dated or undated reference, provisions from other publications.
These normative references are cited at appropriate places in the text and the publications are listed
hereafter.

For dated references, subsequent revisions of any of these publications apply to the European Standard only
when incorporated in it by amendment or revision. For undated references, the latest edition of the publication
referred to applies.

deleted text

EN 349, Safety of Machinery - Minimum gaps to avoid crushing of parts of the human body

EN 563, Safety of Machinery - Temperature of touchable surfaces: Ergonomic data to establish limit values for
hot surfaces

EN 614-1, Safety of Machinery - Ergonomic design principles — Part 1: Terminology and General Principles
EN 971-1, Paints and Varnishes: Terms and definitions for coating materials — Part 1: General Terms

CR 1030-1, Hand-arm vibration: Guidelines for vibration hazard reduction — Part 1. Engineering methods by
design of machinery

ENV 1070, Safety of Machinery - Terminology
EN 1127-1, Safety of Machinery - Fire and explosion — Part 1: Explosion prevention and protection

EN 14462, Surface treatment equipment - Noise test code for surface treatment equipment including its
ancillary handling equipment — Accuracy grades 2 and 3

") EN ISO 11688-1, Acoustics - Recommended practice for the design of low-noise machinery and
equipment - Part 1: Planning (ISO/TR 11688-1:1995)

ENV 26385, Safety of Machinery - Ergonomic principles of the design of work systems

EN 50050, Electrical apparatus for potentially explosive atmospheres - Electrostatic hand-held spraying
equipment

EN 50053-1, Regulations for selection, installation and use of electrostatic atomising and spraying equipment
for flammable coating materials — Part 1: Electrostatic hand-held atomising and spraying equipment for liquid
spraying materials with an energy limit of 0.24 mJ including accessories

EN 50053-2, Regulations for selection, installation and use of electrostatic atomising and spraying equipment
for flammable coating materials — Part 2: Electrostatic hand-held atomising and spraying equipment for
powder materials with an energy limit of 5 mJ including accessories

EN 50059:1990, Electrostatic hand-held atomising and spraying equipment for non-flammable liquid coating
materials

EN 50176, Automatic electrostatic spraying installations for flammable liquid coating materials
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