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National foreword

This British Standard is the UK implementation of EN 1991-1-2:2024.
[t supersedes BS EN 1991-1-2:2002, which will be withdrawn on
30 March 2028.

The UK participation in its preparation was entrusted to Technical
Committee B/525/1, Actions (loadings) and basis of design.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

National choice is allowed in this standard where explicitly stated
within notes. The National Annex to this standard contains the
national choices to be used for buildings and civil engineering works
constructed in the UK.

The first generation of EN Eurocodes was published between 2002
and 2007, with conflicting British Standards withdrawn in 2010. This
document forms part of the second generation of EN Eurocodes.

The second generation of EN Eurocodes is expected to be published
between 2023 and 2026. These documents are being published as soon
as they are available. This is being done to enable users to prepare

for the transition from the first generation to second generation of

EN Eurocodes.

UK adoptions of the first generation of EN Eurocodes will be withdrawn
by BSI on 30 March 2028. Until that date, the first generation documents
should be considered as the applicable standards for buildings and civil

engineering works constructed in the UK unless otherwise specified by

the relevant authority or in the specification for a particular project.

This standard is intended to be used with its National Annex and other
referenced documents, including other second generation Eurocodes, as
an interdependent suite of documents.

While the use of provisions in this standard in conjunction with first
generation Eurocodes is not precluded, it should be undertaken with
care and should only be done when users are satisfied that it will not
result in a lower level of reliability than the minimum level set in the first
generation Eurocodes and associated UK National Annexes.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application. Documents
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legal obligations.
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European foreword

This document (EN 1991-1-2:2024) has been prepared by Technical Committee CEN/TC 250 “Structural
Eurocodes”, the secretariat of which is held by BSI. CEN/TC 250 is responsible for all Structural
Eurocodes and has been assigned responsibility for structural and geotechnical design matters by CEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2027, and conflicting national standards shall
be withdrawn at the latest by March 2028.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 1991-1-2:2002.

The first generation of EN Eurocodes was published between 2002 and 2007. This document forms part
of the second generation of the Eurocodes, which have been prepared under Mandate M/515 issued to
CEN by the European Commission and the European Free Trade Association.

The Eurocodes have been drafted to be used in conjunction with relevant execution, material, product
and test standards, and to identify requirements for execution, materials, products and testing that are
relied upon by the Eurocodes.

The Eurocodes recognize the responsibility of each Member State and have safeguarded their right to
determine values related to regulatory safety matters at national level through the use of National
Annexes.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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Introduction

0.1 Introduction to the Eurocodes
The structural Eurocodes comprise the following standards generally consisting of a number of Parts:

— , Eurocode — Basis of structural and Geotechnical design

— EN 1991, Eurocode 1 — Actions on structures

— EN 1992, Eurocode 2 — Design of concrete structures

— EN 1993, Eurocode 3 — Design of steel structures

— EN 1994, Eurocode 4 — Design of composite steel and concrete structure
— EN 1995, Eurocode 5 — Design of timber structures

— EN 1996, Eurocode 6 — Design of masonry structures

— EN 1997, Eurocode 7 — Geotechnical design

— EN 1998, Eurocode 8 — Design of structures for earthquake resistance
— EN 1999, Eurocode 9 — Design of aluminium structures

— New Eurocodes under development, e.g. Eurocode for design of structural glass

The Eurocodes are intended for use by designers, clients, manufacturers, constructors, relevant
authorities (in exercising their duties in accordance with national or international regulations),
educators, software developers, and committees drafting standards for related product, testing and
execution standards.

NOTE Some aspects of design are most appropriately specified by relevant authorities or, where not specified,
can be agreed on a project-specific basis between relevant parties such as designers and clients. The Eurocodes
identify such aspects making explicit reference to relevant authorities and relevant parties.

0.2 Introduction to EN 1991

EN 1991 (all parts) specifies actions for the structural design of buildings, bridges and other civil
engineering works, or parts thereof, including temporary structures, in conjunction with EN 199Q and
the other Eurocodes.

EN 1991 does not cover the specific requirements of actions for seismic design. Provisions related to such
requirements are given in EN 1998 (all parts), which complement and are consistent with EN 1991.

EN 1991 is also applicable to existing structures for their:

— structural assessment,

— strengthening or repair,

— change of use.

NOTE1 Inthese cases, additional or amended provisions can be necessary.

EN 1991 is also applicable for the design of structures where materials or actions outside the scope of the
other Eurocodes are involved.
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NOTE 2  In this case, additional or amended provisions can be necessary.

EN 1991 is subdivided in various parts:

EN 1991-1-1|, Eurocode 1 — Actions on structures — Part 1-1: Specific weight of materials, self-weight of
construction works and imposed loads for buildings

, Eurocode 1 — Actions on structures — Part 1-2: Actions on structures exposed to fire
, Eurocode 1 — Actions on structures — Part 1-3: Snow Loads

, Eurocode 1 — Actions on structures — Part 1-4: Wind Actions

, Eurocode 1 — Actions on structures — Part 1-5: Thermal Actions

, Eurocode 1 — Actions on structures — Part 1-6: Actions during execution
, Eurocode 1 — Actions on structures — Part 1-7: Accidental actions

EN 1991-1-8, Eurocode 1 — Actions on structures — Part 1-8: Actions from waves and currents on coastal
structures

EN 1991-1-9, Eurocode 1 — Actions on structures — Part 1-9: Atmospheric icing

N 1991-2, Eurocode 1 — Actions on structures — Part 2: Traffic loads on bridges and other civil
engineering works

N 1991-3, Eurocode 1 — Actions on structures — Part 3: Actions induced by cranes and machines
N 1991-4, Eurocode 1 — Actions on structures — Part 4: Silos and tanks
0.3 Introduction to EN 1991-1-2

N 1991-1-2 describes the thermal and mechanical actions for the structural design of buildings exposed
to fire, including the following safety requirements and design procedures.

N 1991-1-2is intended to be used with EN 1990, the other Parts of EN 1991 and EN 1992 to EN 1999

for the design of structures.
0.3.1 Safety requirements

The general objectives are to limit risks with respect to the individual and society, neighbouring property,
and where required, environment or directly exposed property, in the case of fire.

Construction Products Regulation (EU) No 305/2011 gives the following requirement for the limitation
of the consequence in case of fire:

“The construction works must be designed and built in such a way, that in the event of an outbreak of fire

— the load bearing capacity of the construction can be assumed for a specified period of time,
— the generation and spread of fire and smoke within the works are limited,

— the spread of fire to neighbouring construction works is limited,

— the occupants can leave the works or can be rescued by other means,

— the safety of rescue teams is taken into consideration”.

According to the Interpretative Document N°2 “Safety in Case of Fire”1 the essential requirement may be
observed by following various possibilities for fire safety strategies prevailing in the Member States like

1) See2.2,3.2(4) and 4.2.3.3 of ID N°2.
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conventional fire scenarios (nominal fires) or “natural” (physically based) fire scenarios, including
passive and/or active fire protection measures.

Required functions and levels of performance can be specified either in terms of nominal (standard) fire
resistance rating, generally given in national fire regulations or, where allowed by national fire
regulations, by referring to fire safety engineering for assessing passive and active measures.

The fire parts of Structural Eurocodes deal with specific aspects of passive fire protection in terms of
designing structures and parts thereof for adequate load bearing resistance and for limiting fire spread
as relevant.

Numerical values for partial factors and other reliability elements are given to provide an acceptable level
of reliability. They have been selected assuming that an appropriate level of workmanship and of quality
management applies.

0.3.2 Design procedures

A full analytical procedure for structural fire design would take into account the behaviour of the
structural system at elevated temperatures, the potential heat exposure and the beneficial effects of
active and passive fire protection systems, together with the uncertainties associated with these three
features and the importance of the structure (consequences of failure).

At the present time, it is possible to undertake a procedure for determining adequate performance which
incorporates some, if not all, of the above parameters and to demonstrate that the structure, or its
components, will give adequate performance in a real building fire. However, where the procedure is
based on a nominal (standard) fire, the classification system, which calls for specific periods of fire
resistance, takes into account (though not explicitly) the features and uncertainties described above.

Figure 1 illustrates the two design procedures provided by , i.e. the prescriptive approach
and the performance-based approach. The prescriptive approach uses nominal (standard) fires to
generate thermal actions. The performance-based approach, using fire safety engineering, refers to
thermal actions based on physical and chemical parameters.

Design Procedures

Prescriptive Rules Performance-Based Code
(Thermal Actions given by Nominal Fire) (Physically based Thermal Actions)

Selection of Simplified or
Advanced Fire Development

Models
[
[ I | [ [ |
: Analysis of Analysis of . Analysis of Analysis of
[;nﬁlglils;f Part of Entire ‘:nl\?lleyrflllje(;‘f Part of Entire
the Structure Structure the Structure Structure
Determination Determination Determination Determination
of Mechanical of Mechanical Selection of of Mechanical of Mechanical Selection of
Actions Actions Mechanical Actions Actions Mechanical
and Boundary and Boundary Actions and Boundary and Boundary Actions
conditions conditions conditions conditions
[
[ ]
Simplified || Advanced Slmphﬁ_e d Advanced || Advanced Slmphﬁ_e d Advanced || Advanced Advanced
Tabulated ) ) Calculation ) . Calculation A . h
Data Calculation | | Calculation Models Calculation || Calculation Models Calculation || Calculation Calculation
Models Models (if available) Models Models (if available) Models Models Models
Figure 1 — Alternative design procedures
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0.4 Verbal forms used in the Eurocodes

The verb “shall” expresses a requirement strictly to be followed and from which no deviation is permitted
in order to comply with the Eurocodes.

The verb “should” expresses a highly recommended choice or course of action. Subject to national
regulation and/or any relevant contractual provisions, alternative approaches could be used/adopted
where technically justified.

The verb “may” expresses a course of action permissible within the limits of the Eurocodes.

The verb “can” expresses possibility and capability; it is used for statements of fact and clarification of
concepts.

0.5 National Annex for EN 1991-1-2

National choice is allowed in this document where explicitly stated within notes. National choice includes
the selection of values for Nationally Determined Parameters (NDPs).

The national standard implementing EN 1991-1-2 can have a National Annex containing all national
choices to be used for the design of buildings and civil engineering works to be constructed in the relevant
country.

When no national choice is given, the default choice given in this document is to be used.

When no national choice is made and no default is given in this document, the choice can be specified by
a relevant authority or, where not specified, agreed for a specific project by appropriate parties.

National choice is allowed in [EN 1991-1-2 through notes to the following clauses:

4.4(4) NOTE 6.2.2(2) 6.3.1(2) H.3(4)

National choice is allowed in [EN 1991-1-2 on the application of the following informative annexes:
Annex A Annex B Annex C Annex D
Annex E Annex F Annex G Annex H

The National Annex can contain, directly or by reference, non-contradictory complementary information
for ease of implementation, provided it does not alter any provisions of the Eurocodes.
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1 Scope
1.1 Scope of EN 1991-1-2

(1) The methods given in this Eurocode are applicable to buildings and civil engineering works, with a
fire load related to the building and its occupancy.

(2) [EN_1991-1-2deals with thermal and mechanical actions on structures exposed to fire. It is intended
to be used in conjunction with the fire design Parts of EN 1992 to EN 1996 and EN 1999 which give rules
for designing structures for fire resistance.

(3) [EN1991-1-2 contains thermal actions either nominal or physically based. More data and models
for physically based thermal actions are given in annexes.

(4) [EN1991-1-2does not cover the assessment of the damage of a structure after a fire.
(5) [EN1991-1-2does not cover supplementary requirements concerning, for example:

— the possible installation and maintenance of sprinkler systems;

— conditions on occupancy of building or fire compartment;

— the use of approved insulation and coating materials, including their maintenance.
1.2 Assumptions

(1) Inaddition to the general assumptions of EN 199( the following assumptions apply:

— the choice of the relevant design fire scenario is made by appropriate qualified and experienced
personnel, or is given by the relevant national regulation;

— any fire protection measure taken into account in the design will be adequately maintained.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

NOTE See the Bibliography for a list of other documents cited that are not normative references, including
those referenced as recommendations (i.e. in ‘should’ clauses), permissions (‘may’ clauses), possibilities (‘can’
clauses), and in notes.

EN 1990:2023, Eurocode — Basis of structural and Geotechnical design

EN 1992 (all parts), Eurocode 2 — Design of concrete structures

EN 1996 (all parts), Eurocode 6 — Design of masonry structures

EN 1999 (all parts), Eurocode 9 — Design of aluminium structures

EN 1993-1-2:2024, Eurocode 3 — Design of steel structures — Part 1-2: Structural fire design

N 13501-2, Fire classification of construction products and building elements — Part 2: Classification
using data from fire resistance tests, excluding ventilation services
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3 Terms, definitions and symbols
3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 1990 and the following apply.

3.1.1 Common terms used in Eurocode Fire parts

3.1.1.1

equivalent time of fire exposure

time of exposure to the standard fire curve supposed to have the same heating effect as a real fire in the
compartment

3.1.1.2

external member

structural member located outside the building that can be exposed to fire through openings in the
building enclosure

3.1.1.3

compartment, fire compartment

space within a building, extending over one or several floors, which is enclosed by separating elements
such that fire spread beyond the compartment is prevented during the relevant fire exposure

3.1.1.4

fire resistance

ability of a structure, a part of a structure or a member to fulfil its required functions (load bearing
function and/or fire separating function) for a specified load level, for a specified fire exposure and for a
specified period of time

3.1.1.5
fully developed fire
state of full involvement of all combustible surfaces in a fire within a specified space

3.1.1.6

global structural analysis (for fire)

structural analysis of the entire structure, when either the entire structure, or only a part of it, are exposed
to fire

Note 1 to entry: Indirect fire actions are considered throughout the structure.

3.1.1.7
indirect fire actions
internal forces and moments caused by thermal expansion

3.1.1.8

integrity

E

ability of a separating element of building construction, when exposed to fire on one side, to prevent the
passage through it of flames and hot gases and to prevent the occurrence of flames on the unexposed side
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3.1.1.9

insulation

I

ability of a separating element of building construction when exposed to fire on one side, to restrict the
temperature rise of the unexposed face below specified levels

3.1.1.10

load bearing function

R

ability of a structure or a member to sustain specified actions during the relevant fire, according to
defined criteria

3.1.1.11

member

basic part of a structure (such as beam, column, but also assembly such as stud wall, truss) considered as
isolated with appropriate boundary and support conditions

3.1.1.12

member analysis (for fire)

thermal and mechanical analysis of a structural member exposed to fire in which the member is assumed
as isolated, with appropriate support and boundary conditions

Note 1 to entry: Indirect fire actions are not considered, except those resulting from thermal gradients.

3.1.1.13

normal temperature design

ultimate limit state design for ambient temperatures according to Part 1-1 of EN 1992 to EN 1996 or
EN 1999

3.1.1.14

separating function

ability of a separating element to prevent fire spread (e.g. by passage of flames or hot gases — cf.
integrity) or ignition beyond the exposed surface (cf. insulation) during the relevant fire

3.1.1.15
separating element
load bearing or non-load bearing element (e.g. wall) forming part of the enclosure of a fire compartment

3.1.1.16

standard fire resistance

ability of a structure or part of it (usually only members) to fulfil required functions (load-bearing
function and/or separating function), for the exposure to heating according to the standard fire curve for
a specified load combination and for a stated period of time

3.1.1.17
structural members
physically distinguishable part of a structure, e.g. column, beam, plate, foundation

3.1.1.18

temperature analysis

procedure of determining the temperature development in members based on the thermal actions (net
heat flux) and the thermal material properties of the members and of protective surfaces, where relevant

Documents
12 Document Sharing Hub

Full document details: BS EN 1991-1-2:2024


https://doi.org/10.3403/BSEN1991?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-1991-1-2-2024
http://www.avadocuments.com/doc/bs-en-1991-1-2-2024

EN 1991-1-2:2024 (E)

3.1.1.19
thermal actions
actions on the structure described by the net heat flux to the members

3.1.2 Special terms relating to design in general

3.1.21
advanced fire model
design fire based on mass conservation and energy conservation aspects

3.1.2.2

computational fluid dynamics model

fire model able to solve numerically the partial differential equations giving, in all points of the
compartment, the thermo-dynamical and aero-dynamical variables

3.1.2.3

fire wall

separating element that is a wall separating two spaces (e.g. two buildings) that is designed for fire
resistance and structural stability, and may include resistance to horizontal loading such that, in case of
fire and failure of the structure on one side of the wall, fire spread beyond the wall is avoided

3.1.24
one-zone model
fire model where homogeneous temperatures of the gas are assumed in the compartment

3.1.2.5
simplified fire model
design fire based on a limited application field of specific physical parameters

3.1.2.6

two-zone model

fire model where different zones are defined in a compartment: the upper layer, the lower layer, the fire
and its plume, the external gas and walls

Note 1 to entry: In the upper and lower layers, uniform temperature of the gas is assumed.
3.1.3 Terms relating to thermal actions

3.1.3.1

combustion factor

factor representing the efficiency of combustion, varying between 1 for complete combustion to 0 for
combustion fully inhibited

3.1.3.2
design fire
quantitative description of assumed fire characteristics within a design fire scenario specified

3.1.3.3
design fire load density
fire load density considered for determining thermal actions in fire design

3.1.34
design fire scenario
specific fire scenario on which an analysis will be conducted
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3.1.3.5

external fire curve

nominal fire curve intended for the outside of separating (EI) external walls and parapets which can be
exposed to fire from a compartment situated below or adjacent to the respective external wall

3.1.3.6

fire activation risk

parameter taking into account the probability of ignition, function of the compartment area and the
occupancy

3.1.3.7

fire load density

fire load per unit area related to the floor area g, or related to the surface area of the total enclosure,
including openings, g:

3.1.3.8

fire load

quantity of energy which is released by complete combustion of all combustible materials in a
compartment or a localised fire area

Note 1 to entry: It is composed of the building contents (i.e. the compartment fire load) and of combustible
structural elements (i.e. the structural fire load).

3.1.3.9

fire scenario

qualitative description of the course of a fire with time identifying key events that characterize the fire
and differentiate it from other possible fires

Note 1 to entry: It typically defines the ignition and fire growth process, the fully developed stage and decay
stage together as well as systems that impact the course of the fire and the nature of local environment.

3.1.3.10
flash-over
simultaneous ignition of all the fire loads in a compartment

3.1.3.11
hydrocarbon fire curve
nominal fire curve for representing effects of a hydrocarbon type fire

3.1.3.12
localised fire
fire involving only a limited area of the compartment

3.1.3.13

opening factor

factor representing the amount of ventilation depending on the area of openings in the compartment
walls, on the height of these openings and on the total area of the enclosure surfaces

3.1.3.14
rate of heat release
heat (energy) released by a combustible product as a function of time
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3.1.3.15
standard fire curve
nominal curve defined in [EN 13501-2 for representing a model of a fully developed fire in a compartment

3.1.3.16
fire curve
gas temperature in the environment of member surfaces as a function of time

Note 1 to entry: These can be:

— nominal: conventional curves, adopted for classification or verification of fire resistance, e.g. the
standard fire curve, external fire curve, hydrocarbon fire curve;

— physically based: determined on the basis of fire models and the specific physical parameters defining
the conditions in the fire compartment.

3.1.4 Terms relating to heat transfer analysis

3.14.1

configuration factor

for radiative heat transfer from surface A to surface B, fraction of diffusely radiated energy leaving
surface A that is incident on surface B

3.1.4.2

convective heat transfer coefficient

convective heat flux to the member related to the difference between the bulk temperature of gas
bordering the relevant surface of the member and the temperature of that surface

3.1.4.3

emissivity

equal to absorptivity of a surface, i.e. the ratio between the radiative heat absorbed by a given surface
and that of a black body surface

3.144
net heat flux
energy, per unit time and surface area, definitely absorbed by members
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3.2 Symbols and abbreviations

For the purposes of this document, the following symbols apply.

3.2.1 Latin upper case letters

A
Aindd
At

Eqsi
Eqfit

Hy
Hyo
Hyi
L.
Le
Ly
Ln
Ly
Ly
My

Olim

16

area of the fire compartment

design value of indirect action due to fire
floor area of the fire compartment

fire area

area of horizontal openings in roof of compartment

total area of openings in enclosure (Ah’v = A, + AV)

area of enclosure surface j, openings not included
total area of enclosure (walls, ceiling and floor, including openings)

charring area of timber members

total area of vertical openings on all walls (4, = ZAVI )

area of vertical opening i
protection coefficient of member face i
depth of the fire compartment, diameter of the fire

desiin value of the relevant effects of actions from the fundamental combination according

to

constant design value of the relevant effects of actions in the fire situation
design value of the relevant effects of actions in the fire situation at time ¢
internal energy of gas

distance between the fire source and the ceiling

net calorific value including moisture

net calorific value of dry material

net calorific value of material i

length of the core

flame length along axis

horizontal projection of the flame (from the facade)

horizontal flame length

flame height (from the upper part of the window)

axis length from window to the point where the calculation is made

amount of combustible material i

opening factor of the fire compartment (O =A,\h,/ At)

reduced opening factor in case of fuel controlled fire
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Pint

Qc
Qx i
Qxfiji
Oy

On

Qx1
Qmax

Qout
Qrad
Qwall
Rq
Rafiz
RHR¢
RHR:

Tamb
To
Tt

Tw
T,

w>
Wa,
We

EN 1991-1-2:2024 (E)

the internal pressure

rate of heat release of the fire

convective part of the rate of heat release Q
characteristic fire load

characteristic fire load of material i

heat release coefficient related to the diameter D of the local fire
heat release coefficient related to the height H of the compartment

characteristic value of the leading variable action

maximum rate of heat release

rate of heat release entering through openings by gas flow

rate of heat release lost through openings by gas flow

rate of heat release lost by radiation through openings

rate of heat release lost by radiation and convection to the surfaces of the compartment
design value of the resistance of the member at normal temperature
design value of the resistance of the member in the fire situation at time t
maximum rate of heat release per square meter

rate of heat release per square meter of charring area of timber members
temperature [K]

ambient temperature [K]

initial temperature [K]

temperature of the fire compartment [K]

gas temperature [K]

flame temperature at the window [K]

flame temperature along the flame axis [K]

width of wall containing window(s)

width of the wall 1, assumed to contain the greatest window area

width of the wall of the fire compartment, perpendicular to wall W;
horizontal projection of an awning or balcony

width of the core
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3.2.2 Latin lower case letters

b thermal effusivity for the total enclosure (b = ( pcﬂ,) )
bi thermal effusivity of layer i of one enclosure surface
b; thermal effusivity of one enclosure surface j
specific heat
deq geometrical characteristic of an external structural element (diameter or side)
dr flame thickness
di cross-sectional dimension of member face i
g the gravitational acceleration
heq
weighted average of window heights on all walls | /,, = Z:(AV,i hi) /A,
i
h; height of window i
h heat flux to unit surface area
net heat flux to unit surface area
net
A net heat flux to unit surface area due to convection
net,c
A net heat flux to unit surface area due to radiation
net,r
A total heat flux to unit surface area
tot
i heat flux to unit surface area due to fire i
1
k correction factor
kv conversion factor
ke correction factor function of the material of the structural cross-sections
m mass, combustion factor
mass rate
m, rate of gas mass coming in through the openings
m, rate of gas mass going out through the openings
ouf
m; rate of pyrolysis products generated
1
gsi fire load density related to the floor area A¢
qafi design fire load density related to the floor area At
Qst characteristic structural fire load density related to the floor area A
Gk tot characteristic total fire load density related to the floor area A
qfi characteristic fire load density related to the floor area A
q: fire load density related to the total area of the enclosure A
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qax design fire load density related total area of the enclosure A;

Qi characteristic fire load density related to the total area of the enclosure A;

r horizontal distance between the vertical axis of the fire and the point along the ceiling
where the thermal flux is calculated

Si thickness of layer i

Slim limit thickness

t time

tign time of ignition

tend,i time until self-extinguishing combustion, for iteration i

ted equivalent time of fire exposure

ta i design fire resistance (property of the member or structure)

trequii required fire resistance time

tiim time for maximum gas temperature in case of fuel controlled fire

tmax time for maximum gas temperature

ta fire growth rate coefficient

u wind speed, moisture content

wi width of window “i”

Wr sum of window widths on all walls (Wt =2w ); ventilation factor referred to A:

Wr width of the flame; ventilation factor

y coefficient parameter

z height

Z0 virtual origin of the height z

z' vertical position of the virtual heat source

3.2.3 Greek upper case letters

@ configuration factor

D¢ overall configuration factor of a member for radiative heat transfer from an opening
D; configuration factor of member face i for a given opening

@, overall configuration factor of a member for radiative heat transfer from a flame
D, configuration factor of member face i for a given flame

r time factor function of the opening factor O and the thermal absorptivity b

Tim time factor function of the opening factor Oim and the thermal absorptivity b

0 temperature [°C]; 0 [°C] =T [K] - 273

Ocra design value of the critical material temperature [°C]

Oy design value of material temperature [°C]

Oy gas temperature in the fire compartment, or near the member [°C]
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Om temperature of the member surface [°C]

Omax maximum temperature [°C]

O, effective radiation temperature of the fire environment [°C]
¥ protected fire load factor

3.2.4 Greek lower case letters

ac coefficient of heat transfer by convection

an area of horizontal openings related to the floor area

ay area of vertical openings related to the floor area

Oni factor accounting for the existence of a specific fire fighting measure i

Oq1 factor taking into account the fire activation risk due to the size of the compartment

Oq2 factor taking into account the fire activation risk due to the type of occupancy

Em surface emissivity of the member

& emissivity of flames, of the fire

i reduction factor

Niie load level for fire design

A thermal conductivity

p density

Pe internal gas density

o Stefan Boltzmann constant (= 5,67 - 10-8 [W/(m2K4)])

TF free burning fire duration

Yo combination factor applied to a variable action to determine its combination value

Y1 combination factor applied to a variable action to determine its frequent value

(7 combination factor applied to a variable action to determine its quasi-permanent value
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