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National foreword

This British Standard has been prepared under the direction of the Textiles and
Clothing Standards Policy Committee. It is the English language version of

EN 20105-A01 : 1992 Textiles — Tests for colour fastness Part AO1 General
princtples of testing, published by the European Committee for Standardization
(CEN), which is identical with ISO 105-A01 : 1989, published by the
International Organization for Standardization (ISO).

The technical content of this British Standard is identical with that of the
corresponding method in BS 1006 : 1990 Methods of test for colour fastness of
textiles and leather.
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ISO 105 was previously published in 13 ‘parts’, each designated by a letter
(e.g. ‘Part A’), with publication dates between 1978 and 1985. Each part
contained a series of ‘sections’, each designated by the respective part letter
and by a two-digit serial number (e.g. ‘Section A01’). These sections are now
being republished as separate documents, themselves designated ‘parts’ but
retaining their earlier alphanumeric designations.

The contents of ISO 105 are as follows.

General principles:
AO01 General principles of testing
A02 Grey scale for assessing change in colour
A03 Grey scale for assessing staining

A04 Method for the instrumental assessment of the degree of staining of
adjacent fabrics

Colour fastness to light and weathering:
BO1 Colour fastness to light: Daylight
B02 Colour fastness to artificial light: Xenon arc fading lamp test
B03 Colour fastness to weathering: Outdoor exposure
B04 Colour fastness to weathering: Xenon arc
B05 Detection and assessment of photochromism

B06 Colour fastness to artifical light at high temperatures — Xenon arc
fading lamp test

Colour fastness to washing and laundering:
CO01 Colour fastness to washing: Test 1
C02 Colour fastness to washing: Test 2
C03 Colour fastness to washing: Test 3
C04 Colour fastness to washing: Test 4
C05 Colour fastness to washing: Test 5
C06 Colour fastness to domestic and commercial laundering

Colour fastness to dry cleaning:
D01 Colour fastness to dry cleaning
D02 Colour fastness to rubbing: Organic solvents
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Colour fastness to aqueous agencies:
EO01 Colour fastness to water
E02 Colour fastness to sea water
EO03 Colour fastness to chlorinated water (swimming-bath water)
E04 Colour fastness to perspiration
EO05 Colour fastness to spotting: Acid
E06 Colour fastness to spotting: Alkali
EO07 Colour fastness to spotting: Water
EO08 Colour fastness to water: Hot water
E09 Colour fastness to potting
E10 Colour fastness to decatizing
E11 Colour fastness to steaming
E12 Colour fastness to milling: Alkaline milling
E13 Colour fastness to acid-felting: Severe
E14 Colour fastness to acid-felting: Mild

Reference adjacent fabrics:
FO1 Specification for reference adjacent fabric: Wool
F02 Specification for reference adjacent fabric: Cotton and viscose
F03 Specification for reference adjacent fabric: Polyamide
F04 Specification for reference adjacent fabric: Polyester
FO05 Specification for reference adjacent fabric: Acrylic
F06 Specification for reference adjacent fabric: Silk
FO7 Specification for reference adjacent fabric: Secondary acetate
FO8 Specification for reference adjacent fabric: Triacetate
F09 Specification for reference rubbing cloth: Cotton
F10 Specification for adjacent fabric: Multifibre

Colour fastness to atmospheric contaminants:
GO1 Colour fastness to nitrogen oxides
G02 Colour fastness to burnt gas fumes
GO03 Colour fastness to ozone in the atmosphere

GO04 Colour fastness to oxides of nitrogen in the atmosphere at high
humidities

Measurement of colour and colour differences:
JO1 Method for the measurement of colour and colour differences
J02 Method for the instrumental assessment of whiteness

Colour fastness to bleaching agencies:
NO1 Colour fastness to bleaching: Hypochlorite
NO2 Colour fastness to bleaching: Peroxide
NO3 Colour fastness to bleaching: Sodium chlorite: Mild
NO4 Colour fastness to bleaching: Sodium chlorite: Severe
NO5 Colour fastness to stoving
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