BS EN 203-2-1:2014

Gas heated catering equipment
Part 2-1: Specific requirements — Open
burners and wok burners

[
bSlo ..making excelleDoewriembst.

Document Sharing Hub

Full document details: BS EN 203-2-1:2014


http://www.avadocuments.com/doc/bs-en-203-2-1-2014
http://www.avadocuments.com/doc/bs-en-203-2-1-2014

BS EN 203-2-1:2014 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 203-2-1:2014. It
supersedes BS EN 203-2-1:2005 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee GSE/19, Catering equipment (gas).

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2015. Published by BSI Standards
Limited 2015

ISBN 978 0 580 82212 4
1CS 97.040.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 January 2015.

Amendments issued since publication
Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 203-2-1:2014


http://dx.doi.org/10.3403/30066937
http://www.avadocuments.com/doc/bs-en-203-2-1-2014
http://www.avadocuments.com/doc/bs-en-203-2-1-2014

BS EN 203-2-1:2014

EUROPEAN STANDARD EN 203-2-1
NORME EUROPEENNE
EUROPA'SCHE NORM December 2014

ICS 97.040.20 Supersedes EN 203-2-1:2005

English Version

Gas heated catering equipment - Part 2-1: Specific requirements
- Open burners and wok burners

Appareils de cuisson professionnelle utilisant les Grol3kiichengerate fur gasférmige Brennstoffe - Teil 2-1:
combustibles gazeux - Partie 2-1: Exigences particulieres - Spezifische Anforderungen - Offene Brenner und Wok-
Brlleurs découverts et woks Brenner

This European Standard was approved by CEN on 8 November 2014.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United
Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2014 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 203-2-1:2014 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 203-2-1:2014


http://dx.doi.org/10.3403/30066937U
http://dx.doi.org/10.3403/30066937
http://www.avadocuments.com/doc/bs-en-203-2-1-2014
http://www.avadocuments.com/doc/bs-en-203-2-1-2014

BS EN 203-2-1:2014
EN 203-2-1:2014 (E)

Contents Page
0T =TT o 5
1 85 o o - N 6
2 NOIrMAtiVe refErENCES ... ..o s s e e s e s s me e s s anes 6
3 Terms and defiNitioNS .......ccooi i 6
4 L0 F= L= T 1T 6
5 Constructional reqUIremMENTS.........coiii i sss s e e s s s s ssss s e e e s ss s s s ssmnn e e e eesassssnnmeneneeesnnsnnn 6
5.1 107 1= - | 6
5.1.1  Conversion to different QASES .......ccccceiiiiciiseiiiriiirsccssserr s r e e s s e e e e e nnnn e e e e nan 6
5.1.2 Materials and methods of CONSIrUCLION ... s 7
5.1.3 Use, cleaning and MaiNt@NanCe ..........ccueieiiiiiiiiiiiissses s s s s s s s s s s s s s s s s s s s s s s s s s e s e sensnsnsnsnsnsssnsnsnsnnnns 7
L I S €7 T oY 413 =Y o2 o) TP 7
L T T = o 11 ] T [ == P 7
5.1.6 Supply of combustion air and evacuation of combustion products........ccccccceecciirririiiccccsnceeeen, 7
5.1.7  Flame VISIiDIlity .....ccooieeoiiiiiiic it 7
LT I T = 1= o2 e T 7 | =Y T/ PR 7
5.1.9 Construction requirements for gas cylinder compartment.........ccccccocccoirimiiiinsccccscrrr e 8
5.2 Particular requirements for components in the gas circuit .........cccccceiiiiicciiinccccccecer e 8
L0 T € 7Y 3T - | PP 8
5.2.2 Gas rate control and shut-off deViCe ..o 8
L0720 T X1 )| T V= o L1 1T o 4 U= o 8
£ 078 = U 4 3 = 8
5.2.5 Gas rate adjUSTErs.........cccciiiiiiiiiireciiri s isscsserr e s s s ssssr e e s s s s s s s r e e e ee s e s s nmer e e e ee e e e nnne e e e e eaannnnnnneneenan 9
5.3 Particular reqUIrements ..........ccccccciiiiiiniiisisisssssssssssssssssssssssssssssssssssssssssssssssssssssssnsssnsnsnnnsnsnnnnnnnnnnnnnns 9
£ 70 T T o Yo Yo =T 1] |- Vo = 9
5.3.2 Stability and mechanical safety .......ccccccccciiiiiiiiicccccerr e e 9
6 Performance reqUIrEMENTS .........cceiiiiciiriccre e s n e e nn e s e ne e e e mnn e nanan 9
6.1 8T T T e 13 =T 9
6.1.1  Soundness Of the gas CirCUIt........ccccciiiiiiciiiiii s n e e e e e s samnn e e e e nas 9
6.1.2 Soundness of combustion product circuit of type B appliances.........ccccccccmrriiicccccrrennnsssccsnceeeneens 9
6.2 Obtaining the gas Fate..........ccccciiiiiiicc e r e e s n e e s s e s mmnn e e e eesa s s nmne s e e e eennnanan 9
6.2.1  Nominal heat iNPUt (Qp) . .cceeeerrrrarrrrrrrsrrsssmrrssr e s e ssssrsssress s e sssss s s s s e s s smesssssesssnesssmnsssanesssnssssnnessanesssnnes 9
6.2.2  Full CAlONfiC FAte ...t s s e s e s e e s amn e e s nnes 9
6.2.3 Reduced heat INPUL...........oooiiiiiii e e s e e e e e e rrrrer e e e e e e e e rer e e e nenennnenens 9
6.2.4 Ignition burner heat iNPUL ..........cooo oo 9
6.3 AST=1 =1 Ao e o =1 = 4 o o S 10
L 0 I = 1 4 3 = 10
L 7 =Y 4T 1= = 10 L= T 1L 10
6.3.3 Ignition — cross-lighting - flame stability.......ccccccceeceiirmmiiin i ——— 10
6.3.4 Combustion products safety devices for type B 1gs applianCes .........cccccmrrrririccissmmerersnsssssssneenns 10
LG R T o =T o 1 o = 1
6.4 Influence of burners on €ach Other ... 11
6.5 T DL = TV = o [ 1 o 4 =Y o PSP 1
6.5.1 Flame Shut Off deViCe ........cciiiiiiiiiccii e 11
L 7 [ T 11 1o T e =7 T o 1
6.6 Tl o o VAT Vo T e (=Y T - PP 1
L TR T €71 3T - | N 11
6.6.2 Supervision of the combustion air or combustion products rate ...........cccccrriricciircereeninssccsseeenns 1
6.6.3 Supervision of the combustion air pressure or combustion products pressure ............cccceeueeees 12
(<30 S X1 /[« T T30 = 14 o TN o3 o g £ (o L= S 12
6.7 (0o 5 0] ¢ 11 =3 1 o -

6.7.1  All appliances (in calMm @ir) ......cccccccmiiiiiiicccceerre e scsssere e e ssssser e e e e ssssssssmnnnes (os nn idbmnnns Do&:turl‘ients
(< S~ o T=Tex P 1IN o o7 0 T 3o 1= R S Dacument3haring Hub
2

Full document details: BS EN 203-2-1:2014


http://www.avadocuments.com/doc/bs-en-203-2-1-2014
http://www.avadocuments.com/doc/bs-en-203-2-1-2014

BS EN 203-2-1:2014
EN 203-2-1:2014 (E)

6.7.101 Abnormal use reasonably foreseeable ...........ccccciiiiiiiniis e ——————— 12
6.8 Particular reqUIremMeNts ... 12
6.8.1 Stability and mechanical safety ...........ccccciiiiiiniis e ——————— 12
6.8.2  PreSSUNZed PArtS.... ..o s s e e s e amn e e e s ee s e nnnnnr e e s eannnnann 12
6.8.3 Lack of heat-bearing fluid............coocmmiiiiiiinc e ————————— 12
6.9 T Q] T Y=Y T ) 12
L TR TR € 1Y o =Y | N 12
6.9.2 Electrical energy flUCtUALtION .........ccciiiiiiiniii i ———————— 12
6.9.3  Other auXiliary @Nergy .....cccocivcriiiirriiiirr i 12
6.10  Rational USe Of ENErgy ......ciccvciiiiiiiriir i ———————— 12
6.10.101 L0 o T=Y o T o LT 4 4 T=T 13
6.11  Operating requirements - Temperature of the LPG cylinder and its compartment...................... 13
6.11.1 Temperature of the walls of the compartment ... s 13
6.11.2 Temperature of the LPG CYlINAEr ... 13
7 =53 0 3 e [T 3 13
71 L= 4 T - 13
7.1.1  Characteristics of the test gases .........cccccvriiiinii e ——————— 13
7.1.2 Requirements for making up test gases .........cccccccriiiinm e ———————— 13
740 1 T =3 8 oY 1 N 13
7.1.4 Preparation of the apPlianCe ... s 13
7.1.5 Practical method of test......... 13
A0 T =T 8 o] =TT =] T =N 13
7.1.7  Carrying out the tests..........cociiiiiiii i ———————— 13
7.2 £ T T 1] Lo [T 14
7.21 Soundness of the gas CirCuUit ........ccccviiiriiii i ———— 14
7.2.2 Soundness of the combustion circuit and correct evacuation of the combustion products for

187 T = 2= T o1 o L= 10 L= N 14
7.3 ODbtaining gas rates .....cccciciiiiiniir i ———————— 14
4 TR T € 1Y 4 =Y | N 14
7.3.2 Nominal Reat iNPUL ... s e s s s s e e e s e e s e ammmn e e e e e e nnnann 14
4 TR T 1 | - N 14
4 2R S 3 =Y [T =Y o - N 15
7.4 Operational safety ..o ——————————————— 15
4 3 I = T T 4 3 =Y N 15
7.4.2  Limit temMPeratures ... ss s e s e e e s e e s e nmn e e e s eeaa e nnnnn e e e s eananann 15
7.4.3 Ignition - cross- lighting - flame stability ...........ccccooniiiiinris e —————— 15
7.5 Auxiliary eqUIPMENL ... r e nn e nmn e e e e nan 17
7.5.1  Flame shut off deVICe ... e e 17
7.5.2  IgNItioN deVICe.....i it —————————— 17
7.6 L0 011 10 T3 1 ' ) o 17
400 T TR € 1Y 4 =Y | N 17
7.6.2 Tests carried out under normal conditions ... ———————————— 17
7.6.3 Specific test for type B applianCes ... e 21
7.6.4 Test with sooting limit gas......c.ccccccriiiismiini i ————————— 21
7.7 AIr-proving d@VICE .....ciiiiiiiiiiiriiiir i 21
0 £ I € 1Y 4 =Y - | N 21
7.7.2 Supervision of the combustion air or the combustion products rate..........cccoccmrriiiiiiiiiicnniinnnnee. 21
7.7.3 Supervision of the combustion air or the combustion products pressure...........c.ccccceiecrnrrrnnnnees 22
7.8 8T 01T o T L = = 22
7.8.1 Stability and mechanical safety ...........cccccriimiiiiin e ———————— 22
A T o (=TT U =T I o - T (N 22
7.8.3 Lack of heat bearing fluid ............coocimiiiiiiiiii i ————————— 22
7.8.101 SPIllage ...ceeeiiieiiiiiiiii i 22
7.9 Test method - Overheating of the LPG cylinder and its compartment ............cccccooiiiiiiiinniinnnee. 22
7.101 Rational USe Of ENErgy ......coiciviriiiiiriiir i ————— 22
48 0 e T 1T 4= - | N 22
A 1 1= 23
8 [ L= e | =11 Lo o Boeumynts
9 Marking and inStructions...........ccccviiiminir e e pPeeument-584ring Hub

3
Full document details: BS EN 203-2-1:2014


http://www.avadocuments.com/doc/bs-en-203-2-1-2014
http://www.avadocuments.com/doc/bs-en-203-2-1-2014

BS EN 203-2-1:2014
EN 203-2-1:2014 (E)

9.1 167 4 =T o 24
9.2 Marking on the applianCe........o s 24
9.21 Data plates and 1abels ........... i e 24
9.2.2 Other marking on the applianCe...........o i e 24
9.3 L 1= €T o 24
L2 R R O € 7Y o - - | 24
9.3.2 Instructions for use and MaINtENANCE ... e 24
9.3.3 Instructions for installation and adjustment............ccccoviiiiri—————— 24
9.3.4 Instructions for conversion to different gases .........ccccoucviiiniinnn e ——— 24
9.4 L T3 = Vo 11 T 24
Annex A (informative) National Situations ... s 27
Annex B (normative) Use of symbols on appliances and packaging ...........ccoorimmmmnnimnnnnsnnesnnne, 28
Annex C (informative) Trilingual list of appliances in the scope of EN 203-1 and corresponding Part 229
Annex D (normative) Non pneumatic air/gas control devices ........ccccovmminriimninni . 30
Annex E (informative) Composition of the gas Circuit.............ccooomiiiiiiicicn e 31
Annex ZA (informative) Clauses of this European Standard EN 203-2-1 addressing essential
requirements or other provisions of EU Directives. ... 32
Documents

Document Sharing Hub

4
Full document details: BS EN 203-2-1:2014


http://dx.doi.org/10.3403/01952161U
http://dx.doi.org/10.3403/30066937U
http://www.avadocuments.com/doc/bs-en-203-2-1-2014
http://www.avadocuments.com/doc/bs-en-203-2-1-2014

BS EN 203-2-1:2014
EN 203-2-1:2014 (E)

Foreword

This document (EN 203-2-1:2014) has been prepared by Technical Committee CEN/TC 106 “Large kitchen
appliances using gaseous fuels”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by June 2015 and conflicting national standards shall be withdrawn at the latest by
June 2016.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent rights.
CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 203-2-1:2005.

The technical changes in comparison to the previous edition are:
— modification of the definition of wok burner in 3.3.2.103;
— modification of the text in 7.1.5.3 Conditions of supply and adjustment of the appliances;
— addition of a general subclause on 7.4.2 Limit temperatures;
— addition of a pan of 60 cm internal diameter in tables 101, 102 and 103;
— modification in 7.6.2.5 (7.6.2.103) of the adjustment of the sequential function control;

— modification of the test in 7.6.2.6 “abnormal use reasonably forseeable” (nominal heat output replaced by
minimum heat input).

This European Standard specifies the safety and rational use of energy requirements for open and wok burners.

This European Standard has to be used in conjunction with EN 203-1 “Gas Heated Catering Equipment — Part 1:
General safety rules”.

This sub-part of part 2 supplements or modifies the corresponding clauses of EN 203-1|, so as to convert it into the
European Standard for Commercial Gas Heated Open and Non- Enclosed Burners.

Enclosed and solid tops are covered by EN 203-2-9.
Subclauses and Figures which are additional to those in EN 203-1| are numbered starting with 101.

This document has been prepared under a mandate given to CEN by the European Commission and the European
Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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1 Scope
Scope is applicable with the following addition:

This European Standard specifies requirements for the construction and operating characteristics relating to the
safety, rational use of energy and marking, of atmospheric commercial gas heated open burners, non-enclosed
covered burners.

It also states test methods to check those characteristics.

2 Normative references

Normative references are applicable with the following addition:
N 203-1:2014, Gas heated catering equipment - Part 1: General safety rules

N 631-1|, Materials and articles in contact with foodstuffs - Catering containers - Part 1: Dimensions of containers

3 Terms and definitions
Terms and definitions are applicable with the following addition:

3.3.2.101

open burner

hot plate burner for which the pan is heated directly by the flame and the products of combustion are evacuated
directly to atmosphere without following a specific way

3.3.2.102

non enclosed covered burner

burner for which the pan or the foodstuffs being heated is screened from direct flame contact by the interposition of
a surface on which they rest and where all products of combustion are evacuated directly to the atmosphere (e.g.
around the periphery of the plate) and the burner is designed so that partial visibility of the flame is possible in
normal operation

EXAMPLE A non-enclosed burner may be:

— permanent, i.e. designed to be used only with the plate in position;

— dual purpose, i.e. designed so that it may also be used as an open burner after removal of the removable plate.
3.3.2.103

wok burner

open burner for which the environment and in particular the supports to accept a large bowl-shaped cooking pan
which dimensions are stated in the operating instructions

3.3.101

working surface
surface on which the pans rest or the food is handled as well as the top horizontal surface of the appliance

4 Classification
Shall be according to EN 203-1:2014, 4.

5 Constructional requirements

5.1 General
5.1.1 Conversion to different gases

Documents
Shall be according to EN 203-1:2014, 5.1.1. Document Sharing Hub
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5.1.2 Materials and methods of construction

Shall be according to EN 203-1:2014, 5.1.2.

5.1.3 Use, cleaning and maintenance

Shall be according to EN 203-1:2014, 5.1.3.

5.1.4 Gas connections

Shall be according to EN 203-1:2014, 5.1.4.

5.1.5 Soundness

Shall be according to EN 203-1:2014, 5.1.5.

5.1.6  Supply of combustion air and evacuation of combustion products
5.1.6.1  General
N 203-1:2014, 5.1.6.1 is replaced by the following modification:

Appliances shall be constructed so that, under normal conditions of use and maintenance, the supply of
combustion air and the evacuation of combustion products is permanently guaranteed. Obstruction of the
combustion air inlets and the evacuation of the products of combustion shall be made impossible (from the pans
used).

5.1.6.2 Appliances equipped with a fan
Shall be according to EN 203-1:2014, 5.1.6.2.

5.1.6.3  Appliances fitted with an air/gas ratio control device

Shall be according to EN 203-1:2014, 5.1.6.3.

5.1.6.4 Appliances not intended to be connected to an evacuation duct of the combustion products
(Type A)

Shall be according to EN 203-1:2014, 5.1.6.4.

5.1.6.5 Appliances intended to be connected to a an evacuation duct of the combustion products
(Type B)

Shall be according to EN 203-1:2014, 5.1.6.5.

5.1.7 Flame visibility

5.1.7.1  Verification by the installer
Shall be according to EN 203-1:2014, 5.1.7.1.

5.1.7.2 Confirmation by the user
Shall be according to EN 203-1:2014, 5.1.7.2.

5.1.8 Electrical safety

Shall be according to EN 203-1:2014, 5.1.8.
Documents
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5.1.9 Construction requirements for gas cylinder compartment

Shall be according to EN 203-1:2014), 5.1.9.

5.2 Particular requirements for components in the gas circuit
5.21 General

Shall be according to , 5.2.1.
5.2.2 Gas rate control and shut-off device
5.2.21 General

Shall be according to , 5.2.2.1.
5.2.2.2  Shut-off device

Shall be according to EN 203-1:2014, 5.2.2.2.
5.2.2.3 Control knob

Shall be according to , 5.2.2.3.
5.2.2.4 Control signals and marking

Shall be according to , 5.2.2.4.
5.2.3 Auxiliary equipment

Shall be according to , 5.2.3.
5.2.3.1 General

Shall be according to , 5.2.3.1.
5.2.3.2 Ignition device

Shall be according to , 5.2.3.2.
5.2.3.3 Flame supervision device

Shall be according to , 5.2.3.3.
5.2.3.4 Gas regulator

Shall be according to , 5.2.3.4.
5.2.3.5 Regulating and overheat limit devices
Shall be according to , 5.2.3.5.
5.2.3.6 Pressure test points

Shall be according to EN 203-1:2014, 5.2.3.6.

5.2.4 Burners

Shall be according to EN 203-1:2014, 5.2.4. Documents
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5.2.5 Gas rate adjusters

Shall be according to , 5.2.5

5.3 Particular requirements

5.3.1 Food spillage

Shall be according to EN 203-1:2014, 5.3.1 with the following addition:

After the test described in 7.8.101, the burner shall be able to be re-ignited easily.
Possible food spillage shall not be able to cause modification to the air/gas mixture of the burner.
5.3.2 Stability and mechanical safety

Shall be according to EN 203-1:2014, 5.3.2 with the following addition:

The griddles and supports shall ensure the stability of pans which are intended to be used.
6 Performance requirements

6.1 Soundness

6.1.1 Soundness of the gas circuit

Shall be according to , 6.1.1.

6.1.2 Soundness of combustion product circuit of type B appliances
6.1.21 General

Shall be according to , 6.1.2.1.

6.1.2.2 Type B, appliances (with the exception of type B4, appliances)
Shall be according to , 6.1.2.2.

6.1.2.3 Type By, and B, appliances

Shall be according to , 6.1.2.3.

6.2 Obtaining the gas rate

6.2.1  Nominal heat input (Q,)

Shall be according to , 6.2.1.

6.2.2 Full calorific rate

Shall be according to , 6.2.2.

6.2.3 Reduced heat input

Shall be according to EN 203-1:2014, 6.2.3.

6.2.4 Ignition burner heat input

Shall be according to EN 203-1:2014, 6.2.4. Documents
Document Sharing Hub
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6.3 Safety of operation

6.3.1 Burners

6.3.1.1  Resistance to overheating

Shall be according to , 6.3.1.1.
6.3.1.2 Escape of unburned gas

Shall be according to EN 203-1:2014, 6.3.1.2.

6.3.2 Temperature limits

6.3.2.1 Protection against risk of fire

6.3.2.1.1 Normal operation

Shall be according to EN 203-1:2014, 6.3.2.1.1.
6.3.2.1.2 Abnormal operation

Shall be according to EN 203-1:2014, 6.3.2.1.2.
6.3.2.2 Protection against risk of burns
6.3.2.21 Control knobs and other handles
Shall be according to EN 203-1:2014, 6.3.2.2.1.
6.3.2.2.2 Vertical panels of the appliance case
Shall be according to EN 203-1:2014, 6.3.2.2.2.
6.3.2.3 Regulating, control and safety devices
Shall be according to , 6.3.2.3.

6.3.3 Ignition — cross-lighting - flame stability
6.3.3.1 Influence of supply conditions

Shall be according to , 6.3.3.1.
6.3.3.2 Influence of winds and room draughts
6.3.3.2.1 Influence of winds and room draughts on type A and B appliances
Shall be according to EN 203-1:2014, 6.3.3.2.1.
6.3.3.2.2 Influence of down draught for type B appliances

Shall be according to EN 203-1:2014, 6.3.3.2.2.

6.3.4 Combustion products safety devices for type B4gs appliances

Shall be according to EN 203-1:2014), 6.3.4.
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