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Foreword

This document (EN 2241:2010) has been prepared by the Aerospace and Defence Industries Association of
Europe - Standardization (ASD-STAN).

After enquiries and votes carried out in accordance with the rules of this Association, this Standard has
received the approval of the National Associations and the Official Services of the member countries of ASD,
prior to its presentation to CEN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2010, and conflicting national standards shall be
withdrawn at the latest by September 2010.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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1 Scope

This standard specifies the dimensions of caps for incandescent lamps used on board aircraft respectively the
characteristics and tests of which are defined in EN 2240-001 and EN 2754

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

EN 2241-001, Aerospace series — Incandescent lamps — Part 001: Technical specification

N 2758, Aerospace series — Lamps, incandescent — Test methods

N 9133, Aerospace series — Quality management systems — Qualification procedure for aerospace
standard parts

EN 60061-1:1993, Lamp caps and holders together with gauges for the control of interchangeability and
safety — Part 1: Lamps caps (IEC 60061-1:1969 + supplements A:1970 to N:1992, modified)

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1
cap
part of a lamp which holds it in a lampholder and provides connection to the electric supply

4 Caps dimensions

4.1 General
See 4.2 to 4.14.

Dimensions and tolerances are in millimetres.
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4.2 Dimensions of bi-pin cap

See Figure 1 and Table 1.

r
l
|5

Key

1 Level of dimension B. Dimension B is specified flush with the base.

Figure 1
Table 1
Dimensions in millimetres
Bi-Pin reference
Dimensions G 3,17 G 2,54 GX 2,54 G 1,27 GX 1,27
Type
T13/4 T11/4 T1 T1 T1

p min. 5,70 4,60 3,70 3,70 3,20
max. 5,90 4,80 3,90 3,90 3,40
min. 3,07 2,44 2,44 1,17 1,17
b max. 3,27 2,64 2,64 1,37 1,37
c min. 5,85 5,85 5,85 5,85 5,85
max. 6,85 6,85 6,85 6,85 6,85
b min. 0,45 0,45 0,45 0,45 0,45
max. 0,55 0,55 0,55 0,55 0,55
min. 8,50 7,20 5,20 5,20 3,00
£ max. 9,00 7,70 5,70 5,70 3,40

The location of the pins, their relative position and their position relative to the cap barrel shall be checked by
means of a gauge (under study).
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